Client
_ocation:

~roject:
Date Started:

Geologist:

Date Finished:

Westinghouse Electric Company

Hematite, MO
Hematite Remedial Investigation

06/28/04

06/28/04
J. Grupp

Drilling Contractor: IPS

Boring:NB-61

(P2-25)

Drilling Method:
Surf. Elev:

Northing:

Easting:

Total Depth of Boring:
op of Casing:

‘otal Depth of Well:

Direct Push
429.76
864995 63
82791712
29.0 feet
432.26
29.0 feet

RAD
(Beta/Gamma)
PID (Conventional)
(PpmM)

PID (MIP)

Sample

o
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Lithology

Lithology Description

USCS

Construction

Well Well Construction

Description

Bkgrd=
61/10228

56/10400

NB-61-05-SL

(4.0-6.0")

7010200

NB-61-13-SL

(12.0-14.0Y

52/9800

TOPSOIL

CLAY: brown, slightly plastic, damp, silty
CL

CLAY: brown w/black, slightly plastic, damp to
moist, silty

CL

CLAY : brown w/black, slightly plastic, moist to
wet, trace fine gravel

CL

CLAY: brown w/gray mottling, slightly plastic,
wet w/silt

CL

NB-61-23-SL

(22.0-24 0"

48/10200

NB-61-28-5SL

(27.0-29.0 ||

6 S

CLAY : gray, plastic, wet, trace fine sand

CH

SANDY CLAY: gray, slightly plastic, wet CL

SP

SAND: gray, fine grained w/ fine clay GP

2'x 2'x 05" CONCRETE PAD

1" SCH 40 PVYC RISER

HIGH SOLIDS BENTONITE
GROUT

SECONDARY FILTER PACK
(100 Mesh)

1.0" x 2.5" PREPACKED SCREEN
(20/40 Mesh)
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430 — 0
: 1| 4.044.0
425 5
: || 4.0/4.0
el __ 10 4.0/4.0
T || 4.0/4.0
415 — 15 —
: 1] 4.0/2.5
410 — 50
: || 4.0/3.5
400 — 9L .|
: || 4.0/2.5
g : 1.0/1.0
400 — 30 —
395 — i

\GRAVEL: fine grained wffine sand and clay

/

Bottom of Hole 29.0°

3300 State
Festus, MO

Westinghouse Electric Company
lematite Facility

Road P
63028

SAIC
8421 St. John Industrial Drive
St. Louis, MO 63114

Client:
Project.

Location:
Borehole:
Sheet:

Westinghouse Electric Company

N
L

ematite Remedial |nvestigation
ematite, MO
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Client Westinghouse Electric Company Bori ng : N B_63 Drilling Method: Direct Push
_ocation: Hematite, MO ] Surf. Elev: 418.78
Project: Hematite Remedial Investigation Northing: 863845.20
Date Started: 7113/04 Easting: 827882.39
Date Finished: 7113/04 Total Depth of Boring: 22.9 feet
Geologist: J. Grupp Top of Casing: 421.28
Drilling Contractor: IPS Total Depth of Well:  22.0 feet
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o |8 | 8 0] T |, g .. | Sample | Lithology Lithology Description USCS| Construction Description
i Bkgrd= Bkgrd=
420 — - 37/5000 0.0
b 0 ? I I I
A CLAY: brown, slightly plastic, damp, silty w/ fine 2% 2% 00 CONCRETE FAD
i sand :
| 7| #-0m0 N/A 1" SCH 40 PVC RISER
415 — wi 46/7300
1 B NB-63-05-SL
1 | 4.0m.0 (04-08) HIGH SOLIDS BENTONITE
| | 1| CLAY: brown, slightly plastic, damp, sandy KT
410 | —_—
A o O _ O|| GRAVEL: brown, moist to wet, wffine to coarse ;
10— | 4.028 ° .7 57 4| sand { K SECONDARY FILTER PACK
b - o O O i( h( (100 Mesh)
= 596 5 u
- 50/6600 2@ B gifﬁ
A i - e B N
NB-63-13-SL|| . ©_ ©_© GW ol
405 — | 4025 (214 [° o 5 o i
T SR fmrd
15 — & 10, 0 o
| 0O O O ¢ g
J 5 Vs S © H 1.0" x 2.5" PREPACKED SCREEN
i - EI o E (20/40 Mesh)
ST s B € R ¢ ] hG
1 ~| 4.025 | 48/6600 e e
400 — SANDY CLAY: gray, slightly plastic, wet CL LT
i NB-63-19-SL f_a(
1 20 (18-207) GRAVEL: brown, fine w/coarse sand GP (] 1
J | (HG
2.5/0.0 N/A > XK NO RECOVERY i
i -2 ot W Wg'd
g = Bottom of Hole 22.5'
295 — d
- 29—
390 — .
T Bl
385 — il
D=
280 — J
40
== Client: VWestinghouse Electric Company
S o — Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  NB-63
3300 State Road P St. Louis, MO 63114 _— {
Festus, MO 63028 e <
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Client Westinghouse Electric Company Bori ng : N B_64 Drilling Method: Direct Push
|_ocation: Hematite, MO ] Surf. Elev: 418.88
Project: Hematite Remedial Investigation (P2_75) Northing: 864520.97
Date Started: 06/28/04 Easting: 828346.25
Date Finished: 06/28/04 Total Depth of Boring: 18.0 feet
Geologist: J. Grupp Top of Casing: 421.38
Drilling Contractor: IPS Total Depth of Well:  18.0 feet
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o |8 | 8 5] T |, g .. | Sample | Lithology Lithology Description USCS| Construction Description
i [ Bkgrd= Bkgrd=
420 - - 40/9500 %
A CLAY: brown, slightly plastic, damp, silty w/fine 16T s A RIS B
g sand
1 | Ao N/A - 1" SCH 40 PVC RISER
415 - 50110100
A : SILT: brown, non plastic, damp wfine sand ,
Sh NB-64-05-SL ||& trace clay il N K HIGH SOLIDS BENTONITE
- 1| 4020 (4.0-6.0) ||© GROUT
: : SAND: brown, moist, fine grained SP
410 — 2 SAND: brown, moist, coarse grained w/ffine
gravel
1 10— | 4.012.0
il . SP i B
iR SECONDARY FILTER PACK
T = 52/8800 L] (100 Mesh)
| i i
i NB-64-13-SL || C
405 — | 4.0/2.0 (12.0-14.0") |t Gl
yl v © @ 0 GRAVEL: fine, brown, wet w/coarse sand CH
15 _ » 0 ®_ © (1]
T g R P (i
T T 6 B« 11 1.0"x 25" PREPACKED SCREEN
¥ - | 2.015 | 42/9700 NB-64-17-SL | S (20/40 Mash)
A i (16.0-18.0" SAND: brown, fine grained, wet SP fieg
400 — i Bottom of Hole 18.0'
1 20 —
395 — -
1 25
390 — =
1 80—
385 — "
| 35—
380 — y
40
== Client: VWestinghouse Electric Company
D A Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  NB-64
3300 State Road P St. Louis, MO 63114 _— { oA
Festus, MO 63028 e, <
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Client Westinghouse Electric Company Bori ng : N B_65 Drilling Method: Direct Push
_ocation: Hematite, MO ] Surf. Elev: 418.09
Project: Hematite Remedial Investigation (P2_74) Northing: 864180.23
Date Started: 07/12/04 Easting: 828422.68
Date Finished: 07/13/04 Total Depth of Boring: 18.0 feet
(Geologist: J. Grupp Top of Casing: 420.95
Drilling Contractor: IPS Total Depth of Well:  18.0 feet
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o |8 | 8 0] = ug .. | Sample | Lithology Lithology Description USCS| Construction Description
420 — J Bkgrd= Bkgrd=
- — 37/5600 0.1
4 0 fr— ——
|| CLAY: brown, slightly plastic, damp, silty, trace S e CONGRETE BAD
i yi || finesand |
1 | 4.0m5 - 1" SCH 40 PVC RISER
2 = 57/9200 -
1 97 NB-65-05-SL :
i 1| s0m. (4.0-6.0" | 1
l ] 4.0/4.0 T T, e arale ii EE;USTGUDS BENTONITE
ol Al CLAY: brown, slightly plastic, damp, silty, trace L
410 fine sand
1 10| 4080 whit end fnsaand o e
: : FEAEED S SAND: gray, moist, trace fine gravel ] SP } “ ﬁ%ﬁﬂ"é?ﬁ)ﬁﬁ( FILTER PACK
405 — o NB.65.13.5L |18 sCaerdY: brown, slightly plastic, wet, silty w/fine cL ifi
A — 1 4.0/30 (12.0-14.0% e ol if:;(:
O @ O 4 GRAVEL: brown, fine to coarse, with coarse L
1 15— 5 e B B sand g 1.0" x 2.5" PREPACKED SCREEN
- e @ .. O GW (i (20/40 Mesh)
o O O 1k
- - | 2.02.0 | 42/9200 NB-65-17-SL |5 “5 “5 94 E
400 — bl (16.0-18.00 | o o o gl
| Bottom of Hole 18
| 20 i
395 — =
i 25 |
390 — i
| 30 .l
385 — i
i d 35 —
380 —
40
@ Westinoh === Biapf Westinghouse Electric Company
¢ mg e _;r"- Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  NB-65
3300 State Road P St. Louis, MO 63114 _— {
Festus, MO 63028 e <
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Client Westinghouse Electric Company Bori ng - N B_66 Drilling Method: Direct Push
|_ocation: Hematite, MO ] Surf. Elev: 419.43
Project: Hematite Remedial Investigation Northing: 863788.35
Date Started: 07/13/04 Easting: 82/700.13
Date Finished: 07/13/04 Total Depth of Boring: 20.0 feet
(Geologist: J. Grupp Top of Casing: 421.93
Drilling Contractor: IPS Total Depth of Well: 21.5 feet
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= | 0 Qv 5] T, g ,. | Sample | Lithology Lithology Description USCS| Construction Description
- [ Bkgrd= Bkgrd=
450 — i - 37/1600 1.2
1 |l CLAY: brown, slightly plastic, damp, silty Sk GONGRETE BAl
A 7| 4:04.0 N/A Gl 1" SCH 40 PVC RISER
- 46/6200
415 — : SILT: brown, slightly plastic, sandy w/ftrace of
J B NB-66-05-SL ||© clay it HIGH SOLIDS BENTONITE
1 1| 4010 (4.0-6.0) GROUT
1 : SAND: brown, damp, fine grained wfine gravel
410 __ 10— | 2040 >P il ﬁ%gcﬁﬂhéeﬁ)ﬂv FILTER PACK
1 (L
= 52/7200 ey b
=] o © © 4 GRAVEL: brown, wet, fine w/coarse sand SE
5 B 6 1
Al o 0 0O GP S8
405 — 4.0/3.0 O f:jr::J rDz:::n r::Jr: 3.;(_:1;(;
Ehe ) 1L
| T BB-Eb1 9.8 SANDY CLAY: lightly plastic, wet 5
(14.0-16.0" - gray, stightly plastic, We (H
- = e FR 1.0" x 2.5" PREPACKED SCREEN
. ;r;:g (20/40 Mesh)
4.0/2.5 | 48/6800 (16.0-18.0°) o 95 ©o 9| GRAVEL:brown, wet, fine to coarse wicoarse 2(:1(:
1 o o ol sand GW 1(3(
400 _ 20 ) CICJ @CI .;:;.I: i;i
T Bottom of Hole 20.0' glig
Bl Hm'd
395 —
| 25—
390 —
| 80—
385 —
| 85—
380 —
40
=== Client: VWestinghouse Electric Company
D A Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  NB-66
3300 State Road P St. Louis, MO 63114 it 1 of
Festus. MO 63028 el .
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Client Westinghouse Electric Company Bori ng : N B_67 Drilling Method: Direct Push
|_ocation: Hematite, MO ] Surf. Elev: 420.05
Project: Hematite Remedial Investigation (P2_79) Northing: 863908.43
Date Started: 07/13/04 Easting: 827392.66
Date Finished: 07/13/04 Total Depth of Boring: 22.0 feet
(Geologist: J. Grupp Top of Casing: 422.95
Drilling Contractor: IPS Total Depth of Well: 21.5 feet
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= | 0 Qv 5] = ug .. | Sample | Lithology Lithology Description USCS| Construction Description
i J Bkgrd= Bkgrd=
< ~ 58/8600 1.3
i 0 —————————— , \ ‘
e 1| CLAY: brown, slightly plastic, damp, silty, trace Sk GONGRETE BAl
i g fine sand
i | PR Gl 1" SCH 40 PVC RISER
= - 36/9000
CLAY: brown, slightly plastic, damp to moist,
415 — 57 NB-67-05-SL silty wfine sand oL HIGH SOLIDS BENTONITE
1l 1| 400 (4.0-6.0") GROUT
: : SAND: brown, fine grained, damp sSP
i 2 SAND: brown, coarse w/ medium gravel, wet
410 —| 10| 4.0m5 i il ﬁ%ﬁgeﬁ)ﬁv FILTER PACK
I J NB-67-11-SL i b
gl il 45 /9500 (10.0-12.0") | fmm——— S
- GC’ QG G‘: GRAVEL: brown, fine grained w/ medium to E‘SZL;(;
v 2 T coarse sand ap i
- -1 | 4.0/3.0 O Gr:a rDr::u r::Jr: :C";C
405 — 15— . (e
SANDY CLAY: gray, slightly plastic, wet CL }(:<
i I o5 O O . T 1.0"x 2.5" PREPACKED SCREEN
il ) o @ O 4 GRAVEL: brown, wet, fine to coarse grained Y (20/40 Mesh)
o “o Yo Y4l wimedium to coarse sand K
= —| 4.0/3.0 & B 8 LT
S B o I ¢ i
= - 42/9200 20 T GW S
G 8 @ 3.:(__1?;
400 — 20 B G g (L]
- | 2.0/2.0 NB-67-21-SL |5 “o Yo “d it
J 1 (200-2200 | o o o
1 Bottom of Hole 22.0¢
395 — 20—
390 4 30 —
385 — 39—
40
@ Westinoh == == Client: Westinghouse Electric Company
estingnouse —-fr--— Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  NB-67
3300 State Road P St. Louis, MO 63114 Bl 1 of
Festus, MO 63028 e, o

C-46




Client
_ocation:

~roject:

Date Started:
Date Finished:
Geologist:

Westinghouse Electric Company
Hematite, MO
Hematite Remedial Investigation

07/15/04

07/15/04
J. Grupp

Drilling Contractor: IPS

Boring:NB-71
(P2-24)

Drilling Method:

Direct Push

Surf. Elev: 424.83
Northing: 865308.27
Easting: 827948.61
Total Depth of Boring: 28.0 feet
Top of Casing: 427 .33
Total Depth of Well: 27 .5 feet
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% a S A1 0 ug 5 Sample | Lithology Lithology Description USCS| Construction Description
J Bkgr= Bkgrd=
§i - 58/1100 0.0
425 5 0 ? 1 1 1
il CLAY: brown, slightly plastic, damp, silty ‘18 SEoaln CONCRETE BAD
- 80/12000
| | RSAD 1" SCH 40 PVC RISER
420 — 5 — 60/11000 NB-71-5-SL +
T | 4.04.0 (4.0-6.0) |1 i
A CLAY : brown wf gray mottling, slightly plastic,
1 66/11000 1| damp to moist, silty
4157 10| 4.0m0 ' : HIGH SOLIDS BENTONITE
1 i 92/12600 : Rl
)i NB-71-13-SL || =
ji -|| 4.0/4.0 |/66/11000 (12.0-14.0 ]
410 - 15— —
1l 1l CLAY: dark brown, slightly plastic, w/ fine gravel CL 1
1 . I -] | SECONDARY FILTER PACK
" 1 || CLAY: grayish brown, slightly plastic, moist, uR (100 Mesh)
1| trace fine sand intermixed g
G ~| 4.04.0 = Sl
K
T : R (0
— e
4o — 20 F2A0a00 - {1 1.0"x 2.5" PREPACKED SCREEN
= | ] (i (20/40 Mesh)
1 | 4.0/3.0 o] (H
Al |l GRAVELLY CLAY: grayish brown w/ sand CL 13{:13('
o 1 il CLAY: gray, plastic, moist i‘:}‘i
400 — 25 | <H B
]I
T ~| 4.0/2.0 | 36/11000 "
| SAND: gray, wet, fine to coarse grained, w/ fine 23_3!;
= NB-71-27-SL gravel SW (H
i ) (26.0-28.0"
A Bottom of Hole 28.0°
395 — 30—
390 — 35—
== == Client: VWestinghouse Electric Company
i B Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  NB-71
3300 State Road P St. Louis, MO 63114 it 1 of
Festus, MO 63028 '

C-47




Client Westinghouse Electric Company Bori ng : N B_72 Drilling Method: Direct Push
|_ocation: Hematite, MO ] Surf. Elev: 419.28
Project: Hematite Remedial Investigation (P2_1 1 ) Northing: 864455.47
Date Started: 07/15/04 Easting: 828007.65
Date Finished: 07/15/04 Total Depth of Boring: 23.0 feet
(Geologist: J. Grupp Top of Casing: 421.78
Drilling Contractor: IPS Total Depth of Well: 225 feet
©
-
at ‘© O
= > O o —
- |lg| 82|25 | & | 2§
O = L = < () = o QO
5 | £ | 5|8 | € | 0~ .
> Q 0 £ N e | | o Well Well Construction
T 0 8 ] o s g - Sample | Lithology Lithology Description USCS| Construction Description
= J Bkgrd= Bkgrd= _
420 — - 36/10000 0.5
0 ? 1 1 1
i 1 CLAY: brown, slightly plastic, dry to damp, silty SEoaln CONCRETE BAD
) | 4.04.0 CL , TE;
| = 36/9400 1" SCH 40 PVC RISER
415 — SILT: brown, non-plastic, damp w/ fine sand
1 97 NB-72-05-SL ML
11 404 (4.0-6.0"
: i +040 SAND: brown,damp, fine grained - EE;UQI_DLIDS BENTONITE
T ] SAND: brown, silty, trace clay
410 — 1
| 10— | 40130
y SP {1 SECONDARY FILTER PACK
- NB-72-11-SL il (100 Mesh)
| - 41/9300 (10.0-12.0) TRy
':-K:l(
T Ji g
405 — -1 | 4.04.0 GRAVEL: brown, fine w/ coarse sand GP ﬁzﬁ
15— o .
T CLAY: gray, plastic, wet CH }(_C
- 1 i
~ (i . .
1 | woms ) Gg Q.;;; C:'r_: GRAVEL: gray, fine to coarse w/ med to coarse 5.{;1( ;Iégmxuzmﬁesi)REPACKED REREEN
— b o o | sand 1 L
G @ 0 GW Ll
400 — i NB-72-19-SL ||, ©. ©_ © Sl
1 20 39/9500 (18.0-20.09|1° .::JG @G r;;f 1(_:1(
C GG QC’ G‘: GRAVEL: gray-brown, fine to coarse, w/ fine to ]I
o i 3050 o @Q QG - coarse sand W 5‘{53(
= T NB-72-22-SL15 "o "o ¢ (H]
| 21.0-23.00 o o o
§i Bottom of Hole 23.0'
395 — T
| 28—
390 — 1
| B
385 — T
A B8
380 — i
40
=== Client: VWestinghouse Electric Company
D A Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  NB-72
3300 State Road P St. Louis, MO 63114 _— £
Festus, MO 63028 e, 9
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Client Westinghouse Electric Company Bori ng : N B_73 Drilling Method: Direct Push
|_ocation: Hematite, MO ] Surf. Elev: 420.31
Project: Hematite Remedial Investigation (P2_27) Northing: 864174.73
Date Started: 07/195/04 Easting: 828027.83
Date Finished: 07/15/04 Total Depth of Boring: 295.0 feet
Geologist: J. Grupp Top of Casing: 422 .81
Drilling Contractor: IPS Total Depth of Well: 24.0 feet
®
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=~ o O 4 A S Well Well Construction
o |8 | 8 5] T |, g .. | Sample | Lithology Lithology Description USCS| Construction Description
5 J Bkgrd= Bkgrd=
A - 50/8000 0.5
0 T .
420 — CLAY: brown, slightly plastic, dry to damp, silty 2x2'x 05" CONCRETE PAD
= yii to clayey, trace fine sand :
1 | 4.04.0 o 1" SCH 40 PVC RISER
’ y 38/8200
415 — hB-F3-la-5k SAND: brown, fine grained, damp
Y | 4.0/4.0 (.0-6.0) HIGH SOLIDS BENTONITE
o GROUT
1 o Eaa, SAND: brown, fine to coarse grained, damp, SW
il m trace fine gravel ap
~ i 841300 5 o o “d\ GRAVEL: brown, fine grained, wet 4 I SECONDARY FILTER PACK
T NB-73-13-8L|lc “o "o ( I PRt
: | s (1'2_0'_14'_0,) z Gz Qz i:::l( (i:f.vEL: fine to coarse grained w/coarse sand, GW 1(:1(
15 — o B (G
405 — J Il CLAY: gray, plastic, wet CH ;Elf:
| I ok NO RECOVERY iCl‘i
T 4.0/0.0 I (]
E X X T
< X X oy
- ji WX fine 1.0"x 2.5" PREPACKED SCREEN
20 e (20/40 Mesh)
400 — 427700 2 GC’ QC’ o || GRAVEL:brown, fine to coarse w/coarse sand, B
- i o © o dq wet GW f:ﬂ(:
1 4| 4.02.0 —_— O O _ (g
|| 1| CLAY: gray, plastic, wet B i(;(
J - NB-73-24-SL ]
1.0/1.0 (23.0-25.0") : | : | : | : | : | : | : LIMESTONE: tan to gray, highly weathered LS
395 — 2
1 Bottom of Hole 25.0°
390 4 30—
385 — S0
40
@ Westinoh == == Client: Westinghouse Electric Company
L T o — Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  NB-73
3300 State Road P St. Louis, MO 63114 _— { oA
Festus, MO 63028 e, <
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Client Westinghouse Electric Company Bori ng - N B_74 Drilling Method: Direct Push
|_ocation: Hematite, MO ] Surf. Elev: 432.75
roject: Hematite Remedial Investigation (PZ_O'] ) Northing: 864656.11
Date Started: 07/20/04 Easting: 827378.06
Date Finished: 07/20/04 Total Depth of Boring: 34.0 feet
(Geologist: J. Grupp Top of Casing: 435.25
Drilling Contractor: IPS Total Depth of Well:  34.0 feet
®
c
e © e,
= = 0 o =
- |lg| 82|25 | & | 2§
O ey L~ < (N = o ltsY
5| s | E5 |5 | & | Q07 i
> Q 0 £ N E | | o Well Well Construction
] s 8 ni) N G Sample | Lithology Lithology Description USCS| Construction Description
435 — =
|| Bkgrd= Bkgrd=
- 44/7000 1.3
: 0 e 2 x 2 x 0.5' CONCRETE PAD
& 1| 4010 CLAY : brown, slightly plastic, dry to damp, silty I L L
Galis I | B 1" SCH 40 PVC RISER
430 — |
T - 46/7500 cL
: 50— NB-74-05-SL
~ | 4.04.0 (4.0-6.0) HIGH SOLIDS BENTONITE
i e GROUT
425 J
1y il CLAY : brown w/gray mottling, moist, silty
1 10 —| 4.04.0 | 60/7600 CL
100 X y X | norecovery
1 — | 4.0/0.0 A A
J XX
| 15 @ i
o CLAY : brown, slightly plastic, wet w/silt
ji NB-74-17-SL
415 — 1| a0mo0 (16.0-18.0"
1 i CL
| 20 58/7500
i - | 4.0/3.5
410 — 2z CLAY : brownish gray, plastic, wet
| 25— NB-74-25-SL
= 1l 4025 (24.0-26.0" CH
| 1 R SECONDARY FILTER PACK
405 — Al g (100 Mesh)
R
1 = 62/7200 L
| 30— | 4.0125 SAND: gray, fine grained, wet i(:z.( 10"x 25" PREPACKED SCREEN
. a SP e (20/40 Mesh)
T = 5P e B 5Gﬂl?_lﬁ"u"EL: gray to brown, fine grained w/coarse GP Ef:}‘f
400 — | 2.01.5 NB-74-33-SL |5 “» “o “d g B
1 Al (32.0-34.0°) 2O 9l GRAVEL: gray fine to coarse grained i Yp
7 35 Bottom of Hole 34.0°
395 — =
40
@ Westinoh === Client: Westinghouse Electric Company
€ mg vuse D A Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  NB-74
3300 State Road P St. Louis, MO 63114 it 1 of
Festus. MO 63028 el .
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