Client Westinghouse Electric Company Borl ng - B P_’I 3 Drilling Contractor: IPS
_ocation: Hematite, MO ' Drilling Method: Direct Push
~roject: Hematite Remedial Investigation Surf. Elev: 442 14
Date Started:  06/15/04 Northing: 865343.00
Date Finished: 06/15/04 Easting: 827236.00
Geologist: J. Grupp Total Depth of Boring: 36.0 feet
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445 — 7
= 0
| FILL
440 — B 4 0/4 0 N/A L CLAY: brown, slightly plastic, dry, silty B
i | CLAY: brown, slightly plastic, moist, silty
i 5 BP-13-05-SL
J 4 | 4.0/4.0 (4.0-6.0° CL
435 — =
i : CLAY: brown, slightly plastic, moist to wet, silty
4 10— | 4.04.0 CL
430 — : CLAY: brown, slightly plastic, wet, w/silt
- - | 4.0/4.0
4 15— BP-13-15-SL CL
J _ (14.0-16.0"
425 — 7
s - | 4.0/4.0
1 CLAY: grayish brown, plastic, wet wfine gravel cH
4 20
| CLAY: brown w/gray mottling, plastic, wet wfine gravel
420 — - | 4.0/3.0
: = CH
41 25 BP-13-25-SL
Bl — 4 0/30 (24.0-26.0"
415 — =
i : CLAY: gray, plastic, wet
4 30— | 40130
- = CH
410 — N
i - | 4.0/35 _ :
| 35 | SHA AT B CLAY: gray, plastic, wet wfine gravel and trace fine sand i
) (34.0-36.0"
1 Bottom of Hole 36.0'
405 — N
== Client: Westinghouse Electric Company
A0 Erplyes Owned Congen Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
Hematite Facility 8421 St. John Industrial Drive | goeholer  BP.13
3300 State Road P St. Louis, MO 63114 |
Festus, MO 63028 Sheet: 1 of 1
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Client Westinghouse Electric Company ' " - Drilling Contractor: PS
_ocation: Hematite, MO Borlng' BP-14 Drilling Method: Direct Push
Project. Hematite Remedial Investigation Surf. Elev: N/A
Date Started:  0//22/04 Northing: N/A
Date Finished: 07/22/04 Easting: N/A
Geologist: J. Grupp Total Depth of Boring: 8.0 feet
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1 | Bkgrd=
~ — 48/8000
0 -] O (AAAA AL A A
— — I TOPSOIL
= B 2.0/2.0 N/A N/A =
§l B — — SILTY CLAY: brown, trace gravel (FILL)
= B 2.0/2.0 - —]
= m 36/8400 _ _
| Ei | — — - SILTY CLAY: brown w/concrete and asphalt debris (FILL)
2 = 2.0/1.0 - ]
1 | Bottom of Hole 8.0
= = Refusal on initial boring at 6.0'.
Offset 10.0' west from initial boring
-10 4 10—
q5 — 15—
20 4 20—
-25 25
30 4 30 —
35 4 35—
40 — 40 —
. = == Client: Westinghouse Electric Company
&) estinghouse SAIC _ gnovse Electno Comp
An Empiayee- O Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
Hematite Facility 8421 St. John Industrial Drive | goeholer  BP.14
3300 State Road P St. Louis, MO 63114
Festus, MO 63028 Sheet: 1 of 1
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Client Westinghouse Electric Company ; - _ Drilling Contractor; PS
_ocation: Hematite, MO Borlng' BP-15 Drilling Method: Direct Push
Project. Hematite Remedial Investigation Surf. Elev: N/A
Date Started:  0//22/04 Northing: N/A
Date Finished: 07/22/04 Easting: N/A
Geologist: J. Grupp Total Depth of Boring: 12.0 feet
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1 | Bkgrd= Bkgrd=
= — 48/8000 0.0
00— 0
TOPSOIL
= B 58/8200 NJ/A NJ/A
§l B 4 0/3.0 SILTY CLAY: brown w/concrete, gravel and asphalt (FILL)
o B 87/8400
5 5 1.5/1.5
il B 25825
| | 68/8200
SILTY CLAY: brown, slightly plastic, dry (FILL)
= — 2.0/2.0
104 10
underground obstructionforeign object (FILL), contained unknown yellow/green
] = 2.0/05 |8011/8200 substance
: : Bottom of Hole 12.0°
q5 — 15—
20 4 20
-25 29
30 4 30
35— 35
40 — 40 —
. = == Client: Westinghouse Electric Company
&) estinghouse SAIC _ gnovse Electno Comp
An Empiayee- O Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
Hematite Facility 8421 St. John Industrial Drive | geholer  BP.15
3300 State Road P St. Louis, MO 63114
Festus, MO 63028 Sheet: 1 of 1
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Client Westinghouse Electric Company Borl ng : B P_’I 8 Drilling Contractor:  IPS

_ocation: Hematite, MO Drilling Method: Direct Push
Project. Hematite Remedial Investigation Surf. Elev: 430.27
Date Started:  06/30/04 Northing: 865123.00
Date Finished: 06/30/04 Easting: 827671.00
Geologist: J. Grupp Total Depth of Boring: 32.0 feet
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3 | Bkgrd= Bkgrd=
o - 54/9600 0.5
o4 ———4+—— ¢ 0 00 0o M — i
430 — ] T ool
1 B CLAY: brown, slightly plastic, dry, silty
- 4.0/4.0
] - 60/9800 - oL
425 — 5— BP-18-05-SL
_ (4.0-6.0"
- 4.0/4.0
i B CLAY: brownish gray, plastic, moist, trace fine gravel
420 — 107 | 40m0
| - 58/10600 _ CH
- 1 | 4.0/4.0
415 — 197 BP-18-15-SL
_ (14.0-16.0"
T 1 CLAY: tan w/gray mottling, plastic, damp to moist
X 1 | 4.0m0 CH
410 — 20 42/10200 _ _ — _
| CLAY: gray, plastic, moist, trace silt intermixed
~ 1 | 4.0/4.0
J ~ ' CH
405 — 25 BP-18-25-SL
_ (24.0-26.0"
- 4.0/3.5
. - 45/10300
| CLAY: gray, slightly plastic, moist, sandy &
400 307 | 4om5 B i o 10 - :
| o oo GRAVEL: gray, fine to coarse grained wfcoarse sand
J BP-18-31-SL || “s "o Yo GW
) (30.0-32.00 | o o o
i r Bottom of Hole 32.0°
| ] |
395 4 S0
= = Client: Westinghouse Electric Company
i e Owidd G Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
Hematite Facility 8421 St. John Industrial Drive | geholer  BP.13
3300 State Road P St. Louis, MO 63114 |
Festus, MO 63028 Sheet: 1 of 1
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Client Westinghouse Electric Company Bori ng . D M_03 Drilling Contractor: IPS
_ocation: Hematite, MO ' Drilling Method: Direct Push
Project. Hematite Remedial Investigation Surf. Elev: 435.29
Date Started:  0//02/04 Northing: 864923.00
Date Finished: 07/02/04 Easting: 827576.00
Geologist: J. Grupp Total Depth of Boring: 35.0 feet
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& | Bkgrd=
435 -| O . . .
| CLAY : brown, slightly plastic.damp, silty
J + | 4.0/4.0 NJA
] - 80/7300 CL
430 — O~ DM-03-05-SL
. - | 4.04.0 (4.0-6.0°)
il : CLAY: brown, plastic, moist w/silt
405 — 10— | 4.04.0
| - 48/7400 CH
- i DM-03-13-SL
| - | 4.0/4.0 (12.0-14.0)
420 - 19
i | X X || NORECOVERY
- 7 x
| -+ | 4.0/0.0 X X
1 x
= X X
115 — 20 62/7300 _ _ _
CLAY: brown, slightly plastic, wet w/silt
o i CH
| + | 4.0/3.5
| B CLAY: grayish brown, plastic, wet, trace fine sand CH
il | CLAY: gray, plastic, wet
410 — 25 DM-03-25-SL
. -+ | 4.0125 REERE0) CH
. - 46/7200
| CLAY: gray, plastic, wet, trace fine sand
N CH
405 ] 30 T 4.0/2.5
| 1 CLAY: gray, plastic, wet, sandy -
T | 3.0/2.5 48/7400 SAND: gray, wet, fine grained sand SP
| - DM-03-34-SL . ,
(33.0-33.0°) @ 0 GRAVEL: gray, coarse grained w/coarse sand GP
400 - 9
B Bottom of Hole 35.0°
40 —
WES“H house =5 Client: Westinghouse Electric Company
2 A9 e Owrod Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
Hematite Facility 8421 St. John Industrial Drive | goiehole:  DMo02
3300 State Road P St. Louis, MO 63114 |
Festus, MO 63028 Sheet: 1 of 1
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Client Westinghouse Electric Company Bori ng . E P_1 3 Drilling Contractor: IPS
_ocation: Hematite, MO ' Drilling Method: Direct Push
~roject: Hematite Remedial Investigation Surf. Elev: 432 04
Date Started:  0//07/04 Northing: 864563.00
Date Finished: 07/07/04 Easting: 827195.00
Geologist: J. Grupp Total Depth of Boring: 31.0 feet
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435 — .
) | Bkgrd= Bkgrd=
- - 55/6200
N O (AAALAANAAAALLL]A
TOPSOIL
- - 68/6200
430 — B 4 0/4 0 CLAY: brown, slightly plastic, dry, silty B
~ 7 81/6300 EP-13-03-SL
J _ (2.0-4.09
5 (Rad Only) CLAY: brown, slightly plastic, damp., silty
- -+ | 4.040 | 68/6200 EP-13-06-SL CL
425 — B (5.0-7.0")
1 : I’ CLAY: brown w/gray mottling, slightly plastic, moist
~4 10— | 4.04.0
420 — - 65/6300
) i EP-13-13-SL
= - | 4.0/4.0 (12.0-14.0%
= 15 _
415 — N
CL
. -~ | 4.04.0
~ 20 67/6500
410 — -+ | 4.0/3.0
1 25 EP-13-25-SL
o 1| a0mo0 (24.0-26.0"
405 — 7 e
SAND: brown, fine grained, wet
- - 58/6600
| SP
1 30— 20i1.5 L EP-13-30-SL SAND: brown, medium to coarse grained wffine to coarse gravel SW
i _ (29.0-31.0"
400 N Bottom of Hole 31.0°
] 35 |
395 — 7
= = Client: Westinghouse Electric Company
i e Owidd G Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
Hematite Facility 8421 St. John Industrial Drive | goeholer  EP.13
3300 State Road P St. Louis, MO 63114 |
Festus, MO 63028 Sheet: 1 of 1
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Client Westinghouse Electric Company Bori ng : E P_1 7 Drilling Contractor: IPS
_ocation: Hematite, MO ' Drilling Method: Direct Push
~roject: Hematite Remedial Investigation Surf. Elev: 432 34
Date Started:  06/10/04 Northing: 864576.00
Date Finished: 06/10/04 Easting: 827286.00
Geologist: J. Grupp Total Depth of Boring: 31.0 feet
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435 — .
J 0
| elddddd il TOPSOIL
430 __ B 4 0/3.0 CLAY: grayish brown, silty B
| - 52/6600
i | CLAY: brown w/gray mottling, slightly plastic, damp to moist, silty
= 5 EP-17-05-SL
| -1 | 4.04.0 (4.0-6.0°)
425 — )
| - CL
J - 62/6700
| 10— | 4.04.0
420 — : CLAY: brown, slightly plastic, moist to wet w/silt
| - | 4.0/4.0
1 1o 52/7000 EP-17-15-SL
_ (14.0-16.0" CL
415 — )
| - | 4.0/4.0
| 20
CLAY: brown to grayish brown, slightly plastic, wet w/silt
| - 36/7000
410 — - | 4.0/4.0 CL
i | CLAY: brownish gray, slightly plastic, wet w/some silt
| 20 EP-17-25-SL &1
| 1| ao0mo (24.0-26.0"
405 — | O Ut:::l UG r:_j[:] GRAVEL: fine grained w/medium to coarse sand GP
| = 34/7200 o B D P
B 9 GC‘ C,G QQ GRAVEL: brown, fine to coarse grained w/medium to coarse sand GW
& (3 £ i 3]
| 30— | 4.0m3.0 EP-17-30-SL [—=—= =
(29.0-31.0% CLAY: gray, plastic wigravel GC
- 7 7
= Bottom of Hole 31.0°
400 —
| B
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e==_c = Client: Westinghouse Electric Company
A e e Gl Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
Hematite Facility 8421 St. John Industrial Drive | gehole:  EP.17
3300 State Road P St. Louis, MO 63114 |
Festus, MO 63028 Sheet: 1 of 1
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Client VWestinghouse Electric Company ' : _ Drilling Contractor: IPS
_ocation: Hematite, MO Borlng' EP-19 Drilling Method: Direct Push
Project. Hematite Remedial Investigation Surf. Elev: 433.19
Date Started:  0//07/04 Northing: 864636.00
Date Finished: 07/07/04 Easting: 827294.00
Geologist: J. Grupp Total Depth of Boring: 32.0 feet
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435 — i Bkgrd= Bkgrd=
o = 55/6200 0.3
| 0
TOPSOIL
o = 88/6400
| B 4 0/4 0 CLAY: brown, slightly plastic, moist to wet, silty
430 — i
. S 76/6700 EP-19-05-SL
. + | 4.0/4.0 (3.0:8:0) CL
425 — i
1 10— | 4040
y! 2 76/6600
CLAY: brown, slightly plastic, wet, silty
420 — ]
. 4 | 4.04.0 EPL{9.13-6L CL
4 e (12.0-14.09
1 : CLAY: brown w/gray mottling, slightly plastic, wet
415 — — 4.0/4.0
T | CL
1 20 63/64 50
| 1 | 4025
410 — : CLAY: brownish gray, plastic, wet
1 25 19-25-
| T (24.0.26.0 cH
405 — : ra/e3t CLAY: gray, plastic, wet
i CH
1 30— | 4040
| i EP-17-31-SL
_ (30.0-32.0") SANDY CLAY: gray CL
1 Bottom of Hole 32.0'
400 — ]
13—
395 — i
40 —
. = === Client: Westinghouse Electric Company
WEST Inghouse — S . | . o
An Emplayes-Owned Company Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
Hematite Facility 8421 St. John Industrial Drive | geholer  EP.19
3300 State Road P St. Louis, MO 63114
Festus, MO 63028 Sheet: 1 of 1
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