Client

~roject:

| ocation:

Date Started:
Date Finished.
Geologist:
Drilling Contractor: IPS

Westinghouse Electric Company
Hematite, MO

Hematite Remedial Investigation
06/04/04

06/15/04
J. Grupp

Boring:NB-32

(P2-8)

Direct Push
431.79
864580.46
827466.77
34.0 feet
434.29
33.9 feet

Drilling Method:
Surf. Elev:

Northing:

Easting:

Total Depth of Boring:
op of Casing:

Total Depth of Well:

Elevation (ft)

Core Recovery
(Pen/Rec)

RAD
(Beta/Gamma)

PID (MIP)
PID (Conventional)
(PpmM)
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|ocation: Hematite, MO

Client Westinghouse Electric Company Bori ng : N B_33 Drilling Method: Direct Push
] Surf. Elev: 433.30

Project: Hematite Remedial Investigation (P2_1 3) Northing: 864489.21
Date Started: 06/04/04 Easting: 827369.68
Date Finished: 06/04/04 Total Depth of Boring: 31.0 feet

Geologist: J. Grupp op of Casing: 435.80
Drilling Contractor: IPS Total Depth of Well:  31.0 feet

Elevation (ft)
Core Recovery
(Pen/Rec)

RAD
(Beta/Gamma)
PID (MIP)

PID (Conventional)

(PpmM)
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Client Westinghouse Electric Company Bori ng - N B_34 Drilling Method: Direct Push
|_ocation: Hematite, MO ] Surf. Elev: 432.92
Project: Hematite Remedial Investigation (P2_1 4) Northing: 864377.18
Date Started: 06/04/04 Easting: 827314.42
Date Finished: 06/17/04 Total Depth of Boring: 32.0 feet
(Geologist: J. Grupp Top of Casing: 435.42
Drilling Contractor: IPS Total Depth of Well:  32.0 feet
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Client

~roject:

| ocation:

Date Started:
Date Finished.
Geologist:
Drilling Contractor: IPS

Westinghouse Electric Company
Hematite, MO

Hematite Remedial Investigation
06/07/04

06/07/04
J. Grupp

Boring:NB-35

(P2-9)

Drilling Method:

Surf. Elev:
Northing:
Easting:

‘otal Depth of Boring:
op of Casing:
Total Depth of Well:

Direct Push
431.46
864511.76
827553.94
29.0 feet
433.96
29.0 feet

RAD
(Beta/Gamma)

PID (MIP)

o

PID (Conventional)

(Ppm)
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Well Construction
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40
Westinghouse

Westinghouse Electric Company
lematite Facility

Road P
63028

SAIC

8421 St. John Industrial Drive

St. Louis, MO 63114

Client:

Project.
Location:
Borehole:
Sheet:

Westinghouse Electric Company

NB-39
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Hematite, MO
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Client Westinghouse Electric Company Bori ng . N B_36

|ocation: Hematite, MO

Project: Hematite Remedial Investigation (P2_1 0)
Date Started: 06/07/04

Date Finished: 06/07/04

Geologist: J. Grupp
Drilling Contractor: IPS

Drilling Method: Direct Push
Surf. Elev: 426.70

Northing: 864438.84
Easting: 827721.24

"otal Depth of Boring: 28.0 feet
op of Casing: 429.20
Total Depth of Well: 24.0 feet

Elevation (ft)
Core Recovery
(Pen/Rec)

RAD
(Beta/Gamma)
PID (MIP)

PID (Conventional)

(PpmM)
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lematite Facility 8421 St. John Industrial Drive
3300 State Road P St. Louis, MO 63114

Festus, MO 63028
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