Client Westinghouse Electric Company Borl ng : N B_43 Drilling Contractor: IPS
_ocation: Hematite, MO ' Drilling Method: Direct Push
Hroject:; Hematite Remedial Investigation (P2_1 9) Surf. Elev: 418.78
Date Started:  06/11/04 Northing: 863897.00
Date Finished: 06/11/04 Easting: 828045.00
Geologist: J. Grupp Total Depth of Boring: 23.0 feet
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Westinghouse Electric Company SAl
Hematite Facility
3300 State Road P

Festus, MO 63028

8421 St. John Industrial Drive
St. Louis, MO 63114

Client: Westinghouse Electric Company
Project: Hematite Remedial Investigation
Location: Hematite, MO

Borehole: NB-43

Sheet: 1 of 1
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Client Westinghouse Electric Company Borl ng : N B_45 Drilling Contractor:  IPS

_ocation: Hematite, MO Drilling Method: Direct Push
Hroject:; Hematite Remedial Investigation (P2_5) Surf. Elev: 431.05
Date Started:  06/16/04 Northing: 864730.00
Date Finished: 06/16/04 Easting: 827836.00
Geologist: J. Grupp Total Depth of Boring: 34.0 feet
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g | | FILL |
| B 4 0/3.0 CLAY: grayish brown to brown, slightly plastic, damp, silty
CL
= m 36/6800
CLAY: brown, slightly plastic, damp, silty
- 5— : NB-45-05-SL -
425 — - | 4.04.0 (4.0-6.0) &1
1 : CLAY: brown, slightly plastic, damp to moist, silty
~ 10— | 4030 CL
420 — =
— B 48/6400
: CLAY: brown, plastic, moist to wet w/silt and fine gravel
i | NB-45-13-SL |[ —
- 1 | 4.0/4.0 (120-1%.07 CH
415
415 — -
. CLAY: brown, plastic, wet w/silt
s . CH
o — 4.0/4.0
1 CLAY: dark brown, plastic, wet w/silt
CH
- 20 44/6000
#10 = | CLAY:.dark b / ttli lasti i
J | LA . dark brown w/gray mottling, plastic, we
CH
1 | CLAY: dark gray, plastic, wet
= 25 NB-45-25-SL CH
405 — - | 4.04.0 (24 .0-26.0"
1 | CLAY: dark gray, wet, sandy w/fine gravel
= B 34/6800
ol = CL
- 30— | 4.013.0 _
Al — | o GG' QD‘ QQ GRAVEL: gray, fine grained w/medium to coarse sand
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J Bottom of Hole 34.0°
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= = Client: Westinghouse Electric Company
i e Owidd G Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
Hematite Facility 8421 St. John Industrial Drive | goeholer  NBL45
3300 State Road P St. Louis, MO 63114 |
Festus, MO 63028 Sheet: 1 of 1
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Client Westinghouse Electric Company : : _ Drilling Contractor:  IPS
_ocation: Hematite, MO Bormg' NB-47 Drilling Method: Direct Push
HIojest Hematite Remedial Investigation (P2_61 ) Surf. Elev: 438.12
Date Started:  06/21/04 Northing: 865122.09
Date Finished: 06/21/04 Easting: 827023.33
Geologist: J. Grupp Total Depth of Boring: 32.0 feet
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440 — =
1 2 | el Al TOPSOIL
J B 4.0/4 0 CLAY: brown, slightly plastic, damp, silty w/fine gravel
435 — 7
= - 56/9200
4 97 NB-47-05-SL || CL
- - | 4.0/4.0 (4.0-6.0°)
430 — 7
4 10— | 4040
1 : — CLAY: light brown, plastic CH
495 B CLAY: light brown and tan mottled, plastic, moist to wet
" -~ | 4.0/4.0
4 15— NB-47-15-SL
3 - (14.0-16.0% CH
420 — -+ | 4.02.0
7 = | AR CLAY: tan w/brown and black mottling, plastic, moist to wet
3 -+ | 4.0/3.0
415 — 7
4 N CH
4 29 NB-47-25-SL
| 1| 4030 (24.0-26.0"
| 40/9000
cil b : CLAY: olive brown, slightly plastic, wet, trace chert gravel
1 CH
4 30— | 4.04.0 | 51/9100 _
2 - NB-47-31-SL === =t LIMESTONE: gray, weathered
1 (30.0-32.0") |EE T T T T T T
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== Client: Westinghouse Electric Company
A0 ErpyeOwod Conp Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
Hematite Facility 8421 St. John Industrial Drive | goeholer  NB47
3300 State Road P St. Louis, MO 63114
Festus, MO 63028 Sheet: 1 of 1

C-86




Client Westinghouse Electric Company Borl ng : N B_49 Drilling Contractor: IPS
_ocation: Hematite, MO ' Drilling Method: Direct Push
~roject: Hematite Remedial Investigation (P2_65) Surf. Elev: 438 46
Date Started:  06/22/04 Northing: 8605276.77
Date Finished: 06/22/04 Easting: 827159.77
Geologist: J. Grupp Total Depth of Boring: 38.0 feet
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440 — ) Bkgrd= Bkgrd=
- 52/8700
O -y ey iy Ly i
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B 4 0/4 0 CLAY: brown, slightly plastic, damp, silty
435 — )
. 70/9100 CL
| 5— NB-49-05-SL
- | 4.0/4.0 (- eE0)
430 — CLAY: brown, slightly plastic, moist, silty
10— | 4.040 CL
> 60/9200
bl CLAY: brown, slightly plastic, wet wfline gravel and silt
425 — CL
. 4.0/3.5
|1 1o NB-49-15-SL CLAY: tan wigray and black mottling, plastic, wet
a (14.0-16.0%
- 4.0/3.5 CH
420 —
20 60/9000
= 4.0/3.0
S CLAY: brown w/gray, slightly plastic wfsand, gravelly GC
415 — B CLAY: gray, plastic, wet, trace fine sand and silt
il 25 NB-49-25-SL CH
_ 4 .0/30 (24.0-26.0%
> 48/8900
410 — CLAY: gray, plastic, wet wffine gravel, trace fine sand
30— | 4.04.0 CH
i T
g « NO RECOVERY
400 —
N 4.0/0.0 X < A
| B5— X X
gl i CLAY: gray, plastic, wet wffine gravel, trace fine sand and gravel CH
. 2.0/2.0 52/8800 NB-49-37-SL
& ) (30.0-32.0" SAND: gray, fine grained wffine gravel SP
400 — Bottom of Hole 38.0'
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Westinghouse

Westinghouse Electric Company

Hematite Facility

3300 State Road P
Festus, MO 63028

8421 St. John Industrial Drive
St. Louis, MO 63114

Client: Westinghouse Electric Company
Project: Hematite Remedial Investigation
Location: Hematite, MO

Borehole: NB-49

Sheet: 1 of 1
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Client Westinghouse Electric Company Borl ng : N B_5 1 Drilling Contractor: IPS
_ocation: Hematite, MO ' Drilling Method: Direct Push
~roject: Hematite Remedial Investigation (P2_63) Surf Elev: 437 84
Date Started:  06/22/04 Northing: 865188.09
Date Finished: 06/22/04 Easting: 827187.93
Geologist: J. Grupp Total Depth of Boring: 38.0 feet
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440 — .
Bkgrd= Bkgrd=
| - 56/6400 0.2
] O e e e i
] kel TOPSOIL
- B 4 0/4 0 ' CLAY: brown, slightly plastic, damp, silty
430 — =
i = 42/8600 CL
1 O NB-51-05-SL
T - | 4.0/4.0 (4.0-6.0°)
430 .
| CLAY: brown, slightly plastic, moist to wet, silty
7 10— | 4035 CL
i . 40/8600
405 — | CLAY: brown w/gray mottling, plastic, wet w/silt i
NB-51-13-SL
= - | 4.0/4.0 (12.0-14.0%
ol 15 _ CLAY: tan wfgray mottling, plastic, wet
o i soft zone wArace fine gravel 22-23'
420 — 4 | 4.0/4.0
| - CH
1 20 46/9000
i = 4.0/4.0
415 — =
| | CLAY: grayish brown w/black mottling, plastic, wet
25 NB-51-25-SL
. _ 4 0/4 0 (24 .0-26.0%
410 — - 48/8900 CH
7 30— | 4040
| : CLAY: soft, very wet wffine gravel CH
405 — ] - y = y “ || NO RECOVERY
i . 4.0/0.0 - X Pt X
1 25 4 X
| X ped Pl
CLAY: gray, plastic, wet, trace fine gravel
| . 2.0/2.0 52/68800 NB-51-37-SL CH
400 — 1 (36.0-38.0%
o Bottom of Hole 38.0'
o 40 —
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Festus, MO 63028

8421 St. John Industrial Drive
St. Louis, MO 63114
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Client Westinghouse Electric Company Borl ng : N B_52 Drilling Contractor:  IPS

_ocation: Hematite, MO Drilling Method: Direct Push
Hroject:; Hematite Remedial Investigation (P2_64) Surf. Elev: 437.91
Date Started:  06/23/04 Northing: 865249.83
Date Finished: 06/23/04 Easting: 827237.45
Geologist: J. Grupp Total Depth of Boring: 36.0 feet
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440 —
- Bkgrd= Bkgrd=
- 51/94 00 0.0
O A L -y L N h
& | ) TOPSOIL
i B 4 0/4 0 CLAY: brown, slightly plastic, damp, silty, trace fine gravel
435 — |
: - 52/9700 | CL
| 5 NB-52-05-SL
-~ | 4.0/4.0 (4.0-6.0")
430 —
= | CLAY: brown, slightly plastic, wet w/silt and fine gravel
1 10— | 4.0m0 _ CL
1 — 72/9000 '
428 — CLAY: brown, plastic, wet, gravelly
J i NB-52-13-SL |L—
1| 4040 (12.0-14.0" : CH
| 15 —
| = . CLAY: tan w/black and gray mottling, plastic, wet
420 — )
-~ | 4.0/4.0
- | CH
20 54/9800
i ~ | 4.0/4.0
415 — |
= | _ CLAY: gray, plastic, wet wffine gravel 30.0-30.%'
| 25 NB-52-23-SL
11 400 (22.0-24.0")
410 — )
| - 56/9800 CH
| 30— | 4.0m.0
405 — ) CLAY: grayish brown, plastic, wet wfine gravel
- | CH
+ | 4.0/4.0 | 62/9400
25— NB-52-35-SL ||. ©. ©_ © GRAVEL: gray, ined w/cl dt d
A ] (34.&35.0.) S, GG GCJ CJL-:I gray, coarse grained w/clay and ifrace san GP
] | Bottom of Hole 36.0°
400 |
= = Client: Westinghouse Electric Company
i e Owidd G Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
Hematite Facility 8421 St. John Industrial Drive | goeholer  nNBSD
3300 State Road P St. Louis, MO 63114 |
Festus, MO 63028 Sheet: 1 of 1
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Client Westinghouse Electric Company Borl ng : N B_53 Drilling Contractor:  IPS

_ocation: Hematite, MO Drilling Method: Direct Push
Hroject:; Hematite Remedial Investigation (P2_67) Surf. Elev: 434.32
Date Started:  06/23/04 Northing: 864848.77
Date Finished: 06/23/04 Easting: 826903.08
Geologist: J. Grupp Total Depth of Boring: 34.0 feet
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— | Bkgrd= Bkgrd=
435 — s 28/4100 0.0
O B S
1 BRI FILL )
: B 4 0/4 0 CLAY: brown, slightly plastic, moist, silty
430 . 38/4000
- 5 NB-53-05-SL
i + | 4.04.0 (3.0-6.0) CL
i | CLAY: brown, plastic, moist, sitly
425 — )
|1 10— | 4040
| . 46/3900
CLAY: brown, plastic, wet w/silt
- i NB-53-13-SL
450 — 4 | 4030 (12.0-14.09
A T oL
| -~ | 4.0140
415 — . | —— .
| 20 SEHEED . CLAY: grayish brown, plastic, wet
= | CH
J -~ | 4.0140 '
- i NB-53-23-SL
i (22.0-24.0" |—————
410 X X X/| NORECOVERY
| 25 WX
il 4 | 4.0/00 x A R
i XX
il X X X
| B 37/4100
CLAY: dark gray, plastic, wet
405 — )
| 30— | 4.04.0
| CH
J + | 2.0/20 | 40/4100 NB-53-33-S | |f——
(32.0-34.09 SAND: gray, wet fine grained wifine to coarse gravel SP
400 — .
| 35 Bottom of Hole 34.0°
= = Client: Westinghouse Electric Company
A - O Gy Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
Hematite Facility 8421 St. John Industrial Drive | goeholer  nNBSR
3300 State Road P St. Louis, MO 63114 |
Festus, MO 63028 Sheet: 1 of 1
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Client Westinghouse Electric Company

Boring: NB-55

Drilling Contractor: IPS

_ocation: Hematite, MO Drilling Method: Direct Push
Hroject:; Hematite Remedial Investigation (P2_68) Surf. Elev: 433.61
Date Started:  06/24/04 Northing: 864853.62
Date Finished: 06/24/04 Easting: 826976.78
Geologist: J. Grupp Total Depth of Boring: 34.0 feet
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| Bkgrd= Bkgrd=
435 - 39fgrunu -
1 o
T 1| 4015 FILL
g — CLAY: brown, slightly plastic, dry w/silt
430 — - 38/4700 &
| 27 NB-55-05-SL |
-~ | 4.0/4.0 (4.0-6.0"
405 — : CLAY: brown w/gray mottling, slightly plastic, moist, silty
1 104 | 4040 cL
i - 50/4400
B CLAY: brown w/gray mottling, slightly plastic, wet, silty wArace fine gravel
420 — i NB-55-13-SL
1| 4040 (12.0-14.0") CL
1 15—
— : CLAY: brown, slightly plastic, wet, trace silt
i 4 | 4040
415 — | oL
1 20 30/5000
l 1 | 4040
= CLAY : grayish brown, plastic, wet
- CH
410 — |
= CLAY: gray, plastic, wet
] 29 NB-55-25-SL
11 400 (24 .0-26.0")
J | CH
1 - 32/5000
405 — |
1 30— | 4025
1 - ————— SANDY CLAY: gra S
| : gray 5
J i 0 "o "0 o |l SAND: fine to coarse grained wfine gravel
+ | 2.022.0 | 52/4600 NB-55-33-SL |l “» Yo Y5 | GW
A00 — | (32.0-34.0") o e GRAVEL: gray to brown, wet, fine to coarse grained w/coarse sand
= Bottom of Hole 34.0°
39—
e==_c = Client: Westinghouse Electric Company
i e Owidd G Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
Hematite Facility 8421 St. John Industrial Drive | goeholer  nNBSS
3300 State Road P St. Louis, MO 63114 |
Festus, MO 63028 Sheet: 1 of 1
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Client Westinghouse Electric Company Borl ng : N B_58 Drilling Contractor:  IPS

_ocation: Hematite, MO Drilling Method: Direct Push
Hroject:; Hematite Remedial Investigation (P2_71 ) Surf. Elev: 434.73
Date Started:  06/25/04 Northing: 864986.50
Date Finished: 06/25/04 Easting: 827012.56
Geologist: J. Grupp Total Depth of Boring: 37.0 feet
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L1l 0 ) i al O P ady gy P
] | Bkgrd= Bkgrd=
- 36/4300 0.2
435 — 0
. ASPHALT
| 0668, 1
- | 4.0/25 :::%:: FILL
= el
. SRS
L
T ~ 50/4800 CL
430 — - CLAY: grayish brown to brown, slightly plastic, dry, silty
5 NB-58-05-SL ||
y -+ | 4.0/4.0 (4.0-6.0')
| CLAY: brown, slightly plastic, damp to moist, silty
425 7 40 | 4.0m0
T = 43/5000
= _ _ CL
j - | 4.0/4.0
420 — _
15 NB-58-15-SL
g _ (14.0-16.09
j -+ | 4.0/4.0
_| ' CLAY : grayish brown, plastic, wet wfine gravel
415 20 52/5100 I ; ]
T - | 4.0/4.0 CH
410 — 5
] - | 4.011.0 o
3 W% NO RECOVERY
| X X
= 28/5000
il CLAY: gray, plastic, wet
i NB-58-29-SL
405 — 304 | 40m5 (28.0-30.0")
J ] CH
T - | 4.02.0
400 — 35 40/5200 X X  X|| NORECOVERY
= B NB-58-36-SL |k SAND: gray, fine grained wffine gravel SP
] || 1010 (35.037.0) | o o o GW
| GRAVEL.: fine to coarse grained w/coarse sand
| Bottom of Hole 37.0°

E =~ = Client: Westinghouse Electric Company
A0 Erpiye Owod Corpany Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
Hematite Facility 8421 St. John Industrial Drive | g, ahole ]
3300 State Road P St. Louis, MO 63114 orenoie: - NB-98
Festus, MO 63028 Sheet: 1 of 1
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