Client Westinghouse Electric Company i . _ Drilling Contractor: IPS
_ocation: Hematite, MO Borlng' NB-59 Drilling Method: Direct Push
Project. Hematite Remedial Investigation Surf. Elev: 433.60
Date Started:  06/25/04 Northing: 864869.75
Date Finished: 06/25/04 Easting: 827041.18
Geologist: J. Grupp Total Depth of Boring: 32.0 feet
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s i I 32/3600
1 o
" ] FILL
— : R Ll CLAY: brown, slightly plastic, damp, silty
430 —
= 38/4900
| B NB-59-05-SL CL
-~ | 4.04.0 (4.0-6.0")
405 — : CLAY: brown w/black mottling, slightly plastic, damp
1 104 | 4040 cL
i - 42/4500
B CLAY: brown, plastic, wet wffine sand
i NB-59-13-SL
420 — ' (12.0-14.0")
1 15—
| - cL
i 4 | 4030
415 — )
1 20 60/4400
l 1 | 4030
= | CLAY: grayish brown to gray, plastic, wet
410 — )
: 25 NB-59-25-SL CH
4 | 4025 (24.0-26.0" ||
1 - 46/4200
405 — | CLAY: gray, plastic
- CH
30— | 4.02.0
: : Ngg%ﬁ;ﬁ# SAND: gray, fine to coarse grained w/fine to coarse gravel it
i ) Bottom of Hole 32.0°
400 — |
| 35—
e==_c = Client: Westinghouse Electric Company
A e e Gl Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
Hematite Facility 8421 St. John Industrial Drive | goeholer  NBSS
3300 State Road P St. Louis, MO 63114
Festus, MO 63028 Sheet: 1 of 1
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Client Westinghouse Electric Company Borl ng : N B_60 Drilling Contractor:  IPS

_ocation: Hematite, MO Drilling Method: Direct Push
Hroject:; Hematite Remedial Investigation (P2_73) Surf. Elev: 433.39
Date Started:  0//19/04 Northing: 864718.31
Date Finished: 07/19/04 Easting: 826902.70
Geologist: J. Grupp Total Depth of Boring: 32.0 feet
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435 — | Bkgrd= Bkgrd=
| - 46/4800 0.2
b 2 ASPHALT
o o et R R R A
T RXICHRIRRIKR] FILL
| + | 4.0/4.0 NJA
— CLAY: brown, plastic, damp, trace silt
430 — .
- 60/4700
= CH
o =k NB-60-05-SL
| - | 4.0/4.0 (4.0-6.0°)
Bl : CLAY: brown and gray mottling, slightly plastic, moist, silty
425 —
| 10— | 4.04.0
i ' _ CL
: - 50/4900
420 — i NB-60-13-SL
| 4| 4040 (12.0-14.0% _ _
| 15 _ CLAY: brown, slightly plastic, wet wfine gravel Bi
Bl : CLAY: brown, plastic, wet, trace fine gravel
415 -+ | 4.0/3.0 _
i N | CL
1 20 56/4800
: -+ | 4.0/3.0
410 — : Ng’;g’ii’ﬁ# ' CLAY: gray, plastic, wet i CH
: 55 X 9 X 9 X || NORECOVERY
| -~ | 4.0/0.0 x A K
1 XX
a5 X X X
- 55/4600 o
405 — : -
] | : : CLAY: gray, plastic, wet Sk
= 30 — 1.02.5 — C LAY gray, plastic, wet, sandy CH
_ NB-60-31-SL SP
2 ) (30.0-32.0" SAND: gray, fine grained w/medium to coarse gravel
Nl Bottom of Hole 32.0°
400 — |
| 35—
395 — |
= = Client: Westinghouse Electric Company
i e Owidd G Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
Hematite Facility 8421 St. John Industrial Drive | goeholer  NBLGO
3300 State Road P St. Louis, MO 63114 |
Festus, MO 63028 Sheet: 1 of 1
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Client Westinghouse Electric Company Bori ng . N B_68 Drilling Contractor: IPS
_ocation: Hematite, MO ' Drilling Method: Direct Push
Hroject:; Hematite Remedial Investigation (P2_20) Surf. Elev: 420.05
Date Started:  0//14/04 Northing: 865556.00
Date Finished: 07/14/04 Easting: 827526.00
Geologist: J. Grupp Total Depth of Boring: 34.0 feet
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) | Bkgrd= Bkgrd=
2 s 50/9200 0.2
420 — 0
| CLAY : brown, slightly plastic, damp, silty
. 4 | 4.04.0 N/A
. 2 52/9400
415 — 5— NB-68-05-SL
g - | 4.04.0 (4.0-6.0° CL
410 4 10— | 4.04.0
- 2 50/10000
CLAY: brown, slightly plastic, moist to wet, trace gravel
i i NB-68-13-SL G
| 4| 400 (12.0-14.0" |§
GRAVELLY CLAY: brown, plastic, wet
405 4 15—
1 | CH
T | NB-68-17-SL
y! B 4 0/3.0 (16.0-18.0Y
400 — 20 S IGED CLAY: gray, plastic, wet
. 2 CH
. 1 | 4015
i : X X X| NORECOVERY
305 — 25 — CLAY: gray, plastic, wet
= . 4 0/25 (24.0-26.0% CH
. a 53/9500 '
X X X| NORECOVERY
3l i X )4
300 4/ 30— | 4.000 - (
9’ N XX
B
i = CLAY: gray, plastic, wet CH
e 1 | 2.0/2.0 | 52/9400 NB-68-33-SL 2
| i (32.0-34.0°) SAND: gray, med. to coarse grained wfine gravel S
385 — 35— Bottom of Hole 34.0°
e==_c = Client: Westinghouse Electric Company
A e e Gl Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
Hematite Facility 8421 St. John Industrial Drive | geholer  NBLGR
3300 State Road P St. Louis, MO 63114 |
Festus, MO 63028 Sheet: 1 of 1
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Client Westinghouse Electric Company Bori ng : N B_69 Drilling Contractor: IPS
_ocation: Hematite, MO ' Drilling Method: Direct Push
Hroject:; Hematite Remedial Investigation (P2_21 ) Surf. Elev: 432.99
Date Started:  0//14/04 Northing: 865567.00
Date Finished: 07/14/04 Easting: 827654.00
Geologist: J. Grupp Total Depth of Boring: 35.0 feet
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435 — -
Bkgrd= Bkgrd=
= - 52/10500 0.4
= 0
J | CLAY : brown, slightly plastic, damp, silty
= + | 4.0/4.0
430 — -
= - 54/10200 CL
j 5 NB-69-05-SL
= - | 4.0/4.0 (4.0-6.0°)
425 — .
| | CLAY: brown w/gray mottling, slightly plastic, damp to moist, silty
-+ 10— | 4.0/3.0
= - CL
= - 52/10000
420 — -
- -~ | 4.0/2.0
CLAY: brown, slightly plastic, moist, sandy wffine gravel
1 197 NB-69-15-SL
- _ (14.0-16.0%
] | CL
415 — -+ | 4.0/4.0
1 »p - CLAY: gray w/brown mottling, plastic, wet
- - CH
7 T | B2 NB-69-22-SL
410 — = (21.0-23.0%
] - | X ) % ) X | NoRECOVERY
~ -~ | 4.0/0.0 x A K
| 1 XX
X X X
405 — -
| | CLAY: gray, plastic, wet
49/10100
+ 30— | 4.0/3.0
= - CH
400 — + | 3.0/3.0
- = NB-69-34-SL |f
1 35 (33.0-35.09 SAND: gray, fine to coarse grained w/fine gravel S
| | Bottom of Hole 35.0°
395 — -
e==_c = Client: Westinghouse Electric Company
A e e Gl Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
Hematite Facility 8421 St. John Industrial Drive | goeholer  NBLGS
3300 State Road P St. Louis, MO 63114 |
Festus, MO 63028 Sheet: 1 of 1
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Client Westinghouse Electric Company Borl ng : N B_70 Drilling Contractor: IPS
_ocation: Hematite, MO ' Drilling Method: Direct Push
Hroject:; Hematite Remedial Investigation (P2_22) Surf. Elev: 433.79
Date Started:  0//14/04 Northing: 865579.00
Date Finished: 07/14/04 Easting: 827787.00
Geologist: J. Grupp Total Depth of Boring: 35.0 feet
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| Bkgrd= Bkgrd=
435 4 615800 0.0
8| 0
= | CLAY : brown, slightly plastic, dry to damp, silty
8| -~ | 4.0/2.0 | 76/10200
430 — _
1 5 NB-70-05-SL
i - | 4.0/4.0 | 68/10200 (4.0-6.0) CL
425 — _
17 10— | 4.04.0
T - 58/9800
_ | CLAY: brown w/gray mottling, slightly plastic, moist to wet, silty
420 -~ | 4.0/4.0 ot
1 15—
| | N(E:'qujﬁﬁ'ﬁ,l)' CLAY: brown, plastic, wet w/fine gravel
T - CL
= H | 4.0/35
415 — _
1 20 ST CLAY: gray, plastic, wet CH
- B CLAY: gray w/brown, plastic wfine gravel intermixed
T -+ | 4.0/4.0
| i NB-70-23-SL |
410 — _ (22.0-24.0"
CH
T 25
N -+ | 4.0/3.5
405 — - 46/9700
1 30— | 4020
| SANDY CLAY: gray, plastic, wet
- CH
i | SAND: gray, fine grained wArace fine gravel
+ | 3.0/2.0 NB-70-33-SL SP
400 — | (32.0-34.0"
4 35 = ,:JG C]CJ GG GRAVEL: gray, fine grained w/coarse sand GP
| | Bottom of Hole 35.0°
e==_c = Client: Westinghouse Electric Company
A e e Gl Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
Hematite Facility 8421 St. John Industrial Drive | goeholer  NB7O
3300 State Road P St. Louis, MO 63114 |
Festus, MO 63028 Sheet: 1 of 1
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Client Westinghouse Electric Company Borl ng : OA_'I 8 Drilling Contractor: IPS
_ocation: Hematite, MO ' Drilling Method: Direct Push
Project. Hematite Remedial Investigation Surf. Elev: 433.22
Date Started:  0//01/04 Northing: 865005.46
Date Finished: 07/01/04 Easting: 82747414
Geologist: J. Grupp Total Depth of Boring: 34.0 feet
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435 — | Bkgrd=
| _ 36/5600
= 0 | L DL T
| I ASPHALT
: B 4 0/4 0 CLAY: brown w/gray mottling, slightly plastic, damp, silty CL
430 — |
" — 32/5400
Ei | CLAY: brown w/gray and black mottling, slightly plastic, damp, silty
9 . 4.0/4.0 CL
= i OA-18-03-SL
= (2.0-4.0Y
425 — | CLAY: tan, plastic, moist
1 10— | 4.040 CH
= . 38/5600
CLAY: tan wigray mottling, plastic, moist, trace fine gravel
420 — i e
) . 4.0/4.0
15 _ CLAY: tan w/gray mottling, plastic, moist
) CH
= . OA-18-17-SL :
oy | LG (16.0-18.0" GRAVELLY CLAY: tan 1 CL
| B CLAY: grayish brown, plastic, moist, trace fine gravel CH
1 20 36/5800
| CLAY: grayish brown wian mottling, plastic, moist, trace fine gravel
g = 4.0/4.0
410 — |
= N CH
4 20 OA-18-25-SL
J _ 4 .0/3 5 (24 .0-26.0%
405 — | T CLAY: grayish brown, plastic, moist, trace fine gravel and silt
gyl 7 32/5400
4 30— | 4030 CH
) | CLAY: olive gray, slightly plastic w/silt
400 — = 2.0/2.0 OA-18-33-SL CL
= (32.0-34.0%
1 Bottom of Hole 34.0'
| as [
389 — |
= Client: Westinghouse Electric Company
A e e Gl Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
Hematite Facility 8421 St. John Industrial Drive | goreholer  0a1s
3300 State Road P St. Louis, MO 63114 |
Festus, MO 63028 Sheet: 1 of 1
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Client Westinghouse Electric Company Borl ng : P L_05 Drilling Contractor:  IPS

_ocation: Hematite, MO Drilling Method: Direct Push
Project. Hematite Remedial Investigation Surf. Elev: 434.36
Date Started:  06/07/04 Northing: 864217.00
Date Finished: 06/07/04 Easting: 826955.00
Geologist: J. Grupp Total Depth of Boring: 32.0 feet
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430 — |
= 0 L L
| : i TOPSOIL
: B 4 0/4 0 H CLAY: brown, slightly plastic, dry silty B
_ 46/9800
430 — | - CLAY: brown w/gray mottling, slightly plastic, dry to damp, silty
= She T PL-05-05-5L :
l + | 4.04.0 (4060 | CL
i | N CLAY: brown w/gray mottling, slightly plastic, moist, silty
— 49/9750
425 —
| 10— | 4.04.0 CL
B : CLAY: brown, slightly plastic, wet, trace silt
420 — N 4.0/4.0 .
1 15— 53/9600 PL-05-15-SL CL
N (14.0-16.0"
] = 4.0/4.0
] CLAY: dark brown, plastic, wet
415 — |
{ 20 CH
| s 66/9600
= 4.0/2.0 g ——
i | 4 4 NO RECOVERY
i Pt Pt Pt
410 — | X X
| 29 X X X
m 4.0/1.0 X A
= Pt Pt Pt
i CLAY: gray, plastic, wet
| } 63/9000 PL-05-28-SL CH
N (27.0-29.0"
400 —
30— | 40530
Bl CLAY: gray, plastic, wet, sandy
2 i e @ @ | | W
B G GRAVEL: gray, fine to coarse grained, wet w/imedium to coarse sand
1 ] Bottom of Hole 32.0"
400 — |
| 35—
= = Client: Westinghouse Electric Company
A e e Gl Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
Hematite Facility 8421 St. John Industrial Drive | gehole:  pL .05
3300 State Road P St. Louis, MO 63114 |
Festus, MO 63028 Sheet: 1 of 1
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Client Westinghouse Electric Company Bori ng : R R_04 Drilling Contractor: IPS
_ocation: Hematite, MO ' Drilling Method: Direct Push
Project. Hematite Remedial Investigation Surf. Elev: 432.62
Date Started:  06/02/04 Northing: 864606.53
Date Finished: 06/02/04 Easting: 826626.90
Geologist: J. Grupp Total Depth of Boring: 31.0 feet
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435 — 1
10 T
il | TOPSOIL
Nl B 4.0/3 .5 N/A CLAY: brown, slightly plastic, dry to damp, sitly w/gravel and brick (FILL)
430 — 1
1 - 60/12400
J O~ RR-04-05-SL
- | 4.0/4.0 (4.0-6.0°)
E CLAY: brown, plastic, moist, stiff
i RR-04-07-SL
425 — | (6.0-8.0"
o Rad Only
- CH
1 10— | 4040 | 70112400
420 — : CLAY: brown w/gray mottling, plastic, moist to wet, fine gravel from 13-14'
i 4 | 4.0/4.0 CH
1 15— 75/12400 G, Sams
g _ (14.0-16.0"
— 1 CLAY: brown, plastic, wet, fine gravel from 18.5-19.0°
415 — 4 | 4.03.0
- | CH
1 20
i - 72/12200
l 1 | 4030
410 — | CLAY: gray, slightly plastic, wet w/fine sand and gravel &l
L | CLAY: brownish gray, plastic, wet
. 2 RR-04-25-SL o
- | 4.04.0 | 56/12800 (24.0-26.0°)
405 : DT W GRAVELLY CLAY: gray, plastic CH
Bl B CLAY: gray, plastic, wet, coarse grained
i 3.0/3.0 || 75/12600 CH
30 —
— : Bottom of Hole 31.0°
400 — |
1 35—
395 — |
40—
We o — == Client: Westinghouse Electric Company
2 A e e Gl Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
Hematite Facility 8421 St. John Industrial Drive | goieholer  RR.04
3300 State Road P St. Louis, MO 63114 |
Festus, MO 63028 Sheet: 1 of 1
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