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1. INTRODUCTION

The Westinghouse Hematite Facility is located near the town of Hematite, in Jefferson County,
Missouri. The Hematite Facility became operational in July 1956, producing uranium metals for the
nuclear fuel program of the U. S. Navy. In April 2000, Westinghouse Electric Company (WEC) acquired
the property when it purchased the nuclear operations of Asea Brown Boveri. WEC ceased operations in
June 2001 and is performing site investigation activities in preparation for site remediation, including
decommissioning.

The groundwater flow and contaminant transport modeling described in this report is part of the
remedial investigation (RI) for the Hematite Site (SAIC 2007). The overall goals of the Rl were to
characterize the nature and extent of contamination resulting from previous operations at the
Hematite Facility, to reasonably predict contaminant fate and transport in the surface and subsurface
environment, and to provide sufficient data to facilitate the development of alternatives in a feasibility
study for site remediation. The methods and results of the RI field sampling and analyses, which were
conducted from April 2004 through January 2005, are described in the Remedial Investigation Report for
the Westinghouse Hematite Site, Rev 1 (SAIC 2007). The RI data were integrated with historical
information from previous investigations to develop a conceptual hydrogeologic model for the Hematite
Site. Using the conceptual site model (CSM) as a framework, a steady-state finite-difference numerical
model was developed and calibrated against water levels from the Hematite Site’s monitoring well
network. The model was then used to explore contaminant migration pathways from known and
suspected sources areas, and to identify flow and transport mechanisms that influenced the current
distribution of contamination in the groundwater, as revealed by the sampling and analyses conducted as
part of the RI.

As used throughout this document, the “Hematite Facility” (Fig. 1) refers to the central portion of the
property, encompassing the historic primary operations area, Site Pond and burial pits areas, while the
“Hematite Site” refers to the “Hematite Facility,” and other areas which were the focus of this investigation
based on potential impacts by previous facility operations.

2. SITEHYDROGEOLOGIC CONCEPTUAL MODEL

The Hematite Facility is built upon 20 to 35 ft of terrace/alluvial floodplain sediments overlying
bedrock within the valley carved by Joachim Creek (Fig. 2a). Surface elevation within the
Hematite Facility ranges from ~420 to ~440 ft. The terrace/alluvium deposits consist primarily of upper
fine-grained silts and clay that overlie coarser-grained material (sands-gravels) near the bedrock surface.
The thickness of the coarse-grain unit is highly variable in this region, but logs from overburden
boreholes (SAIC 2007) show that the sand-gravel layer is relatively thin directly under the Facility (<1 to
2 ft), and thickens toward Joachim creek (5 to 20 ft) as the overburden transitions from terrace deposits
near the Hematite Facility to alluvial sediments near Joachim Creek. The varying nature of the sediments
is reflected by hydraulic conductivities measured during slug tests in overburden wells, which increase
toward Joachim Creek (Fig. 3).

The underlying bedrock formations in the area are the Jefferson City-Cotter and the Roubidoux
Formations (Fig. 2a). Regionally, the Jefferson City-Cotter Formation consists predominantly of
dolostone with small quantities of shale, chert, and sandstone, while the Roubidoux Formation is a
loosely to well-cemented sandstone or a sandy to cherty dolostone containing several distinct sandstone



bodies (Imes and Emmett 1994). Locally, the Roubidoux was more dolomitic and somewhat difficult to
visually distinguish from the Jefferson City-Cotter Formation in the field. Thus, during bedrock coring
and well installation conducted as part of the RI, a sandstone layer was used as a marker bed for finding
the contact zone between the Jefferson City-Cotter and Roubidoux Formations (SAIC 2007). This
sandstone layer was observed in all the deeper (> ~100 ft) bedrock boreholes, with the exception of
BR-04, which was drilled in an earlier study (LBG 2002).

With respect to the hydrogeology at the Hematite Site, the shallow overburden and deep overburden
hydrostratigraphic units (HSUs) generally corresponded with the lithologies observed from the cores
(Fig. 2b). In the bedrock, three HSUs (Fig. 2b) were identified based on an integration of borehole
injection and slug tests with available bedrock well hydrographs (water level versus time data). The
following is a brief summary of how the bedrock HSUs were identified; a more detailed discussion can be
found in (SAIC 2007). Figures 4 and 5 show hydrographs from wells screened in the Jefferson
City-Cotter Formation, and from wells screened in the Roubidoux Formation. These graphs show that
water levels in the Roubidoux wells have risen dramatically (up to 50 ft) since January 2004, but water
levels in the Jefferson City-Cotter have virtually been unaffected by the rebound in the Roubidoux
Formation. The rebound in the Roubidoux wells was traced to the shut down of water supply production
wells in the city of Festus in August 2003 when a water supply system that obtained water from shallow
(~100 ft) alluvial sediments of the Mississippi River floodplain was put on line (SAIC 2007). Locally, the
connection of residences across Joachim Creek to the public water supply system, in response to
contamination found in their wells, and concomitant abandonment of the domestic wells in the residential
areas near the Hematite Facility may have also had an impact. The comparison of well hydrographs in
Figs. 4 and 5 suggests that there is minimal hydraulic connectivity between the Jefferson City-Cotter and
the Roubidoux Formations. This is consistent with observations made in borehole injection tests (see Section
3.4 and borehole logs in LBG 2002) and hydraulic conductivity measurements through slug testing in the
bedrock wells (Section 4.7 and Appendix J in LBG 2002, SAIC 2007). The injections tests (Fig. 6) show
distinct intervals of high transmissivity separated by a zone of lower transmissivity. A plot of slug test
results versus elevation in Fig. 6 also suggests the existence of a depth interval where hydraulic
conductivities are relatively low. Integration of the hydraulic conductivity tests with geologic cross-
sections indicates that this low transmissivity zone roughly corresponds to the contact zone between the
Jefferson City-Cotter and Roubidoux Formations (SAIC 2007). Thus, the CSM for the bedrock at the
Hematite Site consists of three HSUs (Fig. 2b): (1) the Jefferson City-Cotter, (2) the Jefferson City-
Cotter-Roubidoux contact zone, and (3) the Roubidoux HSU.

3. POTENTIOMETRIC SURFACES AND GROUNDWATER FLOW
DIRECTIONS IN THE HYDROSTRATIGRAPHIC UNITS

Potentiometric surfaces in the deep overburden and bedrock HSUs are shown in Figs. 7 through 10.
These maps are based on a set of water level measurements made in December 2004 as part of the RI
(SAIC 2007). In the deep overburden (Fig. 7), groundwater flow is chiefly in a southeastward direction
from the Hematite Facility toward Joachim Creek where it discharges. Furthermore, a groundwater
mound is associated with the Hematite Facility and has a significant impact on the potentiometric
surfaces. Groundwater flow in the Jefferson City-Cotter HSU appears to be affected by this mounding,
and components of flow radiate from the Hematite Facility toward the northeast and the southeast within
this HSU (Fig. 8). The flow along the northeast is consistent with the orientation of bedding planes that
slope in the same direction. The flow towards the southeast may be part of topographically controlled
flow from the highlands to the valleys, a pattern that is typical of shallow groundwater in the region (Imes
and Emmet 1994). In the Jefferson City-Cotter/Roubidoux contact zone and Roubidoux HSUs (Figs. 9



and 10) the current direction of groundwater flow appears to reflect a northeasterly trajectory, which is
consistent with regional groundwater flow direction in the Roubidoux Formation.

4. MODFLOW GROUNDWATER FLOW MODELING

A steady-state groundwater MODFLOW (Harbaugh et al. 2000) model was developed based on the
CSM described in Chap. 2, and calibrated against average water levels from selected wells. Use of
MODFLOW for groundwater modeling implicitly assumes the bedrock formations are suitably modeled
as porous media. This is a reasonable approach given that this is the first modeling effort for the Hematite
Site, and more complex fracture models should only be pursued if the porous medium model is unable to
reproduce the hydrogeologic observations at the Hematite Site.

Flowpath simulations through particle tracking were performed using MODPATH (Pollock 1994),
and reactive contaminant transport modeling was conducted using RT3D (Clement 1997, 2003). A
finite-difference numerical grid was built using GMS 5.0 (Environmental Monitoring Systems
Incorporated, South Jordan, UT), a software tool that serves as a graphical user interface for running
MODFLOW, MODPATH, and RT3D simulations.

41 MODEL LAYERS

Figure 11 shows the MODFLOW model domain, which encompasses a larger region than the
Hematite Site, so that assumptions at the model boundaries would not significantly impact flow
simulations within the area of interest. The grid cell dimensions were adjusted so that grid cells were
smaller in the vicinity of the Hematite Site (Figs. 11 and 12). The model grid consists of nine layers
(Figs. 13 and 14), with layers generally corresponding to the HSUs as shown in Fig. 15. The top surface
of Layer 1 (see elevation views of grid in Figs. 13 and 14) was modeled using a 30-min digital elevation
model obtained from the U. S. Geological Survey (USGS). The bottoms of Layers 1 through 5 were
specified by subtracting fixed-increment distances from the top of Layer 1, creating layers with constant
thickness that follow topography. The top of Layer 9 (representing the Roubidoux Formation) was made
to conform to the lower transmissive zone indicated by the borehole injection tests by fitting a plane
through the points at each borehole above the high injection rates (see points marked with “P” in Fig. 6).
The resulting plane has a strike of 17° northwest and a dip of 2° northeast, roughly conforming to the
regional strike and dip of the bedrock formations. Layers 1 and 2 were further subdivided into zones, so
that different hydraulic conductivities can be assigned to different zones that correspond to the terrace and
alluvial deposits (Figs. 16 and 17). Also, within Layer 2, several zones were defined around the footprint
of the Hematite Facility in anticipation of needing to simulate groundwater mounding by varying
hydraulic conductivities.

42 MODEL BOUNDARY CONDITIONS

Cells within the top model layer that coincided with Joachim Creek (Fig. 13) were “specified head”
cells. Attempts were made to specify heads at cells in the model that corresponded to the Lake Virginia
tributary, Site Creek, and Northeast Site Creek. However, specifying heads to represent these streams was
exerting an influence on the simulated hydraulic heads that was not observed in the monitoring well data.
The “river” boundary condition was then used, where the interaction of streams and groundwater is
simulated through a streambed with a specified conductance. The streambed conductance had to be set to
very low values to match measured water levels. As a result, the influence of these surface streams on the



groundwater was ignored in the final calibrated model. The latter assumption is consistent with the
fine-grained nature of the shallow soils at the Hematite Site, which probably limit leakage from the
surficial (some intermittent) streams to groundwater. With the exception of the bottom two layers of the
model, the boundaries of all the other layers (solid line in Fig. 11) were specified as no-flow boundaries.
For the bottom two layers of the model, heads were specified along arc A-D and arc B-C in Fig. 12,
resulting in a regional northeasterly direction in the deeper layers of the model. This is consistent with the
regional flow direction inferred from the water level data from the Roubidoux wells in December 2004
(Fig. 10).

Figure 18 shows the zones of constant recharge applied to the top of the model. As described later,
the recharge rate in a small zone within the Burial Pit Area (Zone 1 in Fig. 1) had to be set to a high value
to simulate mounding underneath the Hematite Facility.

4.3 MODEL CALIBRATION

The model was calibrated using the average of historical water levels from deep overburden wells
and water level data from April through December 2004 from the bedrock wells. Although water level
data were collected from the Roubidoux wells before April 2004, only the data after the significant water
level rebound observed in 2003 and 2004 (Fig. 5) were included when calculating the average water level
for model calibration. Initial attempts at model calibration also included historical data from the pre-RI
shallow overburden wells (screened within the fine-grained layer of the overburden). These initial
attempts to simulate the water levels in the shallow overburden wells resulted in unreasonable recharge
and high heads in the underlying layers. This might have been due to the perched nature of the
groundwater in the shallow overburden (SAIC 2007), trapped over a low-conductivity soil (the “fat clay”
as identified by LBG 2002), which was not explicitly represented in the layer model. Incorporating this
low-conductivity unit into the model would have required multiple layers to represent the shallow
overburden, which would have increased the number of model grid cells and numerical resources to solve
the larger set of equations. Since flow in the shallow overburden is predominantly downward
(SAIC 2007), and off-site contaminant transport is likely from lateral flow through the deep overburden
and bedrock, calibration to the shallow overburden wells was discontinued and only the deep overburden
and bedrock wells were considered in the final calibrated model.

Initial estimates for hydraulic conductivities of the layers were based on historical and RI slug test
results (Figs. 3 and 6), but were later adjusted during model calibration. Table 1 shows the hydraulic
conductivities in the final calibrated model generally conform to the relative transmissivity of the various
formations observed during the slug tests (SAIC 2007). The hydraulic conductivity in the shallow
overburden next to Joachim Creek was set to a high value to correspond to the much thicker coarse-
grained and highly conductive alluvial sediments in this area (see Fig. 3). Attempts were made to vary the
hydraulic conductivities of Zones 2a through 2c to simulate mounding at the Hematite Site, but,
ultimately, this was reproduced by using a high recharge in the Burial Pit area (see below). The hydraulic
conductivity of the top layer (Layer 3) had to be set to a low value; otherwise, levels in the overlying deep
overburden HSU (Layer 2) were too low. The hydraulic conductivity of Layers 4 and 5 corresponding to
the Jefferson City-Cotter HSU was set to 5 ft/day, with an anisotropy factor of 5 (to simulate the effects of
bedding fractures). Slug testing in the Jefferson City-Cotter HSU indicated higher conductivities in some
of the wells. However, the slug test measurements were also highly variable, spanning two orders of
magnitude so that the average hydraulic conductivity of the slug tests in the Jefferson City-Cotter wells
(geometric average was 2.6 ft/day) was much lower than the highest value measured value (104 ft/day).
The hydraulic conductivity for Layers 6 through 8, representing the Jefferson City-Cotter contact zone
HSU, was set to 0.002 ft/day. This value was arrived at through successive simulations where the
conductivity for this layer was lowered until changes in hydraulic heads within Layer 9 (representing the



Roubidoux HSU) did not affect hydraulic heads in Layers 4 and 5 (representing the Jefferson City-Cotter
HSU). This is consistent with the lack of hydraulic interconnectivity between the Jefferson City-Cotter and
Roubidoux HSUs inferred from time series water level data and hydraulic conductivity tests, as described in
Chap. 2. The hydraulic conductivity assigned to Layers 6 to 8 (0.002 ft/day or 7 x 10-7 cm/s) is within the
range of hydraulic conductivities reported for limestone and dolomite (Freeze and Cherry 1979).

To capture mounding under PZ-04 (see Fig. 8), a high recharge had to be assigned to the northern
area of the Burial Pits (0.05 ft/day in Zone 1, compared to 0.0002 ft/day in Zones 2 and 3, and
0.0005 ft/day for Zones 4 through 8 in Fig. 18). A higher recharge value over the Burial Pits is plausible
because buried objects and the use of limestone gravel as fill for the Burial Pits (SAIC 2007) would have
resulted in a more permeable layer that is more conductive to percolation of rainfall water to the
subsurface. Note however, that 0.05 ft/day is about five times the precipitation rate in the area
(~40 in./year or 0.01 ft/day), suggesting other sources of water other than direct percolation of rainwater.
Furthermore, this high recharge alone could not simulate the high heads in the PZ-04 area. To simulate
these heads, an “injection well” flowing at a rate of 2000 ft*/day (~10.4 gpm) was added as a source in the
northeastern end of the plant. This “injection well” possibly represents leakage from water distribution
pipelines or drainage systems, shallow overland flow from the highlands north of the Facility, or run-off
from the highway. With the combined high recharge in the Burial Pits and the injection well, the
mounding under PZ-04 was reproduced (see MODFLOW-generated potentiometric maps in Figs. 19
through 22).

A comparison between the modeled and calibrated hydraulic heads is shown in Fig. 23, where a
perfect match is represented by the 1:1 line. Following ASTM D 5490-93 (ASTM 1993), the average
residual for the final calibrated model is -0.6 ft, with average residuals of -0.02, -1.8, and 0.6 in the deep
overburden, Jefferson City-Cotter, and Roubidoux wells, respectively. These residuals are acceptable
because they are comparable to the seasonal water level fluctuations observed in the wells.

5. MODPATH PARTICLE TRACKING

MODPATH and the calibrated steady-state flow model were used to gain insight into possible
sources of chlorinated solvent contamination detected in bedrock wells BR-08-JC, BR-09-JC, and BR-04-
JC (see Fig. 20 for well locations; also in SAIC 2007). Using the “backward” tracking capability,
MODPATH simulations indicate that particles at these locations all have their “sources” in the vicinity of
the Burial Pit Area (Fig. 24). Forward particle tracking indicated that particles at these locations will be
advected towards Joachim Creek. Particle path lines and travel times (Fig. 24) vary significantly
depending on the “release point” of the particles within the Hematite Facility. Path lines originating from
“source zones” towards the southwestern part of the Hematite Facility (e.g., BD-02) are directed toward
the southeast following the hydraulic gradient toward Joachim Creek. Travel times for these particles are
three times higher than for some particles that are “released” within the Burial Pit area (i.e., ~30 versus
~10 years, respectively, see Fig. 24). An elevation view of the path lines (not shown) reveals that the
particles from the Burial Pit area move down and travel toward Joachim Creek mostly within the
Jefferson City-Cotter HSU, resulting in shorter travel times than particles from BD-02, which stay mostly
within the layer representing the alluvial/terrace deposits. The hydraulic conductivity for this layer is high
near Joachim Creek (e.g., Zone 3, Fig. 17), but is an order of magnitude lower near the Hematite Facility
(e.g., Zone 2, Fig. 17). The path lines in Fig. 24 show a radial pattern from the Burial Pit area, influenced
by mounding of groundwater in the vicinity of PZ-04. The model predicts that path lines directed toward
BR-04 turn toward Joachim Creek as the influence of the mound diminishes. Note that the boundary
conditions for the groundwater model implicitly constrain most of the groundwater within the shallow
bedrock (e.g., Jefferson City-Cotter HSU represented by Layers 3 through 5) to discharge into Joachim



Creek, and that the regional northeasterly flow exists in the lower (Layers 8 and 9) layers. However, it is
uncertain that groundwater and dissolved contaminants in BR-04-JC (found at a depth of 95 to 105 ft
below ground surface, SAIC 2007) actually discharge into Joachim Creek, as shown by model output. It
is possible that at this depth the regional northeasterly flow direction is dominant.

The flow model used for particle tracking includes a simulation of domestic well pumping by
specifying well extraction flows at all the wells shown in Fig. 24 (labeled “PW”). The domestic well
pumping rate was estimated from 2000 USGS water use data (Hutson et al. 2005), which stated that for
Jefferson County, Missouri, the total population that used self-supplied water was 51.57 x 10°, and the
total groundwater withdrawal from domestic wells was 3.35 x 10° gpd, from which the estimated per
capita water usage is 65 gpd, or 260 gpd (35 ft*/day) for a household with four members. Although this
flow rate was applied to all the domestic wells shown in Fig. 24 (labeled “PW™), all the pathlines shown
in this figure indicate discharge to Joachim Creek. Thus, the numerical modeling suggests that the impact
of pumping in the domestic wells (assumed to be equivalent to a steady extraction rate of 35 ft¥/day) was
not enough to draw groundwater from the Hematite Facility side of Joachim Creek into the area where the
domestic wells are located.

In Remedial Investigation Report for the Westinghouse Hematite Site, Rev 1 (SAIC 2007), vertical
borehole flow was suggested as a possible mechanism behind contaminants moving under Joachim Creek
toward the residential wells. Prior to August 2003, there was a large head difference between the
Jefferson City-Cotter and Roubidoux Formations (see Figs. 4 and 5). Because open-hole construction was
used in the domestic wells, this head difference may have been sufficient to induce inter-aquifer flow with
the open boreholes as conduits. When an extraction rate of 2000 ft*/day (10.4 gpm) was applied to 13
wells in the vicinity of PW-19 to simulate vertical borehole flow, a significant impact on the
potentiometric surface is observed, as well as on path lines from BR-08 and BR-09 that now go under
Joachim Creek into PW-19 and PW-16 (Fig. 25). Note that 10 gpm is the lowest flow rate observed by Metz
and Brendle (1996), who measured vertical borehole flow rates in 87 open borehole wells in Florida.
Because water levels in the Roubidoux have rebounded (Fig. 3.27 in Chap. 3 of the RI; SAIC 2007) and the
driving force for this vertical flow rate is no longer present, it is difficult to estimate the actual flow rates
that previously existed in the open borehole domestic wells in the PW-19 area. Nevertheless, the numerical
modeling and simulation shown in Fig. 25 support the suggested impact of vertical borehole flow.

6. REACTIVE TRANSPORT MODELING OF CHLORINATED
ORGANICS

Contaminant transport modeling using RT3D was coupled with the MODFLOW model for the
Hematite Site that includes vertical borehole flow (Fig. 25) to simulate the migration of contaminants
from known and suspected source zones at the Hematite Facility. Matching measured contaminant
concentrations with modeled values was not attempted because of the existence of multiple sources and
the uncertainty of when these sources were emplaced (e.g., t = 0 for the simulations). As such, the
primary purpose of these simulations is to investigate the influence of flow patterns (e.g., radial flow
around PZ-04) and potential attenuation mechanisms (e.g., sorption and degradation) on the migration of
contaminants at the Hematite Site. Longitudinal dispersivities in layers representing the overburden and
bedrock HSUs were 100 and 300 ft, respectively, with the vertical and horizontal dispersivities set at a
fraction (0.2) of the longitudinal dispersivity. Specified porosities in the overburden and bedrock layers
were 0.3 and 0.1, respectively. Previous measurements of organic content in overburden soil samples
(average of 0.48% in four samples that were mostly finer-grain; SAIC 2003) were coupled with published
values of Ko, (partition coefficient of a chemical on natural organic matter) to arrive at sorption



coefficients for perchloroethylene (PCE) (1.74 L/kg); trichloroethylene (TCE) (0.6 L/kg); cis-1,2-
dichloroethylene (DCE) (0.23 L/kg); and vinyl chloride (0.04 L/kg). Because natural organic matter is
likely to be low in bedrock, zero Kq values (i.e., no sorption) were specified for the bedrock model layers.
Degradation was simulated using the Sequential Decay Reaction package of RT3D, which assumed
first-order decay kinetics and the following sequence of degradation: PCE > TCE > 1,2-cis-DCE > vinyl
chloride (Clement 1997). Seven reaction parameters are required for the simulation: four of the
parameters are the first-order degradation constants for each of the contaminants in the sequence, and
three of the parameters define the yield (e.g., number of moles of TCE produced per mole of PCE). The
yield parameters were taken from established stoichiometric equations for sequential degradation of PCE
and TCE (Ytcepce = 0.792, Ypce tce = 0.738, and Yyc pce = 0.644, Clement 1997). Degradation
constants are site-specific because they depend on the nature of the microbes involved in the degradation
reactions, as well as the geochemical environment. Although there is clear evidence for reductive
dechlorination of PCE and TCE occurring at the site (SAIC 2007), site-specific degradation parameters
have not been determined. Thus, degradation constants comparable to literature values (e.g., Newell et al.
1992) were used for the modeling described below. This was deemed to be a reasonable approach since
the primary purpose of the modeling is to explore the general impact of flow patterns and attenuation
mechanisms rather than to match simulation results with measured groundwater concentrations.

Figures 26 through 28 show simulated PCE concentration contours in the layer corresponding to the
deep overburden HSU (Layer 2). The contours emanate from a constant concentration source of 200 mg/L
of PCE located at overburden well BD-02, which is located within one of the Hematite Facility’s
buildings (Building 253). A PCE concentration of 200 mg/L was measured in a groundwater sample from
this well collected in December 2004 as part of the RI (SAIC 2007). Co-located soil samples also showed
levels of PCE that indicated the presence of a pure (undissolved) phase. Thus, there appears to be source
of PCE in the vicinity of BD-02. Degradation constants were as follows: 0.001/day for PCE, TCE, and
VC and 0.0004/day for cis-1,2-DCE (reflecting the apparent “stalling” of the degradation process at cis-
1,2-DCE; SAIC 2007). Figures 26 through 28 present model results for t = 3,000 days (~8 years);
9,000 days (~25 years); and 15,000 days (~41 years). Two observations can be made from Figs. 26
through 28: (1) sorption and degradation result in a significant attenuation in PCE levels such that
concentrations rapidly drop by one or two orders of magnitude just a short distance from the source (i.e.,
BD-02), and (2) minimal change between the contour plots at t = 25 years and t = 41 years suggests that a
steady-state configuration of the plume is possible if degradation occurs. The predicted plume also tends
to be narrow and is directed toward Joachim Creek.

Figure 29 shows another simulation, using the same sorption parameters used in Figs. 26 through 28
but with a 100-mg/L PCE source placed in the northern part of the Burial Pits (see red square in Fig. 29).
The degradation parameters were reduced by an order of magnitude to determine whether even at lower
degradation rates (all set to 0.0001/day) steady-state conditions can be attained within approximately the
same time frame as in the previous simulation. Figure 29 shows simulated PCE concentrations in Layer 5
(corresponding to the Jefferson City-Cotter HSU) at t = 15,000 (~41 years). The predicted PCE plume is
approaching a near-steady-state at t = 15,000 days, as shown by a plot of simulated PCE and TCE
concentrations versus time at the location corresponding to BR-04-JC (see insert in Fig. 29). The
simulation also indicates an elongate PCE plume configuration that is directed towards BR-04, but also
encompasses WS-30, WS-31, BR-09, and BR-08. Spreading along the lateral axis of the plume may
partially be from the radial flow that is induced by groundwater mounding under the Hematite Site.
Lateral spreading is also controlled by the horizontal dispersivity, which was set at 1/5th of the
longitudinal dispersivity in the simulation. Figure 30 shows still another simulation where the source is
located in the southern part of the Burial Pit area and consists of specified PCE and TCE concentrations
of 50 mg/L. The same degradation and sorption parameters are used as in the simulation in Fig. 29, but
the overall shape of the PCE and TCE plume in Fig. 29 is elongated toward the southeast in the direction
of Joachim Creek. As in particle tracking simulations (Chap. 5), this suggests that contaminant pathways



vary depending on the location of the source, even in the relatively small area of the Burial Pits. This is
another illustration of how mounding under the Hematite Site near the Burial Pits may have an impact on
contaminant migration away from sources within the Hematite Facility. Figure 29 also illustrates the
movement of TCE toward the PW-19 area under the influence of vertical borehole flow in the open
boreholes. Note that the model shows contamination spreading to BR-07, which is not consistent with the
packer testing and sampling from this well location, which showed minimal to no contamination
(SAIC 2007). The transmissivity of the formation around BR-07 may be lower than PW-19, thus
reflecting smaller-scale heterogeneities that cannot be captured in the model. Another explanation is
related to the details of how the contaminant plume in the Jefferson City-Cotter HSU responded to the
various open-hole wells in which vertical borehole flow was occurring. The approaching plume would
tend to split apart with different segments migrating preferentially to those wells having more vertical
borehole flow. In this way, it is possible that BR-07 may be located in a region bypassed by the different
plume segments and not be subject to the influx of significant contamination.

The transport simulations indicate vertical spreading of the contamination (results not shown) in the
bedrock even though the vertical dispersivity was only set to 1/5th of the longitudinal dispersivity. This is in
contrast to the relatively narrow (20 to 30 ft) zones of contamination observed during packer testing of the
newly drilled boreholes (SAIC 2007). This discrepancy may be due to use of a porous medium model to
simulate a situation where transport is through discrete fractures. The porous medium model was useful in
exploring hydraulic and contaminant transport mechanisms that would explain the observed distribution of
contaminants in the overburden and bedrock. If more accurate resolution of these issues is required, the use
of fracture flow and transport modeling should also be considered for future modeling efforts.

7. TRANSPORT MODELING OF RADIONUCLIDES

Radionuclide transport modeling was performed with sources of uranium (specified concentration of
0.2 mg/L) in the deep overburden HSU (Layer 2) at Deul’s Mountain and the Burial Pits, corresponding
to the locations where elevated uranium concentrations were measured in groundwater samples
(SAIC 2007). A contour plot of uranium concentrations within the deep overburden HSU layer shows
very limited movement of uranium from the sources (Fig. 31). Note that the partition coefficient (Kg)
measured in the site-specific study (175 mL/g; SAIC 2003) was used for the transport model. The Kq
factor for uranium is two orders of magnitude higher than the K factor for PCE (1.74 mL/g). Thus, it is
not surprising that PCE and other chlorinated organics are much more widespread at the Hematite Site
than uranium. Although technetium-99 (**Tc) transport was not simulated, similar observations regarding
limited mobility are expected since the site-specific Kq factor for “Tc (106 mL/g) is comparable to that
measured for uranium. The site-specific Ky value for *Tc is higher than reported literature values.
However, significant adsorption of *Tc on Hematite Facility sediments was confirmed by retrieval of
sorbed **Tc from the sediments during the Ky measurements (SAIC 2003).

Time series plots of uranium in grid cells that are located in Layer 4 (corresponding to the Jefferson
City-Cotter HSU) near the Deul’s Mountain source and near the Burial Pit source are shown in Figs. 32
and 33, respectively. The locations of these grid cells are shown in Fig. 31 and correspond to
breakthrough curves for a “resident-farmer” scenario in RESRAD modeling (Yu et al. 2001). Comparison
of Figs. 32 and 33 shows much higher uranium concentrations moving into the bedrock near the
Burial Pit source. As in the particle tracking and chlorinated organics transport simulations, the modeling
suggests that mounding in the area around PZ-04 causes a larger downward component in flow and
radionuclide transport in areas near this groundwater mound.



8. CONCLUSIONS

A steady-state groundwater MODFLOW model was developed for the Hematite Site. The model

layers and hydraulic conductivities were based on the CSM that was developed from an integration of
field data collected from previous studies and the recent RI (SAIC 2007). The model was calibrated
against the average of historical water levels from wells in the deep overburden and the Jefferson City-
Cotter HSU; only water levels from April through December 2004 in the Roubidoux wells were used in
the calibration because prior to this period, these wells were undergoing a significant amount of rebound
that was traced to the shut down of production wells in the city of Festus. Using the calibrated
groundwater flow model, particle tracking using MODPATH and contaminant transport modeling using
RT3D were performed. The transport modeling was aimed at exploring the general impact of flow
patterns and attenuation mechanisms (i.e., sorption and degradation) on contaminant distribution, rather
than matching modeled with measured concentrations. The primary findings of this modeling effort are:

The shallow groundwater mound underlying the Hematite Facility plays a major role in
flow/transport in both layers of the overburden, as well as in the Jefferson City-Cotter HSU.

The assignment of reasonable downhole flow rates to the open boreholes in the vicinity of PW-19 is
essential for creating the observed transport to the southeast in the Jefferson City-Cotter HSU and is
supportive of the CSM developed as part of the RI (SAIC 2007).

Particle tracking was used to identify potential source zones associated with observed contamination in
bedrock wells. Backward particle tracking from contaminated bedrock wells (BR-08-JC, BR-09-JC,
and BR-04-JC) suggests the Burial Pits to be the source of contamination in these wells. Particle
travel times vary depending on the location of their release points within the Hematite Facility.
Particles “released” within the southwestern part of the Hematite Facility (i.e., BD-02) tend to have
longer travel times toward their discharge point (Joachim Creek) when compared to particles “released”
within the northeastern part of the Hematite Facility (i.e., the Burial Pits). This suggests that migration
from sources within the northeastern part of the Hematite Facility may be faster than migration from
sources in the southwest part of the Hematite Facility. This is due to the mounding in the northeastern
corner of the Hematite Facility that causes downward migration in this area to transmissive bedrock
formations that are conductive and probably have lower porosities than the overburden.

Contaminant transport modeling of PCE and TCE in groundwater indicates that sorption and
degradation can significantly attenuate contaminant migration such that organic contaminant levels
can decrease by one to two orders of magnitude within close proximity of the source areas.
Consistent with the particle tracking results, the configuration of the simulated plumes varied
depending on the location of the plume’s source.

Contaminant transport modeling of uranium in groundwater indicates very limited spreading of
contamination from source areas, consistent with what was observed in groundwater sample data.
The site-specific partition coefficient for uranium is two orders of magnitude higher than the sorption
coefficient for organics, resulting in significantly less migration for uranium in groundwater at the
Hematite Site when compared to PCE and TCE. Although a technetium transport simulation was not
performed, limited mobility is also expected for this radionuclide because the site-specific partition
coefficient measured during a previous study was comparable to that for uranium. Simulated
breakthrough curves for RESRAD “resident farmers” in the immediate vicinity of sources in the
Burial Pits and Deul’s Mountain were generated from the transport simulations. As in the particle
tracking and chlorinated organic transport simulations, the impact of the mound under PZ-04 was
apparent from the breakthrough curves that show higher concentrations near the Burial Pits when



compared to Deul’s Mountain. The simulation suggests mounding creates a downward flow
component that carries contaminants deeper into the bedrock in the areas near the groundwater mound.
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Fig. 1. Hematite Facility location shown on topographic map.
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Fig. 10. Potentiometric surface (ft above mean sea level) in the Roubidoux hydrostratigraphic unit, December 2004.
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Fig. 11. Plan view of MODFLOW/RT3D model domain for the Hematite Site, bounded by solid black line. [Model grid also shown; blue dots
correspond to bedrock well locations; Line A-A' corresponds to the cross-section shown in Fig. 14.)]
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Fig. 12. Plan view of model grid. [The red line corresponds to Joachim Creek; grid cells in Layer 1 that lie along this line are specified head cells; arcs
A-D and B-C are specified head arcs in Layers 8 and 9 (see text for more details); Lines S1-S1' and S2-S2' correspond to cross-sections of model grid
shown in Figs. 13 and 14, respectively.)]
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Fig. 13. Elevation view of model grids facing southwest. (Refer to Fig. 12 for orientation of cross-section.)
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Fig. 14. Elevation view of model grid, looking northwest (Refer to Fig. 12 for orientation of cross-section.)
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Fig. 15. Hydrostratigraphic units and corresponding layers represented in MODFLOW model. (Cross-section A-A’ in Fig. 11, trending northwest-
southeast.)
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Layer 1, Zone 1 (Bedrock or regolith)

Layer 1, Zone 2 (Terrace)

Layer 1, Zone 3 (Alluvial)

Layer 1, Zone 4
(Bedrock or regolith)

Fig. 16. Constant property zones within Layer 1. (Zone 1 and Zone 4 correspond to bedrock in the highlands on either side of Joachim Creek Valley;
Zone 2 corresponds to the thick, fine-grained sediments in the terrace deposits; Zone 3 corresponds to the thinner, fine-grained deposits in the alluvial
sediments.)
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Fig. 17. Constant property zones within Layer 2. (Zone 1 and Zone 4 correspond to bedrock in the highlands on either side of Joachim Creek Valley;
Zone 2 corresponds to the thicker, fine-grained sediments in the terrace deposits; Zone 3 corresponds to the thinner, fine-grained deposits in the alluvial
sediments.; refer to the text for a description of Zones 2a, 2b and 2c.)
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Fig. 18. Recharge zones for the Hematite Site MODFLOW mode.
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Fig. 19. Potentiometric surface (ft above mean sea level) in Layer 2 of calibrated steady-state MODFLOW model. (Layer 2 corresponds to the deep
overburden HSU.)
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Fig. 20. Potentiometric surface (ft above mean sea level) in Layer 5 of calibrated steady-state MODFLOW model. (Layer 5 corresponds to the Jefferson-
City Cotter HSU.)
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Fig. 21. Potentiometric surface (ft above mean sea level) in Layer 8 of calibrated steady-state MODFLOW model. (Layer 8 corresponds to the Jefferson-
City Cotter/Roubidoux contact zone HSU.)
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Fig. 22. Potentiometric surface (ft above mean sea level) in Layer 9 of calibrated steady-state MODFLOW model. (Layer 9 corresponds to the Jefferson-
City Cotter/Roubidoux contact zone HSU.)
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Fig. 23. Comparison between modeled and average measured water levels in wells at the Hematite Site. (Deep overburden (OB), Jefferson City-Cotter
(JC), and Roubidoux (RB) wells; see the text for a residual summary.)
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Fig. 24. MODPATH-simulated (forward and backward) particle pathways and travel times. [Blue lines are potentiometric contour lines for layer
corresponding to transmissive Jefferson City-Cotter HSU; pumping in private wells at household rates (35 ft¥/day).]. Note that particle pathways
indicate groundwater flowlines and are not necessarily contaminant pathways.
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Fig. 25. MODPATH-simulated (forward and backward) particle pathways and travel times. [Blue lines are potentiometric contour lines for layer
corresponding to Jefferson City-Cotter HSU; specified extraction flow rate in private wells at 2000 ft*/day (~10.4 gpm) drawn from Jefferson City-
Cotter HSU layer to simulate vertical borehole flow.) Note that particle pathways indicate groundwater flowlines and are not necessarily contaminant

pathways.
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Fig. 26. Simulated PCE concentration contours (mg/L) in layer corresponding to terrace/alluvial deposits at t = 3000 days (~8 years). (Constant
concentration source of 200 mg/L PCE placed in cell corresponding to BD-02; simulated using MODFLOW model with vertical borehole flow and
RT3D Sequential Decay chemical reaction package.)
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Fig. 27. Simulated PCE concentration contours (mg/L) in layer corresponding to terrace/alluvial deposits at t = 9000 days (~25 years). (Constant
concentration source of 200 mg/L PCE placed in cell corresponding to BD-02; simulated using MODFLOW model with vertical borehole flow and
RT3D Sequential Decay chemical reaction package.)
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Fig. 28. Simulated PCE concentration contours (mg/L) in layer corresponding to terrace/alluvial deposits at t = 15,000 days (~41 years). [Constant
concentration source of 200 mg/L PCE placed in cell corresponding to BD-02; simulated using MODFLOW model with vertical borehole flow and
RT3D Sequential Decay chemical reaction package; note that there is not much difference when compared to t = 9000 days (Fig. 28); suggests steady-
state conditions in contaminant distribution.]
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Fig. 29. Simulated PCE concentration contours (mg/L) in layer corresponding to transmissive Jefferson City-Cotter Formation at t = 15,000 days (~41
years). [Constant concentration source of 100 mg/L PCE placed in Burial Pits (red square); simulated using MODFLOW model with vertical borehole
flow and RT3D sequential decay chemical reaction package (PCE > TCE > cis-1,2-DCE > vinyl chloride > ethene); inset graph shows PCE and TCE
concentrations versus time at location corresponding to BR-04-JC.]
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Fig. 30. Simulated TCE concentration contours (mg/L) in layer corresponding to transmissive Jefferson City-Cotter Formation at t = 15,000 days (~41

years). [Constant concentration source of 50 mg/L PCE and 50 mg/L TCE placed in vicinity of Burial Pits (red square); simulated using MODFLOW

model with vertical borehole flow and RT3D sequential decay chemical reaction package (PCE > TCE > cis-1,2-DCE > vinyl chloride > ethene); note
that TCE shown in figure is from degradation of PCE in source.]
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Fig. 31. Simulated uranium concentration contours (mg/L) in layer corresponding to deep overburden at t = 74,000 days (~200 years). [Constant
concentration source of 0.2 mg/L uranium placed in Burial Pits and Deul’s Mountain (red squares); simulated using MODFLOW model with vertical
borehole flow and RT3D Tracer Transport package (includes partition coefficient measured in site-specific study (SAIC 2003).]
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Fig. 32. Uranium versus time at grid cell in Layer 4 (Jefferson City-Cotter HSU) near Deul’s Mountain Source. (See “resident farmer” location in Fig.
31)
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Fig. 33. Uranium versus time at grid cell in Layer 4 (Jefferson City-Cotter HSU) near Burial Pits source. (See “resident farmer” location in Fig. 31.)
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Table 1. Correspondence between hydrostratigraphic units and layers in the MODFLOW Model,
including hydraulic conductivities assigned to layers and zones

Horizontal hydraulic

Zone conductivity (K;) Vertical anisotropy
HSU Layer (ft/day) (KW/Ky)

1 0.3 1

2 0.3 1

Shallow overburden 1 3 50 1
4 0.3 1

1 0.5 1

2 3 1

Deep overburden 2 3 93 1
4 0.5 1

Jefferson-City 3 i 0.5 1
Cotter 4 i 5 5
5 - 5 5

Jefferson-City 6 0.002 1
Cotter/Roubidoux 7 0.002 1
Contact Zone 8 0.002 1
Roubidoux 9 20 5

o1
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APPENDIX B
MIP CHARTS AND VIDEO LOGGING OF PRIVATE WELLS
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BD-13A.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/29/04
START TIME: 1:21 PM
DATA FILE NAME: c:\dirim95\logfiles\bd-13a.dat
PROBE NUMBER:

i

DETECTOR ATTENUATION CHANGES:
DEPTH DETlloATT FACTOR DET 2 ATT FACTOR
.00

0.00 1.00
DEPTH CALCULATION:
ROD LENGTH: 3.00 feet

NUMBER OF RODS USED: x 7 = 21 ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21
HEIGHT OF LAST ROD ABOVE GROUND: - (0.33)
USER-CALCULATED DEPTH: = 23.88
STRINGPOT-MEASURED DEPTH: 23.47
DIFFERENCE: 1.7 %

END TIME: 1:46 PM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES

Page 1



Log: C:\dirim95\LOGFILES\Bd-16a.dat
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BD-16A.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/29/04
START TIME: 11:24 AM
DATA FILE NAME: c:\dirim95\logfiles\bd-l6a.dat
PROBE NUMBER:

DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00

DEPTH CALCULATION:

ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 11 = 33 ft.

LENGTH OF PROBE AND ATTACHED ROD: + 3.21

HEIGHT OF LAST ROD ABOVE GROUND: - (0.67)

USER-CALCULATED DEPTH: = 35.54

STRINGPOT-MEASURED DEPTH: 34.94
DIFFERENCE: 1.7 %

END TIME: 11:50 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES

Page 1
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Log: C:\dirim95\LOGFILES\Bp-13.dat
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BP-13.INF

LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE:
START TIME:
DATA FILE NAME:

6/9/04

7:44 AM
c:\dirim95\logfiles\bp-13.dat
PROBE NUMBER: 0

DETECTOR ATTENUATION CHANGES:

DEPTH DET 1 ATT FACTOR

0.00 1.00

DET 2 ATT FACTOR
1.00

DEPTH CALCULATION:
3.00 feet

ROD LENGTH:

NUMBER OF RODS USED:

LENGTH OF PROBE AND ATTACHED ROD:
HEIGHT OF LAST ROD ABOVE GROUND:

USER-CALCULATED DEPTH:
STRINGPOT-MEASURED DEPTH:
DIFFERENCE:

END TIME:

X
+

11 = 33  ft.
3.21
(0.33)

35.88
35.23
1.8 %

8:10 AaM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEQOPROBE "C" SERIES MIP PROBES

Page 1
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Log: C\dirim95\LOGFILES\Bp-17.dat
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BP-17.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/24/04
START TIME: 11:16 AM
DATA FILE NAME: c:\dirim95\logfiles\bp-17.dat
PROBE NUMBER:

DETECTOR ATTENUATION CHANGES:

DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00
DEPTH CALCULATION:
ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 10 = 30 ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21
HEIGHT OF LAST ROD ABOVE GROUND: - (1.08)
USER-CALCULATED DEPTH: = 32.13
STRINGPOT-MEASURED DEPTH: 31.38
DIFFERENCE: 2.4 %

END TIME: 11:40 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES



Log: C:\diim95\LOGFILES\Bp-18.dat
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BP-18.INF
.LOG INFORMATION -- MEMBRANE INTERFACE PROEE

DATE: 6/24/04
START TIME: 1:11 PM
DATA FILE NAME: c:\dirim95\locgfiles\bp-18.dat
PROBE NUMBER:

DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00

DEPTH CALCULATION:
ROD LENGTH: 3.00 feet

NUMBER OF RODS USED: x 11 = 33 ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21

HEIGHT OF LAST ROD ABOVE GROUND: - (1.08)

USER-CALCULATED DEPTH: = 35.13

STRINGPOT-MEASURED DEPTH: 34.15
DIFFERENCE: 2.8 %

END TIME: 1:37 PM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES




 Log:  C:Adirim95\LOGFILES\Bp-19.dat

80—
50—
w-

20~

eed

1 20E+5 -

Detector 1 (uv)

1. J0E+5— l

BODE+4— o, P -h —r—orwy, | S - O P o

B.O0E+4 —
4DOE -+ —
LO0E+ —

a.00E+0—

3.00E+5— .
250845 Detector 2 (uV) vy

200645 M

L50E+5—

-4

1.O0E+5—
S.00E 44

0.00E+] -
1.20E4+5 —

10046~ ,..—.-—’_d_._' ¥ —V—""MW)

ADOE+5—

G.O0E+S
1.00E+5—
2.00E+5—

BOGE+HD -

150—

00— R—— T T T e JFemperatore (Celslus v~

1 | | | I I | | | | i I | ] | i | f | | | Ik
EL] 0 50 &0 0 it “ 0o Mo 120 X 40 IS0 3 70 B8 190 AN 20 20 B0 Mb %0 260 F0 A 208 N0 n2




' BP-19.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/24/04
START TIME: 2:14 PM
DATA FILE NAME: c:\dirim95\logfiles\bp-19.dat
PROBE NUMBER:

DETECTOR ATTENUATION CHANGES:

DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00
DEPTH CALCULATION:
ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 16 = 30 ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21
HEIGHT OF LAST ROD ABOVE GROUND: - (1.00)
USER-CALCULATED DEPTH: = 32.21
STRINGPOT-MEASURED DEPTH: 31.30
DIFFERENCE; 2.9 %

END TIME: 2:36 PM

NCTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES




Log: C:\dirim95\LOGFILES\Bp-20.dat
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BP-20.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/25/04
START TIME: 1:34 PM
DATA FILE NAME: c:\dirim95\logfiles\bp-20.dat
PROBE NUMBER:

DETECTOR ATTENUATION CHANGES:

DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00
DEPTH CALCULATION:
ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 9 = 27 ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21
HEIGHT OF LAST ROD ABOVE GROUND: - (2.17)
USER-CALCULATED DEPTH: = 28.04
STRINGPOT-MEASURED DEPTH: 27.16
DIFFERENCE: 3.2 %

END TIME: 1:54 PM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES



Log: C\dirim95\LOGFILES\Bp-2ta.dat
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BP-21A.INF

LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE:

START TIME:
DATA FILE NAME:
PROBE NUMBER:

6/25/04
9:08 AM
c:\dirim95\logfiles\bp-21a.dat

DETECTOR ATTENUATION CHANGES:

DEPTH DET 1 ATT FACTOR

0.00 1.00

DET 2 ATT FACTOR
1.00

DEPTH CALCULATION:

ROD LENGTH:

NUMBER OF RODS USED:

LENGTH OF PROBE AND ATTACHED ROD:
HEIGHT OF LAST ROD ABOVE GROUND:

USER-CALCULATED DEPTH:
STRINGPOT-MEASURED DEPTH:
DIFFERENCE:

END TIME:

3.00 feet

11 = 33 ft.
3.21
(0.83)

35.38
35.41
0.1 %

I+ X

9:35 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES



Log: C:\dirim95\LOGFILES\Bp-22.dat
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BP-22.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/25/04
START TIME: 10:09 AM
DATA FILE NAME: c:\dirim95\logfiles\bp-22.dat
PROBE NUMBER:

DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00

DEPTH CALCULATION:

ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 11 = 33 ft.

LENGTH OF PROBE AND ATTACHED ROD: + 3.21

HEIGHT OF LAST ROD ABOVE GROUND: - (1.50)

USER-CALCULATED DEPTH: = 34.71

STRINGPOT-MEASURED DEPTH: 33.78
DIFFERENCE: 2.7 %

END TIME: 10:35 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES



Log:

Ic-d

C:\dirim9S\LOGFILES\Cb-02.dat
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CB-02.1INF

LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE:

START TIME

DATA FILE NAME:

6/8/04
: 9:03 AM )
¢:\dirim95\logfiles\cb-02.dat

PROBE NUMBER: (0

DETECTOR ATTENUATION CHANGES:

DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00
DEPTH CALCULATION:
ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 9 = 27 ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21
HEIGHT OF LAST ROD ABOVE GROUND: - (1.00)
USER-CALCULATED DEPTH: = 29.21
STRINGPOT-MEASURED DEPTH: 28.44
DIFFERENCE: 2.7 %
END TIME: 9:27 AM

NOTE:

LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0

FOR GEOPROBE "C" SERIES MIP PROBES
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Log: CA\dirim95\LOGFILES\Dm-02b.dat
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DM-02B. INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/28/04
START TIME: 1:42 PM
DATA FILE NAME: c:\dirim95\logfiles\dm-02b.dat
PROBE NUMBER:

DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00

DEPTH CALCULATION:

ROD LENGTH: 3.00 Teet
NUMBER OF RODS USED: x 11 = 33 ft.

LENGTH OF PROBE AND ATTACHED ROD: + 3.21

HEIGHT OF LAST ROD ABOVE GROUND: -~ (1.00)

USER-CALCULATED DEPTH: = 35.21

STRINGPOT-MEASURED DEPTH: 37.57
DIFFERENCE: 6.5 %

END TIME: 2:18 PM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES



Log: C:\dirim95\LOGFILES\Dm-05.dat
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DM-05. INF

LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE:

START TIME:
DATA FILE NAME:
PROBE NUMBER:

7/1/04
1:32 pM
c:\dirim95\logfiles\dm-05.dat

DETECTOR ATTENUATION CHANGES:

DEPTH DET 1 ATT FACTOR

0.00 1.00

DET 2 ATT FACTOR
1.00

DEPTH CALCULATION:

ROD LENGTH:

NUMBER OF RODS USED:

LENGTH OF PROBE AND ATTACHED ROD:
HEIGHT OF LAST ROD ABOVE GROUND:

USER-CALCULATED DEPTH:
STRINGPOT-MEASURED DEPTH:
DIFFERENCE:

END TIME:

3.00 feet

x 11 = 33 ft.

+ 3.21
(1.0

35.21
34.18
3.0 %

1:57 pm

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES



Log: CA\dirim95\LOGFILES\Ep-13.dat
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EP-13.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/30/04
START TIME: 8:17 AM
DATA FILE NAME: c:\dirim95\logfiles\ep-13.dat
PROBE NUMBER:

DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00

DEPTH CALCULATION:
ROD LENGTH: 3.00 feet

NUMBER OF RODS USED: x 10 = 30 ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21

HEIGHT OF LAST ROD ABOVE GROUND: - (2.00)

USER-CALCULATED DEPTH: = 31.21

STRINGPOT~MEASURED DEPTH: 33.40
DIFFERENCE: 6.8 %

END TIME: 8:42 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES



Llog: C:\dim95\LOGFILES\Ep-14.dat
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LOG INFORMATION --

DATE:

START TIME:
DATA FILE NAME:
PROBE NUMBER:

EP-14.INF
MEMBRANE INTERFACE PROBE

6/30/04
10:47 AM
c:\dirim95\logfiles\ep-14.dat

DETECTOR ATTENUATION CHANGES:

DEPTH DET 1 ATT FACTOR

0.00 1.00

DET 2 ATT FACTOR
1.00

DEPTH CALCULATION:

ROD LENGTH:

NUMBER OF RODS USED:

LENGTH OF PROBE AND ATTACHED ROD:
HEIGHT OF LAST ROD ABOVE GROUND:

USER-CALCULATED DEPTH:
STRINGPOT-MEASURED DEPTH:
DIFFERENCE:

END TIME:

3.00 feet

10 = 30 ft.
3.21
(2.25)

30.96
30.12
2.8 %

11:08 AM

o4 X

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "“C" SERIES MIP PROBES



Log: C:\dirim95\LOGFILES\Ep-15.dat
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EP-15.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/11/04
START TIME: 10:30 AM
DATA FILE NAME: c:\dirim95\Togfiles\ep-15.dat
PROBE NUMBER: 0

DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00

DEPTH CALCULATION:
ROD LENGTH: 3.00 feet

NUMBER OF RODS USED: x 9 = 27 ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21

HEIGHT OF LAST ROD ABOVE GROUND: (1.00)

USER-CALCULATED DEFTH: = 29.21

STRINGPOT-MEASURED DEPTH: 28.60
DIFFERENCE: 2.1 ¥

END TIME: 10:51 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES



Log: C:\dirim95\LOGFILES\Ep-16.dat
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EP-16.INF

LCG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE:
START TIME:
DATA FILE NAME:

6/11/04
9:21 AM
c:\dirim95\logfiles\ep-16.dat

PROBE NUMBER: O

DETECTOR ATTENUATION CHANGES:

DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00
DEPTH CAI.CULATION:
ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 10 = 30 ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21
HEIGHT OF LAST ROD ABOVE GROUND: - (0.50)
USER-CALCULATED DEPTH: = 32.71
STRINGPOT-MEASURED DEPTH: 31.85
DIFFERENCE: 2.7 %
END TIME: 9:45 AM

NOTE:

LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0

FOR GEOPROBE "C" SERIES MIP PROBES



LOG: LHAQINMYL\LUGHILEDAED-1/.dat
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EP-17.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/11/04
START TIME: 8:23 AM
DATA FILE NAME: c:\dirim95\logfiles\ep-17.dat
PROBE NUMBER: O

DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00

DEPTH CALCULATION:
ROD LENGTH: 3.00 feet

NUMBER OF RODS USED: x 10 = 30 ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21

HEIGHT OF LAST ROD ABOVE GROUND: - (1.17)

USER-CALCULATED DEPTH: = 32.04

STRINGPOT-MEASURED DEPTH: 31.35
DIFFERENCE: 2.2 %

END TIME: 8:46 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES



Log: C:\dirim35\LOGFILES\Ep-18.dat

300 —
Conductivity (mS/M)

00 -

-

LODE+E—

Detector 1 {uV)

1.50E+5 — i
‘!
©LO0E+S— ;

SOPE+— | -

0.00E+0—
SO0E+5—

Detector 2 (uV)

4 O0E45 — !

i
3,00E+8 — 1
2.00E+5 — = . :

1 O0E45 —

Le-d

Q.0DE+0 -
1.208+6—

1.00E+5— DetEt'tUr‘T(‘uV)_ ;

B.0OE+5 —

6.00E+5 —
40E+5—

2.00F+5 -

0.00E+0 -

150 -

m-r v . — — v v ~Temperature-{Celsiis}———

| | I | I | | |
04 0 20 30 44 50 60 (2] LE/ ag Ll 1.8 10 110 148 150 I&.0 e [LE} I;.ll ?.1;.0 2:.0 ZIZ,O le.ﬂ 2“&1




EP-18.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/30/04
START TIME: 10:06 AM
DATA FILE NAME: c:\dirim95\Tlogfiles\ep-18.dat
PROBE NUMBER:

DETECTOR ATTENUATION CHANGES:

DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00
DEPTH CALCULATION:
ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 7 = 21  ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21
HEIGHT OF LAST ROD ABOVE GROUND: - (0.33)
USER-CALCULATED DEPTH: = 23.88
STRINGPOT-MEASURED DEPTH: 23.42
DIFFERENCE: 1.9 %

END TIME: 10:24 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES

Page 1
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Log:
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EP-19.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/30/04
START TIME: 9:17 AM
DATA FILE NAME: c:\dirim95\logfiles\ep-19.dat
PROBE NUMBER:

DETECTOR ATTENUATION CHANGES:

DEPTH PET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00
DEPTH CALCULATION:
ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 10 = 30 ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21
HEIGHT OF LAST ROD ABOVE GROUND: - (2.25)
USER-CALCULATED DEPTH: = 30.96
STRINGPOT-MEASURED DEPTH: 30.11
DIFFERENCE: 2.8 %

END TIME: 9:40 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES
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EP-20.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/4/04
START TIME: 2:16 PM .
DATA FILE NAME: c¢:\dirim95\1ogfiles\ep-20.dat
PROBE NUMBER: 0

DETECTOR ATTENUATION CHANGES:

DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00
DEPTH CALCULATION:
ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 10 = 30 ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21
HEIGHT OF LAST ROD ABOVE GROUND: - (1.50)
USER-CALCULATED DEPTH: = 31.71
STRINGPOT-MEASURED DEPTH: 30.73
DIFFERENCE: 3.2 %

END TIME: 2:39 PM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES



Log: C:\dirim95\L OGFILES\Gs-6a.dat
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LOG INFORMATION --

DATE:

START TIME:
DATA FILE NAME:
PROBE NUMBER:

GS-6A.INF
MEMBRANE INTERFACE PROBE

6/10/04
12:59 pPM
Sz\dirim95\1ogfi1es\gs-6a.dat

DETECTOR ATTENUATION CHANGES:

DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00
DEPTH CALCULATION:
ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 9= 27 ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21
HEIGHT OF LAST ROD ABOVE GROUND: - (1.7%)
USER-CALCULATED DEPTH: = 28.46
STRINGPOT-MEASURED DEPTH: 28.15
DIFFERENCE: 1.1 %
END TIME: 1:18 PM

NOTE: (OG ACQUIRED USING MIP SOFTWARE VERSION 2 0
FOR GEOPROBE "C" SERIES MIP PROBES



Log: C:\dirim95\L OGFILES\Gs-7a.dat
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GS-7A.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/10/04
START TIME: 1:41 PM
DATA FILE NAME: c:\dirim95\logfiles\gs-7a.dat
PROBE NUMBER: 0

DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00

DEPTH CALCULATION:

ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 8§ = 24 ft.
+

LENGTH OF PROBE AND ATTACHED ROD: 3.21

HEIGHT OF LAST ROD ABOVE GROUND: - (1.00)

USER-CALCULATED DEPTH: = 26.21

STRINGPOT-MEASURED DEPTH: 25.61
DIFFERENCE: 2.3 %

END TIME: 2:00 PM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES



Log: C\dirim95\LOGFILES\Gs-09.dat
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LOG INFORMATION --

DATE:
START TIME:
DATA FILE NAME:

GS-09.INF

MEMBRANE INTERFACE PROBE

6/9/04
10:24 AM
c:\dirim95\logfites\gs-09.dat

PRCBE NUMBER: O

DETECTOR ATTENUATION CHANGES:

DEPTH DET 1 ATT FACTOR

0.00 1.00

DET 2 ATT FACTOR
1.00

DEPTH CALCULATION:

ROD LENGTH:

NUMBER OF RODS USED:

LENGTH OF PROBE AND ATTACHED ROD:
HEIGHT OF LAST ROD ABOVE GROUND:

USER-CALCULATED DEPTH:
STRINGPOT-MEASURED DEPTH:
DIFFERENCE:

END TIME:

3.00 feet
x7= 21 ft.
+ 3.21
- (0.25)

23.96
23.11
3.6 %

10:42 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES
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LF-06.INF

LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE:
START TIME:
DATA FILE NAME:

7/1/04
8:37 AM
c:\dirim95\1ogfiles\1f-06.dat

PROBE NUMBER:

DETECTOR ATTENUATION CHANGES:

DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00
DEPTH CALCULATION:
ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 11 = 33  ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21
HEIGHT OF LAST ROD ABOVE GROUND: - (2.25)
USER-CALCULATED DEPTH: = 33.96
STRINGPOT-MEASURED DEPTH: 33.07
DIFFERENCE: 2.7 %
END TIME: 9:01 AM

NOTE:

LOG ACQUIRED USING MIP SQFTWARE VERSION 2.0

FOR GEOPROBE "C" SERIES MIP PROBES



Log: C:\dirim95\LOGFILES\Lf-07.dat
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LF-07.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/30/04
START TIME: 2:17 PM .
DATA FILE NAME: c:\dirim95\logfiles\1f-07.dat
PROBE NUMBER:

DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00

DEPTH CALCULATION:

ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: Xx 11 = 33  ft.

LENGTH OF PROBE AND ATTACHED ROD: + 3.21

HEIGHT OF LAST ROD ABOVE GROUND: - 2.2%)

USER-CALCULATED DEPTH: = 33.96

STRINGPOT-MEASURED DEPTH: 33.30
DIFFERENCE: 2.0 %

END TIME: 2:42 PM

NOTE: L0OG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES



Log: C:\dirim95\LOGFILES\L{-08.dat
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LF-08.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/30/04
START TIME: 1:22 PM
DATA FILE NAME: c<:\dirim95\logfiles\1f-08.dat
PROBE NUMBER:

DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00

DEPTH CALCULATION:
ROD LENGTH: 3.00 feet

NUMBER OF RODS USED: x 11 = 33 ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21

HEIGHT OF LAST ROD ABOVE GROUND: - (2.00)

USER-CALCULATED DEPTH: = 34.21

STRINGPOT-MEASURED DEPTH: 33.39
DIFFERENCE: 2.4 %

END TIME: 1:45 PM

NOTE: L0OG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES



Log:
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LF-09.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 7/1/04
START TIME: 9:33 aM
DATA FILE NAME: c:\dirim95\logfiles\1f-09.dat
PROBE NUMBER.:

DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00
DEPTH CALCULATION:

ROD LENGTH: 3.00 feet

NUMBER OF RODS USED: x 11 = 33  ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21
HEIGHT OF LAST ROD ABOVE GROUND: - (1.50)
USER-CALCULATED DEPTH: = 34.71
STRINGPOT-MEASURED DEPTH: 33.73
DIFFERENCE; 2.9 %

END TIME: 9:57 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES



tog: C:\dirim95\LOGFILES\Oa-18.dat
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OA-18.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/28/04
START TIME: 9:43 AM
DATA FILE NAME: c:\dirim35\logfiles\oa-18.dat
PROBE NUMBER:

DETECTOR ATTENUATION CHANGES:

DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00
DEPTH CALCULATION:
ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 11 = 33  ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21
HEIGHT OF LAST ROD ABOVE GROUND: - (0.25)
USER-CALCULATED DEPTH: = 35.96
STRINGPOT-MEASURED DEPTH: 35.59
DIFFERENCE: 1.0 %

END TIME: 10:12 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES



Log: C\dirim95\LOGFILES\Oa-19a.dat
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OA-19A.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/28/04
START TIME: 10:58 AM
DATA FILE NAME: c:\dirim95\logfiles\oa-19a.dat
PROBE NUMBER:

DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00

DEPTH CALCULATION:
ROD LENGTH: 3.00 feet

NUMBER OF RODS USED: x 11 = 33 ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21

HEIGHT OF LAST ROD ABOVE GROUND: - (1.92)

USER-CALCULATED DEPTH: = 34.29

STRINGPOT-MEASURED DEPTH: 33.15
DIFFERENCE: 3.4 %

END TIME: 11:26 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES



Log: C:\dirim95\LOGFILES\P2-1.dat

15—

0 Conductivity (mS/M)

-

150845~

Detector 1 (uV) i

LESE+5—

1OOE+5—~ A

TR0EH — |

5.00F +4 —

2.50F+4—

0.00E-+) —

L ORE+5—

ecior u

LO0E+5— ——

19-4

1O0E+5 ~ |

| DOE+5—

G006 +0~
120646 — i

Lot Detector 3 (uV) g
80045 — : M [

6.00E+5 — 1

400E+5 —
2.00E+5—

GO0F+0—

00— v T I | =~ v R ¥ v v ] —‘—'Fernpefa‘['uré ](feH]us')‘V—hhM—
I

b 1 | 1 i ) | 1 3 J | ] I | 1 | | | | ]

| 1 | 1 | I 1 t | 1 3 [
of 14 w 30 48 54 kO 10 a8 08 19 20 B8 M 156 D 17 B0 150 20 b 20 B8 ME /o %D 7o a0 AL LE]




P2-1.INF

LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE:

START TIME:
DATA FILE NAME:
PROBE NUMBER:

7/2/04
9:29 AM
c:\dirim95\1ogfiles\p2-1l.dat

DETECTOR ATTENUATION CHANGES:

DCEPTH DET 1 ATT FACTOR
1.00

0.00

DET 2 ATT FACTOR
1.00

DEPTH CALCULATION:

ROD LENGTH:

NUMBER OF RODS USED:

LENGTH OF PROBE AND ATTACHED ROD:
HEIGHT OF LAST ROD ABOVE GROUND:

USER-CALCULATED DEPTH:
STRINGPOT-MEASURED DEPTH:
DIFFERENCE:

END TIME:

3.00 feet

10 = 30 fr.
3.21
(1.00)

32.21
31.41
2.5 %

+ x

9:53 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES



o P2-2A
Log: CA\dirim95\LOGFILES\P2-2a.dat
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P2-2A.INF
LOG INFORMATION -- MEMBRANE INTERFACE FROBE

DATE: 5/25/04
START TIME: 1:4 '
DATA FILE NAME: c:\dirim95\1ogfiles\P2-2A.dat
PROBE NUMBER: 0

DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00

RDEPTH CALCULATION:
ROD LENGTH: 3.00 feet

NUMBER OF RODS USED: x 11 = 33 ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21

HEIGHT OF LAST ROD ABOVE GROUND: -~ (0.33)

USER-CALCULATED DEPTH: = 35.88

STRINGPOT-MEASURED DEPTH: "35.63
DIFFERENCE: 0.7 %

END TIME: 2:18 PM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES

Page 1
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Log: CAdINmMIS\LOGFILES\P2-3a.dat
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P2-3A.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 5/27/04
START TIME: 8:13 AM
DATA FILE NAME: c:\dirim95\logfiles\p2-3a.dat
PROBE NUMBER: 0

DETECTOR ATTENUATION CHANGES:

DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00
DEPTH CALCULATION:
ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 11 = 33  ft,
LENGTH OF PROBE AND ATTACHED ROD: + 3.21
HEIGHT OF LAST ROD ABOVE GROUND: - (1.00)
USER-CALCULATED DEPTH: = 35.21
STRINGPOT-MEASURED DEFTH: 34.77
DIFFERENCE: 1.2 %

END TIME: 8§:47 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE “C" SERIES MIP PROBES

Page 1
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Log: C:A\dirim95\LOGFILES\P2-4.dat -
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P2-4.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/15/04
START TIME: 7:54 AM
DATA FILE NAME: c:\dirim95\logfiles\p2-4.dat
PROBE NUMBER: 0

DETECTOR ATTENUATION CHANGES:

DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00
DEPTH CALCULATION:
ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 10 = 30 ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21
HEIGHT OF LAST ROD ABOVE GROUND: - (1.83)
USER-CALCULATED DEPTH: = 31.38
STRINGPOT-MEASURED DEPTH: 33.63
DIFFERENCE: 6.9 %

END TIME: 8:19 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEQPROBE "C" SERIES MIP PROBES



Log:
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P2-5.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 5/27/04
START TIME: 9:39 AM
DATA FILE NAME: c:\dirim95\Togfiles\p2-5.dat
PROBE NUMBER: 0

DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00

DEPTH CALCULATION:

ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 11 = 33  ft.

LENGTH OF PROBE AND ATTACHED ROD: + 3.21

HEIGHT OF LAST ROD ABOVE GROUND: - (0.83)

USER-CALCULATED DEPTH: = 35.38

STRINGPOT-MEASURED DEPTH: 34.69
DIFFERENCE: 2.0 %

END TIME: 10:12 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEQPROBE "C" SERIES MIP PROBES

Page 1
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Log: C:\dirim935\LOGFILES\P2-6.dat
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P2-6.INF
LOG INFORMATION -~ MEMBRANE INTERFACE PROBE

DATE: 5/27/04
START TIME: 10:54 AM
DATA FILE NAME: ¢:\dirim95\logfiles\p2-6.dat
PROBE NUMBER: 0

DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00

DEPTH CALCULATION:

ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 11 = 33 ft.

LENGTH OF PROBE AND ATTACHED ROD: + 3.21

HEIGHT OF LAST ROD ABOVE GROUND: - (0.33)

USER-CALCULATED DEPTH: = 35.88

STRINGPOT-MEASURED DEPTH: 35.49
DIFFERENCE: 1.1 %

END TIME: 11:23 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES

Page 1
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P2-8.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 5/27/04
START TIME: 2:14 PM
DATA FILE NAME: c:\dirim95\Togfiles\p2-8.dat
PROBE NUMBER: (

DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00

DEPTH CALCULATION:

ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 11 = 33 ft.

LENGTH OF PROBE AND ATTACHED ROD: + 3.21

HEIGHT OF LAST ROD ABOVE GROUND: -~ (0.25)

USER-CALCULATED DEPTH: = 35.96

STRINGPOT-MEASURED DEPTH: 35.53
DIFFERENCE: 1.2 %

END TIME: 2:45 PM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERYES MIP PROBES

Page 1
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Log: C:\dirim95\L OGFILES\P2-9.dat
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P2-9.INF

1LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE:
START TIME:
DATA FILE NAME:

6/8/04
1:34 PMm
c:\dirim95\logfiles\p2-9.dat

PROBE NUMBER: O

DETECTOR ATTENUATION CHANGES:

DEPTH DET 1 ATT FACTOR
1.00

0.00

DET 2 ATT FACTOR
1.00

DEPTH CALCULATION:

ROD LENGTH:

NUMBER OF RODS USED:

LENGTH OF PROBE AND ATTACHED ROD:
HEIGHT OF LAST ROD ABOVE GROUND:

USER-CALCULATED DEPTH:
STRINGPOT-MEASURED DEPTH:
DIFFERENCE:

END TIME:

3.00 feet

X 9= 27 fr.
+ 3.21

- (1.00)

= 29.21
28.45
2.6 %

1:54 PM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES



Log: C:\dirim9S\LOGFILES\P2-10.dat
Conductivity (mS/M)
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P2-10.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 7/6/04
START TIME: 9:34 AM .
DATA FILE NAME: c:\dirim95\logfiles\p2-10.dat
PROBE NUMBER:

DETECTOR ATTENUATION CHANGES:

DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00
DEPTH CALCULATION:
ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 6 = 18  ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21
HEIGHT OF LAST ROD ABOVE GROUND: - (1.17)
USER-CALCULATED DEPTH: = 20.04
STRINGPOT-MEASURED DEPTH: 18.55
DIFFERENCE: 7.7 %

END TIME: 9:49 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES

Page 1

B-78




Log: CAdiim95\LOGFILES\P2-11.dat
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Log: C:\dirim95\LOGFILES\P2-12a.dat
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P2-11.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 7/6/04
START TIME: 10:26 AM
DATA FILE NAME: c:\dirim95\logfiles\p2-1l1l.dat
PROBE NUMBER:

DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00
DEPTH CALCULATION:

ROD LENGTH: 3.00 feet

NUMBER OF RODS USED: x 7 = 21 ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21
HEIGHT OF LAST ROD ABOVE GROUND: - (1.50)
USER-CALCULATED DEPTH: = 22.71
STRINGPOT-MEASURED DEPTH: 21.36
DIFFERENCE: 6.1 %

END TIME: 10:41 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES



Log: CAdirim95\LOGFILES\P2-12a.dat
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P2-12A.INF
LOG INFORMATION -- MEMBERANE INTERFACE PROBE

DATE: 7/6/04
START TIME: 11:20 AM :
DATA FILE NAME: c:\dirim95\logfiles\p2-12a.dat
PROBE NUMBER:

DETECTOR ATTENUATION CHANGES:

DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00
DEPTH CALCULATION:
ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 6 = 18  ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21
HEIGHT OF LAST ROD ABOVE GROUND: - (0.67)
USER-CALCULATED DEPTH: = 20.54
STRINGPOT-MEASURED DEPTH: 16.42
DIFFERENCE: 22.3 %

END TIME: 11:33 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES



Log: C\dirim95\LOGFILES\P2-13b.dat
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P2-13B.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/1/04
START TIME: 1:11 PM
DATA FILE NAME: c:\dirim95\logfiles\p2-13b.dat
PROBE NUMBER: 0

DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00

DEPTH CALCULATION:
ROD LENGTH: 3.00 feet

NUMBER OF RODS USED: x 11 = 33 fr.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21

HEIGHT OF LAST ROD ABOVE GROUND: - (1.58)

USER-CALCULATED DEPTH: = 34.63

STRINGPOT-MEASURED DEPTH: 33.83
DIFFERENCE: 2.3 %

END TIME: 1:38 PM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES



Log: C:\dirim95\LOGFILES\P2-14a.dat
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P2-14A.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/1/04
START TIME: 9:05 AM
DATA FILE NAME: ¢:\dirim95\logfiles\p2-14a.dat
PROBE NUMBER: 0

DETECTOR ATTENUATION CHANGES:

DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00
DEPTH CALCULATION:
ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 11 = 33 ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21
HEIGHT OF LAST ROD ABOVE GROUND: - (1.50)
USER-CALCULATED DEPTH: = 34.71
STRINGPOT-MEASURED DEPTH: 33.64
DIFFERENCE: 3.1 %

END TIME: 9:36 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES



Log: C:\dirim95\LOGFILES\P2-15.dat
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P2-15.INF

LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE:
START TIME:
DATA FILE NAME:

6/1/04
2:17 PM
c:\dirim935\Togfiles\p2-15.dat

PROBE NUMBER: 0

DETECTOR ATTENUATION CHANGES:

DEPTH DET 1 ATT FACTOR

0.00 1.00

DET 2 ATT FACTOR
1.00

DEPTH CALCULATION:

ROD LENGTH:

NUMBER OF RODS USED:

LENGTH OF PROBE AND ATTACHED ROD:
HEIGHT OF LAST ROD ABOVE GROUND:

USER-CALCULATED DEPTH:
STRINGPOT-MEASURED DEPTH:
DIFFERENCE:

END TIME:

3.00 feet

11 = 33 fr.
3.21
{0.83)

35.38
34.86
1.5 %

+ x

2:45 PM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES



Log: CAdirim95\LOGFILES\P2-16.dat
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P2-16.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/1/04
START TIME: 3:33 PM
DATA FILE NAME: c:\dirim95\logfiles\p2-16.dat
PROBE NUMBER: 0

DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00

DEPTH CALCULATION:
ROD LENGTH: 3.00 feet

NUMBER OF RODS USED: x 7 = 21 ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21

HEIGHT OF LAST ROD ABOVE GROUND: - {1.00)

USER-CALCULATED DEPTH: = 23.21

STRINGPOT-MEASURED DEPTH: 22.43
DIFFERENCE: 3.4 %

" END TIME: 3:49 PM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEQPROBE "C" SERIES MIP PROBES



Log: CA\dirim95\LOGFILES\P2-17¢.dat
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P2-17C.INF

LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE:
START TIME:
DATA FILE NAME:

6/4/04
8:10 AM
c:\dirim95\logfiles\p2-17¢c.dat

PROBE NUMBER: 0

DETECTOR ATTENUATION CHANGES:

DEPTH DET 1 ATT FACTOR

0.00 1.00

DET 2 ATT FACTOR
1.00

DEPTH CALCULATION:

ROD LENGTH:

NUMBER OF RODS USED:

LENGTH OF PROBE AND ATTACHED ROD:
HEIGHT OF LAST ROD ABQVE GROUND:

USER-CALCULATED DEPTH:
STRINGPOT-MEASURED DEPTH:
DIFFERENCE:

END TIME:

3.00 feet
8 = 24 ft.
3.21
(1.50)

25.71
24.65
4.2 %

o+ X

B:27 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES



Log: C\dirim95\LOGFILES\P2-18.dat
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P2-18.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/4/04
START TIME: 10:48 AM
DATA FILE NAME: c:\dirim95\7ogfiles\p2-18.dat
PROBE NUMBER: 0

DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATY FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00

DEPTH CALCULATION:

ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 8 = 24 ft.

LENGTH QF PROBE AND ATTACHED ROD: + 3.21

HEIGHT OF LAST ROD ABOVE GROUND: - (2.50)

USER-CALCULATED DEPTH: = 24.71

STRINGPOT-MEASURED DEPTH: 24.14
DIFFERENCE: 2.4 X

END TIME: 11:05 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES



Log: CA\dirim95\LOGFILES\P2-19.dat
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P2-19.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/4/04
START TIME: 11:27 AM )
DATA FILE NaME: c:\dirim95\logfiles\p2-19.dat
PROBE NUMBER: O

DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00

DEPTH CALCULATION:

ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 7 = 21 ft.

LENGTH OF PROBE AND ATTACHED ROD: + 3.21

HEIGHT OF LAST ROD ABOVE GROUND: - (0.25)

USER-CALCULATED DEPTH: = 23.96

STRINGPOT-MEASURED DEPTH: 23.39
DIFFERENCE: 2.4 %

END TIME: 11:44 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES



Log: C:A\dirim9S\LOGFILES\P2-20.dat
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P2-20.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 7/9/04
START TIME: 10:30 AM
DATA FILE NAME: c:\dirim95\logfiles\p2-20.dat
PROBE NUMBER:

DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00

DEPTH CALCULATION:

ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 11 = 33 ft.

LENGTH OF PROBE AND ATTACHED ROD: + 3.21

HEIGHT OF LAST ROD ABOVE GROUND: - (1.58)

USER-CALCULATED DEPTH: = 34.63

STRINGPOT-MEASURED DEPTH: 33.73
DIFFERENCE: 2.6 %

END TIME: 1G:55 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES



Log:
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p2-21.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 7/9/04
START TIME: 9:37 AM
DATA FILE NAME: c:\dirim95\logfiles\p2-21.dat
PROBE NUMBER:

DETECTOR ATTENUATION CHANGES:

DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00
DEPTH CALCULATION:
ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 11 = 33 ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21
HEIGHT OF LAST ROD ABOVE GROUND: - (2.08)
USER-CALCULATED DEPTH: = 34.13
STRINGPOT-MEASURED DEPTH: 33.64
DIFFERENCE: 1.4 %

END TIME: 9:59 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C” SERIES MIP PROBES

Page 1
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Log: C:\dirim95\LOGFILES\P2-22.dat
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P2-22_INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 7/9/04
START TIME: 8:36 Aﬂ
DATA FILE NaME: c:\dirim95\logfiles\p2-22.dat
PROBE NUMBER:

DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00
DEPTH CALCULATION:

ROD LENGTH: 3.00 feet

NUMBER OF RODS USED: x 11 = 33 ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21
HEIGHT OF LAST ROD ABOVE GROUND: - (2.25)
USER-CALCULATED DEPTH: = 33.96
STRINGPOT-MEASURED DEPTH: 33.10
DIFFERENCE: 2.6 %

END TIME: 9:01 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES

Page 1
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Log:
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P2-23.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/7/04
START TIME: 1:41 PM
DATA FILE NAME: c:\dirim95\logfiles\p2-23.dat
PROBE NUMBER: 0

DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00
DEPTH CALCULATION:

ROD LENGTH: 3.00 feet

NUMBER OF RODS USED: x 10 = 30  ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21
HEIGHT OF LAST ROD ABOVE GROUND: - (1.00)
USER-CALCULATED DEPTH: = 32.21
STRINGPOT-MEASURED DEPTH: 31.26
DIFFERENCE: 3.0 %

END TIME: 2:04 PM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES
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Log: C:\dirim35\LOGFILES\P2-24.dat
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P2-24.INF
LOG INFORMATION -~ MEMBRANE INTERFACE PROBE

DATE: 7/9/04
START TIME: 11:35 AM
DATA FILE NAME: c:\dirim95\logfiles\p2-24.dat
PROBE NUMBER:

DETECTOR ATTENUATION CHANGES:

DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00
DEPTH CALCULATION:
ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 8 = 24 ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21
HEIGHT OF LAST ROD ABOVE GROUND: - (1.17)
USER-CALCULATED DEPTH: = 26.04
STRINGPOT-MEASURED DEPTH: 25.77
DIFFERENCE: 1.0 %

END TIME: 11:53 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES
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Log: C:\dirim95\LOGFILES\P2-25.dat
§0-
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P2-25.INF

LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE:

START TIME:
DATA FILE NAME:
PROBE NUMBER:

6/25/04
§:03 AM
c:\dirim95\logfiles\p2-25.dat

DETECTOR ATTENUATION CHANGES:

DEPTH DET 1 ATT FACTOR
1.00

0.00

DET 2 ATT FACTOR
1.00

DEPTH CALCULATION:

ROD LENGTH:

NUMBER OF RODS USED:

LENGTH OF PROBE AND ATTACHED ROD:
HEIGHT OF LAST ROD ABOVE GROUND:

USER-CALCULATED DEPTH:
STRINGPOT-MEASURED DEPTH:
DIFFERENCE:

END TIME:

3.00 feet

9= 27 frt.
3.21
(0.25)

29.96
29.27
2.3 %

+ x

8:26 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES
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Log: CAdinm9S\LOGFILES\P2-27.dat

Conductivity (mS/M)
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P2-27.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 7/7/04
START TIME: 8:39 AM
DATA FILE NAME: c:\dirim95\logfiles\p2-27.dat
PROBE NUMBER:

DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00
DEPTH CALCULATION:

ROD LENGTH: 3.00 feet

NUMBER OF RODS USED: x 8 = 24  ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21
HEIGHT OF LAST ROD ABOVE GROUND: - (1.83)
USER-CALCULATED DEPTH: = 25.38
STRINGPOT-MEASURED DEPTH: 23.83
DIFFERENCE; 6.3 %

END TIME: 8:57 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES
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Log: C\dirim95\LOGFILES\P2-37a.dat
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Log: C:\dirim95\LOGFILES\P2-$571 .dat
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P2 -5\

P2-15-1.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/10/04
START TIME: 8:01 AM
DATA FILE NAME: ¢:\dirim95\logfiles\p2-15-1.dat
PROBE NUMBER: O

DETECTOR ATTENUATION CHANGES:

DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00
DEPTH CALCULATION:
ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 8 = 24  ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21
HEIGHT OF LAST ROD ABOVE GROUND: - (1.67)
USER-CALCULATED DEPTH: = 25.54
STRINGPOT-MEASURED DEPTH: 24.56
DIFFERENCE: 3.9 %

END TIME: 8:19 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE “C" SERIES MIP PROBES
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Log: * CAdirim9S\LOGFILES\P2-167{ dat
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P2-<=2
P2-16-1.INF

LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE
START TIME

DATA FILE NAME:

: 6/10/04
: 8:48 AM
c:\dirim95\logfiles\p2-16-1.dat

PROBE NUMBER: O

DETECTOR ATTENUATION CHANGES:

DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00
DEPTH CALCULATION:
ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 7 = 21  ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21
HEIGHT OF LAST ROD ABOVE GROUND: - (0.50)
USER-CALCULATED DEPTH: = 23.71
STRINGPOT-MEASURED DEPTH: 23.05
DIFFERENCE: 2.8 %
END TIME: 9:03 AM

NOTE:

LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0

FOR GEOPROBE "C" SERIES MIP PROBES
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' <9
Log: C:\dideS\LOGFILES\PZ—V-%.dat
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P2-s3
P2-17-1.INF

LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE:
START TIME:
DATA FILE NAME:

6/10/04
9:26 AM
c:\dirima5\logfiles\p2-17-1.dat

PROBE NUMBER: 0

DETECTOR ATTENUATION CHANGES:

DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00
DEPTH CALCULATION:
ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 8 = 24 ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21
HEIGHT OF LAST ROD ABOVE GROUND: - (2.92)
USER-CALCULATED DEPTH: = 24.29
STRINGPOT-MEASURED DEPTH: 23.90
DIFFERENCE: 1.6 %
END TIME: 9:43 AM

NOTE:

LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0

FOR GEOPROBE "C" SERIES MIP PROBES
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Log: CAMiNmOS\LOGFILES\P2-181.dat
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LOG INFORMATION --

DATE:
START TIME:
DATA FILE NAME:

P2~ Sy

P2-18-1.INF
MEMBRANE INTERFACE PROBE

6/10/04
10:07 AM
c:\dirim95\logfiles\p2-18-1.dat

PROBE NUMBER: O

DETECTOR ATTENUATION CHANGES:

DEPTH
0.00

DET 1 ATT FACTOR
1.00

DET 2 ATT FACTOR
1.00

DEPTH CALCULATION:

ROD LENGTH:

NUMBER OF RODS USED:

LENGTH OF PROBE AND ATTACHED RQD:
HEIGHT OF LAST ROD ABOVE GROUND:

USER-CALCULATED DEPTH:
STRINGPOT-MEASURED DEPTH:
DIFFERENCE:

END TIME:

NOTE:

3.00 feet

8= 24 fr.
3.21
(1.50)

25.71
24,87
3.3 %

10:24 AM

i+ X

LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0

FOR GEOPROBE "C" SERIES MIP PROBES

Page 1

B-119



o>
Log: C:\dirim95\LOGFILES\P2-18<1.dat
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Pr-ss
P2-19-1.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/10/04
START TIME: 10:48 AM
DATA FILE NAME: ¢:\dirim95\logfiles\p2-19-1._dat
PROBE NUMBER: 0

DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATT FACTOR DET 2 ATT FACTCR
0.00 1.00 1.00

DEPTH CALCULATION:
ROD LENGTH: 3.00 feet

NUMBER OF RODS USED: x 8 = 24 ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21

HEIGHT OF LAST ROD ABOVE GROUND: {2.00)

USER-CALCULATED DEPTH: = 25.21

STRINGPOT-MEASURED DEPTH: 24.28
DIFFERENCE: 3.7 %

END TIME: 11:04 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES
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Log: C:\dirim95\LOGFILES\P2-56.dat
Conductivity (mS/M)
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P2-56.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/14/04
START TIME: 9:03 AM
DATA FILE NAME: c:\dirim95\logfiles\p2-56.dat
PROBE NUMBER: 0

DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00

DEPTH CALCULATION:

ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 7 = 21 fr.

LENGTH OF PROBE AND ATTACHED ROD: + 3.21

HEIGHT OF LAST ROD ABOVE GROUND: - (2.000

USER-CALCULATED DEPTH: = 22.21

STRINGPOT-MEASURED DEPTH: 21.18
DIFFERENCE: 4.8 %

END TIME: 9:17 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES
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Log: CAdirim95\LOGFILES\P2-57.dat
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P2-57.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/14/04
START TIME: 9:48 AM
DATA FILE NAME: c:\dirim95\logfiles\p2-57.dat
PROBE NUMBER: O

DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00

DEPTH CALCULATION:
ROD LENGTH: 3.00 feet

NUMBER OF RODS USED: x 8 = 24 fr.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21

HEIGHT OF LAST ROD ABOVE GROUND: (2.00)

USER-CALCULATED DEPTH: = 25.21

STRINGPOT-MEASURED DEPTH: 24.03
DIFFERENCE: 4.8 %

END TIME: 10:05 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GECPROBE "C" SERIES MIFP PROBES
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Log: C\dirimS9S\LOGFILES\P2-58.dat
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LOG INFORMATION --

DATE:
START TIME:
DATA FILE NAME:

P2-58.INF

MEMERANE INTERFACE PROBE

6/14/04

12:43 PM
c:\dirim95\logfiles\p2-58.dat

PROBE NUMBER: 0

43 p

DETECTOR ATTENUATION CHANGES:

DEPTH DET 1 ATT FACTOR

0.00 1.00

DET 2 ATT FACTOR
1.00

DEPTH CALCULATION:
3.00 feet

ROD LENGTH:

NUMBER OF RODS USED:

LENGTH OF PROBE AND ATTACHED ROD:
HEIGHT OF LAST ROD ABOVE GROUND:

USER-CALCULATED DEPTH:
STRINGPOT-MEASURED DEPTH:
DIFFERENCE:

END TIME:

X
+

10 = 30 fr.
3.21
(1.92)

31.29
30.04
4.1 %

1:05 PM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES
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Log: C:\dirim95\LOGFILES\P2-59.dat
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P2-59.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/14/04
START TIME: 1:41 PM
DATA FILE NAME: c:\dirim95\logfiles\p2-59.dat
PROBE NUMBER: 0

DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00
DEPTH CALCULATION:

ROD LENGTH: 3-08 feet

NUMBER OF RODS USED: X 27 ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21
HEIGHT OF LAST ROD ABOVE GROUND: - (1.67)
USER-CALCULATED DEPTH: = 28.54
STRINGPOT-MEASURED DEPTH: 27.68
DIFFERENCE: 3.1 %

END TIME: 2:02 PM

NOTE: 1LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES
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Log: C:\dirim95\LOGFILES\P2-60a.dat
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Log: C:\dirim95\LOGFILES\P2-61.dat
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P2-61.INF

LOG INFORMATION -~ MEMBRANE INTERFACE PROBE

DATE:
START TIME:
DATA FILE NAME:

6/21/04
9:49 AM
c:\dirim95\1ogfiles\p2-61.dat

PROBE NUMBER: 0

DETECTOR ATTENUATION CHANGES:

DEPTH DET 1 ATT FACTOR
1.00

0.00

DET 2 ATT FACTOR
1.00

DEPTH CALCULATION:

ROD LENGTH:

NUMBER OF RODS USED:

LENGTH OF PROBE AND ATTACHED ROD:
HEIGHT OF LAST ROD ABOVE GRQUND:

USER-CALCULATED DEPTH:
STRINGPOT-MEASURED DEPTH:
DIFFERENCE:

END TIME:

3.00 feet

x 10 = 30 fr.
+ 3.21

- (0.25)

32.96
32.48
1.5 %

10:14 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES
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Log: C:\dirim95\LOGFILES\P2-62.dat
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P2-62.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/21/04
START TIME: 10:57 AM
DATA FILE NAME: c¢:\dirim95\logfiles\p2-62.dat
PROBE NUMBER: 0

DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00

DEPTH CALCULATION:

ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 12 = 36 fr.

LENGTH OF PROBE AND ATTACHED ROD: + 3.21
HEIGHT OF LAST ROD ABOVE GROUND: - (2.75)
USER-CALCULATED DEPTH: = T 36.46

STRINGPOT-MEASURED DEPTH: 35.86
DIFFERENCE: 1.7 %

END TIME: 11:26 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES

Page 1

B-134




Log: C:\dirim95\LOGFILES\P2-63.dat
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P2-63.INF
LOG INFORMATION -- MEMBRANE INTERFACE PRORE

DATE: 6/22/04
START TIME: 10:02 AM
DATA FILE NAME: c:\dirim95\logfiles\p2-63.dat
PROBE NUMBER: O

DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00
DEPTH CALCULATION:

ROD LENGTH: 3.00 feet

NUMBER OF RODS USED: x 12 = 36 ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21
HEIGHT OF LAST ROD ABOVE GROUND: - (1.83)
USER-CALCULATED DEPTH: = 37.38
STRINGPOT-MEASURED DEPTH: 36.36
DIFFERENCE: 2.8 %

END TIME: 10:29 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES
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Log: C\dirim95\LOGFILES\P2-65.dat
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P2-65.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/21/04
START TIME: 1:28 PM
DATA FILE NAME: c:\dirim9d5\logfiles\p2-65.dat
PROBE NUMBER: 0

DETECTOR ATTENUATION CHANGES:

DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00
DEPTH CALCULATION:
ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 11 = 33  frt.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21
HEIGHT OF LAST ROD ABOVE GROUND:G - (2.00)
USER-CALCULATED DEPTH: = 34.21
STRINGPOT-MEASURED DEPTH: 33.23
DIFFERENCE: 2.9 %

END TIME: 1:53 PMm

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEQPROBE "C" SERIES MIP PROBES
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Log: CAdirim95\LOGFILES\P2-66.dat
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P2-66.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/23/04
START TIME: 1:52 PM
DATA FILE NAME: c:\dirim95\logfiles\p2-66.dat
PROBE NUMBER:

DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00

DEPTH CALCULATION:

ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 10 = 30 ft.

LENGTH OF PROBE AND ATTACHED ROD: + 3.21

HEIGHT OF LAST ROD ABOVE GROUND: ~ (0.67)

USER-CALCULATED DEPTH: = 32.54

STRINGPOT-MEASURED DEPTH: 31.81
DIFFERENCE: 2.3 %

END TIME: 2:17 PM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES
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Log: C:\dirim95\LOGFILES\P2-67.dat
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P2-67.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/23/04
START TIME: 12:52 PM
DATA FILE NAME: c:\dirim95\logfiles\p2-67.dat
PROBE NUMBER:

DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00

DEPTH CALCULATION:
ROD LENGTH: 3.00 feet

NUMBER OF RODS USED: x 11 = 33 ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21

HEIGHT OF LAST ROD ABOVE GROUND: - (2.17)

USER-CALCULATED DEPTH: = 34.04

STRINGPOT-MEASURED DEPTH: 32.84
DIFFERENCE: 3.6 %

END TIME: 1:16 PM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES
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‘Log: C:\dirim95\LOGFILES\P2-69.dat
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P2-69.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/23/04
START TIME: 9:52 AM
DATA FILE NAME: c:\dirim95\logfiles\p2-69.dat
PROBE NUMBER:

DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00
DEPTH CALCULATION:

ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 10 = 30 ft.

LENGTH OF PROBE AND ATTACHED ROD: + 3.21

HEIGHT OF LAST ROD ABOVE GROUND: - 1.92)

USER-CALCULATED DEPTH: = 31.29

STRINGPOT-MEASURED DEPTH: 30.18
DIFFERENCE: 3.6 %

END TIME: 10:15 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES
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Log: C:\dirim95\LOGFILES\P2-71.dat

Detector 1 (uV)

i —— - g Y

140E+5 —

1.HE+5— X _j ‘

1.00E+5 - ‘

$00E+4 —
EO0E+4 —

L0+ —

LO0E+4

C.00E+0 —
350E+5—

N MMM)_,__,—H—

2.50E+5— -

Svi-d

2O0E+5— . i
1 B0E+S — |
100645 — |
LOOE+L - :

B.00E+0 —
1.20E+6—

it e R B > "

GO0E+5 —
HO0E+5—
200645 — '
]
!
.00E+0— i
. . L . . . el ol L
00— .
| 1

1 .

.. :
1 1 i 1 | | 1 ] | | | 1 | ] | | | I L i | 1 | | 1 | | 1 1 F | | 1 i 1 | | i
S 20 0 40 S &0 74 A0 %0 B0 N 120 D0 40 50 165 170 (R0 1M A0 20 220 2D M8 B0 0 U0 e B0 NP 0 20 B0 HE ¥4 %p !
]




P2-71.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/23/04
START TIME: 8:44 AM
DATA FILE NAME: c:\dirim35\logfiles\p2-71.dat
PROBE NUMBER:
DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00

DEPTH CALCULATION:
ROD LENGTH: 3.00 feet

NUMBER OF RODS USED: x 12 = 36 ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21

HEIGHT OF LAST ROD ABOVE GROUND: - (2.00)

USER-CALCULATED DEPTH: = 37.21

STRINGPOT-MEASURED DEPTH: 36.02
DIFFERENCE: 3.3 %

END TIME: 9:14 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES
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Log: C\dirim95\LOGFILES\P2-72.dat
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P2-72.INF

LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE:
START TIME:
DATA FILE NAME:

6/22/04
2:19 PM
c:\dirim95\logfiles\p2-72.dat

PROBE NUMBER: 0

DETECTOR ATTENUATION CHANGES:

DEPTH DET 1 ATT FACTOR
1.00

0.00

DET 2 ATT FACTOR
1.00

DEPTH CALCULATION:

ROD LENGTH:

NUMBER OF RODS USED:

LENGTH OF PROBE AND ATTACHED ROD:
HEIGHT OF LAST ROD ABOVE GROUND:

USER-CALCULATED DEPTH:
STRINGPOT-MEASURED DEFTH:
DIFFERENCE:

END TIME:

3.00 feet

11 = 33 ft.
3.21
(2.17)

34.04
32.99
3.2 %

+ X

1

2:46 PM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES
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Log: C:dirim95\LOGFILES\Nb-60.dat
P2-13
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P2~1%
i . INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 7/2/04
START TIME: 11:03 AM
DATA FILE NAME: c:\dirim95\logfiles\nb-€0.dat
PROBE NUMBER:

DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00

DEPTH CALCULATION:

ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 10 = 30 ft.
+

LENGTH OF PROBE AND ATTACHED ROD: 3.21

HEIGHT OF LAST ROD ABOVE GROUND: - (2.25)

USER-CALCULATED DEPTH: = 30.96

STRINGPOT-MEASURED DEPTH: 30.11
DIFFERENCE: 2.8 %

END TIME: 11:24 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES
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Log: C:\dirim95\LOGFILES\P2-74.dat
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P2-74.INF

LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE:

START TIME:
DATA FILE NAME:
PROBE NUMBER:

7/7/04
3:40 PM
c:\dirim95\logfiles\p2-74.dat

DETECTOR ATTENUATION CHANGES:

DEPTH DET 1 ATT FACTOR
1.00

0.00

DET 2 ATT FACTOR
1.00

DEPTH CALCULATION:

ROD LENGTH:

NUMBER OF RODS USED:

LENGTH OF PROBE AND ATTACHED ROD:
HEIGHT OF LAST ROD ABOVE GROUND:

USER-CALCULATED DEPTH:
STRINGPOT-MEASURED DEPTH:
DIFFERENCE:

END TIME:

3.00 feet

8§ = 24 fr.
3.21
(2.08)

25.13
24.14
4.0 %

I+ x

3:58 PM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEQPROBE “C" SERIES MIP PROBES
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Log: C:\dirim95\LOGFILES\P1-06.dat
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PL-06.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/18/04
START TIME: 9:41 AM
DATA FILE NAME: c:\dirim95\logfiles\p1-06.dat
PROBE NUMBER: 0

DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00
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Log:
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C:\dirim95\LOGFILES\PI-4.dat
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PL-4.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/25/04
START TIME: 11:05 AM
DATA FILE NAME: c:\dirim95\logfiles\pl-4.dat
PROBE NUMBER:

DETECTOR ATTENUATION CHANGES:

DEPTH DEY 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00
DEPTH CALCULATION:
ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 10 = 30 ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21
HEIGHT OF LAST ROD ABOVE GROUND: - {1.00)
USER-CALCULATED DEPTH: = 32.21
STRINGPOT-MEASURED DEPTH: 31.43
DIFFERENCE: 2.4 %

END TIME: 11:28 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES
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Log: CAdirim95\LOGFILES\Pi-5.dat
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tog: C:\dirim95\LOGFILES\Rr-05.dat
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RR-05.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/8/04
START TIME: 8:00 AM
DATA FILE NAME: c:\dirim95\logfiles\rr-05.dat
PROBE NUMBER: 0

DETECTOR ATTENUATION CHANGES:

DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00
DEPTH CALCULATION:
ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 10 = 30 ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21
HEIGHT OF LAST ROD ABOVE GROUND: - {1.00)
USER-CALCULATED DEPTH: = 32.21
STRINGPOT-MEASURED DEPTH: 31.51
DIFFERENCE: 2.2 %

END TIME: 8:23 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES
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Log: C:\dirimSS\LOGFILES\SW-OS.dat
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SW-05.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/8/04
START TIME: 10:05 AM
DATA FILE NAME: ¢: \d1r1m95\1ogf11es\sw -05.dat
PROBE NUMBER: -

DETECTOR ATTENUATION CHANGES:
DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00

DEPTH CALCULATION:
ROD LENGTH: 3.00 feet

NUMBER OF RODS USED: x 9 = 27 fr.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21

HEIGHT OF LAST ROD ABOVE GROUND: (0.33)

USER-CALCULATED DEPTH: = 29.88

STRINGPOT-MEASURED DEPTH: 29.08
DIFFERENCE: 2.7 %

END TIME: 10:27 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C"” SERIES MIP PROBES
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Log: C:\dirim95\LOGFILES\Sw-07.dat
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' Sw-07.INF
LOG INFORMATION -- MEMBRANE INTERFACE PROBE

DATE: 6/8/04
START TIME: 11:05 AM .
DATA FILE NAME: c:\dirim95\Togfiles\sw-07.dat
PROBE NUMBER: 0

DETECTOR ATTENUATION CHANGES:

DEPTH DET 1 ATT FACTOR DET 2 ATT FACTOR
0.00 1.00 1.00
DEPTH CALCULATION:
ROD LENGTH: 3.00 feet
NUMBER OF RODS USED: x 8 = 24  ft.
LENGTH OF PROBE AND ATTACHED ROD: + 3.21
HEIGHT OF LAST ROD ABOVE GROUND: - (0.42)
USER-CALCULATED DEPTH: = 26.79
STRINGPOT-MEASURED DEPTH: 25.50
DIFFERENCE: 4.9 %

END TIME: 11:25 AM

NOTE: LOG ACQUIRED USING MIP SOFTWARE VERSION 2.0
FOR GEOPROBE "C" SERIES MIP PROBES
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All depths are from top of casing.
For scale purposes, the vertical visible photo area is 0.1 ft

PW-5

Six-inch diameter steel casing
Total depth of casing 82.9 ft
Water level 93.7 ft

Total depth 347.8 ft

All joints screwed tight

Hole size consistent throughout

T

“Hema th'te"R1
0 0CTI048=0082" SF

PW-6

Six-inch diameter PVC casing
Total depth of casing 79.9 ft
Water level 91.8 ft

Total depth 336.0 ft

All joints glued and intact

Hole size consistent throughout

Hematute RI = PUWB
010CTO4™ BOTYS9 .SF 10:13AM
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PW-10

PW-16

Six-inch diameter PVC casing
Total depth of casing 79.6 ft
Water level 138.1 ft

Total depth 330.2 ft

All joints intact

Hole size consistent throughout

Hematite R
010CTO4 O

Six-inch diameter steel casing
Total depth of casing 41.7 ft
Water level 109.7 ft

Total depth 308.4 ft

All joints screwed tight

Hole size consistent throughout
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PW-19

Six-inch PVC casing

Total depth of casing 60.0 ft
Water level 53.9 ft

Total depth of borehole 249.3 ft
All joints intact

Hole size consistent throughout

PW-23

Six-inch diameter steel casing
Total depth of casing 41.6 ft
Water level 129.8 ft

Total depth 338.0 ft

All joints screwed tight

Hole size consistent throughout

e pria®

“Hematite:RI -- NG
010CT04 - 0041%6F 10:56AM
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Libby West
Rectangle


PW-24

e Six-inch diameter PVC casing
Total depth of casing 79.7 ft
Water level 160.4 ft
Total depth 323.1 ft
All joints glued and intact
Hole size consistent throughout

Hematite RI -
010CTO4 0079 .7F 11

PW-25

Six-inch diameter steel casing
Total depth of casing 18.6 ft
Water level 160.3 ft

Total depth 252.7 ft

Consists of one joint of casing
Hole size consistent throughout

Hematite RI. -
010CTO4 0018 .6F 11:37AM
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Libby West
Rectangle

Libby West
Rectangle
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APPENDIX C
BORING LOGS

05-064(E)/101705 C-1
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Client

~roject:

| ocation:

Date Started:
Date Finished.
Geologist:
Drilling Contractor: IPS

Westinghouse Electric Company
Hematite, MO

Hematite Remedial Investigation
07/06/04

07/06/04
J. Grupp

Boring:BD-13

Drilling Method:

Surf. Elev:
Northing:
Easting:

‘otal Depth of Boring:
op of Casing:
Total Depth of Well:

Direct Push
433.20
864668.28
827189.72
31.0 feet
435.70
31.0 feet

Elevation (ft)

Core Recovery
(Pen/Rec)

PID (Conventional)
(PpmM)

RAD
(Beta/Gamma)

PID (MIP)

Sample | Lithology

o

Lithology Description

USCS

Well

Construction

Well Construction
Description

Bkgrd= Bkgrd=
36/5200 0.3

4 0

4.0/3.0

4.0/4.0

46/5400

4.0/4.0

8215200

BD-13-09-SL
(8.0-10.0")

4.0/4.0

ASPHALT

GRAVEL: (FILL)

CLAY : brown wfgray mottling, slightly plastic,
damp to moist, sitly

CL

CLAY : brown wfgray to black mottling, slightly
plastic, wet, silty

CL

52/5200

BD-13-15-SL
(14.0-16.0"

415 — - | 4.0/4.0
| 20
el = | 4.04.0
410 -

405 — i

400 — 1

29D — 1

60/5800

CLAY : brown w/gray to black mottling, slightly
plastic, wet, silty with fine gravel

CL

CLAY: brown, plastic, wet with silt

CL

BD-13-23-SL
(22.0-24.0"

4.0/0.0

3.0/3.0

5715800 X X

BD-13-30-SL
(29.0-31.0"

CLAY : grayish brown, plastic

CH

NO RECOVERY

CLAY: gray, plastic, wet

CH

SAND: gray, coarse with fine to coarse gravel

SW

)V R e R TR O e 1R
g

2'x 2'x 05" CONCRETE PAD

1" SCH 40 PVYC RISER

HIGH SOLIDS BENTONITE
GROUT

SECONDARY FILTER PACK
(100 Mesh)

1.0" x 2.5" PREPACKED SCREEN
(20/40 Mesh)

Bottom of Hole 31.0°

] N eEE———
e ——— . S —
— dmm— =
= — s e —
— I TR I r

Client:

40
Westinghouse

3300 State

Festus, MO

Road P
63028

Westinghouse Electric Company
lematite Facility

SAIC

8421 St. John Industrial Drive

St. Louis, MO 63114

Project.
Location:
Borehole:
Sheet:

Westinghouse Electric Company

Hematite Remedial Investigation
Hematite, MO

BD-13
1 of 1
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Client
|ocation:
~roject:
Date Started:

Date Finished:

Geologist:
Drilling Contractor: IPS

Westinghouse Electric Company

Hematite, MO

Hematite Remedial Investigation

07/08/04

07/08/04
J. Grupp

Boring:BD-14

Drilling Method: Direct Push

Surf. Elev: 433.20
Northing: 864736.00
Easting: 827250.00
Total Depth of Boring: 32.0 feet
Top of Casing: 435.70
Total Depth of Well:  32.0 feet

®
c
e © e,
s O £ =
S|l | 38| ~qE | ~ | OF
- T O 0 0 — O
O ey L~ < (N = oo
Bls | X5 || & | 07 -
> o OQn £ N e Well Well Construction
% a S A1 0 ug 5 Sample | Lithology Lithology Description USCS| Construction Description
435 — Ji Bkgrd= Bkgrd=
1 - 54/9500 0.0
2'x 2'x 0.5' CONCRETE PAD
| o O O\ ASPHALT :
1 G e TR Y I
gl O O I GRAVEL: sand and cinders (FILL AR
- .00 || #A206800 || pon kb I 1" SCH 40 PVC RISER
430 — ~ CLAY: brown, slightly plastic, damp, silty CL 1
T CLAY: brown, slightly plastic, damp to moist,
4 O BD-14-05-SL sitly
A -| 4.0/4.0 | 45/9000 4.0-6.0)
425 —
+ 10—| 40115 | 66/9400 HIGH SOLIDS BENTONITE
. yi | GROUT
420 — bl BD-14-13-SL = ct
2 - | 4.0/4.0 (12.0-14.07 i
A - 45/9600 :
415 — | 4040 :
A —| 4.0/3.0 || 98/9600 . .
410 — = CLAY : dark brown, high plastic, wet CH
T CLAY : grayish brown, high plastic, wet - |
- 2o BD-14-25-SL |— — L SECONDARY FILTER PACK
il ~ | 4010 | 648600 (24.0-26.0 : i CHIR Nesa)
- RS
) | i e
_ CH T
405 — ji 7 (1
- 1 = = B 1.0"x 2.5" PREPACKED SCREEN
| 30 —{| 3.02.25 | 48/8800 — (] 1] (20 Mesh)
A - BD-14-31-SL [=————rt o B
| (30.0-32.09 T SANDY CLAY: gray SW (H
A SAND: gray wfine to coarse sand and fine
400 — gravel, wet
. 95— Bottom of Hole 32.0'
395 — 1
40
@ Westinoh == === Client: Westinghouse Electric Company
g ol B Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location: ~ Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  BD-14
3300 State Road P St. Louis, MO 63114 Bt 1 of
Festus, MO 63028 '
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Client Westinghouse Electric Company Bori ng : B D_1 5 Drilling Method: Direct Push
|_ocation: Hematite, MO ] Surf. Elev: 433.20
Project: Hematite Remedial Investigation Northing: 864804.00
Date Started: 07/08/04 Easting: 82/7309.00
Date Finished: 07/08/04 Total Depth of Boring: 32.0 feet
(Geologist: J. Grupp Top of Casing: 435.70
Drilling Contractor: IPS Total Depth of Well:  15.0 feet
®
c
e © 0
= > O o —
- |lg| 82|25 | & | 2§
O bt L~ < (N = oo
5| s | E5 |5 | & | Q07 i
> o3 OQn £ N e Well Well Construction
o |8 | 8 5] T |, g .. | Sample | Lithology Lithology Description USCS| Construction Description
435 — J Bkgrd= Bkgrd=
1 - 54 /9500 0.5
4 0 — .
] ﬁ BT 2'x 2'x 0.5' CONCRETE PAD
= o o O { R
T | *ORE 1628200 | yym = TAVER (D 1" SCH 40 PVC RISER
430 — — CLAY: brown w/gray mottling, plastic, wet
o B BD-15-05-SL ch HIGH SOLIDS BENTONITE
A - | 4.0/4.0 | 62/9000 (4.0-6.0°) GROUT
429 — i CLAY: brown wigray mottling, slightly plastic S RN D R L TR Pl
A 2 i grey Q= 3NgH-P : i b (100 Mesh)
1 10— | 4.0/2.0 | 54/9000 i(i(
S Il (Hd 1.0" x 2.5" PREPACKED SCREEN
il = CL 1:{::1:(: (20/40 Mesh)
420 - e
’ | 4.0M.0 | 30/9200 f;ﬁ
A1 15— g
1 I | CLAY: brown, slightly plastic, wet wffine gravel
s gii BD-15-17-SL intermixed
415 — — | 4.0/2.0 || 54/8800 (16.0-18.0°) CL
| 20
|| CLAY : brown, slightly plastic, wet, w/silt
A | 4.0/3.0 | 48/8800 s
410 — : CLAY : dark brownish gray, plastic, wet CH
| 25— RSB, CLAY: gray, plastic, wet
il — | 4.0/2.0 || 52/8900 (24.0-26.0°)
T Jl CH
405 — i
| 30— | 4.0/2.0 | 53/9100
o = BD-15-31-SL
|l (30.0-32.0 CLAY: gray, plastic, gravelly CH
T Bottom of Hole 32.0'
400 — T
4 85—
395 — 1
40
@ Westinoh == == Client: Westinghouse Electric Company
eslingnouse J— ""-“— Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole: BD-15
3300 State Road P St. Louis, MO 63114 Bl { oA
Festus, MO 63028 el <
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Client
_ocation:
~roject:

Date Started:
Date Finished: 07/06/04
Geologist: J. Grupp
Drilling Contractor: IPS

Hematite, MO

07/06/04

Westinghouse Electric Company

Hematite Remedial Investigation

Boring:BD-16

Direct Push
435.22
86487/6.27
827382.82
39.0 feet
437 .72
39.0 feet

Drilling Method:
Surf. Elev:

Northing:

Easting:

Total Depth of Boring:
op of Casing:

Total Depth of Well:

Elevation (ft)
Core Recovery
(Pen/Rec)

RAD
(Beta/Gamma)
PID (MIP)

PID (Conventional)

(PpmM)

o
b
n

Sample

Lithology

Lithology Description

USCS

Well
Construction

Well Construction
Description

Bkgrd=
= 43/5100

Bkgrd=
0.1

= 1| 4.0/2.5
o yii 54 /5600

- -1| 4.04.0

10— | 4.04.0

Al e 50/4900
il -1 | 4.0M1.0

i3 1| 4.0/2.0

20 54 /5400

= 1| 4.0/2.0

ol -1| 4.0/3.0

1 54 /5000
4.0/3.0

BD-16-05-SL
(4.0-6.0"

BD-16-15-SL
(14.0-16.0"

BD-16-19-SL
(18.0-20.0")

BD-16-25-SL
(24.0-26.0"

i 3.0/2.0
|l - BD-16-34-SL
33.0-35.0'
35 ( )

2'x 2'x 05" CONCRETE PAD

CONCRETE

CLAY: brown, slightly plastic, damp, silty
CL

I 1" SCH 40 PVC RISER

CLAY: brown w/gray mottling, slightly plastic,
moist, silty

CL

i A

HIGH SOLIDS BENTONITE
GROUT

i A

CLAY: grayish brown, plastic, wet

CL

i A

i A

CLAY: gray, plastic, wet

CH

SECONDARY FILTER PACK
(100 Mesh)

_ 1.0"x 2.5" PREPACKED SCREEN
% (20740 Mesh)

SANDY CLAY: gray CL

W
| i P P 50 D
SIasRY

SAND: gray. fine grained with fine to coarse SW

gravel
Bottom of Hole 35.0°

40
Westinghouse

Westinghouse Electric Company

lematite Facility
3300 State Road P
Festus, MO 63028

Client:
Project.

8421 St. John Industrial Drive
St. Louis, MO 63114

Location:

Borehole:

Sheet:

Westinghouse Electric Company
Hematite Remedial Investigation
Hematite, MO

BD-16

1 of 1
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Client Westinghouse Electric Company Bori ng : B P_1 7 Drilling Method: Direct Push
|_ocation: Hematite, MO ] Surf. Elev: 432.00
Project: Hematite Remedial Investigation Northing: 865168.43
Date Started: 06/30/04 Easting: 827048.91
Date Finished: 06/30/04 Total Depth of Boring: 32.0 feet
(Geologist: J. Grupp Top of Casing: 434.50
Drilling Contractor: IPS Total Depth of Well:  32.0 feet
®
-
s ‘© O
= > O o —
- |lg| 82|25 | & | 2§
O e 0= <C (7 = O o
Bl s | E5 | X% | € | o~ |
> o3 OQn £ N e Well Well Construction
o |8 | 8 5] T |, g .. | Sample | Lithology Lithology Description USCS| Construction Description
1 Il Bkgrd= Bkgrd=
il | 66/8800 1.0
| 0 ] A opsolL ]. 2 x 2 x 0.5' CONCRETE PAD
430 — 11 4.0/40 CLAY : brown, slightly plastic, dry to damp, silty I il‘
il : 66/3800 &i :E 1" SCH 40 PVC RISER
q B BP-17-05-SL
= || 4.04.0 (4.0-6.0°)
425 - -
: : CLAY : dark brown, slightly plastic, damp, silty
4 10— | 4.04.0 CL
1 1 HIGH SOLIDS BENTONITE
420 — = 64/9000 GROUT
CLAY : brown, slightly plastic, moist, gravelly
- 4| 4.04.0
=4 15— BP-17-15-SL LA — -
y ! (14.0_15.0,) - grayis rown, plastic, mois f
415 — Al CLAY : gray/brown, highly plastic, wet
- ~| 4.04.0
- 20 70/9200 CH .
410 — | 4.04.0 :'
i i BP-17-23-SL
A J (22.0-24.0"
X X NO RECOVERY | |
12— X L SECONDARY FILTER PACK
XX K
405 = v E
: : CLAY: gray, highly plastic, wet ) EE 323; ffﬁ;;?‘fpﬂcmn REREEN
- 30 — | 4.0/2.0 || 65/9500 i(}‘(
b §i E(§u1;:§;§:;_ Yo Yo Y4 GRAVEL:fine to coarse wicoarse sand, wet GW i;i
400 — = S 2 & U
soh 3l Bottom of Hole 32.0'
e 35 _—
395 — -
- 40
@ Westinoh === Client: Westinghouse Electric Company
€ mg ouse D A Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole: BP-17
3300 State Road P St. Louis, MO 63114 Bl { oA
Festus, MO 63028 el <
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Client Westinghouse Electric Company Bori ng : B P_1 9 Drilling Method: Direct Push
_ocation: Hematite, MO ] Surf. Elev: 429 .61
Project: Hematite Remedial Investigation Northing: 8625074.05
Date Started: 06/30/04 Easting: 827 740.594
Date Finished: 06/30/04 Total Depth of Boring: 30.8 feet
(Geologist: J. Grupp Top of Casing: 432.11
Drilling Contractor: IPS Total Depth of Well:  15.0 feet
®
-
at ‘© O
= > O o —
- |lg| 82|25 | & | 2§
O = L == < = O o
5 | £ | 5|8 | € | 0~ .
> o3 OQn £ N e Well Well Construction
o |8 | 8 0] T |, g .. | Sample | Lithology Lithology Description USCS| Construction Description
A J Bkgrd= Bkgrd=
= 43/5100 0.2
430 — 0
1 | . < || % |2 x2'x 0.5' CONCRETE PAD
: 11 40m0 CLAY: brown, slightly plastic, silty, damp " T —
| - 73110200 cL
425 —
Sh BP-19-05-SL HIGH SOLIDS BENTONITE
1 | 4010 (4.0-6.0" GROUT
= i CLAY : brown, wigray mottling, slightly plastic,
490 — Ji moist to wet, silty 4 1 SECONDARY FILTER PACK
10 —| 4.04.0 ig(:j :( (100 Mesh)
I (i
i Ty B 1.0" x 2.5" PREPACKED SCREEN
1 o cL e (20740 Mesh)
Al BP-19-13-SL L L
| 4.04.0 (12.0-14.0% ]
57 45— s
1 ~| 4.04.0
410 — 50 52110000 CLAY: grayish brown, slightly plastic w/silt ) CL
1 |l CLAY: gray, plastic, wet
| ~| 4.0/4.0
05 .
) 25 — BP-19-25-SL
| 4.0/4.0 (24.0-26.0°)
£ : 4810350
— il CLAY: gray, plastic, wet, trace silt
BP-19-29-SL
400 =1 a0 1| 54n5 (28.0-30.0") “h
1 1 Bottom of Hole 30.8'
395 — 35 _
320 — 40
== Client: VWestinghouse Electric Company
_;r"- Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole: BP-19
3300 State Road P St. Louis, MO 63114 _— {
Festus, MO 63028 e <
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Client Westinghouse Electric Company Bori ng - B P_2 OA Drilling Method: Direct Push
|_ocation: Hematite, MO ] Surf. Elev: 424 30
Project: Hematite Remedial Investigation Northing: 865068.00
Date Started: 06/29/04 Easting: 827833.00
Date Finished: 06/29/04 Total Depth of Boring: 28.0 feet
(Geologist: J. Grupp Top of Casing: 426.80
Drilling Contractor: IPS Total Depth of Well: 27 .6 feet
®
-
a © O
= = 0 o =
- |lg| 82|25 | & | 2§
O = rye | @ = o=y
| = O ® = Q. -
> o3 OQn £ N e Well Well Construction
= | 0 Qv 5] T, g ,. | Sample | Lithology Lithology Description USCS| Construction Description
= J Bkgrd= Bkgrd=
495 _ - 46/4800 0.0
4 0 ] R oL 2 x 2'x 0.5' CONCRETE PAD
| 1| 4010 ] CLAY: brown, non-plastic, dry to damp, silty oL S ——
= yi BP-20-03-SL
420 — & 48/10005 (2.0-4.0°)
CLAY: brown w/gray mottling, slightly plastic,
o 9 damp, silty
J —| 4.0/3.5
o i Bh HIGH SOLIDS BENTONITE
415 < GROUT
| 10— | 4.0m.0
— 51/10300
i X X NO RECOVERY
. i XX
| 4.0/0.0 ¥ X
410 — - XX
= X X I SECONDARY FILTER PACK
- I (100 Mesh)
i CLAY: grayish brown, plastic, wet, trace fine i( 1(
=t il gravel {—1(
1 —| 4.0/3.5 CH i{fi
405 — i BP-20-19-SL i@(
20 56/10000 (18.0-20.0) e " y
i CLAY: gray, plastic, wet E11{123?(; gégmxuzmﬁesi)REPACKED SCREEN
A i cie Elp
1 | 405 — — _ o
| 1 O le:; G.;. Gr; GRAVEL: fine to coarse, with coarse sand i EE‘(
d i @Q @G O e
400 o5 _ o © © {4 GRAVEL:fine to coarse with medium to coarse 5:{:3;(:
il o '3'@ C].:;; ‘3'[: sand - if:z.(
J | 4.0/3.5 || 52/9900 g o 8, 5 e
1 v BP-20-27-SL |5 “5 Y5 e
| (26.0-2800 || o o o 2k
1 Bottom of Hole 28.0"
395 — J
J Bl
390 — i
| 85—
385 — i
40
=1 = Client: VWestinghouse Electric Company
i B Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  BP-20A
3300 State Road P St. Louis, MO 63114 it 1 of
Festus, MO 63028 el
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Client Westinghouse Electric Company Bori ng : B P_20 B Drilling Method: Direct Push
_ocation: Hematite, MO ] Surf. Elev: 424 .30
Project: Hematite Remedial Investigation Northing: 8625068.00
Date Started: 07/01/04 Easting: 827833.00
Date Finished: 07/01/04 Total Depth of Boring: 19.0 feet
Geologist: J. Grupp Top of Casing: 426.80
Drilling Contractor: IPS Total Depth of Well:  15.0 feet
)
-
an ‘© 0
= > O o —
= |e| §2|9s| T | £5§
s | 2 | 2| s = 3&
> *% O 4 A it | | o Well Well Construction
i ' 8 ] o ug 5 Sample | Lithology Lithology Description USCS| Construction Description
I : MIP, PID, RAD, and Lithology data taken from
i Bkgrd= Bkgrd= BF2ia ™
405 — & 46/4800 0.0
1 0 ] m o ] 2'x 2'x 0.5' CONCRETE PAD
| o ' - CLAY: brown, non-plastic, dry to damp, silty .1 |
4 1 1" SCH 40 PVC RISER
g 48/10005
420 — CLAY: brown w/gray mottling, slightly plastic, |
{1 9~ damp, silty HIGH SOLIDS BENTONITE
o | GROUT
. i B % SECONDARY FILTER PACK
. gl (100 Mesh)
415 — . ] [
| o 51/10300 e g 0" x 2.5
] ] L A R E SO 1 gzgmxuzmﬁesi)ﬂEPAchD SCREEN
" 5 (g
= 15 ~ a 5:1(
| ) Bottom of Hole 15.0"
405 — )
1 20—
400 ]
1 25
395 — |
1 30—
390 — §
] 85—
389 — )
40
=i Client: VWestinghouse Electric Company
e B Project: Hematite Remedial Investigation

Westinghouse Electric Company

Hematite Facility
3300 State Road P
Festus, MO 63028

SAIC

8421 St. John Industrial Drive
St. Louis, MO 63114

| ocation: Hematite, MO
Borehole: BP-20B
Sheet: 1 of 1
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Client
|ocation:
~roject:
Date Started:

Date Finished:

Geologist:
Drilling Contractor: IPS

Westinghouse Electric Company
Hematite, MO

Hematite Remedial Investigation
06/28/04

06/28/04
J. Grupp

Boring:BP-21

Drilling Method:

Surf. Elev:
Northing:
Easting:

‘otal Depth of Boring:
op of Casing:
Total Depth of Well:

Direct Push
431.71
864954 39
827824 .82
39.0 feet
434.21

34.9 feet

Elevation (ft)

Depth (ft)

Core Recovery
(Pen/Rec)

RAD
(Beta/Gamma)

PID (MIP)

o

PID (Conventional)
(PpmM)

b
n

Sample

Lithology

Lithology Description

USCS

Well

Construction

Well Construction
Description

400

Bkgrd=
54/10500

Bkgrd=
0.0

4.0/2.0

4.0/4.0

54/10500

4.0/4.0

4.0/4.0

80/9900

4.0/4.0

20

35

4.0/4.0

4410200

4.0/0.0

4.0/4.0

463800

BP-21-07-SL
(6.0-8.0")

BP-21-13-5L

(12.0-14.0"

BP-21-24-SL
(23.0-25.0"

TOPSOIL

CLAY: brown, slightly plastic, damp, siltly

CL

CLAY : brown, slightly plastic, moist, silty

CL

CLAY : brown w/gray mottling, slightly plastic,

wet, wisilt

CL

CLAY : grayish brown, plastic, wet

CH

NO RECOYERY

CLAY: gray, plastic, gravelly wfine sand

CL

2'x 2'x 05" CONCRETE PAD

1" SCH 40 PVYC RISER

HIGH SOLIDS BENTONITE
GROUT

SECONDARY FILTER PACK
(100 Mesh)

1.0" x 2.5" PREPACKED SCREEN
(20/40 Mesh)

5 q
SAND: gray, fine, wet SP i
= - g
N SAND: gray to brown, fine to coarse w/fine i( 1(:
3.0/30 | 50/9700 gravel SW Y
i BP-21-34-5SL i
(33.0-35.0") NS

Bottom of Hole 35.0°

40
Westinghouse

Westinghouse Electric Company

lematite Facility
3300 State
Festus, MO 63028

Road P

] N eEE———
e ——— . S —
— dmm— =
= — s e —
— I TR I r

SAIC

8421 St. John Industrial Drive
St. Louis, MO 63114

Client:

Project.
Location:
Borehole:
Sheet:

Westinghouse Electric Company

Hematite Remedial Investigation
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Client Westinghouse Electric Company ' . » Drilling Method: Direct Push
|_ocation: Hematite, MO Borlng ] BP 22A Surf. Elev: 432.44
Project: Hematite Remedial Investigation Northing: 864898.00
Date Started: 06/29/04 Easting: 827738.00
Date Finished: 06/29/04 Total Depth of Boring: 34.0 feet
Geologist: J. Grupp Top of Casing: 434.94
Drilling Contractor: IPS Total Depth of Well:  34.0 feet
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i ' 8 ] o ug 5 Sample | Lithology Lithology Description USCS| Construction Description
435 — 1
" Il Bkgrd= Bkgrd=
J 34/10000 0.0
| O ] oPsOlIL 2'x 2'x 0.5' CONCRETE PAD
i 1| 4040 CLAY: brown, slightly plastic, damp, silty I
430 — R I 1" SCH 40 PVC RISER
: ;i 58/10500 &
B BP-22-05-SL Y
1 | 4.0/4.0 (4.0-6.0"
425 [
& | CLAY: brown, slightly plastic, moist, silty
| 10— | 4040 CL HIGH SOLIDS BENTONITE
— GROUT
= 46/10200
420 — CLAY: brown wiblack mottling, slightly plastic,
o b BP-22-13-SL || wet, silty
| 1| 2040 (12.0-14.0") Si.
| .15 - :f-:f‘:
y : X X NO RECOVERY
415 — B
| 4.0/0.0 A X
i | XX
= X X
20 48/10800
T CLAY: brown w/black mottling, slightly plastic,
1 = wet, silty CL :
-1 | 4.0/4.0 N
410 — CLAY: grayish brown, plastic, wet - |
il gi BP-22-23-SL W
o (22.0-24.0" o
T NO RECOVERY -:
il 25 — pd e
- | 4.010.0 X X
T b < X i SECONDARY FILTER PACK
405 — ‘ W I (100 Mesh)
- 44/10300 —_— 4 [
i CLAY: gray, highly plastic, wet 1‘{ f:
T s - fn
30 —| 4.0/3.0 e
i SANDY CLAY: gray, slightly plastic, wet m
A 1 CL 5 1.0"x 2.5" PREPACKED SCREEN
| f (20/40 Mesh)
400 — SAND: fine grained w/small gravels, wet i(;(
—| 2.0/2.0 ||45/10300 BP-22-33-SL SpP B
i l (32.0-34.0" (HC
= Bottom of Hole 34’
| 35
395 — 1
140
@ Westinoh ==s== G Westinghouse Electric Company
eslingnouse T s Sy Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  BP-22A
3300 State Road P St. Louis, MO 63114 _— £
Festus, MO 63028 = 9
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Client Westinghouse Electric Company I . » Drilling Method: Direct Push
_ocation: Hematite, MO Borlng ] BP 228 Surf. Elev: 432.44
Project: Hematite Remedial Investigation Northing: 864912.70
Date Started: 07/01/04 Easting: 827 737.96
Date Finished: 07/01/04 Total Depth of Boring: 19.0 feet
(Geologist: J. Grupp Top of Casing: 434.94
Drilling Contractor: IPS Total Depth of Well:  15.0 feet
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o | O | 8 0] = ug .. | Sample | Lithology Lithology Description USCS| Construction Description
435 — 1 MIP, PID, RAD, and Lithology data taken from
- 1 Bkgrd= Bkgrd= BR-22A
J 34/10000 0.0
| 0O W B BEA ' 2' % 2' x 0.5' CONCRETE PAD
1 % | CLAY : brown, slightly plastic, damp, silty .'
430 — 1" SCH 40 PVC RISER
: o 58/10500 oL
| 90— HIGH SOLIDS BENTONITE
i GROUT
254
7 | CLAY: brown, slightly plastic, moist, silty q G100 Meamy | T B PALK
— ]
| 10— CL irii(
1 o
420 — 1 R 1| CLAY: brown wiblack mottling, slightly plastic, i?i
- 1 || wet, silty CL SHY 1.0" x 2.5" PREPACKED SCREEN
| (o (20740 Mesh)
i -15 i(‘z(
i J Bottom of Hole 15.0'
415+
| 20—
410 -
| 25—
405 -
| 30—
400 -
| 35—
396 4
140
. === Client: Westinghouse Electric Company
Westmghouse A 1 " | | -
Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole: BP-22B
3300 State Road P St. Louis, MO 63114 _— £

Festus, MO 63028
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Drilling Contractor: IPS

Client Westinghouse Electric Company
|ocation: Hematite, MO

Project: Hematite Remedial Investigation
Date Started: 06/02/04

Date Finished: 06/02/04

Geologist: J. Grupp

Boring:CB-02

Drilling Method:

Direct Push

Surf. Elev: 432.23
Northing: 864606.53
Easting: 826640.42
Total Depth of Boring: 32.0 feet
Top of Casing: 434.73
Total Depth of Well: 31 .5 feet
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Uij A 8 ] o ug 5 Sample | Lithology Lithology Description USCS| Construction Description
435 — 1
1 0 p—— | ..
= | HelD —— i‘
430 Il CONCRETE I: I
A CLAY : brown, slightly plastic, damp, trace fine I
g it sand SR P 1" SCH 40 PVC RISER
19— CB-02-05-SL CL
ol | 4.04.0 (4.0-6.09
425 -  °
T | CLAY : brown, slightly plastic, damp
| 10— | 4.04.0 (52111000 oL
420 — CLAY : brown w/gray mottling, slightly plastic,
Al - damp to moist
—| 4.0/3.5 CL
= o wifine to coarse sand 14.0-15.5
4 15— IRIRERE CB-02-15-5L HIGH SOLIDS BENTONITE
il o (14.0-16.0°) CLAY : brown, plastic, moist to wet, trace fine GROUT
) gravel
415 —
2 —| 4.04.0
| CH
i - 48/11500
. +| 4.04.0
410 CLAY: dark gray, plastic, wet
| 2l SECONDARY FILTER PACK
42 CB-02-25-SL CH e (100 Mesh)
o - | 4.0/3.0 (24.0-26.0% 5.( 1(
405 — - 52/12200 f}(i
]
T | CLAY: gray, plastic, wet, sandy i(;( Ez;g;fuzmﬁ;;)REPACKED SCREEN
1 i(l(
| 30— | 4.0M40 CH fa
- T (4
400 — J crror | LIMESTONE: weathered
Nl Bottom of Hole 32.0°
4 B85
395 — T
40
@ Westinoh g g B Westinghouse Electric Company
g i B Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  CB-02
3300 State Road P St. Louis, MO 63114 _— £
Festus, MO 63028 '
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Client Westinghouse Electric Company I . _
_ocation: DM-02 Borl ng ' D IVI 02
Project: Hematite Remedial Investigation

Date Started: 07/01/04

Date Finished: 07/02/04

Geologist: J. Grupp

Drilling Contractor: IPS

Drilling Method:
Surf. Elev:

Northing:

Easting:

Total Depth of Boring:
op of Casing:

Total Depth of Well:

Direct Push
434.78
864942 42
827469 87
34.0 feet
437 .28
33.0 feet
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% a S A1 0 ug 5 Sample | Lithology Lithology Description USCS| Construction Description
1 Il Bkgrd= Bkgrd=
= 1l 30/6000 0.7
435 — —
|l | CLAY: brown, slight plastic, damp, silty plnedataial ISEHINGETS BSE
T - | 4.04.0 | 5077200 Gl I 1" SCH 40 PVC RISER
430 — g_| — CLAY: brown, slightly plastic, moist, silty
DM-02-05-SL _
i - | 4.0/4.0 |[30/11000 (4.0-6.09 = =] CL
4985 — ag_ = CL
10 4.04.0 ' ] HIGH SOLIDS BENTONITE
| T DM-02-11-SL B i
il Pl Bied| : CLAY:tan whlack and gray mottling, plastic,
& 42/6800 C10. 0120 | damp to moist
| )l ' ' || trace fine gravel below 16.0' CH |
i | 4.0/3.0 ]
420 — 15— =
T fi DM-02-17-SL |
Il - | 4.0/3.0 | 45/7300 (16.0-18.0) =
1 ~| 4.0/4.0 |(263/10000 e
DM-02-22-SL | . —
| | (21.0-23.09 ) GRAVELLY CLAY: gray, plastic, moist i CH
- y 1| CLAY: gray, w/black and tan mottling, plastic, CH
m oist
410 — 95 |
il DM'DE'EE'S,L CLAY: gray wian mottling, plastic, moist | |
|| 4.04.0 (24.0-28.0) CH s SECONDARY FILTER PACK
]
Il A BRE (100 MESh)
A 4
” 1 CLAY: gray, plastic E‘CE‘C
il 53/8000 :1:(::1(:
405 — g T
30 4.0/4.0 et o 1.0"x 2.5" PREPACKED SCREEN
2 1 (I (20/40 Mesh)
| | i
l SAND: fine to coarse grained, wet i(;(
-] 2.0/2.0 DM-02-33-SL SW
| I (32.0-34.0)
400 — 35 — Bottom of Hole 34.0°
=== Client: VWestinghouse Electric Company
Pyt o Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  DM-02
3300 State Road P St. Louis, MO 63114 Bitsed. 1 of 1
Festus, MO 63028 '
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Client Westinghouse Electric Company Bori ng . E P_'I 4

|ocation: Hematite, MO

Project: Hematite Remedial Investigation
Date Started: 07/07/04

Date Finished: 07/07/04

Geologist: J. Grupp

Drilling Contractor: IPS

Drilling Method: Direct Push

Surf. Elev: 433.45
Northing: 864604.82
Easting: 827/237.14
Total Depth of Boring: 32.0 feet
Top of Casing: 435.95
Total Depth of Well:  32.0 feet
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= | 0 Q 5] = ug .. | Sample | Lithology Lithology Description USCS| Construction Description
435 — J Bkgrd= Bkgrd=
| - 5516600 0.3
0 RARARRAARRARY) X 2% 05
y! ] _ L TopsolL 2'x 2'x 0.5' CONCRETE PAD
i 11 4040 — CLAY: brown, slightly plastic, moist to wet I | LN
] U4 _ | wigravel and debris (FILL) I 1" SCH 40 PVC RISER
430 - | | CL
I = 42/4800
| o EP-14-05-SL
—| 4.0/4.0 (4.0-6.0°)
i ' : 1| CLAY: grayish to brown, slightly plastic, wet
425 — /| CLAY: brown w/gray mottling, slightly plastic,
o il 1| wet, silty
| 10| 4040 HIGH SOLIDS BENTONITE
i | GROUT
| = 44/5100 CL
420 — 1 EP-14-13-SL
| 4.04.0 . (12.0-14.0)
1 CLAY: brown w/gray mottling, slightly plastic,
il i wet, silty
~| 4.0/2.0
=
| 20 52/5600
| | 4.0125 o
40—
| 25— EP-14-25-SL % SECONDARY FILTER PACK
1 a0m5 (24.0-26.0") T (100 Mesh)
= ] 1
- 1 | {umie
— 57/6100 - == GuY
405 — 1| CLAY: gray, plastic, wet :::g:
. T — CH B 1.0"x 2.5" PREPACKED SCREEN
| 30— | 4025 5 (T (20/40 Mesh)
bl EP-14-31-SL SAND: fine to coarse grained w/fine gravel SW ff‘(
I J (30.0-32.0°) B
= Bottom of Hole 32.0°
400 —
| 39—
395 |
40
@ Westinohouse - — = — Client: Westinghouse Electric Company
g ol B Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole: EP-14
3300 State Road P St. Louis, MO 63114 Bl 1 of
Festus, MO 63028 '
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Client

_ocation: EP-15
~roject:

Date Started: 06/10/04
Date Finished: 06/18/04
Geologist: J. Grupp

Drilling Contractor: IPS

Westinghouse Electric Company

Boring:EP-15

Hematite Remedial Investigation

Drilling Method: Direct Push

Surf. Elev: 431.75
Northing: 864513.27
Easting: 827/215.82
Total Depth of Boring: 30.0 feet
Top of Casing: 434.25
Total Depth of Well:  30.0 feet
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% a S A1 0 ug 5 Sample | Lithology Lithology Description USCS| Construction Description
1 0 e o —— .
il | TOPSOIL: grayish brown, silty clay plaseea GRS IE B
430 — 1| 4040 : CLAY : brown to gray, slight plastic, damp, silty ' il
.0/4. 1" SCH 40 PVC RISER
i L 70/9200
| 97 EP-15-05-SL
i | 4.0/4.0 (4.0-6.0) oL
=1 1
1 = 76/8500
| 10| 4040 HIGH SOLIDS BENTONITE
B i GROUT
- CLAY: brown, slightly plastic, moist to wet, silty
1 EP-15-13-SL
1 | 4.04.0 (12.0-14.0) cL 1
7 15— 50/9000
415 — | CLAY: brown, slightly plastic, wet, w/silt
1 ~| 4.04.0 | [
i - CL Ins
SECONDARY FILTER PACK
| 20 il (100 Mesh)
i . 44/8800 ol
410 — — | 4.0/4.0 fzﬁ
il CLAY: brown, slightly plastic, wet, sandy CL ()
A (Hd
i SAND: brown, fine grained, wet i(:(
| 25— SP };::hg:
EP-15-25-SL Wl 1.0" x 2.5" PREPACKED SCREEN
i 1l 4035 (24.0-26.0" (G (20740 Mesh)
2 i CLAY: gray, plastic, wet, gravell i
405 J 9700 gray, p g y GC O
i CLAY: gray, plastic, wet CH 5:1(
1 — | 2.0/2.0 EP-15-29-SL || _ . CL o
1 29 (28.0-30.0) CLAY: gray, moderate plastic, sandy iﬁ‘ﬁ
e Bottom of Hole 30.0°
400 — il
| BB
395 — il
40
@ Westinoh == == Client: Westinghouse Electric Company
g i B Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borebinles EP18
3300 State Road P St. Louis, MO 63114 it 1 of
Festus, MO 63028 '
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Client
_ocation:

~roject:

Geologist:

Date Started:
Date Finished:

Westinghouse Electric Company
Hematite, MO

Boring:EP-16

Drilling Method:

Surf. Elev:

Hematite Remedial Investigation Northing:
06/18/04 Easting:
06/18/04 Total Depth of
J. Grupp Top of Casing:
Total Depth of

Drilling Contractor: IPS

Direct Push
431.74
864542 .36
827246.65
30.0 feet
434.24
30.0 feet

Boring:

Well:
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% a S A1 0 ug 5 Sample | Lithology Lithology Description USCS| Construction Description
| J Bkgrd= Bkgrd=
- 55/5600 0.3
|0 v topsolL 2'x 2'x 0.5' CONCRETE PAD
il e 7
430 — 11 4.0/35 — || CLAY:brown to gray, slightly plastic, silty || !.
ek N/A 1" SCH 40 PVC RISER
| = 70/9700
| °— EP-16-05-SL
i | 4.014.0 (4.0-6.0)
== .
i CLAY: b /gray, slightly plastic, d /silt
J 48/9600 rown w/gray, slightly plastic, damp w/si
| 10| 4040 G HIGH SOLIDS BENTONITE
. ) GROUT
4204 -
) CLAY: brown, slightly plastic, wet, silty
1 - | 4.0/4.0
| 19— a20dan0 EP-16-15-SL
b i3 (14.0-16.0" cL
415 - 1
11 || AR J SECONDARY FILTER PACK
= J 1k (100 Mesh)
1 20 ol
il CLAY: brown, slightly plastic, wet w/fine sand 3‘*(—(
= 56/8800 CL S
410 — — | 4.0/4.0 fjﬁ
= SAND: brown, fine, wet ()
| SP e
T S ot 1.0"x 2.5" PREPACKED SCREEN
4 o5 _ LY NO RECOVERY ;E:; (20/40 Mesh)
]I
i | 4.0/2.0 R G
405 — 62/8750 X X {_(
Jl EP-16-27-SL|l0c © © . : SRS
Nl , GRAVEL.: fine to coarse w/medium to coarse il
)| (26.0-28.0) | | O, O ©J cang GW g
1 30 || CLAY: gray, wet, gravelly GC e
e Bottom of Hole 30.0°
400 — 1
1 85—
395 — 1|
140
@ Westinoh == == Client: Westinghouse Electric Company
g ol B Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borebls® EP-18
3300 State Road P St. Louis, MO 63114 it 1 of
Festus, MO 63028 '
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Drilling Contractor: IPS

Client Westinghouse Electric Company
|ocation: Hematite, MO

Project: Hematite Remedial Investigation
Date Started: 07/07/04

Date Finished: 07/08/04

Geologist: J. Grupp

Boring:EP-18A

Drilling Method:

Direct Push

Surf. Elev: 433.67
Northing: 864634.92
Easting: 827250.11
Total Depth of Boring: 31.0 feet
Top of Casing: 436.17
Total Depth of Well:  31.0 feet

®
L
At © O
E) _ | 38| faE | ~ | 8%
- T O )] an = O
QO Nt () <L (D — o o
Bl s | E§5 | X5 | & | 07 -
> *% ©Q 4 A T Well Well Construction
) G o Bt . 4 . 5 . . .
i ' S ] o e Sample | Lithology Lithology Description USCS| Construction Description
Il Bkgrd= Bkgrd=
435 J 55/5600 0.3
: 0 | B —poolL 2 x 2 x 0.5' CONCRETE PAD
i 1| 4040 o= SILTY CLAY: brown w/gray, damp to wet, J
1l o - w/gravel and wood debris (Fill 1" SCH 40 PVC RISER
430 — - 76/5800 -
i ~ | 4.04.0
ol J CLAY: brown mottling, slightly plastic, damp, ;
425 —  _
EP-18-09-SL . ,
s ] ; CLAY: brown, slightly plastic, wet, gravelly l B
10— | 4.04.0 (8.6:-10.05 HIGH SOLIDS BENTONITE
i — | B GROUT
T l 74/5600 cL
420 — ~| 4.000
15— EP-18-15-SL
T < (14.0-16.0" | 0
= % X || NORECOVERY g &
4 ] X X 1
-1 4.0/0.0 XX
a1 . X X 1
| 20 N/A w
1 ® B
1 - | 4.0/0.0 X X | |}
I - o
410 - _ S
KX 1 B SECONDARY FILTER PACK
| 25 — pd 4 }( ( (100 Mesh)
il Pt Pt 1k‘:: l'::
| —| 4.0/1.0 o s
v N/A i
- CLAY: gray, plastic, wet Sn
T CH K 1.0"x 2.5" PREPACKED SCREEN
405 — 1| m (20/40 Mesh)
) 3 0/2.0 EP-18-29-SL HE
30— | (28.0-30.0" (HC
il 68/54.00 CLAY: gray, wet wihrace sand and fine gravel CL (-
il inferbedded
1 - Boltom of Hole 37
400 — 1
1 35—
395 — |
140
@ Westinohouse == = Client Westinghouse Electric Company
g ot D A Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole: EP-18A
3300 State Road P St. Louis, MO 63114 _— §
Festus, MO 63028 el
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Client Westinghouse Electric Company I . » Drilling Method: Direct Push
| ocation: Hematite, MO Borlng ] EP 1 8B Surf. Elev: 433.67
Project: Hematite Remedial Investigation Northing: 864634.92
Date Started: 07/08/04 Easting: 827250.11
Date Finished: 07/08/04 Total Depth of Boring: 12.0 feet
(Geologist: J. Grupp Top of Casing: 436.17
Drilling Contractor: IPS Total Depth of Well:  12.0 feet
s
an ‘© e,
rm O — £ =
4= g & —
omill == 0 O = - =
§| €| 8z 28| L |z1
Ie = O ® < (), .
> o Q. 1 N B | | o Well Well Construction
i ' 8 ] o e Sample | Lithology Lithology Description USCS| Construction Description
= 1 MIP, PID, RAD, and Lithology data taken from
i . _ EP-18A
435 ] S5/2600 "3
: ) i | 2 x 2 x 0.5' CONCRETE PAD
i o] = SILTY CLAY: brown w/gray, damp to wet, f': 1" SCH 40 PVC RISER
il -~ w/gravel and wood debris (Fill)
i HIGH SOLIDS BENTONITE
430 — | — GROUT
76/5800
| 5 - — 5 SECONDARY FILTER PACK
Bl |l TR (100 MESh)
= CLAY: brown mottling, slightly plastic, damp, 31( 1<
J Il silty &1 ﬁf};{i
T (e
425 - _ (e -
1 10 — SR CLAY: brown, slightly plastic, wet, gravelly i(i.( gz'gmxuzmﬁesi)REPACKED SLREEN
< | (Hq
Al | Bottom of Hole 12.0°
420 — 1
1 15—
415 — :
| 20—
410 — :
| 25—
405 — :
| 30
400 — :
1 85—
395 — :
140
. === Client: Westinghouse Electric Company
Westmghouse — A o | | o
Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole: EP-18B
3300 State Road P St. Louis, MO 63114 _— §
Festus, MO 63028 e <
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Client Westinghouse Electric Company Bori ng : E P_20 Drilling Method: Direct Push
_ocation: Hematite, MO ] Surf. Elev: 432.32
Project: Hematite Remedial Investigation Northing: 8646195.38
Date Started: 06/08/04 Easting: 827331.56
Date Finished: 06/21/04 Total Depth of Boring: 31.0 feet
Geologist: J. Grupp Top of Casing: 434.82
Drilling Contractor: IPS Total Depth of Well:  30.0 feet
®
-
s ‘© O
= > O o —
- |lg| 82|25 | & | 2§
O = rye | @ = o=y
IS = O ® < (), .
> o3 0 £ N e Well Well Construction
o | O | 8 0] = ug .. | Sample | Lithology Lithology Description USCS| Construction Description
435 — 1
1 0 T | |2x2x05 CONCRETE PAD
] | L ToPsolL ] X 2' X
430 — 1| 4040 : CLAY: brown, slightly plastic, damp, silty S ——
I . 66/10200
1 °7 EP-20-05-SL
| | 4.04.0 (4.0-6.0) cL
) i 40/9600
. 10| 4080 HIGH SOLIDS BENTONITE
| i GROUT
420 — : CLAY: brown, slightly plastic, wet, silty
A 1] a.04.0 L
1 15— 44/9700 EP.2015.5L
- (14.0-16.0"
il CLAY: brown, slightly plastic, wet, w/some silt
415 — i 5
& | 40 16 SECONDARY FILTER PACK
] i i 1 b (100 Mesh)
1% (il
I . 44/9600 iy
| 4.0/4.0 Und
410 — | CLAY: brownish gray, plastic, wet i(:lr(
0 J w/ fine sand below 27.0" f:ﬂ
- - He 1.0" x 2.5" PREPACKED SCREEN
25 — L (20/40 Mesh)
= EP-20-25-SL L
A | 4.0/4.0 (¢4.0-25.9) (]
ll (:1(
405 —_ | 50/94.00 E,-Eir grayish brown, slightly plastic, moist, %(i(
| i A
| 30 I | 3.5/3.0 o
400 — 3 Bottom of Hole 31.5°
| Bb=—
395 — ji
40
@ Westinoh === Biapf Westinghouse Electric Company
estingnouse J— ""-“- Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borebinls® BP9
3300 State Road P St. Louis, MO 63114 _— §
Festus, MO 63028 e <
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Client Westinghouse Electric Company Bori ng : L F_08 Drilling Method: Direct Push

_ocation: Hematite, MO Surf. Elev: 435.68
Project: Hematite Remedial Investigation Northing: 864522.95
Date Started: 07/16/04 Easting: 82/109.97
Date Finished: 07/19/04 Total Depth of Boring: 38.0 feet
(Geologist: J. Grupp Top of Casing: 438.18
Drilling Contractor: IPS Total Depth of Well:  33.0 feet
®
c
ty © O
= = 0 o =
- |lg| 82|25 | & | 2§
0 — D - <L ) _— 0O O
Bls | X5 || & | 07 -
> o OQn £ N e Well Well Construction
= | 0 Qv 5] T, g ,. | Sample | Lithology Lithology Description USCS| Construction Description
| Il Bkgrd= Bkgrd=
g Al 20/4000 0.5
435 __ 0 BRI 2' x 2' x 0.5' CONCRETE PAD
& 1| 4010 1| CLAY: olive green, slightly plastic, dry to damp,
il St : : 1| silty (FILL) 1"SCH 40 PVC RISER
gi LF-08-03-SL
T - 48/5000 (2.0-4.0" CL
1 5= LF-08-05-SL
430 — A (4.0-6.0")
= | — CLAY : olive gray to brown, slightly plastic,
gii 1| damp, silty, slight odor
il | . =i CL
| 10—| 4.040 -
4125 — il 1| CLAY:: silty, brown, slightly plastic, damp
i CL
1 - 48/4600
il - ' | CLAY: brown wigray mottling, slightly plastic,
il 1| damp, silty
1 ~| 4.0/4.0
| 15— LF-08-15-SL HIGH SOLIDS BENTONITE
420 — . (14 .0-16.0) GROUT
T | 4.0/35
| i CL
1 20 50/44.00
415 — )l
LF-08-21-SL - J K SECONDARY FILTER PACK
i | 4.04.0 (20.0-22.0) : 4 [d FERRMRsh)
1 = (k
1 25— 5
410 — | 4.0/3.0 ' — Eﬁ
i - _ e
g SANDY CLAY: brown, slightly plastic, damp cL (7
i Fhiarod 2 (i 1.0"x 2.5" PREPACKED SCREEN
i . SAND: brown, fine grained, moist to wet - }{:i (20/40 Mesh)
| 30— | 40125 | _ iﬁ;ﬁ
405 — uil 2 .DCJ ,:]ID @E GRAVEL: fine w/coarse sand, wet GP i(zl(
1 gi — | cLay: gray, plastic, wet CH izzi
L 1 2 S B GRAVEL: brown, fine to coarse, wfine to coarse
| 3.0/2.0 . E:'CJ CJD C?'c sand
1 85— 44/4500 c OO
400 — J o D'?:J' QD G‘: GW
= LF-08-37-SL | @@ @G O
| ZREE (36.0-3800 | © © ¢
i Lot B (T o
2] | Bottom of Hole 38.0°
140
=== Client: VWestinghouse Electric Company
ol B Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borebisle® LEOB
3300 State Road P St. Louis, MO 63114 it -y
Festus. MO 63028 el .
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Client Westinghouse Electric Company Bori ng : LF_09 Drilling Method: Direct Push
|_ocation: Hematite, MO ] Surf. Elev: 435.58
~roject: Hematite Remedial Investigation Northing: 864561.93
Date Started: 07/16/04 Easting: 827117.93
Date Finished: 07/16/04 Total Depth of Boring: 35.0 feet
(Geologist: J. Grupp Top of Casing: 440.58
Drilling Contractor: IPS Total Depth of Well:  35.0 feet
®
c
an © e,
= > O o =
- g | 82|25 | & | 2§
O bt L~ < (N — oo
5l s | X5 | X% | £ | 0 .
> o3 OQn £ N e Well Well Construction
% A 8 U ] o ; g 5 Sample | Lithology Lithology Description USCS| Construction Description
s ] Bkgrd= Bkgrd= ™
x 4074500 0.3
435 — 0 el A oNCRETE 2'x 2'x 0.5' CONCRETE PAD
| N /
1 4| 4030 CLAY: olivegray, slightly plastic, moist, silty
il o wibrick and gravel, organic odor (FILL) 1" SCH 40 PVC RISER
il A LF-09-03-SL
& 57 /4500 (2.0-4.0)
1 e
430 —
1| 4.0/4.0 1
! | O O O ¢
- | 5w GRAVEL: brown, fine, clean (FILL) R
! O O O ¢
. O O O
A 0O O O (¢
10— [ 4020 e HIGH SOLIDS BENTONITE
425 = | GRAVELLY CLAY: grayish brown (FILL) | SHOLE
i il 30/4500 — | CLAY:brown to gray, slightly plastic, moist
I ] CL | 1
| 4.01.0
1 15—
420 )
- CLAY : brown w/gray mottling, slightly plastic,
4 i LF-09-17-SL wet ':
il 1| 4040 SRR cL il SECONDARY FILTER PACK
o { I¢ (100 Mesh)
1 20 54 /4300 25‘(
415 —f | 1::1:(
= ) : . ; . (H]
1l 20m0 CLAY : brown, slightly plastic, moist, silty Ei[:
4 9 i
I el e
25 LF-09-25-SL HE
+i0 1| 4.0/3.0 || 44/4200 (24.0-26.0)) i B
i g Ayl
- CLAY: gray, slightly plastic wisilt S
. 1 qne 1.0" x 2.5" PREPACKED SCREEN
Y _ H (20/40 Mesh)
1 30| 4.0m2.0 [ 451500 :@:35(
405 — | gH;
1 | L(Z‘éjﬁ:i‘z'g')- SAND: gray, fine w/fine gravel ] SP izi
- | v % NO RECOVERY H
- . 3.0/0.0 pe e i;‘(
1 35 i (H
400 — o Bottom of Hole 35.0'
140
@ Westinoh == s Efiant’ Westinghouse Electric Company
e ||'|g OUSE T - Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
Hematite Facility 8421 St. John Industrial Drive Borehole:  LEOO
3300 State Road P St. Louis, MO 63114 Sheet 1 of 1
Festus, MO 63028 ek O
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Client
_ocation:

~roject:
Date Started:

Geologist:

Date Finished:

Westinghouse Electric Company
Hematite, MO

Hematite Remedial Investigation
06/03/04

06/03/04

J. Grupp

Drilling Contractor: IPS

Boring:NB-30

(P2-4)

Drilling Method:
Surf. Elev:

Northing:
Easting:

‘otal Depth of Boring:
op of Casing:
Total Depth of Well:

Direct Push
431.25
864720.30
827695.04
34.0 feet
433.75
31.5 feet

Elevation (ft)

Core Recovery

(Pen/Rec)
RAD
(Beta/Gamma)

PID (MIP)

o

PID (Conventional)

(Ppm)

b
n

Sample

Lithology

Lithology Description

USCS

Well

Construction

Well Construction
Description

4 0O

1| 4.04.0

54/9700

] B

4.0/3.0

4.0/4.0

53/8900

Al -1 | 4.04.0

51/8800

2] -1| 4.04.0

20

1| 4.0/1.5

41/8650

4.0/2.0

8577900

4.0/2.0

36/8200

NB-30-05-SL
(4.0-6.0)

NB-30-15-SL
(14.0-16.0"

NB-30-25-SL
(24.0-26.0"

NB-30-33-SL
(32.0-34.0"

CLAY : brown, non-plastic, damp, silty

CL

CLAY : brown, slightly plastic, wet, silty

CL

CLAY: brown, plastic, wet, trace fine gravel CH

CLAY: brown to gray, plastic, wet CH

NO RECOVERY

CLAY: brown to gray, plastic, wet 2

NO RECOVERY

CLAY : gray, plastic, wet w/sand CH

P I e, R o O R M e
o

GRAVEL: fine to coarse with coarse sand

GRAVEL: fine to coarse with medium to coarse GW

sands

2'x 2'x 05" CONCRETE PAD

1" SCH 40 PVYC RISER

HIGH SOLIDS BENTONITE
GROUT

SECONDARY FILTER PACK
(100 Mesh)

1.0" x 2.5" PREPACKED SCREEN
(20/40 Mesh)

3 | 2.0/2.0
| 85—

Bottom of Hole 34.0°

3300 State
Festus, MO

40
Westinghouse

Westinghouse Electric Company
lematite Facility

Road P
63028

SAIC

8421 St. John Industrial Drive
St. Louis, MO 63114

Client:
Project.

Location:
Borehole:
Sheet:

Westinghouse Electric Company

NB-30
1 of 1

Hematite Remedial Investigation
Hematite, MO
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Client
_ocation:

~roject:
Date Started:

Geologist:

Date Finished:

Westinghouse Electric Company
Hematite, MO

Hematite Remedial Investigation

06/03/04

06/17/04
J. Grupp

Drilling Contractor: IPS

Boring:NB-31
(P2-3)

Direct Push
433.81

864713.58
827582.73

Drilling Method:
Surf. Elev:

Northing:

Easting:

op of Casing:

‘otal Depth of Boring:

Total Depth of Well:

33.0 feet
436.31
32.0 feet

Elevation (ft)

Core Recovery
(Pen/Rec)

RAD
(Beta/Gamma)
PID (MIP)

o

PID (Conventional)

(Ppm)

-1
ka
()

Sample

Lithology

Lithology Description

USCS| Construction

Well

Well Construction
Description

4.0/2.0

32/5800

425 =

4.0/4.0

60/6000

4.0/4.0

1 20

4.0/4.0

40/6100

4.0/4.0

72/6000

4.0/4.0

4.0/4.0

42/6200

1.0/1.0

36/5600

ol

Lo
L
e

030
RS

NB-31-05-SL

(4.0-6.0")

NB-31-15-5L

(14.0-16.0"

NB-31-25-5L

(24.0-26.0"

NB-31-32-SL|| " o
(31.0-33.0) |0 ©

FILL: DGA

CLAY: brown, slightly plastic, moist to wet, silty

CLAY: brown, slightly plastic, damp to moist,

silty

CL

CLAY: brown, slightly plastic, wet, trace silt

CL

CL

CLAY : dark brown, plastic, wet, trace fine gravel

CH

CLAY : grayish brown, plastic, wet, fine gravel

CH

CLAY: dark gray, plastic, wet, fine gravel

CH

SAND: gray, fine grained, wet

SP

GRAVEL: fine to coarse w/ med. to coarse sand

GW

2'x 2'x 05" CONCRETE PAD

1" SCH 40 PVYC RISER

HIGH SOLIDS BENTONITE
GROUT

SECONDARY FILTER PACK
(100 Mesh)

1.0" x 2.5" PREPACKED SCREEN
(20/40 Mesh)

Bottom of Hole 33.0°

Westinghouse Electric Company

3300 State
Festus, MO

lematite Facility

Road P
63028

]
—
— dmm— =
= — s e —
— N T TEET I
—TE

SAIC

8421 St. John Industrial Drive
St. Louis, MO 63114

Client:

Project.
Location:
Borehole:
Sheet:

Westinghouse Electric Company

Hematite Remedial Investigation
Hematite, MO

NB-31
1 of 1
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Client

~roject:

| ocation:

Date Started:
Date Finished.
Geologist:
Drilling Contractor: IPS

Westinghouse Electric Company
Hematite, MO

Hematite Remedial Investigation
06/04/04

06/15/04
J. Grupp

Boring:NB-32

(P2-8)

Direct Push
431.79
864580.46
827466.77
34.0 feet
434.29
33.9 feet

Drilling Method:
Surf. Elev:

Northing:

Easting:

Total Depth of Boring:
op of Casing:

Total Depth of Well:

Elevation (ft)

Core Recovery
(Pen/Rec)

RAD
(Beta/Gamma)

PID (MIP)
PID (Conventional)
(PpmM)

Sample | Lithology

o
b
n

Lithology Description

USCS

Well
Construction

Well Construction
Description

1 T
0 0 © O 4 GRAVEL:fil 2% 2'x 05" CONCRETE PAD
1 i o "o "o |
430 — 4 S1 T
060 T S S 1"SCH 40 PVC RISER
i . 42/5700 — e
” CLAY: brown, moist, slightly plastic, silty CL

NB-32-5-SL

-| | 4.04.0
425 .

420 — A

4.0/4.0

60/6000

(4.0-6.0")

CLAY: brown, w/ gray mottling, slightly plastic,

wet, silty, strong organic odor

CL

4.0/4.0

40/5000

CLAY : brown, slightly plastic, wet, silty

CL

HIGH SOLIDS BENTONITE
GROUT

NB-32-15-5L

(14.0-16.0"

413 — A

1 - | 4.0/4.0

1 20

i = 48/5400
410 — - | 4.0/4.0

i -1| 4.0/3.0
405 — i 4415400

CLAY: brown, slightly plastic, wet (saturated) w/

some silt

CL

SECONDARY FILTER PACK

4.0/4.0

CLAY : dark brown, plastic, wet

CH

5] B (100 Mesh)

NB-32-27-SL

(26.0-28.0"

2.0/2.0

35/6008

CLAY: grayish brown, plastic, wet

CH

_ 1.0" x 2.5" PREPACKED SCREEN
f (20/40 Mesh)

CLAY: gray, plastic, wet, w/fine sand

CH

CLAY: gray, sandy, trace fine gravel

CL

CLAY : gray, plastic, wet

CH

GW

GRAVEL.: fine to coarse wfcoarse sand

Bottom of Hole 34.0°

40
Westinghouse

Westinghouse Electric Company

lematite Facility
3300 State Road P
Festus, MO 63028

SAIC
8421 St. John Industrial Drive
St. Louis, MO 63114

Client:

Project.
Location:
Borehole:
Sheet:

Westinghouse Electric Company
Hematite Remedial Investigation
Hematite, MO

NB-32

1 of 1

C-26




|ocation: Hematite, MO

Client Westinghouse Electric Company Bori ng : N B_33 Drilling Method: Direct Push
] Surf. Elev: 433.30

Project: Hematite Remedial Investigation (P2_1 3) Northing: 864489.21
Date Started: 06/04/04 Easting: 827369.68
Date Finished: 06/04/04 Total Depth of Boring: 31.0 feet

Geologist: J. Grupp op of Casing: 435.80
Drilling Contractor: IPS Total Depth of Well:  31.0 feet

Elevation (ft)
Core Recovery
(Pen/Rec)

RAD
(Beta/Gamma)
PID (MIP)

PID (Conventional)

(PpmM)

Sample | Lithology Lithology Description USCS

o
b
n

Well Well Construction

Construction Description

435 — Il
4 0 2 x 2'x 0.5' CONCRETE PAD
FILL: DGA '
J | 4080 1" SCH 40 PVC RISER

430 — = 60/6200 ' 1| CLAY: brown wigray, slightly plastic, damp, silty

19— " NB-33-05-SL
~| 4.0/4.0 (4.0-6.0")

1 ~ ' 0 CL
425 — il =

il 44 /5900
10 — | 4.0/4.0

, || CLAY: brown w/gray mottling, slightly plastic,
420 — Nl | 1| moist, with silt

-1 | 4.04.0

15 — 58/6200
~ NB-33-15-SL
_ * (14.0-16.0"

415 — —1 | 4.0/3.0 CL

20

= 44/6200
1| 4.0/4.0

410 —

: CLAY: gray, plastic, wet, w/sand
25— _ CH

-1| 4.0/3.0
SANDY CLAY: gray, slightly plastic, wet

i 1 N/A NB-33-27-SL CL

| (26.0-28.0"

SAND: gray, medium to coarse grained SW

30— | 4.0/3.0 ; CLAY: gray, plastic, wet, sandy CH

HIGH SOLIDS BENTONITE
GROUT

T SECONDARY FILTER PACK
CRe (100 Mesh)

( 1.0" x 2.5" PREPACKED SCREEN
(20/40 Mesh)

i | Bottom of Hole 31.0'
400 — T

A S5
395 — Jl

40
: — Client:
WES"nghOUSE :"r'“- Project:

Westinghouse Electric Company SAIC Location:
lematite Facility 8421 St. John Industrial Drive Borehole:
3300 State Road P St. Louis, MO 63114 |
Festus, MO 63028 Sheet:

Westinghouse Electric Company

N
L

ematite Remedial |nvestigation
ematite, MO

B-33

of 1
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Client Westinghouse Electric Company Bori ng - N B_34 Drilling Method: Direct Push
|_ocation: Hematite, MO ] Surf. Elev: 432.92
Project: Hematite Remedial Investigation (P2_1 4) Northing: 864377.18
Date Started: 06/04/04 Easting: 827314.42
Date Finished: 06/17/04 Total Depth of Boring: 32.0 feet
(Geologist: J. Grupp Top of Casing: 435.42
Drilling Contractor: IPS Total Depth of Well:  32.0 feet
®
c
ay © e,
= = 0 o =
- |lg| 82|25 | & | 2§
O ey L~ < (N = o ltsY
Bls | X5 || & | 07 -
> o OQn £ N e Well Well Construction
= | 0 Qv 5] T, g ,. | Sample | Lithology Lithology Description USCS| Construction Description
435 = =
1 0 fre— — .
| | .7 57 ol GRAVEL: wisitty clay (FILL) St ONGREIE Bl
o 4| 400 {| CLAY: brown, slightly plastic, dry silty o S ———
430 — - 58/54 00
: I CLAY: brown w{ gray, slightly plastic, silty
50— NB-34-05-SL
= — | 4.0/4.0 il CL
425 — u
CLAY:b / ttling , slightly plastic,
il J 54 /6000 oL S"rtr;r'uﬂw'n w/ gray mottling , slightly plastic
1 10— | 4040 HIGH SOLIDS BENTONITE
1 1l GROUT
I i CL
420 — =
T —| 4.0/4.0
1 5= 42/6100 NB-34-15-SL
Al )l (14.0-16.0")
|l CLAY: brown, slightly plastic, moist to wet,
gii wisome silt
415 — — | 4.04.0 CL
: 50 1 CLAY: brown, slightly plastic, wet, sandy
1 i 38/6100 cL sl SECONDARY FILTER PACK
& | 4.0/4.0 (LI (100 Mesh)
410 — . 0
1 I SAND: brown, wet, fine to medium grained SW (e
-+ 25 SAND: brown, fine, wet, w/fine gravel, w/ 2" iﬂ:ﬁ
NB-34-25-5L clay seams SW L
| 11 4040 (24 .0-26.0") ol
(S g
§il =i 44/6100 ’ .:JE' C]{:; S GRAUELiIbrnwn,wet, fine to cclmarse w/coarse ﬁ:i{(i 10"x 25" PREPACKED SCREEN
405 — |l o g sand, 0.5" clay seam 30.0-30.5 }{:i (20/40 Mesh)
O O 0 { T
ul ol B8 u GW 53(
71 30— | 4.0/4.0 o oL B8 alizzﬁi
e - 38/6200 o Oy By B 1
i 1l &l 4D Wm'd
400 — 1l Bottom of Hole 32.0°
= B
395 — =
- 40
@ Westinoh === Client: Westinghouse Electric Company
estingnouse T s - Project: -Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  NB-34
3300 State Road P St. Louis, MO 63114 it 1 of
Festus. MO 63028 el .
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Client

~roject:

| ocation:

Date Started:
Date Finished.
Geologist:
Drilling Contractor: IPS

Westinghouse Electric Company
Hematite, MO

Hematite Remedial Investigation
06/07/04

06/07/04
J. Grupp

Boring:NB-35

(P2-9)

Drilling Method:

Surf. Elev:
Northing:
Easting:

‘otal Depth of Boring:
op of Casing:
Total Depth of Well:

Direct Push
431.46
864511.76
827553.94
29.0 feet
433.96
29.0 feet

RAD
(Beta/Gamma)

PID (MIP)

o

PID (Conventional)

(Ppm)

b
n

Sample

Lithology

Lithology Description

USCS

Well

Construction

Well Construction
Description

62/10500

40/3800

93/9755

4710101

4273800

NB-35-01-SL
(0.0-2.0")

NB-35-15-SL
(14.0-16.0"

NB-35-25-SL
(24.0-26.0"

CLAY: brown, slightly plastic, moist, silty

CL

CLAY: brown, slightly plastic, moist to wet, silty

CL

CLAY : dark brown, plastic, wet

CH

CLAY: gray, plastic, wet, wfine sand

CH

GRAVEL: gray, fine to coarse w/coarse sand,
wet

GW

e,
1 s (i U 5 P
L

2'x 2'x 05" CONCRETE PAD

1" SCH 40 PVYC RISER

HIGH SOLIDS BENTONITE
GROUT

SECONDARY FILTER PACK
(100 Mesh)

1.0" x 2.5" PREPACKED SCREEN
(20/40 Mesh)

>
=) T
S | E | K
5| 5 | £%
5 | & | 24
o | Q| &
J:
430 — 1
il —1 1| 4.0/3.5
| 8-
425 _ —1 1| 4.0/4.0
: 10 — | 4.0/4.0
420 — :
: —1 | 4.0/4.0
| 15—
415 — :
: 1| 4.0/4.0
| 20
410 — 1
il —1 | 4.0/4.0
| 25—
405 i =11 4.0/4.0
g : 1.0/1.0
| 30—
400 — :
| 35—
395 —

Bottom of Hole 29.0°

3300 State
Festus, MO

40
Westinghouse

Westinghouse Electric Company
lematite Facility

Road P
63028

SAIC

8421 St. John Industrial Drive

St. Louis, MO 63114

Client:

Project.
Location:
Borehole:
Sheet:

Westinghouse Electric Company

NB-39
1 of 1

Hematite Remedial Investigation
Hematite, MO
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Client Westinghouse Electric Company Bori ng . N B_36

|ocation: Hematite, MO

Project: Hematite Remedial Investigation (P2_1 0)
Date Started: 06/07/04

Date Finished: 06/07/04

Geologist: J. Grupp
Drilling Contractor: IPS

Drilling Method: Direct Push
Surf. Elev: 426.70

Northing: 864438.84
Easting: 827721.24

"otal Depth of Boring: 28.0 feet
op of Casing: 429.20
Total Depth of Well: 24.0 feet

Elevation (ft)
Core Recovery
(Pen/Rec)

RAD
(Beta/Gamma)
PID (MIP)

PID (Conventional)

(PpmM)

Sample | Lithology Lithology Description

o
b
n

USCS

Well Well Construction

Construction Description

) | - CLAY: brown, slightly plastic, damp, silty

1| 4.04.0

= 52/9100

CL

2] . 4| CLAY: brown, slightly plastic, moist, silty
o— NB-36-05-SL -
i —| 4.04.0 (4.0-6.0"

CL

el : 1| CLAY: brown, slightly plastic, wet, silt
i 40/9000 1 R ?

10— | 4.04.0

415 - _

CL

-1 | 4.04.0

Al , || CLAY: dark brown, plastic, wet
1= 42/9600 T NB-36-15-SL

T e (14.0-16.0"

CH

410 — Z 1| CLAY: brownish gray, plastic, wet

-1| 4.04.0

20

== 46/3750

CH

—1| 4.04.0 i
i || CLAY:gray, plastic, wet, trace fine sand

25 — NB-36-25-SL

CH

i - | 4.0/2.0 | 47/9400 (24.0-26.0")

400 — - CLAY: brownish gray, slightly plastic, wet, wAine

to coarse gravel and coarse sand

CL

2'x 2'x 05" CONCRETE PAD

1" SCH 40 PVYC RISER

HIGH SOLIDS BENTONITE
GROUT

SECONDARY FILTER PACK
(100 Mesh)

_ 1.0"x 2.5" PREPACKED SCREEN
% (20740 Mesh)

ST
52 i T P D P
L4 P

ol Bottom of Hole 28.0°

| 80—
29D — |
1 85—
390 — A

40
Westinghouse 5='—_§ :-;——t

Westinghouse Electric Company SAIC

lematite Facility 8421 St. John Industrial Drive
3300 State Road P St. Louis, MO 63114

Festus, MO 63028

Client:
Project.

Location:
Borehole:
Sheet:

Westinghouse Electric Company

N
L

ematite Remedial |nvestigation
ematite, MO

B-36

of 1
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Client Westinghouse Electric Company Bori ng : N B_38 Drilling Method: Direct Push
|_ocation: Hematite, MO ] Surf. Elev: 431.47
Project: Hematite Remedial Investigation (P2_7) Northing: 864750.26
Date Started: 06/08/04 Easting: 828124.60
Date Finished: 07/12/04 Total Depth of Boring: 31.0 feet
(Geologist: J. Grupp Top of Casing: 433.97
Drilling Contractor: IPS Total Depth of Well:  31.0 feet
®
c
ty © O
= > O o —
- |lg| 82|25 | & | 2§
O bt L~ < (N = oo
5|l s | E5| X8 | = | O .
> o3 OQn £ N e Well Well Construction
o |8 | 8 5] T |, g .. | Sample | Lithology Lithology Description USCS| Construction Description
1 O O DCJ GD @E — 2'x 2' x 0.5' CONCRETE PAD
430 — 1| 4030 . : CLAY: brown, slightly plastic, dry, silty, trace
o b - roots 1" SCH 40 PVC RISER
il Ji CL
_—l 5_
405 : 4.0/4.0 | 45/5000
i i _ CLAY : brown, damp, slightly plastic, silty
2 Ji NB-38-09-SL i
| 10| 4040 S =i ek HIGH SOLIDS BENTONITE
] | — GROUT
450 — | 60/5100 |
b ; . 1| CLAY: brown, slightly plastic, damp to moist,
Al bl : silty
| | 4.04.0 — CL
| 15— NB-38-15-SL
i s (14.0-16.0") _ _ _ _
] )l A ! CLAY: brown, slightly plastic, moist to wet, silty
I | 4.04.0 - CL
: 20 - . . . qe SECONDARY FILTER PACK
1 | — || CLAY:brown, slightly plastic, wet, trace silt Hi i(:a( (100 Mesh)
410 — _ ek
I | 4.01.0 . —— _ _ e
|l AR 1| CLAY: grayish brown, slightly plastic, wet, sandy G f}(
1 — ] e
i 55 _ anns.cL CLAY : grayish brown, plastic, wet, w/ sand EE;E gz'g;fuzmﬁ;;)REPACKED ACREEN
1 -38-25-SL = N CH s
405 — - | 4.04.0 (24.0-26.0°) : (s
l il —1| CLAY: brownish gray, plastic, wet i(;(
I 4 __ e
| 30/2800 _ - CH i(:l(
| 30| 30830 g
g | — 1| CLAY: gray, plastic, w/fine sand interbedded CH i(:g;
400 — | Bottom of Hole 31.0'
| 35—
395 4
140
@ Westinoh == == Client: Westinghouse Electric Company
estingnouse —-fr--— Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  NB-38
3300 State Road P St. Louis, MO 63114 Bl 1 of
Festus, MO 63028 e, o
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Client
_ocation:

~roject:
Date Started:

Geologist:

Drilling Contractor: IPS

Date Finished:

Westinghouse Electric Company
Hematite, MO

Hematite Remedial Investigation
06/09/04

06/17/04
J. Grupp

Boring:NB-39

(P2-2)

Drilling Method:
Surf. Elev:

Northing:

Easting:

Total Depth of Boring:
op of Casing:

Total Depth of Well:

Direct Push
432.76
864704.94
827440.55
31.0 feet
435.26
31.0 feet

Elevation (ft)
Core Recovery

(Pen/Rec)

RAD
(Beta/Gamma)

PID (MIP)

o

PID (Conventional)

(Ppm)

b
n

Sample | Lithology

Lithology Description USCS

Construction

Well Well Construction

Description

1 O

1| 4.04.0

-1| 4.04.0

26/43900

4.0/4.0

34 /5000

-1 | 4.04.0

-1| 4.04.0

22/5000

| 20

1| 4.0/4.0

26/5000

| 25—
T | 4.0/4.0

52/5000

TOPSOIL: grayish brown, silty clay

NB-39-05-SL
(4.0-6.0"

CLAY : brown, slightly plastic, moist, silty
CL

CLAY: brown w/gray mottling, slightly plastic,
moist, silty

CL

CLAY : brown, slightly plastic, wet, silty

CL

NB-39-15-SL
(14.0-16.0"

CLAY : brown, slightly plastic to plastic, wet w/
silt

CL/CH

NB-39-25-SL
(24.0-26.0"

CLAY : brownish gray, plastic, wet

CH

€ o R <

CLAY: gray, plastic, wet, trace fine gravel
CH

CLAY : gray, plastic, wf fine sand interbedded CH

—

GRAVEL: fine to coarse w/med. to coarse sand GW

2'x 2'x 05" CONCRETE PAD

1" SCH 40 PVYC RISER

HIGH SOLIDS BENTONITE
GROUT

3 SECONDARY FILTER PACK
1 (100 Mesh)

i 1.0" x 2.5" PREPACKED SCREEN
b (20/40 Mesh)

| 1| 2.0m0
30—

Bottom of Hole 31.0°

40
Westinghouse

Westinghouse Electric Company

3300 State

lematite Facility
Road P

Festus, MO 63028

]
—
— dmm— =
= — s e —
T T D

SAIC

8421 St. John Industrial Drive
St. Louis, MO 63114

Client:
Project.

Location:
Borehole:
Sheet:

Westinghouse Electric Company

N
L

ematite Remedial |nvestigation
ematite, MO

B-39

of 1
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Client Westinghouse Electric Company Bori ng : N B_44 Drilling Method: Direct Push
|_ocation: Hematite, MO ] Surf. Elev: 418.67
Project: Hematite Remedial Investigation (P2_1 6) Northing: 864098.80
Date Started: 06/11/04 Easting: 827410.66
Date Finished: 07/20/04 Total Depth of Boring: 20.0 feet
(Geologist: J. Grupp Top of Casing: 421.17
Drilling Contractor: IPS Total Depth of Well:  20.0 feet
®
-
aty © O
= > O o —
- |lg| 82|25 | & | 2§
O % 0= <C (7 = OO
Bls | X5 || & | 07 .
> o3 OQn £ N e Well Well Construction
= | 0 Qv 5] T |, g .. | Sample | Lithology Lithology Description USCS| Construction Description
420 — |
10 ~ I
s CLAY: brown, slightly platic, damp, silty, trace mxeac e CONGRETE PAD
i fine sand ;
| | *Ree -~ 1" SCH 40 PVC RISER
419 — - 54/5600
Sh . NB-44-05-SL HIGH SOLIDS BENTONITE
= A\ (4.0-6.0) SRERIET
4l J SANDY CLAY: brown CL
i | 5 “o “o “d GRAVEL:brown, fine ek ﬁ%ﬁ%””#ﬁ* FILTER PACK
5 B 6 K€ es
410 — i & GQ QD’ ~| GRAVEL: brown, moist to wet, fine w/ coarse, i( 1§
1 Ao | wams O Clr;;. G[;:. Gr; w/medium sand 5.{:3,(
I 9 "o 0 o (e
NB-44-11-SL L
I - 30/5600 (10.0-12.07 || @G r:::.D' @( oW J
- SR (e
o o GG [:]G' 2 [:_(
405 — Sl
| 4.01.0 ] 5 e 0
| 15— — (o 1.0"x 2.5" PREPACKED SCREEN
o ) 2 _D_D_D‘ CLAY: gray, plastic, wet | CH %{i( (2;0;'4}{0 I'{ﬂesh)
1 Al 3 GG C]'D Q(‘ GRAVEL: gray, wet, fine to coarse w/ medium to r.f{:a.(
— o © © | coarse sand B
- | 4.0/1.0 | 35/5800 NB-44-18-sL llo o “o © GW Umd
400 — i 17.0-19.00)| © © © filtq
O o O ¢ g
1 20 c 0 © (G
i3 1 Bottom of Hole 20.0°
395 — I
| 28—
290 — J
| 30—
89 1
| 35
380 —
140
@ Westinoh == == Client: Westinghouse Electric Company
eslingnouse J— ""-“— Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  NB-44
3300 State Road P St. Louis, MO 63114 Bl { o4
Festus, MO 63028 e, <
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Client

|ocation: Hematite, MO
~roject:

Date Started: 06/15/04
Date Finished: 07/14/04
Geologist: John Grupp

Drilling Contractor: IPS

Westinghouse Electric Company

Hematite Remedial Investigation

Boring:NB-46

(P2-23)

Drilling Method:

Direct Push

Surf. Elev: 430.82
Northing: 8695095.03
Easting: 827/912.33
Total Depth of Boring: 30.0 feet
Top of Casing: 433.32
Total Depth of Well:  32.0 feet

T
c
an © o
— 1 1 S E =
r <
= | 5 & N £ - L=
O ey L~ (0 o ltsY
5|l s | E5 | g | £ | O~ .
> o OQn £ N e Well Well Construction
% a S A1 0 ug 5 Sample | Lithology Lithology Description USCS| Construction Description
1 0 ? 1 1 |
430 — | CLAY: brown, slightly plastic, moist, silty Sk GONGRETE BAl
| | PR N/A cL 1" SCH 40 PVC RISER
A CLAY: brown w/gray mottling, slightly plastic, ::;i
9] moist, sitly
425 — | 4.04.0 1
i Ji NB-46-9-SL
g — 8.0-10.0 i
10 —{| 4.04.0 ( ) HIGH SOLIDS BENTONITE
420 4 | [ GROUT
il CLAY: brown, slightly plastic, w/ brown fine CL
| i P % % gravel and trace fine sand
Ji < % | NORECOVERY
i — | 4.0/0.0 A A
1 15— AR 1
il CLAY: brown, slightly plastic, wet, gravelly w/
yi NB-46-17-SL fine sand and gravel CL | |
= —| 40/40 (16.0-18.0) +
A CLAY: brown, plastic, wet w/ fine sand
i CH (ls SECONDARY FILTER PACK
1 20 e (100 Mesh)
410 — 1 CLAY: gray, plastic, wet i(:a(
i | 4.01.0 e
” |l 1;(:3;(;
A | - (e
| (i
20— NB-46-25-SL (H 1.0" x 2.5" PREPACKED SCREEN
405 — 1| 4040 (24.0-26.0) B (20/40 Mesh)
) ) Py
g Hl iﬂzal’:
T i (4
A SANDY CLAY: gray, wet CL el
— | 2.0/2.0 NB-46-29-SL (] 1
- 30 (28.0-30.0) SAND: gray. wet. fine to coarse grained w/clay SW (;3
400 4 _ lenses (e
Bottom of Hole 30.0°
| 29—
395 — =
- 40
@ Westinoh == == Client: Westinghouse Electric Company
g i B Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  NB-46
3300 State Road P St. Louis, MO 63114 it 1 of
Festus, MO 63028 '
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Client

|ocation: Hematite, MO
~roject:

Date Started: 06/21/04
Date Finished: 06/21/04
Geologist: J. Grupp

Drilling Contractor: IPS

Westinghouse Electric Company

Boring:NB-48

Drilling Method: Direct Push

Hematite Remedial Investigation

(P2-62)

Surf. Elev: 438.24
Northing: 865183.93
Easting: 827/112.29
Total Depth of Boring: 36.0 feet
Top of Casing: 440.74
Total Depth of Well:  36.8 feet

T
o c
ay E ke,
— 1 1 S "E
E) _ 1 38| AE| ~ | 0%
O ey L~ < (N = o ltsY
Bls | X5 || & | 07 -
> o OQn £ N e Well Well Construction
= | 0 Q 5] = ug .. | Sample | Lithology Lithology Description USCS| Construction Description
440 — 1
il 0 3:3'.-* I I I
| W TOPSOIL -" 2'x 2'x 05" CONCRETE PAD
1 11 4030 i CLAY: brown, slightly plastic, damp, silty I
= il I 1" SCH 40 PVC RISER
ko I 1
1l i 34/9000
J B NB-48-05-SL CL
L | 4.0/3.0 (4.0-6.0°)
430 - -~
1 10— | 4.04.0 HIGH SOLIDS BENTONITE
g 1 GROUT
CLAY: light brown, plastic, wet N N
| - 52/9100
| | 4.04.0
1 15— NB-48-15-SL
< I L
CLAY: light brown wiblack mottling, plastic, wet
420 ~| 4.0/3.0
| 20 40/9200 CH
I e
415 - 7
1 CLAY : tan w/black and brown mottling, plastic,
| 25 NB-48-25-SL wet I SECONDARY FILTER PACK
1 ~| 4.0/3.0 (24.0-26.0") CH i( q (100 Mesh)
hirs ':-K:':-.(
T s CLAY: olive gray, plastic, wet A1
410 — T Gl
]
i (e
| 30— | 4.0/4.0 fa
] ok
J CLAY: gray, slightly plastic, wet CH zg::l::
- i 3 0 1.0" x 2.5" PREPACKED SCREEN
405 | o CLAY: gray, plastic, wet, trace fine gravel ii’;:z.fi (20/40 Mesh)
| ~| 4.04.0 CH f}(
i 48/8600 NB-48-35-SL (i
| (34.0-36.0") @(
5 Bottom of Hole 36.0" (4
400 — 1
40
@ Westinohouse - — = — Client: Westinghouse Electric Company
g A Erclne- (e ot Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  NB-48
3300 State Road P St. Louis, MO 63114 Bl 1 of
Festus, MO 63028 '
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Client

|ocation:
~roject:

Date Started:
Date Finished:

Geologist:
Drilling Contractor: IPS

Westinghouse Electric Company
Hematite, MO

Hematite Remedial Investigation
06/22/04

06/22/04
J. Grupp

Boring:NB-50
(P2-60)

Drilling Method:

Direct Push

Surf. Elev: 437.09
Northing: 865103.73
Easting: 827/079.22
Total Depth of Boring: 38.5 feet
Top of Casing: 440.09
Total Depth of Well:  38.4 feet

®
c
ay © O
E| | 38| fE | ~ | OF
- T O 0 0 — O
O ey L~ < (N = o ltsY
5| € | 6|8 | £ | o7 .
> o OQn £ N e Well Well Construction
% a S A1 o | g 5 Sample | Lithology Lithology Description USCS| Construction Description
440 —
il Bkgrd= Bkgrd=0.2
48/8200
|1 o R
A TOPSOIL 2'x 2'x 0.5' CONCRETE PAD
1 4 0/4 0 CLAY: brown, slightly plastic, moist sitly I
.0/4. 1" SCH 40 PVC RISER
435 — |
I 58/8900 d K
il ke NB-50-05-SL
4.0/4.0 (4.0-6.0" B
430 —
| W | s HIGH SOLIDS BENTONITE
| GROUT
| 72/8800
425 — CLAY: brown, slightly plastic wet, silty
| cL
4.0/4.0
15 — NB-50-15-SL CLAY: tan w/black mottling, plastic, wet CL
T (14.0-16.0Y
— CLAY: tan wigray and brown mottling, plastic,
moist, trace fine gravel
420 — "
4.0/4.0
| 20 58/9000 Gt
I 4.0/4 0
415 —
= CLAY : grayish brown, plastic, damp
il 25 NB-50-25-SL !
4.0/40 | 46/8800 (24.0-26.0°) CH
= R SECONDARY FILTER PACK
- X X NO RECOVERY i
1 Pad Pad 1@{_:1;(;
30 —|| 4.0/0.0 X X a
| B e
A X X S
(1
405 — CLAY: grayish brown to gray, plastic, moist, i(Zl(:
trace fine gravel and silt A
= m
I 4.04.0 Gh 1.0"x 2.5" PREPACKED SCREEN
L 47/8700 CH gl (20/40 Mesh)
il Ugd
il i(l(
400 — Sele® NB-50-37-SL (Ho
(36.0-38.0) SAND: gray, fine to coarse w/fine gravel SV i’ti—z;fi
Bottom of Hole 38.5°
40
@ Westinoh === Client: Westinghouse Electric Company
g i B Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  NB-50
3300 State Road P St. Louis, MO 63114 it 1 of
Festus, MO 63028 '
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Client
|ocation:
~roject:
Date Started:

Date Finished:

Geologist:
Drilling Contractor: IPS

Westinghouse Electric Company
Hematite, MO

Hematite Remedial Investigation
06/24/04

06/24/04
J. Grupp

Boring:NB-54

(P2-66)

Drilling Method:

Surf. Elev:
Northing:
Easting:

‘otal Depth of Boring:
op of Casing:
Total Depth of Well:

Direct Push
432 .88
864661.45
826838.59
32.0 feet
435.38
32.0 feet

Elevation (ft)

Core Recovery
(Pen/Rec)

RAD
(Beta/Gamma)

PID (MIP)

o

PID (Conventional)

(Ppm)

b
n

Sample

Lithology

Lithology Description

USCS

Well

Construction

Well Construction
Description

Bkgrd=
25/3800

4.0/4.0

4.0/4.0

34/4200

4.0/4.0

4.0/4.0

52/4200

4.0/4.0

20

4.0/3.0

4274600

4.0/3.5

4.0/3.5

46/4300

NB-54-05-SL
(4.0-6.0")

NB-54-13-5SL

(12.0-14.0Y

NB-54-25-SL
(24.0-26.0"

NB-54-31-SL [

(30.0-32.0"

_.4!' "y

5 S S & S

ASPHALT

GRAVEL: w/ brown silty clay (FILL)

CLAY : brown, slightly plastic, dry, w/ silt

CL

CLAY: brown, slight plastic, damp, silty

CL

CLAY : brown w/ blk & gray mottling, slightly
plastic, damp to moist, silty

CL

CLAY: brown w{f gray mottling, slightly plastic,
wet

CL

CLAY: grayish brown, plastic

CH

CLAY: gray, plastic, wet

CH

SANDY CLAY: gray, slightly plastic, wet

CL

SAND: gray, fine to coarse grained w/ coarse
sand

SW

GRAVEL: fine to coarse with coarse sansd

GW

7 T P 72 e ) 0l
i

2'x 2'x 05" CONCRETE PAD

1" SCH 40 PVYC RISER

HIGH SOLIDS BENTONITE
GROUT

SECONDARY FILTER PACK
(100 Mesh)

1.0" x 2.5" PREPACKED SCREEN
(20/40 Mesh)

Bottom of Hole 32.0°

— 40
Westinghouse

Westinghouse Electric Company

lematite Facility
3300 State
Festus, MO 63028

Road P

] N eEE———
e ——— . S —
— dmm— =
= — s e —
— I TR I r

SAIC
8421 St. John Industrial Drive
St. Louis, MO 63114

Client:

Project.
Location:
Borehole:
Sheet:

Westinghouse Electric Company

N
L

ematite Remedial |nvestigation
ematite, MO

B-54
of 1
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Client Westinghouse Electric Company Bori ng - N B_56 Drilling Method: Direct Push
|_ocation: Hematite, MO ] Surf. Elev: 434.75
roject: Hematite Remedial Investigation (P2_72) Northing: 864934.42
Date Started: 06/24/04 Easting: 827046.38
Date Finished: 06/24/04 Total Depth of Boring: 39.0 feet
(Geologist: J.Grupp Top of Casing: 437.25
Drilling Contractor: IPS Total Depth of Well:  35.0 feet
®
c
it © 0
= = 0 o =
- |lg| 82|25 | & | 2§
O ey L~ < (N = o ltsY
=~ o O 4 A S Well Well Construction
= | 0 Qv 5] T, g ,. | Sample | Lithology Lithology Description USCS| Construction Description
| Bigrd= Bkgrd=0.2
~ J 37/4700
435 4
1 SEBTRET 2'x 2' x 0.5' CONCRETE PAD
I | e o II 1" SCH 40 PVC RISER
di - CLAY: brown, slight plastic, damp, silty
T — 48/5600 [
430 £_|
NB-56-05-SL
i - | 4.04.0 (4.0-6.0) CL
4257 10 | om0 HIGH SOLIDS BENTONITE
§ = GROUT
i = 38/5300
- CLAY: brown, slightly plastic, wel, silty, trace
J MB-56-13-SL || fine gravel
1 - | 4.0/4.0 (12.0-14.07 CL
420 — 15 |
) | XX NO RECOVERY
bl had pad
T — | 4.0/0.0 AKX
il | X X
415 — 5 A
Al L CLAY: brown, slightly plastic, wet, trace silt ,
CL S
1 | 4.0/4.0 || 44/5200 [
gyl : CLAY : brownish gray, plastic, wet CH
410 — 95 _| CLAY: gray, plastic, wet
NB-56-25-SL
i — | 4.0/4.0 (24.0-26.0% CH
- i I8 SECONDARY SAND PACK
- 38/5200 a0
o CLAY: gray, plastic, wet, trace fine sand 1 LR sh)
405 — il intermixed i{ z!i
30 —{| 4.04.0 (e
1 9 M
i i SEY 1.0"x 2.5" PREPACKED SCREEN
o | e (20/40 Mesh)
1 | SORO | 4400 NE-56-33-5L || D’G C’C, G',: GRAVEL.: fine coarse w/ coarse sand GW E@‘C
400 — 35 (32.0-34.00 | & o o G
=il < Bottom of Hole 3%
=== Client: VWestinghouse Electric Company
D A Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  NB-56
3300 State Road P St. Louis, MO 63114 it 1 of
Festus. MO 63028 el .
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Client
_ocation:

~roject:

Date Started:
Date Finished:
Geologist:

Westinghouse Electric Company

Hematite, MO
Hematite Remedial Investigation

06/25/04

06/25/04
J. Grupp

Drilling Contractor: IPS

Boring:NB-57A

(P2-69A)

Drilling Method:
Surf. Elev:

Northing:
Easting:

‘otal Depth of Boring:
op of Casing:
Total Depth of Well:

Direct Push
435.64
864923.74
826896.13
39.9 feet
438.14
39.0 feet

RAD
(Beta/Gamma)

PID (MIP)

PID (Conventional)
(PpmM)

o
b
n

Sample

Lithology

Lithology Description

USCS

Well
Construction

Well Construction
Description

Bkgrd=
31/4400

Bkgrd=0.4

36/4400

42/4400

40/3800

36/4100

32/4600

NB-57-05-SL
(4.0-6.0")

NB-57-15-SL
(14.0-16.0"

NB-57-29-SL
(28.0-30.0"

NB-57-34-SL
(33.0-35.0")

ASPHALT

FILL

CL

CLAY : brown, slightly plastic, dry, silty

CLAY: brown, slightly plastic, damp, silty

CL

CL

CL

CL

NO RECOVERY

CLAY: gray, plastic, wet

CH

CLAY: gray, plastic, wet, trace fine gravel
w/organics

SAND: gray, fine grained wfine to coarse

gravel Sp

W
| i P P 50 D
L

2'x 2'x 05" CONCRETE PAD

1" SCH 40 PVYC RISER

HIGH SOLIDS BENTONITE
GROUT

SECONDARY FILTER PACK
(100 Mesh)

1.0" x 2.5" PREPACKED SCREEN
(20/40 Mesh)

i
= >0
5 | £ | 3K
8| €| To
s | & | 2%
u | 0| &
10
435 — 1
: || 4.0/4.0
1 5
430 — I
1 4.0/4.0
495 __ 101 4040
: || 4.0/4.0
1o
420 — )|
: || 4.04.0
1 20
415 — 1
: || 4.0/0.0
| 25—
410 — 1
1 4.0/0.0
405 __ 30 | 4.0m0
Il - | 4.025
| 35—
400 — )|

Bottom of Hole 35.5°

3300 State

40
Westinghouse

Westinghouse Electric Company

lematite Facility
Road P
Festus, MO 63028

8421 St. John Industrial Drive
St. Louis, MO 63114

Client:
Project.

Location:
Borehole:
Sheet:

Westinghouse Electric Company

1 of 1

Hematite Remedial Investigation
Hematite, MO

NB-07A

C-39




Client Westinghouse Electric Company I . _ Drilling Method: Direct Push
| ocation: Hematite, MO Borlng ] N B 57B Surf. Elev: 435.09
Project: Hematite Remedial Investigation (P2_698) Northing: 86492214
Date Started: 06/25/04 Easting: 826897.33
Date Finished: 06/25/04 Total Depth of Boring: 24.0 feet
(Geologist: J. Grupp Top of Casing: 438.09
Drilling Contractor: IPS Total Depth of Well:  24.0 feet

®
-
g © O
= = 0 o =
- |lg| 82|25 | & | 2§
0 — DL — <L ) premm 0O O
5| s | E5 |5 | & | Q07 i
> Q 0 £ N e | | o Well Well Construction
] s 8 ni) N ug 5 Sample | Lithology Lithology Description USCS| Construction Description
= 1 MIP, PID, RAD, and Lithology data taken from
A J Bkgrd= Bkgrd=0.4 NB-57A
J 31/4400
435 __ 0 ] T 2'x 2'x 0.5' CONCRETE PAD
] 1 . ek 11 1" SCH 40 PVC RISER
- CLAY: brown, slightly plastic, dry, silty
- I 367400 CLAY: brown, slightly plastic, damp, silty
430 — 5 HIGH SOLIDS BENTONITE
1 10— cL
| i 42/4400 al SECONDARY FILTER PACK
| 1 Sl (100 Mesh)
1
T gl cL (e
7 15— g
420 — J (He
i A i(l(
J (i
| [ 40/3800 cL (-
1 i e
20 — ey
415 — X X NO RECOVERY o
i % B K
T N B Ehﬂ: 1.0"x 2.5" PREPACKED SCREEN
- | X X (i (20/40 Mesh)
=4 X X T
| 7
2 Bottom of Hole 24.0'
25—
410 — 1
| 30—
405 — I
| 35—
400 — J
140
@ Westinoh == = Client: Westinghouse Electric Company
estingnouse —-fr--— Project: -Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole: NB-57B
3300 State Road P St. Louis, MO 63114 it 1 of
Festus. MO 63028 el .
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Client
_ocation:

~roject:
Date Started:

Geologist:

Date Finished:

Westinghouse Electric Company

Hematite, MO
Hematite Remedial Investigation

06/28/04

06/28/04
J. Grupp

Drilling Contractor: IPS

Boring:NB-61

(P2-25)

Drilling Method:
Surf. Elev:

Northing:

Easting:

Total Depth of Boring:
op of Casing:

‘otal Depth of Well:

Direct Push
429.76
864995 63
82791712
29.0 feet
432.26
29.0 feet

RAD
(Beta/Gamma)
PID (Conventional)
(PpmM)

PID (MIP)

Sample

o
b
n

Lithology

Lithology Description

USCS

Construction

Well Well Construction

Description

Bkgrd=
61/10228

56/10400

NB-61-05-SL

(4.0-6.0")

7010200

NB-61-13-SL

(12.0-14.0Y

52/9800

TOPSOIL

CLAY: brown, slightly plastic, damp, silty
CL

CLAY: brown w/black, slightly plastic, damp to
moist, silty

CL

CLAY : brown w/black, slightly plastic, moist to
wet, trace fine gravel

CL

CLAY: brown w/gray mottling, slightly plastic,
wet w/silt

CL

NB-61-23-SL

(22.0-24 0"

48/10200

NB-61-28-5SL

(27.0-29.0 ||

6 S

CLAY : gray, plastic, wet, trace fine sand

CH

SANDY CLAY: gray, slightly plastic, wet CL

SP

SAND: gray, fine grained w/ fine clay GP

2'x 2'x 05" CONCRETE PAD

1" SCH 40 PVYC RISER

HIGH SOLIDS BENTONITE
GROUT

SECONDARY FILTER PACK
(100 Mesh)

1.0" x 2.5" PREPACKED SCREEN
(20/40 Mesh)

e,
1 s (i U 5 P
L

=
& Ty
S | £ | X
5| € | £o
> o o
@ L o
L] 0O O
430 — 0
: 1| 4.044.0
425 5
: || 4.0/4.0
el __ 10 4.0/4.0
T || 4.0/4.0
415 — 15 —
: 1] 4.0/2.5
410 — 50
: || 4.0/3.5
400 — 9L .|
: || 4.0/2.5
g : 1.0/1.0
400 — 30 —
395 — i

\GRAVEL: fine grained wffine sand and clay

/

Bottom of Hole 29.0°

3300 State
Festus, MO

Westinghouse Electric Company
lematite Facility

Road P
63028

SAIC
8421 St. John Industrial Drive
St. Louis, MO 63114

Client:
Project.

Location:
Borehole:
Sheet:

Westinghouse Electric Company

N
L

ematite Remedial |nvestigation
ematite, MO

B-61

of 1
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Client Westinghouse Electric Company Bori ng : N B_63 Drilling Method: Direct Push
_ocation: Hematite, MO ] Surf. Elev: 418.78
Project: Hematite Remedial Investigation Northing: 863845.20
Date Started: 7113/04 Easting: 827882.39
Date Finished: 7113/04 Total Depth of Boring: 22.9 feet
Geologist: J. Grupp Top of Casing: 421.28
Drilling Contractor: IPS Total Depth of Well:  22.0 feet
©
-
ay © O
= > O o —
- g | 8¢ /25 | & | 2§
O = L == D oo
Bls | X5 || & | 07 -
> o OQn £ N e Well Well Construction
o |8 | 8 0] T |, g .. | Sample | Lithology Lithology Description USCS| Construction Description
i Bkgrd= Bkgrd=
420 — - 37/5000 0.0
b 0 ? I I I
A CLAY: brown, slightly plastic, damp, silty w/ fine 2% 2% 00 CONCRETE FAD
i sand :
| 7| #-0m0 N/A 1" SCH 40 PVC RISER
415 — wi 46/7300
1 B NB-63-05-SL
1 | 4.0m.0 (04-08) HIGH SOLIDS BENTONITE
| | 1| CLAY: brown, slightly plastic, damp, sandy KT
410 | —_—
A o O _ O|| GRAVEL: brown, moist to wet, wffine to coarse ;
10— | 4.028 ° .7 57 4| sand { K SECONDARY FILTER PACK
b - o O O i( h( (100 Mesh)
= 596 5 u
- 50/6600 2@ B gifﬁ
A i - e B N
NB-63-13-SL|| . ©_ ©_© GW ol
405 — | 4025 (214 [° o 5 o i
T SR fmrd
15 — & 10, 0 o
| 0O O O ¢ g
J 5 Vs S © H 1.0" x 2.5" PREPACKED SCREEN
i - EI o E (20/40 Mesh)
ST s B € R ¢ ] hG
1 ~| 4.025 | 48/6600 e e
400 — SANDY CLAY: gray, slightly plastic, wet CL LT
i NB-63-19-SL f_a(
1 20 (18-207) GRAVEL: brown, fine w/coarse sand GP (] 1
J | (HG
2.5/0.0 N/A > XK NO RECOVERY i
i -2 ot W Wg'd
g = Bottom of Hole 22.5'
295 — d
- 29—
390 — .
T Bl
385 — il
D=
280 — J
40
== Client: VWestinghouse Electric Company
S o — Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  NB-63
3300 State Road P St. Louis, MO 63114 _— {
Festus, MO 63028 e <
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Client Westinghouse Electric Company Bori ng : N B_64 Drilling Method: Direct Push
|_ocation: Hematite, MO ] Surf. Elev: 418.88
Project: Hematite Remedial Investigation (P2_75) Northing: 864520.97
Date Started: 06/28/04 Easting: 828346.25
Date Finished: 06/28/04 Total Depth of Boring: 18.0 feet
Geologist: J. Grupp Top of Casing: 421.38
Drilling Contractor: IPS Total Depth of Well:  18.0 feet
®
-
e ‘© O
= > O o —
- |lg| 82|25 | & | 2§
O e 0= <C (7 = O o
Bls | X5 || & | 07 -
> o OQn £ N e Well Well Construction
o |8 | 8 5] T |, g .. | Sample | Lithology Lithology Description USCS| Construction Description
i [ Bkgrd= Bkgrd=
420 - - 40/9500 %
A CLAY: brown, slightly plastic, damp, silty w/fine 16T s A RIS B
g sand
1 | Ao N/A - 1" SCH 40 PVC RISER
415 - 50110100
A : SILT: brown, non plastic, damp wfine sand ,
Sh NB-64-05-SL ||& trace clay il N K HIGH SOLIDS BENTONITE
- 1| 4020 (4.0-6.0) ||© GROUT
: : SAND: brown, moist, fine grained SP
410 — 2 SAND: brown, moist, coarse grained w/ffine
gravel
1 10— | 4.012.0
il . SP i B
iR SECONDARY FILTER PACK
T = 52/8800 L] (100 Mesh)
| i i
i NB-64-13-SL || C
405 — | 4.0/2.0 (12.0-14.0") |t Gl
yl v © @ 0 GRAVEL: fine, brown, wet w/coarse sand CH
15 _ » 0 ®_ © (1]
T g R P (i
T T 6 B« 11 1.0"x 25" PREPACKED SCREEN
¥ - | 2.015 | 42/9700 NB-64-17-SL | S (20/40 Mash)
A i (16.0-18.0" SAND: brown, fine grained, wet SP fieg
400 — i Bottom of Hole 18.0'
1 20 —
395 — -
1 25
390 — =
1 80—
385 — "
| 35—
380 — y
40
== Client: VWestinghouse Electric Company
D A Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  NB-64
3300 State Road P St. Louis, MO 63114 _— { oA
Festus, MO 63028 e, <
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Client Westinghouse Electric Company Bori ng : N B_65 Drilling Method: Direct Push
_ocation: Hematite, MO ] Surf. Elev: 418.09
Project: Hematite Remedial Investigation (P2_74) Northing: 864180.23
Date Started: 07/12/04 Easting: 828422.68
Date Finished: 07/13/04 Total Depth of Boring: 18.0 feet
(Geologist: J. Grupp Top of Casing: 420.95
Drilling Contractor: IPS Total Depth of Well:  18.0 feet
®
-
g ‘© e,
= > O o —
- |lg| 82|25 | & | 2§
O = L == < = O o
5 | £ | 5|8 | € | 0~ .
> o3 OQn £ N e Well Well Construction
o |8 | 8 0] = ug .. | Sample | Lithology Lithology Description USCS| Construction Description
420 — J Bkgrd= Bkgrd=
- — 37/5600 0.1
4 0 fr— ——
|| CLAY: brown, slightly plastic, damp, silty, trace S e CONGRETE BAD
i yi || finesand |
1 | 4.0m5 - 1" SCH 40 PVC RISER
2 = 57/9200 -
1 97 NB-65-05-SL :
i 1| s0m. (4.0-6.0" | 1
l ] 4.0/4.0 T T, e arale ii EE;USTGUDS BENTONITE
ol Al CLAY: brown, slightly plastic, damp, silty, trace L
410 fine sand
1 10| 4080 whit end fnsaand o e
: : FEAEED S SAND: gray, moist, trace fine gravel ] SP } “ ﬁ%ﬁﬂ"é?ﬁ)ﬁﬁ( FILTER PACK
405 — o NB.65.13.5L |18 sCaerdY: brown, slightly plastic, wet, silty w/fine cL ifi
A — 1 4.0/30 (12.0-14.0% e ol if:;(:
O @ O 4 GRAVEL: brown, fine to coarse, with coarse L
1 15— 5 e B B sand g 1.0" x 2.5" PREPACKED SCREEN
- e @ .. O GW (i (20/40 Mesh)
o O O 1k
- - | 2.02.0 | 42/9200 NB-65-17-SL |5 “5 “5 94 E
400 — bl (16.0-18.00 | o o o gl
| Bottom of Hole 18
| 20 i
395 — =
i 25 |
390 — i
| 30 .l
385 — i
i d 35 —
380 —
40
@ Westinoh === Biapf Westinghouse Electric Company
¢ mg e _;r"- Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  NB-65
3300 State Road P St. Louis, MO 63114 _— {
Festus, MO 63028 e <
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Client Westinghouse Electric Company Bori ng - N B_66 Drilling Method: Direct Push
|_ocation: Hematite, MO ] Surf. Elev: 419.43
Project: Hematite Remedial Investigation Northing: 863788.35
Date Started: 07/13/04 Easting: 82/700.13
Date Finished: 07/13/04 Total Depth of Boring: 20.0 feet
(Geologist: J. Grupp Top of Casing: 421.93
Drilling Contractor: IPS Total Depth of Well: 21.5 feet
®
c
e © 0
= = 0 o =
- |lg| 82|25 | & | 2§
0 — D - <L ) _— 0O O
5| s | E5 |5 | & | Q07 i
> o3 OQn £ N e Well Well Construction
= | 0 Qv 5] T, g ,. | Sample | Lithology Lithology Description USCS| Construction Description
- [ Bkgrd= Bkgrd=
450 — i - 37/1600 1.2
1 |l CLAY: brown, slightly plastic, damp, silty Sk GONGRETE BAl
A 7| 4:04.0 N/A Gl 1" SCH 40 PVC RISER
- 46/6200
415 — : SILT: brown, slightly plastic, sandy w/ftrace of
J B NB-66-05-SL ||© clay it HIGH SOLIDS BENTONITE
1 1| 4010 (4.0-6.0) GROUT
1 : SAND: brown, damp, fine grained wfine gravel
410 __ 10— | 2040 >P il ﬁ%gcﬁﬂhéeﬁ)ﬂv FILTER PACK
1 (L
= 52/7200 ey b
=] o © © 4 GRAVEL: brown, wet, fine w/coarse sand SE
5 B 6 1
Al o 0 0O GP S8
405 — 4.0/3.0 O f:jr::J rDz:::n r::Jr: 3.;(_:1;(;
Ehe ) 1L
| T BB-Eb1 9.8 SANDY CLAY: lightly plastic, wet 5
(14.0-16.0" - gray, stightly plastic, We (H
- = e FR 1.0" x 2.5" PREPACKED SCREEN
. ;r;:g (20/40 Mesh)
4.0/2.5 | 48/6800 (16.0-18.0°) o 95 ©o 9| GRAVEL:brown, wet, fine to coarse wicoarse 2(:1(:
1 o o ol sand GW 1(3(
400 _ 20 ) CICJ @CI .;:;.I: i;i
T Bottom of Hole 20.0' glig
Bl Hm'd
395 —
| 25—
390 —
| 80—
385 —
| 85—
380 —
40
=== Client: VWestinghouse Electric Company
D A Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  NB-66
3300 State Road P St. Louis, MO 63114 it 1 of
Festus. MO 63028 el .
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Client Westinghouse Electric Company Bori ng : N B_67 Drilling Method: Direct Push
|_ocation: Hematite, MO ] Surf. Elev: 420.05
Project: Hematite Remedial Investigation (P2_79) Northing: 863908.43
Date Started: 07/13/04 Easting: 827392.66
Date Finished: 07/13/04 Total Depth of Boring: 22.0 feet
(Geologist: J. Grupp Top of Casing: 422.95
Drilling Contractor: IPS Total Depth of Well: 21.5 feet
®
c
' © e,
= > O o —
- |lg| 82|25 | & | 2§
O = L == LD = o ltsY
5| s | E5 |5 | & | Q07 i
> o3 OQn £ N e Well Well Construction
= | 0 Qv 5] = ug .. | Sample | Lithology Lithology Description USCS| Construction Description
i J Bkgrd= Bkgrd=
< ~ 58/8600 1.3
i 0 —————————— , \ ‘
e 1| CLAY: brown, slightly plastic, damp, silty, trace Sk GONGRETE BAl
i g fine sand
i | PR Gl 1" SCH 40 PVC RISER
= - 36/9000
CLAY: brown, slightly plastic, damp to moist,
415 — 57 NB-67-05-SL silty wfine sand oL HIGH SOLIDS BENTONITE
1l 1| 400 (4.0-6.0") GROUT
: : SAND: brown, fine grained, damp sSP
i 2 SAND: brown, coarse w/ medium gravel, wet
410 —| 10| 4.0m5 i il ﬁ%ﬁgeﬁ)ﬁv FILTER PACK
I J NB-67-11-SL i b
gl il 45 /9500 (10.0-12.0") | fmm——— S
- GC’ QG G‘: GRAVEL: brown, fine grained w/ medium to E‘SZL;(;
v 2 T coarse sand ap i
- -1 | 4.0/3.0 O Gr:a rDr::u r::Jr: :C";C
405 — 15— . (e
SANDY CLAY: gray, slightly plastic, wet CL }(:<
i I o5 O O . T 1.0"x 2.5" PREPACKED SCREEN
il ) o @ O 4 GRAVEL: brown, wet, fine to coarse grained Y (20/40 Mesh)
o “o Yo Y4l wimedium to coarse sand K
= —| 4.0/3.0 & B 8 LT
S B o I ¢ i
= - 42/9200 20 T GW S
G 8 @ 3.:(__1?;
400 — 20 B G g (L]
- | 2.0/2.0 NB-67-21-SL |5 “o Yo “d it
J 1 (200-2200 | o o o
1 Bottom of Hole 22.0¢
395 — 20—
390 4 30 —
385 — 39—
40
@ Westinoh == == Client: Westinghouse Electric Company
estingnouse —-fr--— Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  NB-67
3300 State Road P St. Louis, MO 63114 Bl 1 of
Festus, MO 63028 e, o
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Client
_ocation:

~roject:

Date Started:
Date Finished:
Geologist:

Westinghouse Electric Company
Hematite, MO
Hematite Remedial Investigation

07/15/04

07/15/04
J. Grupp

Drilling Contractor: IPS

Boring:NB-71
(P2-24)

Drilling Method:

Direct Push

Surf. Elev: 424.83
Northing: 865308.27
Easting: 827948.61
Total Depth of Boring: 28.0 feet
Top of Casing: 427 .33
Total Depth of Well: 27 .5 feet

T
c
= © o
E| | 38| fE | ~ | OF
O = 0= | < = o
5| s | %5 | ®s | £ | o7 .
> o OQn £ N e Well Well Construction
% a S A1 0 ug 5 Sample | Lithology Lithology Description USCS| Construction Description
J Bkgr= Bkgrd=
§i - 58/1100 0.0
425 5 0 ? 1 1 1
il CLAY: brown, slightly plastic, damp, silty ‘18 SEoaln CONCRETE BAD
- 80/12000
| | RSAD 1" SCH 40 PVC RISER
420 — 5 — 60/11000 NB-71-5-SL +
T | 4.04.0 (4.0-6.0) |1 i
A CLAY : brown wf gray mottling, slightly plastic,
1 66/11000 1| damp to moist, silty
4157 10| 4.0m0 ' : HIGH SOLIDS BENTONITE
1 i 92/12600 : Rl
)i NB-71-13-SL || =
ji -|| 4.0/4.0 |/66/11000 (12.0-14.0 ]
410 - 15— —
1l 1l CLAY: dark brown, slightly plastic, w/ fine gravel CL 1
1 . I -] | SECONDARY FILTER PACK
" 1 || CLAY: grayish brown, slightly plastic, moist, uR (100 Mesh)
1| trace fine sand intermixed g
G ~| 4.04.0 = Sl
K
T : R (0
— e
4o — 20 F2A0a00 - {1 1.0"x 2.5" PREPACKED SCREEN
= | ] (i (20/40 Mesh)
1 | 4.0/3.0 o] (H
Al |l GRAVELLY CLAY: grayish brown w/ sand CL 13{:13('
o 1 il CLAY: gray, plastic, moist i‘:}‘i
400 — 25 | <H B
]I
T ~| 4.0/2.0 | 36/11000 "
| SAND: gray, wet, fine to coarse grained, w/ fine 23_3!;
= NB-71-27-SL gravel SW (H
i ) (26.0-28.0"
A Bottom of Hole 28.0°
395 — 30—
390 — 35—
== == Client: VWestinghouse Electric Company
i B Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  NB-71
3300 State Road P St. Louis, MO 63114 it 1 of
Festus, MO 63028 '
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Client Westinghouse Electric Company Bori ng : N B_72 Drilling Method: Direct Push
|_ocation: Hematite, MO ] Surf. Elev: 419.28
Project: Hematite Remedial Investigation (P2_1 1 ) Northing: 864455.47
Date Started: 07/15/04 Easting: 828007.65
Date Finished: 07/15/04 Total Depth of Boring: 23.0 feet
(Geologist: J. Grupp Top of Casing: 421.78
Drilling Contractor: IPS Total Depth of Well: 225 feet
©
-
at ‘© O
= > O o —
- |lg| 82|25 | & | 2§
O = L = < () = o QO
5 | £ | 5|8 | € | 0~ .
> Q 0 £ N e | | o Well Well Construction
T 0 8 ] o s g - Sample | Lithology Lithology Description USCS| Construction Description
= J Bkgrd= Bkgrd= _
420 — - 36/10000 0.5
0 ? 1 1 1
i 1 CLAY: brown, slightly plastic, dry to damp, silty SEoaln CONCRETE BAD
) | 4.04.0 CL , TE;
| = 36/9400 1" SCH 40 PVC RISER
415 — SILT: brown, non-plastic, damp w/ fine sand
1 97 NB-72-05-SL ML
11 404 (4.0-6.0"
: i +040 SAND: brown,damp, fine grained - EE;UQI_DLIDS BENTONITE
T ] SAND: brown, silty, trace clay
410 — 1
| 10— | 40130
y SP {1 SECONDARY FILTER PACK
- NB-72-11-SL il (100 Mesh)
| - 41/9300 (10.0-12.0) TRy
':-K:l(
T Ji g
405 — -1 | 4.04.0 GRAVEL: brown, fine w/ coarse sand GP ﬁzﬁ
15— o .
T CLAY: gray, plastic, wet CH }(_C
- 1 i
~ (i . .
1 | woms ) Gg Q.;;; C:'r_: GRAVEL: gray, fine to coarse w/ med to coarse 5.{;1( ;Iégmxuzmﬁesi)REPACKED REREEN
— b o o | sand 1 L
G @ 0 GW Ll
400 — i NB-72-19-SL ||, ©. ©_ © Sl
1 20 39/9500 (18.0-20.09|1° .::JG @G r;;f 1(_:1(
C GG QC’ G‘: GRAVEL: gray-brown, fine to coarse, w/ fine to ]I
o i 3050 o @Q QG - coarse sand W 5‘{53(
= T NB-72-22-SL15 "o "o ¢ (H]
| 21.0-23.00 o o o
§i Bottom of Hole 23.0'
395 — T
| 28—
390 — 1
| B
385 — T
A B8
380 — i
40
=== Client: VWestinghouse Electric Company
D A Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  NB-72
3300 State Road P St. Louis, MO 63114 _— £
Festus, MO 63028 e, 9
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Client Westinghouse Electric Company Bori ng : N B_73 Drilling Method: Direct Push
|_ocation: Hematite, MO ] Surf. Elev: 420.31
Project: Hematite Remedial Investigation (P2_27) Northing: 864174.73
Date Started: 07/195/04 Easting: 828027.83
Date Finished: 07/15/04 Total Depth of Boring: 295.0 feet
Geologist: J. Grupp Top of Casing: 422 .81
Drilling Contractor: IPS Total Depth of Well: 24.0 feet
®
c
e © e,
= > O o —
- |lg| 82|25 | & | 2§
O e L == LD = o QO
=~ o O 4 A S Well Well Construction
o |8 | 8 5] T |, g .. | Sample | Lithology Lithology Description USCS| Construction Description
5 J Bkgrd= Bkgrd=
A - 50/8000 0.5
0 T .
420 — CLAY: brown, slightly plastic, dry to damp, silty 2x2'x 05" CONCRETE PAD
= yii to clayey, trace fine sand :
1 | 4.04.0 o 1" SCH 40 PVC RISER
’ y 38/8200
415 — hB-F3-la-5k SAND: brown, fine grained, damp
Y | 4.0/4.0 (.0-6.0) HIGH SOLIDS BENTONITE
o GROUT
1 o Eaa, SAND: brown, fine to coarse grained, damp, SW
il m trace fine gravel ap
~ i 841300 5 o o “d\ GRAVEL: brown, fine grained, wet 4 I SECONDARY FILTER PACK
T NB-73-13-8L|lc “o "o ( I PRt
: | s (1'2_0'_14'_0,) z Gz Qz i:::l( (i:f.vEL: fine to coarse grained w/coarse sand, GW 1(:1(
15 — o B (G
405 — J Il CLAY: gray, plastic, wet CH ;Elf:
| I ok NO RECOVERY iCl‘i
T 4.0/0.0 I (]
E X X T
< X X oy
- ji WX fine 1.0"x 2.5" PREPACKED SCREEN
20 e (20/40 Mesh)
400 — 427700 2 GC’ QC’ o || GRAVEL:brown, fine to coarse w/coarse sand, B
- i o © o dq wet GW f:ﬂ(:
1 4| 4.02.0 —_— O O _ (g
|| 1| CLAY: gray, plastic, wet B i(;(
J - NB-73-24-SL ]
1.0/1.0 (23.0-25.0") : | : | : | : | : | : | : LIMESTONE: tan to gray, highly weathered LS
395 — 2
1 Bottom of Hole 25.0°
390 4 30—
385 — S0
40
@ Westinoh == == Client: Westinghouse Electric Company
L T o — Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  NB-73
3300 State Road P St. Louis, MO 63114 _— { oA
Festus, MO 63028 e, <
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Client Westinghouse Electric Company Bori ng - N B_74 Drilling Method: Direct Push
|_ocation: Hematite, MO ] Surf. Elev: 432.75
roject: Hematite Remedial Investigation (PZ_O'] ) Northing: 864656.11
Date Started: 07/20/04 Easting: 827378.06
Date Finished: 07/20/04 Total Depth of Boring: 34.0 feet
(Geologist: J. Grupp Top of Casing: 435.25
Drilling Contractor: IPS Total Depth of Well:  34.0 feet
®
c
e © e,
= = 0 o =
- |lg| 82|25 | & | 2§
O ey L~ < (N = o ltsY
5| s | E5 |5 | & | Q07 i
> Q 0 £ N E | | o Well Well Construction
] s 8 ni) N G Sample | Lithology Lithology Description USCS| Construction Description
435 — =
|| Bkgrd= Bkgrd=
- 44/7000 1.3
: 0 e 2 x 2 x 0.5' CONCRETE PAD
& 1| 4010 CLAY : brown, slightly plastic, dry to damp, silty I L L
Galis I | B 1" SCH 40 PVC RISER
430 — |
T - 46/7500 cL
: 50— NB-74-05-SL
~ | 4.04.0 (4.0-6.0) HIGH SOLIDS BENTONITE
i e GROUT
425 J
1y il CLAY : brown w/gray mottling, moist, silty
1 10 —| 4.04.0 | 60/7600 CL
100 X y X | norecovery
1 — | 4.0/0.0 A A
J XX
| 15 @ i
o CLAY : brown, slightly plastic, wet w/silt
ji NB-74-17-SL
415 — 1| a0mo0 (16.0-18.0"
1 i CL
| 20 58/7500
i - | 4.0/3.5
410 — 2z CLAY : brownish gray, plastic, wet
| 25— NB-74-25-SL
= 1l 4025 (24.0-26.0" CH
| 1 R SECONDARY FILTER PACK
405 — Al g (100 Mesh)
R
1 = 62/7200 L
| 30— | 4.0125 SAND: gray, fine grained, wet i(:z.( 10"x 25" PREPACKED SCREEN
. a SP e (20/40 Mesh)
T = 5P e B 5Gﬂl?_lﬁ"u"EL: gray to brown, fine grained w/coarse GP Ef:}‘f
400 — | 2.01.5 NB-74-33-SL |5 “» “o “d g B
1 Al (32.0-34.0°) 2O 9l GRAVEL: gray fine to coarse grained i Yp
7 35 Bottom of Hole 34.0°
395 — =
40
@ Westinoh === Client: Westinghouse Electric Company
€ mg vuse D A Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  NB-74
3300 State Road P St. Louis, MO 63114 it 1 of
Festus. MO 63028 el .
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Client Westinghouse Electric Company Bori ng : N B_77 Drilling Method: Direct Push
|_ocation: Hematite, MO ] Surf. Elev: 419.99
Project: Hematite Remedial Investigation (P2_74) Northing: 864250.64
Date Started: 07/21/04 Easting: 828279.42
Date Finished: 07/21/04 Total Depth of Boring: 295.0 feet
(Geologist: J. Grupp Top of Casing: 422 .49
Drilling Contractor: IPS Total Depth of Well:  23.25 feet
®
-
g ‘© e,
= > O o —
- |lg| 82|25 | & | 2§
O e 0= <C (7 = O o
Bl s | E5 | X% | € | o~ |
> o3 OQn £ N e Well Well Construction
o |8 | 8 5] = ug .. | Sample | Lithology Lithology Description USCS| Construction Description
| 1 Bkgrd= Bkgrd=0.0
A i 45/9000
420 — O — o B
1 | — SILT: brown wisand, non plastic, dry, trace clay St ONGREIE Bl
T 7| 4.04.0 — B 1" SCH 40 PVC RISER
- . 51/9500 R -
: SAND: brown, fine grained, dry | [
4195 5— NB-77-05-SL([0 © © e _ _ i
- - | 40125 Go50) BRI “rAVELTnegrained wine sand GP 1 [ HIGH SOLIDS BENTONITE
. o oo O e K GROUT
1l i SAND: brown, fine grained, dry sD
2 o SAND: brown, fine grained whrace coarse
grains and fine gravel |
410 — 10— | 4.014.0
J SW 1 |l
i€ SECONDARY FILTER PACK
= = 48/9300 | o 1 (100 Mesh)
I [ BB Sl i @ | rD. ':::"- GRAVEL: brown, fine, trace coarse grained ffﬂ
= | 4025 (12.0:12.0): |1 GG' Q'D .|| wicoarse sand s (]
405 4 15— G .9 8 (e
1 Il R o L i(:lf:
o 'D@ Qg G'( GRAVEL: brown, fine to coarse grained, wet (Y
g i o 0O oa
0O O O ¢ (H
b | 4.01.0 . 9. 0 E1 B
o O O umd
§i i & e Sy i@‘i
400 4 20 3613500 ok G (] 1.0"x 2.5" PREPACKED SCREEN
- | G O, 0 Sn (20/40 Mesh)
0O O O ( Umd
- - | 4.04.0 5 C6 By 5 e
O OO SH
= = o O O g
o O O
1 I 1.0/1.0 NE-TT-M-S'L 8 CJG C]ID C‘E GRAVEL.: gray, fine grained w/coarse sand GP
305 55 .0A1. (23.0250) o O ol : gray, fine g ,
o rl LIMESTONE: tan, weathered
3 P Bottom of Hole 25.0°
390 — 30
3688 — 85—
= Client: VWestinghouse Electric Company
D A Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole: NB-77
3300 State Road P St. Louis, MO 63114 _— £ oA
Festus, MO 63028 e, <
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Client Westinghouse Electric Company I . _ Drilling Method: Direct Push
_ocation: Hematite, MO Borlng ] N B 78 Surf. Elev: 417 .81
Project: Hematite Remedial Investigation (P2_75) Northing: 864598.90
Date Started: 07/21/04 Easting: 828218.51
Date Finished: 07/21/04 Total Depth of Boring: 19.0 feet
(Geologist: J. Grupp Top of Casing: 420.31
Drilling Contractor: IPS Total Depth of Well:  19.0 feet
®
-
' © O
= > O o —
- |lg| 82|25 | & | 2§
O = rye | @ = o=y
Ie = O ® = L), .
> o3 0 £ N e Well Well Construction
= | 0 Q 5] = ug .. | Sample | Lithology Lithology Description USCS| Construction Description
420 — <
Bkgrd= Bkgrd=0.3
s . 58/8700
1 0 — ~ I .
1 | —| CLAY: brown, slightlly plastic, damp, silty (4 |5 x 2 x 05T CONCRETE PAD
| 7| #-0m0 | 1l 1" SCH 40 PVC RISER
415 4 _ -
| 1 SR — HIGH SOLIDS BENTONITE
= 5 — . CL GROUT
i | 4.04.0 -
1 Ji NB-78-07-SL ] ol SECONDARY FILTER PACK
410 — i (6.0-8.0" - q I (100 Mesh)
1 | | j_j (Lic
7 10— | 4.04.0 ] 0
= _ - U
Al N%Jgﬂ;ﬁ.l' o O O GRAVEL: grayish brown, fine to coarse grained RS
= 38/9800 (1004203 5 €4 ©g ©f| wicoarse sand {_(
405 — gl . 1@, 1 i:l
|l i R B e L:f;:z.:(:
7| 4020 B B e 1.0"x 2.5" PREPACKED SCREEN
4 15— P e 0 o (20/40 Mesh)
= (] ] () :
[ | . . SHG
ol 1l , CLAY: gray, plastic, wet i if:z.(
400 — || 300 | 4179400 I i
A | (17.0-19.0) SANDY CLAY: gray, wet CL Hi
g Bottom of Hole 19.0°
20 —
390 — |
1 20—
390 — A
1 30—
385 — 2
1 8=
380 — <
- 40
@ Westinoh === Biapf Westinghouse Electric Company
estingnouse J— ""-“— Project: -Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  NB-78
3300 State Road P St. Louis, MO 63114 Bl { oA
Festus, MO 63028 e, <
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Client

|ocation:
~roject:

Date Started:
Date Finished:

Geologist:
Drilling Contractor: IPS

Westinghouse Electric Company

Hematite, MO
Hematite Remedial Investigation

07/23/04

07/23/04
J. Grupp

Boring:NB-79

Drilling Method:
Surf. Elev:

Northing:

Easting:

Total Depth of Boring:
op of Casing:

Total Depth of Well:

Direct Push
427 .98
865345.37
827530.71
29.0 feet
430.48
29.0 feet

Elevation (ft)

Core Recovery
(Pen/Rec)

RAD
(Beta/Gamma)

PID (MIP)

PID (Conventional)
(PpmM)

o
b
n

Sample

Lithology

Lithology Description

USCS

Construction

Well Well Construction

Description

- 20

1 29

Bkgrd=
54/7800

Bkgrd=0.3

4.0/4.0

4.0/4.0

75f7800

N/A,

4.0/4.0

4.0/1.0

60/8600

4.0/0.0

4.0/3.0

71/8800

1.0/1.0

NB-79-05-SL
(4.0-6.0")

NB-79-11-SL
(10.0-12.0Y

NB-79-24-SL
(23.0-25.0")

CLAY: brown, slightly plastic, moist, silty, trace
sand

CL

CLAY: brown, slightly plastic, moist, gravelly

CL

CLAY : brown wfgray mottling, slightly plastic,
silty

CL

GRAVELLY CLAY

GC

CLAY: gray, plastic, wet

CH

NO RECOVERY

CLAY: gray, plastic, wet

CH

CLAY: gray, plastic, wet with gravel and sand

CH

2'x 2'x 05" CONCRETE PAD

1" SCH 40 PVYC RISER

HIGH SOLIDS BENTONITE
GROUT

SECONDARY FILTER PACK
(100 Mesh)

_ 1.0"x 2.5" PREPACKED SCREEN
% (20/40 Mesh)

S
) O D D R
S

Bottom of Hole 25.0°

- 40
Westinghouse

Westinghouse Electric Company

lematite Facility
3300 State
Festus, MO 63028

Road P

SAIC

8421 St. John Industrial Drive
St. Louis, MO 63114

Client:
Project.

Location:
Borehole:
Sheet:

Westinghouse Electric Company

N
L

ematite Remedial |nvestigation
ematite, MO

B-79

of 1
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Client

~roject:

| ocation:

Date Started:
Date Finished.
Geologist:
Drilling Contractor: IPS

Westinghouse Electric Company
Hematite, MO

Hematite Remedial Investigation
07/23/04

07/23/04
J. Grupp

Boring:NB-80

Direct Push
427 .96
865280.15
827571.83
28.0 feet
430.46
28.0 feet

Drilling Method:
Surf. Elev:

Northing:

Easting:

Total Depth of Boring:
op of Casing:

Total Depth of Well:

Core Recovery
(Pen/Rec)
RAD
(Beta/Gamma)

Elevation (ft)

PID (MIP)

o

PID (Conventional)
(PpmM)

b
n

Sample | Lithology

Lithology Description

USCS| Construction

Well Well Construction

Description

Bkgrd=
7 = 54/8200

Bkgrd=
0.3

A 1| 4.0/3.0

i i 58/8800

i -1| 4.0/3.0

420 — .
- 10— | 4.0/3.0

=] x 58/8500

1 -1 | 4.0/3.0

410 — — | 4.0/3.0
- 20

o 11 40/00 60/8400

405 —

tH -1| 4.04.0

N/A,

sand and gravel

CLAY: brown, slightly plastic, moist, silty, trace

CL

2'x 2'x 05" CONCRETE PAD

1" SCH 40 PVYC RISER

NB-80-05-SL
(4.0-6.0")

NB-80-11-SL
(10.0-12.0"

CLAY: brown, slightly plastic, moist, gravelly

CL

HIGH SOLIDS BENTONITE
GROUT

CLAY: gray, plastic, wet

CH

NO RECOVERY

SECONDARY FILTER PACK
(100 Mesh)

CLAY: gray, plastic, wet

CH

1.0"x 2.5" PREPACKED SCREEN
] (20/40 Mesh)

NB-80-27-SL

400 — Al (26.0-28.0") SAND: gray, fine grained, trace fine gravel SP i{ 1(
Bottom of Hole 28.0'
1 30—
392 — -
1 99—
390 — -

- 40
Westinghouse

lematite Facility
3300 State Road P
Festus, MO 63028

Westinghouse Electric Company

SAIC
8421 St. John Industrial Drive
St. Louis, MO 63114

Client:
Project.

Location:
Borehole:
Sheet:

Westinghouse Electric Company
Hematite Remedial Investigation
Hematite, MO

NB-80

1 of 1

C-54




Client Westinghouse Electric Company Bori ng : N B_8 1 Drilling Method: Direct Push
|_ocation: Hematite, MO ] Surf. Elev: 430.28
Project: Hematite Remedial Investigation Northing: 864884.50
Date Started: 07/26/04 Easting: 827/967.43
Date Finished: 07/26/04 Total Depth of Boring: 34.0 feet
(Geologist: J. Grupp Top of Casing: 432.78
Drilling Contractor: IPS Total Depth of Well:  33.5 feet
®
c
it © 0
= > O o —
- |lg| 82|25 | & | 2§
O bt L~ < (N — oo
5| s | E5 |5 | & | Q07 i
> o3 OQn £ N e Well Well Construction
o |8 | 8 5] T |, g .. | Sample | Lithology Lithology Description USCS| Construction Description
= J Bkgrd= Bkgrd=0.0
A - 59/9200
430 — CLAY: brown, slightly plastic, damp to moist, plnedataial ISEHINGETS BSE
1 | silty I
= | P N/A I 1" SCH 40 PVC RISER
! - 62/10000
425 — O NB-81-05-SL
il | 4.0/4.0 (4.0-6.0% CL
— Ji NB-81-09-SL
420 — 10 — | 4.0/4.0 [[100/10500 (8.0-9.0) RIS ETTE BERSiE
A = GROUT
i 1 CLAY: brown, slightly plastic, wet, silty
i T NB-81-13-SL ||
il - | 4.0/4.0 | 61/10100 (12.0-14.07 CL
415 — 15—
)i [ X X NO RECOVERY
o] i et pad
1 —| 4.0/0.0 X X
l e e
i X X
410 — 20 56/10400 _ _ _
|| CLAY: gray, slightly plastic, wet w/silt
J —| 4.0/0.5 cL
J I CLAY: gray, plastic, wet, trace silt
405 — 25— | 4.005 -
| o SECONDARY FILTER PACK
i 1 CLAY: gray, sandy wfine gravel CL i{ 1(: (100 "Mesh)
| 2 912300 SAND: gray, fine grained wfine gravel Sp i(i(
i (g
30 —|| 4.0/3.0 L o
400 — il SANDY CLAY: gray, gravelly i{:a.( SZ;EMKGZMEESE)REPACKED SCREEN
= NB-81-31-SL CL (] k]
ul (30.0-32.0Y i
- s
1 : 2050 DOLOMITE: weathered, pitted B
b Bottom of Hole 34.0'
395 — S0
40
@ Westinoh ==s== G Westinghouse Electric Company
€ mg ouse D A Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  NB-81
3300 State Road P St. Louis, MO 63114 _— £ oA
Festus, MO 63028 e, <

C-55




Client Westinghouse Electric Company Bori ng : N B_82 Drilling Method: Direct Push
_ocation: Hematite, MO ] Surf. Elev: 416.09
Project: Hematite Remedial Investigation Northing: 864736.02
Date Started: 07/27/04 Easting: 829026.33
Date Finished: 07/27/04 Total Depth of Boring: 21.0 feet
Geologist: J. Grupp Top of Casing: 418.55
Drilling Contractor: IPS Total Depth of Well:  21.0 feet
®
L
£ © O
= > O o —
- |lg| 82|25 | & | 2§
O = L = < () = OO
5| s | E5 | X% | £ | O .
> o3 OQn £ N e Well Well Construction
o |8 | 8 0] T |, g .. | Sample | Lithology Lithology Description USCS| Construction Description
i J Bkgrd= Bkgrd= _
< - 63/9300 0.0
1 0 —_— —
_ -| CLAY: brown, slightly plastic, moist, silty sxaa RO NERETE R
415 4 - _
1 | *08 hia : : 1" SCH 40 PVC RISER
i NB-82-05-SL :
410 — T | et i — HIGH SOLIDS BENTONITE
- i Lo SAND: brown, moist, fine grained SB ' GROUT
i i SANDY CLAY: brown, slightly plastic, moist CL
i [ e SECONDARY FILTER PACK
-4 10— | 4.05.0 1| CLAY: gray, plastic, wet CH e (100 Mesh)
405 — il _ “N1 GP i(:a(
NB-82-11-SL GRAVEL: gray, fine wf coarse sand SW eng
o - 57/9500 (10.0-12.0') e, (1
G O Oy SAND: brown, wet, fine to coarse grained H
2 = 50 T e
1 41 a0m0 O G@ Q.::; 7 GRAVEL.: brc_:wn, wet, fine to coarse w/coarse G z(}(
T “ GG r:}g r::‘:'r: sand, trace silt it
1 19— =AM I Hi 1.0" x 2.5" PREPACKED SCREEN
400 — Tl % CLAY: gray, plastic, wet CH 1{:1(: (20/40 Mesh)
T L
1 T o E:',:J C’CJ C’,: GRAVEL: brown, wet, fine to coarse w/ coarse fj(
. - | 40125 & | sand GW g
58/94.00 o O L S5
ol ol 0 B 9 Y
o o o
| 20 NB-82-20-SL |~ “ “~ © CE
o5 | | 1o 19.021.0|° o~ o o e
| Bottom of Hole 21.0°
o 25 M
390 — i
| 30 ]
385 yi
i d 35 _—
380 — gi
40
@ Westinoh == B Westinghouse Electric Company
bl _;r"- Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  NB-82
3300 State Road P St. Louis, MO 63114 _— §
Festus, MO 63028 e <

C-56




Client Westinghouse Electric Company Bori ng . N B_83 Drilling Method: Direct Push
|_ocation: Hematite, MO ] Surf. Elev: 417 .71
Project: Hematite Remedial Investigation Northing: 864972.27
Date Started: Q7727104 Easting: 828838.72
Date Finished: 07/27/04 Total Depth of Boring: 24.0 feet
(Geologist: J. Grupp Top of Casing: 420.21
Drilling Contractor: IPS Total Depth of Well: 24.0 feet
®
-
an ‘© e,
= > O o —
- |lg| 82|25 | & | 2§
O = L == < = oo
5| s | E5 |5 | & | Q07 i
> Q 0 £ N e | | o Well Well Construction
T 0 8 ] o ug 5 Sample | Lithology Lithology Description USCS| Construction Description
420 — J
Al Bkgrd= Bkgrd= i
- 44 /9500 0.0
T 0 ? I I I
g | CLAY: brown, sligthly plastic, moist, silty SEoaln CONCRETE BAD
T ~ | 4.04.0 N/A ; "
415 | | 1" SCH 40 PVC RISER
i - 70/9400 =%
: ] NB-83-05-SL
| 4.014.0 @0e6) HIGH SOLIDS BENTONITE
Al | [ GROUT
et il CLAY : brown, slightly plastic, sandy -
1 10— | 4.0m4.0
— SAND: gray, wet, fine grained w/ fine gravel
1 NB-83-11-SL SP
1 il 56/9700 (10.0-12.0") i B
4105 — 2 GQ ,DD' o || GRAVEL: brown, wet, fine to coarse w/ coarse L] s ﬁ%ﬁiﬂi?ﬁ)ﬁY LR AR
i o © © { sand 1
T 4| a.025 ook (L
il O OO b
T8 ol o ¢ oW fijfi
1 = 0 o “o i‘i}(
il | 0 % Yo © 5
400 — g T m g
|| #0R g O 0O (HC 1.0" x 2.5" PREPACKED SCREEN
i i _ _ SAND: gray, wet, fine grained, trace fine gravel SP e (ZAEED Mesh
1 20 62/9200 . ©, 0 of\ %y (e
i | © O  O| GRAVEL: gray, fine to coarse, w/coarse sand GW H
o o O ol
T =1 | 4.0/2.5 e CI. | CH h;(;;;f;
= ' CLAY: gray, plastic, wet P
399 - NB-83-23-SL [f—m—mri sl = .
& Al (22.0-24.0)| © o© ©| GRAVEL:gray. coarse, wfine sand GP g
1 25 — Bottom of Hole 24.0°
390 — I
| 30—
389 — 1l
1 88—
380 — d
140
@ Westinoh === Hlianit Westinghouse Electric Company
estingnouse J— ""-“- Project: -Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  NB-83
3300 State Road P ot. Louis, MO 63114 Sheet 1 of 1
Festus, MO 63028 el &
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Client Westinghouse Electric Company Bori ng - N B_84 Drilling Method: Direct Push
|_ocation: Hematite, MO ] Surf. Elev: 431.74
Project: Hematite Remedial Investigation Northing: 864244 68
Date Started: 07/28/04 Easting: 827168.13
Date Finished: 07/28/04 Total Depth of Boring: 34.0 feet
(Geologist: J. Grupp Top of Casing: 434.24
Drilling Contractor: IPS Total Depth of Well:  34.0 feet
®
c
it © 0
= = 0 o =
- g | 8¢ /25 | & | 2§
IS 2 O ® = L) -
> o3 0 £ N e Well Well Construction
= | 0 Q 5] = ug ,. | Sample | Lithology Lithology Description USCS| Construction Description
| J Bkgrd= Bkgrd= _
- 59/9800 0.0
1 0 Ly -
|| | SILT: grayish brown, non plastic, dry, clayey . plaseea GRS IE B
430 __ - | 4.0/4.0 NJA ML II
. J 48/5900 ,i 1" SCH 40 PVC RISER
) CLAY: brown w{ gray mottling, slightly plastic,
5 NB-84-05-SL || damp, silty
§i —~ | 4.04.0 (4.0-6.0')
425 — :
I T HIGH SOLIDS BENTONITE
1 3 CL GROUT
1 10— | 4.04.0
420 — = 51/9700
1 - | 4.0/4.0
1 5= NB-84-15-3L || SANDY CLAY: brown, slightly plastic, damp
yi e (14.0-16.0" cL
415 )
1 1| 4.0/4.0 SAND : brown, damp to moist, fine grained
1 20 53/9400 Sp
il = | 4-0/3.0 . SECONDARY FILTER PACK
= 1 SAND : brown, wet, fine grained SEs (100 Mesh)
NB-84-23-SL o
A . (22.0-24.0 || (B
1 25 SP i{;{:
i ~| 4.03.0 ; gas
405 — yi — CLAY: gray, plastic, wet LH Ei:i
A g
T SAND : gray, wet, fine grained SP L 1.0" x 2.5" PREPACKED SCREEN
1 30— | 425 e e
o o o 0 GRAVEL: gray, wet, fine to coarse w/coarse T
1l 5 ©, 9, 2l sand f}(
400 - _ g gl W oS
i - | 2.0/2.0 NB-84-33-SL |5 "5 “o © B
2 I (320-340%| o o o (I
| Bottom of Hole 34.0°
B
395 — A
40
@ Westinoh == G Westinghouse Electric Company
€ mg vuse D A Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  NB-84
3300 State Road P St. Louis, MO 63114 it 1 of
Festus. MO 63028 el .
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Client Westinghouse Electric Company Bori ng : N B_85 Drilling Method: Direct Push
_ocation: Hematite, MO ] Surf. Elev: 433.36
Project: Hematite Remedial Investigation Northing: 863902.76
Date Started: 08/24/04 Easting: 826970.43
Date Finished: 08/24/04 Total Depth of Boring: 36.0 feet
Geologist: M. Swanson Top of Casing: 435.86
Drilling Contractor: IPS Total Depth of Well:  33.0 feet
®
c
e © e,
= > O o —
- |lg| 82|25 | & | 2§
O bt L~ < (N = oo
5|l s | E5| X8 | = | O .
> o3 OQn £ N e Well Well Construction
o |8 | 8 0] T |, g .. | Sample | Lithology Lithology Description USCS| Construction Description
435 — J Bkgrd= Bkgrd=0.8
| J 36/10398
0 e — — :
= | 1| CLAY: brown, slightly plastic, dry, silty ARl SRR Bol
4 | #0440 N/A Gl 1" SCH 40 PVC RISER
430 — i
- 49/10060
g 1| CLAY: brown w/f gray mottling, slightly plastic,
] Sk NB-85-05-SL | = 1| moist, silty
1 | 4.0/4.0 (4.0-6.0%
| 10— | 4040 HIGH SOLIDS BENTONITE
| = GROUT
J - 50/10027
420 — 1
J — | 4.0/4.0
CLAY : gray, slightly plastic, moist, silty
| 15— NB-85-15-SL CL
< (14.0-16.0"
1 CLAY: brown/gray mottled, slightly plastic,
A bl moist, silty
— | 4.0/44.0
415 — | -
| 20 52/10123
= i J K SECONDARY FILTER PACK
~ | 4.0m.0 4 I (100 Mesh)
bi CLAY : gray, plastic, moist, silty }( £
410 — i i
| i ' CH oHg
- (]
| 25 NB-85-25-SL i(::i
~ | 4.0/.0 (24.0-26.0" CEE
i CLAY: gray, slightlly plastic, moist, trace fine -]
- Il gravel B
) I
405 - 65/9868 , CL @(
J 1 (G
30 — | 4.04.0 (i 1.0"x 2.5" PREPACKED SCREEN
1 || CLAY: gray, plastic, moist, silty ifi:fi (240 Mesh)
W T . 1 CH g
- (4
1 ) SAND: gray, medium grained, wet, trace silt Gl
) —| 4.0/4.0 | 55/986
G NB-85-35-5 L |f——
g J (34.0-36.0" CLAY: gray, slightly plastic, wet, sandy CL
1 1 Bottom of Hole 36.0°
395 — J
40
@ Westinoh === Biapf Westinghouse Electric Company
estingnouse J— ""-“- Project: -Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  NB-85
3300 State Road P St. Louis, MO 63114 _— §
Festus, MO 63028 e <
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Client Westinghouse Electric Company Bori ng : N B_86 Drilling Method: Direct Push
|_ocation: Hematite, MO ] Surf. Elev: 419.65
Project: Hematite Remedial Investigation Northing: 863782.77
Date Started: 08/24/04 Easting: 3827096.90
Date Finished: 08/24/04 Total Depth of Boring: 20.0 feet
Geologist: J. Grupp Top of Casing: 422.15
Drilling Contractor: IPS Total Depth of Well:  20.0 feet
®
-
ay ‘© O
= > O o —
- |lg| 82|25 | & | 2§
O e 0= <C (7 = OO
5| s | E5 |5 | & | Q07 i
> o3 OQn £ N e Well Well Construction
o |8 | 8 5] T |, g .. | Sample | Lithology Lithology Description USCS| Construction Description
| | Bkgrd= Bkgrd= E
= 38/9146 0.0
420 4 4
i | SILT: brown,slightly plastic, dry, trace clay plaseea GRS IE B
i | 4.04.0 NJA "
= J 52/9882 1" SCH 40 PVC RISER
4154 5 | :
2 | s NEI-(TE]E];':)L . — h CLAY: brown, slightly plastic, dry to damp, silty &7
il -_—-_" SAND: brﬂwn, mCIlSt, fine grE"'lEd, wicoarse _::1.; HIGH SOLIDS BENTONITE
|l | = gravel GROUT
4107 40| s0m0 CLAY: grayish brown, slightly plastic, moist, silty
T s cL
I d 56/8558
- a2 SECONDARY FILTER PACK
1 | 4.0%4.0 1 b (100 Mesh)
405 — _ CLAY: gray, plastic, moist 5{ 1(
| 195 — NB-86-15-SL (e
1 St CH (e 1.0" x 2.5" PREPACKED SCREEN
1 A o (20/40 Mesh)
T ~| 4.0/3.0 | 39/8636 ifi}i
I = NB-86-19-SL || SAND: medium to coarse grained, w/ fine SW ff‘(
400 — 50 (18.0-20.0 | gravel, wet fim'e
1 Al Bottom of Hole 20.0°
395 — 55
390 1 35 _|
385 — 35 |
380 - 4o
= Client: VWestinghouse Electric Company
D A Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John<ns1:XMLFault xmlns:ns1="http://cxf.apache.org/bindings/xformat"><ns1:faultstring xmlns:ns1="http://cxf.apache.org/bindings/xformat">java.lang.OutOfMemoryError: Java heap space</ns1:faultstring></ns1:XMLFault>