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Weather Conditions 
 
Weather conditions ten days pervious to stream assessment are listed in the tables below.  The 
date(s) that the stream was assessed are shaded. 
 
 
Data from the Midwest Regional Climate Center 
Buffalo, Missouri - Station ID:  231087 
 
 
 

Date 
Precipitation 

(Inches) Min. Temp (ºF) Max. Temp (ºF) Avg. Temp  (ºF) 
10/1/2007 0.02 50 84 67 
10/2/2007 0.00 52 79 66 
10/3/2007 0.39 52 84 68 
10/4/2007 0.00 52 77 65 
10/5/2007 0.00 65 84 75 
10/6/2007 0.00 67 85 76 
10/7/2007 0.00 67 84 76 
10/8/2007 0.00 65 86 76 
10/9/2007 0.08 44 86 65 
10/10/2007  -  48 68 58 
10/11/2007 0.00 36 66 51 

 
 
 
 
 
 
 



























Site# 1  Photo ID# I-82,  Upstream T-11 

WBID# 1437 Lindley Creek 

Site# 1  Photo ID# I-83, Downstream T-1 

Site# 2  Photo ID# I-79, Upstream T-11 Site# 2  Photo ID# I-81, Downstream T-1 



Site# 2  Photo ID# I-80, “Thick Phyton” 

WBID# 1437 Lindley Creek 

Site# 3  Photo ID# I-77, Downstream T-1 Site# 3  Photo ID# I-78, Upstream T-11 




