Client
|ocation:
~roject:
Date Started:

Date Finished:

Geologist:
Drilling Contractor: IPS

Westinghouse Electric Company
Hematite, MO

Hematite Remedial Investigation
06/28/04

06/28/04
J. Grupp

Boring:BP-21

Drilling Method:

Surf. Elev:
Northing:
Easting:

‘otal Depth of Boring:
op of Casing:
Total Depth of Well:

Direct Push
431.71
864954 39
827824 .82
39.0 feet
434.21

34.9 feet

Elevation (ft)

Depth (ft)

Core Recovery
(Pen/Rec)

RAD
(Beta/Gamma)

PID (MIP)

o

PID (Conventional)
(PpmM)

b
n

Sample

Lithology

Lithology Description

USCS

Well

Construction

Well Construction
Description

400

Bkgrd=
54/10500

Bkgrd=
0.0

4.0/2.0

4.0/4.0

54/10500

4.0/4.0

4.0/4.0

80/9900

4.0/4.0

20

35

4.0/4.0

4410200

4.0/0.0

4.0/4.0

463800

BP-21-07-SL
(6.0-8.0")

BP-21-13-5L

(12.0-14.0"

BP-21-24-SL
(23.0-25.0"

TOPSOIL

CLAY: brown, slightly plastic, damp, siltly

CL

CLAY : brown, slightly plastic, moist, silty

CL

CLAY : brown w/gray mottling, slightly plastic,

wet, wisilt

CL

CLAY : grayish brown, plastic, wet

CH

NO RECOYERY

CLAY: gray, plastic, gravelly wfine sand

CL

2'x 2'x 05" CONCRETE PAD

1" SCH 40 PVYC RISER

HIGH SOLIDS BENTONITE
GROUT

SECONDARY FILTER PACK
(100 Mesh)

1.0" x 2.5" PREPACKED SCREEN
(20/40 Mesh)

5 q
SAND: gray, fine, wet SP i
= - g
N SAND: gray to brown, fine to coarse w/fine i( 1(:
3.0/30 | 50/9700 gravel SW Y
i BP-21-34-5SL i
(33.0-35.0") NS

Bottom of Hole 35.0°

40
Westinghouse

Westinghouse Electric Company

lematite Facility
3300 State
Festus, MO 63028
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] N eEE———
e ——— . S —
— dmm— =
= — s e —
— I TR I r

SAIC

8421 St. John Industrial Drive
St. Louis, MO 63114

Client:

Project.
Location:
Borehole:
Sheet:

Westinghouse Electric Company

Hematite Remedial Investigation
Hematite, MO

BP-21
1 of 1
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Client Westinghouse Electric Company ' . » Drilling Method: Direct Push
|_ocation: Hematite, MO Borlng ] BP 22A Surf. Elev: 432.44
Project: Hematite Remedial Investigation Northing: 864898.00
Date Started: 06/29/04 Easting: 827738.00
Date Finished: 06/29/04 Total Depth of Boring: 34.0 feet
Geologist: J. Grupp Top of Casing: 434.94
Drilling Contractor: IPS Total Depth of Well:  34.0 feet
®
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- |lg| 82|25 | & | 2§
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5|l s | X5 | X | £ | O .
> Q 0 £ N e | | o Well Well Construction
i ' 8 ] o ug 5 Sample | Lithology Lithology Description USCS| Construction Description
435 — 1
" Il Bkgrd= Bkgrd=
J 34/10000 0.0
| O ] oPsOlIL 2'x 2'x 0.5' CONCRETE PAD
i 1| 4040 CLAY: brown, slightly plastic, damp, silty I
430 — R I 1" SCH 40 PVC RISER
: ;i 58/10500 &
B BP-22-05-SL Y
1 | 4.0/4.0 (4.0-6.0"
425 [
& | CLAY: brown, slightly plastic, moist, silty
| 10— | 4040 CL HIGH SOLIDS BENTONITE
— GROUT
= 46/10200
420 — CLAY: brown wiblack mottling, slightly plastic,
o b BP-22-13-SL || wet, silty
| 1| 2040 (12.0-14.0") Si.
| .15 - :f-:f‘:
y : X X NO RECOVERY
415 — B
| 4.0/0.0 A X
i | XX
= X X
20 48/10800
T CLAY: brown w/black mottling, slightly plastic,
1 = wet, silty CL :
-1 | 4.0/4.0 N
410 — CLAY: grayish brown, plastic, wet - |
il gi BP-22-23-SL W
o (22.0-24.0" o
T NO RECOVERY -:
il 25 — pd e
- | 4.010.0 X X
T b < X i SECONDARY FILTER PACK
405 — ‘ W I (100 Mesh)
- 44/10300 —_— 4 [
i CLAY: gray, highly plastic, wet 1‘{ f:
T s - fn
30 —| 4.0/3.0 e
i SANDY CLAY: gray, slightly plastic, wet m
A 1 CL 5 1.0"x 2.5" PREPACKED SCREEN
| f (20/40 Mesh)
400 — SAND: fine grained w/small gravels, wet i(;(
—| 2.0/2.0 ||45/10300 BP-22-33-SL SpP B
i l (32.0-34.0" (HC
= Bottom of Hole 34’
| 35
395 — 1
140
@ Westinoh ==s== G Westinghouse Electric Company
eslingnouse T s Sy Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  BP-22A
3300 State Road P St. Louis, MO 63114 _— £
Festus, MO 63028 = 9
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Client Westinghouse Electric Company I . » Drilling Method: Direct Push
_ocation: Hematite, MO Borlng ] BP 228 Surf. Elev: 432.44
Project: Hematite Remedial Investigation Northing: 864912.70
Date Started: 07/01/04 Easting: 827 737.96
Date Finished: 07/01/04 Total Depth of Boring: 19.0 feet
(Geologist: J. Grupp Top of Casing: 434.94
Drilling Contractor: IPS Total Depth of Well:  15.0 feet
s
ay © O
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o | O | 8 0] = ug .. | Sample | Lithology Lithology Description USCS| Construction Description
435 — 1 MIP, PID, RAD, and Lithology data taken from
- 1 Bkgrd= Bkgrd= BR-22A
J 34/10000 0.0
| 0O W B BEA ' 2' % 2' x 0.5' CONCRETE PAD
1 % | CLAY : brown, slightly plastic, damp, silty .'
430 — 1" SCH 40 PVC RISER
: o 58/10500 oL
| 90— HIGH SOLIDS BENTONITE
i GROUT
254
7 | CLAY: brown, slightly plastic, moist, silty q G100 Meamy | T B PALK
— ]
| 10— CL irii(
1 o
420 — 1 R 1| CLAY: brown wiblack mottling, slightly plastic, i?i
- 1 || wet, silty CL SHY 1.0" x 2.5" PREPACKED SCREEN
| (o (20740 Mesh)
i -15 i(‘z(
i J Bottom of Hole 15.0'
415+
| 20—
410 -
| 25—
405 -
| 30—
400 -
| 35—
396 4
140
. === Client: Westinghouse Electric Company
Westmghouse A 1 " | | -
Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole: BP-22B
3300 State Road P St. Louis, MO 63114 _— £

Festus, MO 63028
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Drilling Contractor: IPS

Client Westinghouse Electric Company
|ocation: Hematite, MO

Project: Hematite Remedial Investigation
Date Started: 06/02/04

Date Finished: 06/02/04

Geologist: J. Grupp

Boring:CB-02

Drilling Method:

Direct Push

Surf. Elev: 432.23
Northing: 864606.53
Easting: 826640.42
Total Depth of Boring: 32.0 feet
Top of Casing: 434.73
Total Depth of Well: 31 .5 feet
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> o OQn £ N e Well Well Construction
Uij A 8 ] o ug 5 Sample | Lithology Lithology Description USCS| Construction Description
435 — 1
1 0 p—— | ..
= | HelD —— i‘
430 Il CONCRETE I: I
A CLAY : brown, slightly plastic, damp, trace fine I
g it sand SR P 1" SCH 40 PVC RISER
19— CB-02-05-SL CL
ol | 4.04.0 (4.0-6.09
425 -  °
T | CLAY : brown, slightly plastic, damp
| 10— | 4.04.0 (52111000 oL
420 — CLAY : brown w/gray mottling, slightly plastic,
Al - damp to moist
—| 4.0/3.5 CL
= o wifine to coarse sand 14.0-15.5
4 15— IRIRERE CB-02-15-5L HIGH SOLIDS BENTONITE
il o (14.0-16.0°) CLAY : brown, plastic, moist to wet, trace fine GROUT
) gravel
415 —
2 —| 4.04.0
| CH
i - 48/11500
. +| 4.04.0
410 CLAY: dark gray, plastic, wet
| 2l SECONDARY FILTER PACK
42 CB-02-25-SL CH e (100 Mesh)
o - | 4.0/3.0 (24.0-26.0% 5.( 1(
405 — - 52/12200 f}(i
]
T | CLAY: gray, plastic, wet, sandy i(;( Ez;g;fuzmﬁ;;)REPACKED SCREEN
1 i(l(
| 30— | 4.0M40 CH fa
- T (4
400 — J crror | LIMESTONE: weathered
Nl Bottom of Hole 32.0°
4 B85
395 — T
40
@ Westinoh g g B Westinghouse Electric Company
g i B Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  CB-02
3300 State Road P St. Louis, MO 63114 _— £
Festus, MO 63028 '
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Client Westinghouse Electric Company I . _
_ocation: DM-02 Borl ng ' D IVI 02
Project: Hematite Remedial Investigation

Date Started: 07/01/04

Date Finished: 07/02/04

Geologist: J. Grupp

Drilling Contractor: IPS

Drilling Method:
Surf. Elev:

Northing:

Easting:

Total Depth of Boring:
op of Casing:

Total Depth of Well:

Direct Push
434.78
864942 42
827469 87
34.0 feet
437 .28
33.0 feet
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% a S A1 0 ug 5 Sample | Lithology Lithology Description USCS| Construction Description
1 Il Bkgrd= Bkgrd=
= 1l 30/6000 0.7
435 — —
|l | CLAY: brown, slight plastic, damp, silty plnedataial ISEHINGETS BSE
T - | 4.04.0 | 5077200 Gl I 1" SCH 40 PVC RISER
430 — g_| — CLAY: brown, slightly plastic, moist, silty
DM-02-05-SL _
i - | 4.0/4.0 |[30/11000 (4.0-6.09 = =] CL
4985 — ag_ = CL
10 4.04.0 ' ] HIGH SOLIDS BENTONITE
| T DM-02-11-SL B i
il Pl Bied| : CLAY:tan whlack and gray mottling, plastic,
& 42/6800 C10. 0120 | damp to moist
| )l ' ' || trace fine gravel below 16.0' CH |
i | 4.0/3.0 ]
420 — 15— =
T fi DM-02-17-SL |
Il - | 4.0/3.0 | 45/7300 (16.0-18.0) =
1 ~| 4.0/4.0 |(263/10000 e
DM-02-22-SL | . —
| | (21.0-23.09 ) GRAVELLY CLAY: gray, plastic, moist i CH
- y 1| CLAY: gray, w/black and tan mottling, plastic, CH
m oist
410 — 95 |
il DM'DE'EE'S,L CLAY: gray wian mottling, plastic, moist | |
|| 4.04.0 (24.0-28.0) CH s SECONDARY FILTER PACK
]
Il A BRE (100 MESh)
A 4
” 1 CLAY: gray, plastic E‘CE‘C
il 53/8000 :1:(::1(:
405 — g T
30 4.0/4.0 et o 1.0"x 2.5" PREPACKED SCREEN
2 1 (I (20/40 Mesh)
| | i
l SAND: fine to coarse grained, wet i(;(
-] 2.0/2.0 DM-02-33-SL SW
| I (32.0-34.0)
400 — 35 — Bottom of Hole 34.0°
=== Client: VWestinghouse Electric Company
Pyt o Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole:  DM-02
3300 State Road P St. Louis, MO 63114 Bitsed. 1 of 1
Festus, MO 63028 '
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Client Westinghouse Electric Company Bori ng . E P_'I 4

|ocation: Hematite, MO

Project: Hematite Remedial Investigation
Date Started: 07/07/04

Date Finished: 07/07/04

Geologist: J. Grupp

Drilling Contractor: IPS

Drilling Method: Direct Push

Surf. Elev: 433.45
Northing: 864604.82
Easting: 827/237.14
Total Depth of Boring: 32.0 feet
Top of Casing: 435.95
Total Depth of Well:  32.0 feet

©
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> o OQn £ N e Well Well Construction
= | 0 Q 5] = ug .. | Sample | Lithology Lithology Description USCS| Construction Description
435 — J Bkgrd= Bkgrd=
| - 5516600 0.3
0 RARARRAARRARY) X 2% 05
y! ] _ L TopsolL 2'x 2'x 0.5' CONCRETE PAD
i 11 4040 — CLAY: brown, slightly plastic, moist to wet I | LN
] U4 _ | wigravel and debris (FILL) I 1" SCH 40 PVC RISER
430 - | | CL
I = 42/4800
| o EP-14-05-SL
—| 4.0/4.0 (4.0-6.0°)
i ' : 1| CLAY: grayish to brown, slightly plastic, wet
425 — /| CLAY: brown w/gray mottling, slightly plastic,
o il 1| wet, silty
| 10| 4040 HIGH SOLIDS BENTONITE
i | GROUT
| = 44/5100 CL
420 — 1 EP-14-13-SL
| 4.04.0 . (12.0-14.0)
1 CLAY: brown w/gray mottling, slightly plastic,
il i wet, silty
~| 4.0/2.0
=
| 20 52/5600
| | 4.0125 o
40—
| 25— EP-14-25-SL % SECONDARY FILTER PACK
1 a0m5 (24.0-26.0") T (100 Mesh)
= ] 1
- 1 | {umie
— 57/6100 - == GuY
405 — 1| CLAY: gray, plastic, wet :::g:
. T — CH B 1.0"x 2.5" PREPACKED SCREEN
| 30— | 4025 5 (T (20/40 Mesh)
bl EP-14-31-SL SAND: fine to coarse grained w/fine gravel SW ff‘(
I J (30.0-32.0°) B
= Bottom of Hole 32.0°
400 —
| 39—
395 |
40
@ Westinohouse - — = — Client: Westinghouse Electric Company
g ol B Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole: EP-14
3300 State Road P St. Louis, MO 63114 Bl 1 of
Festus, MO 63028 '
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Client

_ocation: EP-15
~roject:

Date Started: 06/10/04
Date Finished: 06/18/04
Geologist: J. Grupp

Drilling Contractor: IPS

Westinghouse Electric Company

Boring:EP-15

Hematite Remedial Investigation

Drilling Method: Direct Push

Surf. Elev: 431.75
Northing: 864513.27
Easting: 827/215.82
Total Depth of Boring: 30.0 feet
Top of Casing: 434.25
Total Depth of Well:  30.0 feet
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% a S A1 0 ug 5 Sample | Lithology Lithology Description USCS| Construction Description
1 0 e o —— .
il | TOPSOIL: grayish brown, silty clay plaseea GRS IE B
430 — 1| 4040 : CLAY : brown to gray, slight plastic, damp, silty ' il
.0/4. 1" SCH 40 PVC RISER
i L 70/9200
| 97 EP-15-05-SL
i | 4.0/4.0 (4.0-6.0) oL
=1 1
1 = 76/8500
| 10| 4040 HIGH SOLIDS BENTONITE
B i GROUT
- CLAY: brown, slightly plastic, moist to wet, silty
1 EP-15-13-SL
1 | 4.04.0 (12.0-14.0) cL 1
7 15— 50/9000
415 — | CLAY: brown, slightly plastic, wet, w/silt
1 ~| 4.04.0 | [
i - CL Ins
SECONDARY FILTER PACK
| 20 il (100 Mesh)
i . 44/8800 ol
410 — — | 4.0/4.0 fzﬁ
il CLAY: brown, slightly plastic, wet, sandy CL ()
A (Hd
i SAND: brown, fine grained, wet i(:(
| 25— SP };::hg:
EP-15-25-SL Wl 1.0" x 2.5" PREPACKED SCREEN
i 1l 4035 (24.0-26.0" (G (20740 Mesh)
2 i CLAY: gray, plastic, wet, gravell i
405 J 9700 gray, p g y GC O
i CLAY: gray, plastic, wet CH 5:1(
1 — | 2.0/2.0 EP-15-29-SL || _ . CL o
1 29 (28.0-30.0) CLAY: gray, moderate plastic, sandy iﬁ‘ﬁ
e Bottom of Hole 30.0°
400 — il
| BB
395 — il
40
@ Westinoh == == Client: Westinghouse Electric Company
g i B Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borebinles EP18
3300 State Road P St. Louis, MO 63114 it 1 of
Festus, MO 63028 '
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Client
_ocation:

~roject:

Geologist:

Date Started:
Date Finished:

Westinghouse Electric Company
Hematite, MO

Boring:EP-16

Drilling Method:

Surf. Elev:

Hematite Remedial Investigation Northing:
06/18/04 Easting:
06/18/04 Total Depth of
J. Grupp Top of Casing:
Total Depth of

Drilling Contractor: IPS

Direct Push
431.74
864542 .36
827246.65
30.0 feet
434.24
30.0 feet

Boring:

Well:

®
c
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= | 5 & N £ - L=
O ey L~ < (N = o ltsY
5| s | 5|5 | £ | 07 .
> o OQn £ N e Well Well Construction
% a S A1 0 ug 5 Sample | Lithology Lithology Description USCS| Construction Description
| J Bkgrd= Bkgrd=
- 55/5600 0.3
|0 v topsolL 2'x 2'x 0.5' CONCRETE PAD
il e 7
430 — 11 4.0/35 — || CLAY:brown to gray, slightly plastic, silty || !.
ek N/A 1" SCH 40 PVC RISER
| = 70/9700
| °— EP-16-05-SL
i | 4.014.0 (4.0-6.0)
== .
i CLAY: b /gray, slightly plastic, d /silt
J 48/9600 rown w/gray, slightly plastic, damp w/si
| 10| 4040 G HIGH SOLIDS BENTONITE
. ) GROUT
4204 -
) CLAY: brown, slightly plastic, wet, silty
1 - | 4.0/4.0
| 19— a20dan0 EP-16-15-SL
b i3 (14.0-16.0" cL
415 - 1
11 || AR J SECONDARY FILTER PACK
= J 1k (100 Mesh)
1 20 ol
il CLAY: brown, slightly plastic, wet w/fine sand 3‘*(—(
= 56/8800 CL S
410 — — | 4.0/4.0 fjﬁ
= SAND: brown, fine, wet ()
| SP e
T S ot 1.0"x 2.5" PREPACKED SCREEN
4 o5 _ LY NO RECOVERY ;E:; (20/40 Mesh)
]I
i | 4.0/2.0 R G
405 — 62/8750 X X {_(
Jl EP-16-27-SL|l0c © © . : SRS
Nl , GRAVEL.: fine to coarse w/medium to coarse il
)| (26.0-28.0) | | O, O ©J cang GW g
1 30 || CLAY: gray, wet, gravelly GC e
e Bottom of Hole 30.0°
400 — 1
1 85—
395 — 1|
140
@ Westinoh == == Client: Westinghouse Electric Company
g ol B Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borebls® EP-18
3300 State Road P St. Louis, MO 63114 it 1 of
Festus, MO 63028 '
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Drilling Contractor: IPS

Client Westinghouse Electric Company
|ocation: Hematite, MO

Project: Hematite Remedial Investigation
Date Started: 07/07/04

Date Finished: 07/08/04

Geologist: J. Grupp

Boring:EP-18A

Drilling Method:

Direct Push

Surf. Elev: 433.67
Northing: 864634.92
Easting: 827250.11
Total Depth of Boring: 31.0 feet
Top of Casing: 436.17
Total Depth of Well:  31.0 feet

®
L
At © O
E) _ | 38| faE | ~ | 8%
- T O )] an = O
QO Nt () <L (D — o o
Bl s | E§5 | X5 | & | 07 -
> *% ©Q 4 A T Well Well Construction
) G o Bt . 4 . 5 . . .
i ' S ] o e Sample | Lithology Lithology Description USCS| Construction Description
Il Bkgrd= Bkgrd=
435 J 55/5600 0.3
: 0 | B —poolL 2 x 2 x 0.5' CONCRETE PAD
i 1| 4040 o= SILTY CLAY: brown w/gray, damp to wet, J
1l o - w/gravel and wood debris (Fill 1" SCH 40 PVC RISER
430 — - 76/5800 -
i ~ | 4.04.0
ol J CLAY: brown mottling, slightly plastic, damp, ;
425 —  _
EP-18-09-SL . ,
s ] ; CLAY: brown, slightly plastic, wet, gravelly l B
10— | 4.04.0 (8.6:-10.05 HIGH SOLIDS BENTONITE
i — | B GROUT
T l 74/5600 cL
420 — ~| 4.000
15— EP-18-15-SL
T < (14.0-16.0" | 0
= % X || NORECOVERY g &
4 ] X X 1
-1 4.0/0.0 XX
a1 . X X 1
| 20 N/A w
1 ® B
1 - | 4.0/0.0 X X | |}
I - o
410 - _ S
KX 1 B SECONDARY FILTER PACK
| 25 — pd 4 }( ( (100 Mesh)
il Pt Pt 1k‘:: l'::
| —| 4.0/1.0 o s
v N/A i
- CLAY: gray, plastic, wet Sn
T CH K 1.0"x 2.5" PREPACKED SCREEN
405 — 1| m (20/40 Mesh)
) 3 0/2.0 EP-18-29-SL HE
30— | (28.0-30.0" (HC
il 68/54.00 CLAY: gray, wet wihrace sand and fine gravel CL (-
il inferbedded
1 - Boltom of Hole 37
400 — 1
1 35—
395 — |
140
@ Westinohouse == = Client Westinghouse Electric Company
g ot D A Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole: EP-18A
3300 State Road P St. Louis, MO 63114 _— §
Festus, MO 63028 el
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Client Westinghouse Electric Company I . » Drilling Method: Direct Push
| ocation: Hematite, MO Borlng ] EP 1 8B Surf. Elev: 433.67
Project: Hematite Remedial Investigation Northing: 864634.92
Date Started: 07/08/04 Easting: 827250.11
Date Finished: 07/08/04 Total Depth of Boring: 12.0 feet
(Geologist: J. Grupp Top of Casing: 436.17
Drilling Contractor: IPS Total Depth of Well:  12.0 feet
s
an ‘© e,
rm O — £ =
4= g & —
omill == 0 O = - =
§| €| 8z 28| L |z1
Ie = O ® < (), .
> o Q. 1 N B | | o Well Well Construction
i ' 8 ] o e Sample | Lithology Lithology Description USCS| Construction Description
= 1 MIP, PID, RAD, and Lithology data taken from
i . _ EP-18A
435 ] S5/2600 "3
: ) i | 2 x 2 x 0.5' CONCRETE PAD
i o] = SILTY CLAY: brown w/gray, damp to wet, f': 1" SCH 40 PVC RISER
il -~ w/gravel and wood debris (Fill)
i HIGH SOLIDS BENTONITE
430 — | — GROUT
76/5800
| 5 - — 5 SECONDARY FILTER PACK
Bl |l TR (100 MESh)
= CLAY: brown mottling, slightly plastic, damp, 31( 1<
J Il silty &1 ﬁf};{i
T (e
425 - _ (e -
1 10 — SR CLAY: brown, slightly plastic, wet, gravelly i(i.( gz'gmxuzmﬁesi)REPACKED SLREEN
< | (Hq
Al | Bottom of Hole 12.0°
420 — 1
1 15—
415 — :
| 20—
410 — :
| 25—
405 — :
| 30
400 — :
1 85—
395 — :
140
. === Client: Westinghouse Electric Company
Westmghouse — A o | | o
Project: Hematite Remedial Investigation
Westinghouse Electric Company SAIC Location:  Hematite, MO
lematite Facility 8421 St. John Industrial Drive Borehole: EP-18B
3300 State Road P St. Louis, MO 63114 _— §
Festus, MO 63028 e <
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