‘Westinghouse

5*4

An Employee-Owned Company

Hydrostratigraphic

NSSSC/Unconsolidated

Visual Observations:
Well condition noted as good

Six guard posts in place

Rehabilitation not required

Westinghouse Electric Company

Well Number:
WS-24

Hematite Facility
Well Inspection Report

Date Installed:
9/23/1998

Coordinates (MO State Plane NAD83):
Northing/Easting

N 865365.843
Total Depth
(feet BTOC):

19.63

Well Construction

Material:
PVvC

Zone:

E 827403.397
Riser Height

(feet above pad):

2.72
Well Casing

Diameter (inches):

2
Inspected By:
R. Tubbs

Protective outer casing constructed of 4 inch square steel — rusted
Well pad construction — 2 ft X 2 ft concrete

Water-tight lockable cap in place with dedicated bailer
Well needs numbering/labeling

Westinghouse Hematite Remedial Investigation Baseline Groundwater Assessment

WS-24

F-31

Project Number:
SAHEMO00136

Elevation (TOC):

439.52
Water Level
(feet BTOC):

16.31
Screen Length
(feet):
10.0

Date Inspected:
8/16/2004
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LOG OF BORING WS24

(Page 1 of 1)

Date Started : 09/23/98
Combustion Engineering Date Completed - 092306
Missouri State Route P Hole Diameter :85/8"
Hematite, Missouri Drilling Method : Hollow Stem Auger
Driller : REDI

Logged By: Kerry L. Nikolaisen, RG

Sampling Method

: §' Split-Spoon Sampler

Water Levels
_y_ During Drilling
7 After Completion (prior to development)
- Well: WS24
Depth = @ % | po | Net Elev.: 439.09
in 0 | & a e Cover
4} E |Rec |(ppm)| CPM ——
Feet
o é g DESCRIPTION &S |overy (0.5 min) r—— Weli Cap
0
7 7T SILTY-CLAY, moist moderate yellow 274 471 Cement
/ soft-slightly firm. c—a =
J ) 4317
] / {32+ Bentonite chips
cL & 313
5 I { F=—Casing
M| CLAYEY-SILT, trace asphalt grading to -
a moist to wet, soft, moderate yellow [-
. brown/gray. Trace brown motties. 3
- Xl
ML -]
. abundant scrubber gravel, trace
brown/black mottles. Jl-
. 11"} Sand
terminates at asphalt fill. '
10 B i e e o i i o 1i
CLAYEY-SILT/SILTY-CLAY, saturated 11
% slightly firm, moderate yellow, brown. R
. More clay w/ depth. 1.
] H
J /] O
9 P
. | more brown mottles. - Screen
% ik
-MUCL | /] silty stringers (PP 0.5-1.25) .
/| softer w/depth H:
15 4 ¥ ‘H- {—Sand
|,/ saturated s
’; — Z1_Bentonite chips
i a —
Boring terminated @ 17.5 feet bgs.
20 -

Well Construction
Information

WELL CONSTRUCTION

Date Compl: 9/23/98
Hole Diam. : 8 5/8 in.
Drill. Method HSA

WELL CASING
Material :PVC
Diameter :2in.
Joints : threaded
WELL SCREEN
Material :PVC
Diameter :2in.
Joints : threaded
Opening  :.010 slot
NOTES

(PP) Pocket
Penetrometer

(CPM) Counts per
minute

Soil lithology was taken
from WS-25.

F-32 .




ﬁl{

An Employee-Owned Company

Hydrostratigraphic

DSCC/Unconsolidated

Visual Observations:

Well condition noted as good

Protective outer casing constructed of 4 inch square steel — rusted

Westinghouse Electric Company

Well Number:
WS-25

Hematite Facility
Well Inspection Report

Date Installed:
9/23/1998

Coordinates (MO State Plane NAD83):
Northing/Easting

N 865368.538
Total Depth
(feet BTOC):

39.56

Well Construction

Material:
PVC

Zone:

Well pad construction — 2 ft X 2 ft concrete

Six guard posts in place

Water-tight cap in place with dedicated bailer

Well needs numbering/labeling

Rehabilitation not required

E 827398.207
Riser Height
(feet above pad):
2.26
Well Casing

Diameter (inches):

2
Inspected By:
R. Tubbs

Westinghouse Hematite Remedial Investigation Baseline Groundwater Assessment

WS-25

F-33

Project Number:
SAHEMO00136

Elevation (TOC):

439.09
Water Level
(feet BTOC):

16.30
Screen Length
(feet):
10.0

Date Inspected:
8/16/2004
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LOG OF BORING WS25

(Page 1 of 1)

Date Started
Combustion Engineering Date Completed
Missouri State Route P Hole Diameter
Hematite, Missouri Drilling Method
Driller

Logged By: Kerry L. Nikolaisen, RG

Sampling Method

: 09/23/98

:09/23/98

: 8 5/8"

: Hollow Stem Auger

: REDI

: §' Split-Spoon Sampler

Waler Levels
y_ During Drilling
57 AHer Completion (prior to development)
- Well: WS25
Depth T i % | el net Elev.: 438.09 Well Construct
in ] o = b Caover e onstruction
& Rec- |(ppm)| CPM — {
reel | 5 |2 E Infarmation
R DESCRIPTION & |overy 0.6 min) 71 well cap
0 4] ,
] I Silr-t'l"r-Cl»lLA;\‘;. P e R L F1 e Cemenl  WELL CONSTRUCTION
] / A0 SgEY NI, b O Date Compl; ©/23/98
1 34 | 00 44 =1 1™ Hote Diam. ;8 58 in.
3 / : e Driil, Method - H5A
i / WELL CASING
5 4 / — v B‘Ialunal ;VC
3 < larm s in
4 s'._Cfu-b.bar gravel and concrete fill, Spate Sk isuded
| [ Hl CLAYEY-SILT. Some asphaitgrading || 2 || 50 |02 | 26 ‘) WELL SCREEN
ML to a moist, wet, soft, moderate yellow '- Mataral - PVC
o brown/gray. Trace brown motiies. 1L Diameter - 2in
10 Abundant scrubber grave, trace — 4 Jaints threaded
J /\I_:Jrcrwnn'black mattles, g Opening - .010 slol
i CLAYEY-SILTISILTY-CLAY, saturated ~ L Grout
| r/ slightly firm, moderate yellow, brown, 3(lwo |00 | 34 I f-
‘ 9 Frm_n motiles. =11 casing NOTES
- /" erminates at asphalt fill. AL [FF) Pocke! Penlremeter
15 4 A siity stringers (PP 0.5-1.25) softer. - gl
- . [CPM)] Counls per
= / A menuie
Mucy | L] 4(l400 |02 | 26 '
) 9 1
20 4 v = q
] ] 1
i ] 5[0 |00 | 48 [
1 113
25 4 : I 1 -
T SITY-CLAY, salrated medium gray, | =heenie
1 soft, sticky, plastic,more firm widepth ==
- (PP -1.0). 6 70 | o2 2 ol B
- sandy, trace rounded dolomite gravel.
304 ML — -
i 71| o6 |0z2]| 2 - -sand
) ‘H-+— Screen
as =4 o
|+ 4 GRAVEL, sandy, clayey, saturated, ‘H-
. = . olive gray, poory sorted, subangular, 3 (7S 1 i H:
3 .25 medium size gravel. H-
{ —AUGER REFUSAL @ 364 feel bgs
40 4

F-34




‘Westinghouse

ﬁH

An Employee-Owned Company

Hydrostratigraphic

NSSSC/Unconsolidated

Visual Observations:
Well condition noted as good

Six guard posts in place

Rehabilitation not required

Westinghouse Electric Company

Well Number:
WS-26

Hematite Facility

Well Inspection Report

Date Installed:
9/28/1998

Coordinates (MO State Plane NAD83):
Northing/Easting

N 865104.940
Total Depth
(feet BTOC):

18.25

Well Construction

Material:
PVvC

Zone:

Water-tight cap in place with dedicated bailer
Well needs numbering/labeling

E 827670.681
Riser Height
(feet above pad):
2.66
Well Casing

Diameter (inches):

2
Inspected By:
R. Tubbs

Protective outer casing constructed of 4 inch square steel — rusted
Well pad construction — 2 ft X 2 ft concrete

Westinghouse Hematite Remedial Investigation Baseline Groundwater Assessment

WS-26

F-35

Project Number:
SAHEMO00136

Elevation (TOC):

433.53
Water Level
(feet BTOC):

11.64
Screen Length
(feet):
10.0

Date Inspected:
8/16/2004
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LOG OF BORING WS26

(Page 1 of 1)

Date Started

Date Completed

Combustion Engineering
Hole Diameter

Missouri State Route P

: 09/28/98
: 09/28/98
: 8 5/8"

Well: WS26
Elev.: 433.53

Cover
—

—— Well Cap

T

Cement

] Casing
t— Bentonite

55 TR [T A

T pr o
DS I 5 .

0 0 0 0 O O O €

".}-Sand
=1 Screen

ITTITITITIITIT T

Hematite, Missouri Driling Method : Hollow Stem Auger
Driller . REDI
Logged By Kerry L. Nikolaisen, RG Sampling Method .5 Split-Spoon Sampler
O
Depth F @ .
in n | = % | PID | Net
18 |% DESCRIPTION S P A ot
S | & |overy (0.5 min)
0
CLAYEY-SILT, moist slightly firm but
friable, medium brown. Grades softer.
4
ML
5 [ o m e R o e e e e e S (e S -4
/ CLAYEY-SILT/SILTY-CLAY, moist,
moderate yellow brown, soft. Grades
. L1 to an olive brown, firm-very firm,
L/ slightly plastic, (PP 1.5-3.0). Trace
J / dolomite, subangular fragments w/
some gray mottles.
L/
]
| L/
"
10 -MU/CL 9
/]
] “
L/
. L/
g
1
“
15 DL i, i e B T S TR
- Boring terminated at 15 feet bgs.
20 -

Well Construction
Information

WELL CONSTRUCTION

Date Compl. 9/28/98
Hole Diam. : 8 5/8 in.
Orill. Method HSA

WELL CASING
Material :PVC
Diameter :2in.
Joints : threaded
WELL SCREEN
Material  : PVC
Diameter :2in.
Joints : threaded
Opening  :.010 slot
NOTES

(PP) Pocket
Penetrometer

(CPM) Counts per
minute

Soil lithology taken
from
WS-27.

F-36




‘Westinghouse

§ﬂ1

An Employee-Owned Company

Hydrostratigraphic

DSCC/Unconsolidated

Visual Observations:
Well condition noted as good

Six guard posts in place

Rehabilitation not required

Westinghouse Electric Company

Well Number:
WS-27

Hematite Facility

Well Inspection Report

Date Installed:
9/28/1998

Coordinates (MO State Plane NAD83):
Northing/Easting

N 865109.025
Total Depth
(feet BTOC):

35.15

Well Construction

Material:
PVC

Zone:

Water-tight cap in place with dedicated bailer
Well needs numbering/labeling

E 827662.626
Riser Height
(feet above pad):
2.47
Well Casing

Diameter (inches):

2
Inspected By:
R. Tubbs

Protective outer casing constructed of 4 inch square steel — rusted
Well pad construction — 2 ft X 2 ft concrete

Westinghouse Hematite Remedial Investigation Baseline Groundwater Assessment

WS-27

F-37

Project Number:
SAHEMO00136

Elevation (TOC):

433.49
Water Level
(feet BTOC):

18.49
Screen Length
(feet):
10.0

Date Inspected:
8/18/2004
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l‘ LOG OF BORING WS27

(Page 1 of 1)
Date Started : 09/28/98
Combustion Engineering Date Completed : 09/28/98
Missouri State Route P Hole Diameter : 858"
Hematite, Missouri Drilling Method : Hollow Stem Auger
Driller : REDI

Logged By: Kerry L. Nikolaisen, RG { Shmping Mathad

: 5' Split-Spoon Sampler

Water Levels
_y_ During Drilling
7 After Completion (prior to development)
o
Depth ]
i: 7] E é_ % | PID Net
(8] E Rec- |[(ppm)| CPM
F
e | 3 | DESCRIPTION e g Bl
0
CLAYEY-SILT, moist slightly firm but
1 friable, medium brown. Grades softer.
1M 1]l 80 [ 00| 30
5 L P e =
7 CLAYEY-SILT/SILTY-CLAY, moist,
A ¥ moderate yellow brown, soft. Grades
7 to an olive brown, firm-very fimm, 21l 10004 | 12
4 /] slightly piastic, (PP 1.5-3.0). Trace :
g /1 dolomite, subangular fragments w/
104 % some gray mottles. |
; V|
] 9 3| 100] 00| 26
1 V]
15 4 ; -
Mucy | /] 4([ 50 |02 24
] g =
ﬁ 5 0 [ NA| NC
0] _ .
0 | /| saturated medium gray/olive. Slightly —
E firm, slightly plastic, w/ trace limonite
9 staining.
] L/ 6(| 8 [00] 8
=1 |I[ B
4 /| sandy, clayey, medium gray saturated.
4 L/ Subangular to well-rounded large
dolomite and chertgravel. __________ Ti w|eef >
.'{ GRAVEL, sandy, clayey.
8 0 0.0

:

58 IR B

e
o FETETET S

Well: WS27
Elev.: 433.56

Cover
—_—

[+~ Well Cap

— Grout

"] k4 Casing

0
i

— Bentonite

-.4— Sand
Screen

I -

ITTITTTTTIT

40

AUGER REFUSAL @ 32.8 feet bgs

Well Construction
Information

= Cement
g

WELL CONSTRUCTION

Date Compl: 9/28/98
Hole Diam. : 8 5/8 in.
Drill. Method HSA

WELL CASING
Material :PVC
Diameter :2in.
Joints : threaded
WELL SCREEN
Material :PVC
Diameter :2in.
Joints : threaded
Opening :.010 slot
NOTES

(PP) Pocket
Penetrometer
(CPM) Counts per
minute

F-38




‘Westinghouse

#

An Employee-Owned Company

Visual Observations:

NSSSC/Unconsolidated

Westinghouse Electric Company

Hematite Facility
Well Inspection Report

Well Number: Date Installed:
WS-28 9/25/1998
Coordinates (MO State Plane NAD83):
Northing/Easting
N 865037.219 E 827867.373

Total Depth Riser Height
(feet BTOC): (feet above pad):
18.69 2.69
Well Construction Well Casing
Material: Diameter (inches):
PVC 2
Hydroszt;itég:;raphlc Inspected By:

R. Tubbs

¢ Well condition noted as good

Protective outer casing constructed of 4 inch square steel — rusted
Well pad construction — 2 ft X 2 ft concrete

Eight guard posts in place

Water-tight cap in place with dedicated bailer

Well needs numbering/labeling

During redevelopment, well continuously produced brown water
Rehabilitation with mud dispersant recommended to remove additional fines

accumulated around filter pack

Westinghouse Hematite Remedial Investigation Baseline Groundwater Assessment

WS-28

F-39

Project Number:
SAHEMO00136

Elevation (TOC):

428.56
Water Level
(feet BTOC):

9.69
Screen Length
(feet):
10.0

Date Inspected:
8/17/2004
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LOG OF BORING WS28

(Page 10of 1)

Date Started
Combustion Engineering Date Completed
Missouri State Route P Hole Diameter
Hematite, Missouri Drilling Method
Driller

Logged By: Kerry L. Nikolaisen, RG

Sampling Method

: 09/24/98

: 09/25/98

:85/8"

: Hollow Stem Auger

: REDI

: 5' Split-Spoon Sampler

Water Levels
_y_ During Drilling
7 After Completion (prior to development)
- Well: WS28
Depth I 9 Elev.: 428.61 ]
in 4 g E R% (Pplg‘) CN:':‘ = Cover Well Construction
Feet ec- |1p Information
g & DESCRIPTION &S |overy (0.5 min) N—— Well Cap
0 carr
/ SILTY CLAY, moist, slightly plastic, I : . WELL CONSTRUCTION
moderate yellowish-brown with EEIE :
4 abundant brown mottling. Trace rools. AEimE 33:3 ggr:‘g.: 9425%951
Alllm Drill. Method HSA
| = B B
i Gt / 41| WELL CASING
/ - | +— Bentonite chips | Material : PVC
] 17 : Diameter :2in.
/ 7 [t Ceasing Joints : threaded
A 113 WELL SCREEN
~1 SILTY CLAYCLAYEY SILT, moist, soft ™ | ill= Material  : PVC
cLmL ] s sfightlyﬁYrmc i oot Diameter : 2in.
5 S e L e e I Oy Joints : threaded
1 CLAYEY SILT, moist o wel, moderate . Opening  :.010 slot
|| yellowish brown, soft. Abundant s
] || mattling and trace limonite staining. M
R NOTES
7 | x> H: (PP) Pocket
H-: Penetrometer
) E (CPM) Counts per
=l minute
1 Sanﬂ:'f' .:_ .
- Soil lithology taken from
10 4 ' saturated, friable, 6" blackirusty-brown “H:-Lsand WS-29.
iron oxide lens, “He T
I BT Screen
i -
4 ' olive gray, soft, imonite staining and “I:
black mottling. H:
15 4 medium gray E
! 2 i
| | *..r.}-Sand
71 SILTY GLAY, irm - — 3
CL :_r:/' — -1~ Bentonite chips
L -_—
ML ] CLAYEY SILT, satrated, sofl, slicky. =
20 -

F-40






