
 

 

Missouri Department of Natural Resources 
Division of Environmental Quality 

 
Scrap Tire Site/Processor Inspection Checklist 

 
I. General Information:                      (Reference 10 CSR 80-8.040 and 80-8.050) 
 
Date of Inspection 
 

 
Days/Week Open 

 
Time of Arrival 

 
Name of Facility 

 
County 

 
Site/Processor Permit Number(s) 
 

 
Address 

 
City 

 
State 

 
Zip Code 
 

 
Owner/Operator Name 

 
Telephone Number with area code 
 

 
Address 

 
City 

 
State 

 
Zip Code 
 

 
Actual Quantity of Scrap Tires Received in last three months                                           
           
 

 
Actual Quantity of Waste Tires Processed in last three months 

 
Actual Quantity of Scrap Tires Unprocessed On-Site 
 

 
Actual Quantity of Waste Tires Processed On-Site 
 

 
Area/Cities/Counties Served 
 
 
Haulers Permit Numbers and Dates Received 
 
 
 
 
Pictures (Y/N) 

 
Copy of Photo Log (Y/N) 

 
II. Inspection Questions 
Note: Check all subsections SAT - Satisfactory, UNS - unsatisfactory, or N/A - not applicable.  If necessary, describe UNS violations under Remarks. 
 
10 CSR 80-8.040 and 80-8.050 Scrap Tire Site/Processor Permit Issuance, Special Permits and  
Permit Exemptions 

 
SAT 

 
UNS 

 
N/A 

 
A. Site Constructed and operated per approved terms and conditions of permit 

 
 

 
 

 
 

 
B. Site design and operation in compliance with 260.200-260.345 and 10 CSR 80 

 
 

 
 

 
 

 
C. Storage Requirements 10 CSR 80-8.040 and 80-8.050 

 
 

 
 

 
 

 
1. Fire Protection, Outside Storage 

 
 

 
 

 
 

 
Tires should be stored in a level area 

 
 

 
 

 
 

 
Pile dimensions not to exceed height = 20' length or width = 250' 

 
 

 
 

 
 

 
Method of stacking - Solid piles in an orderly manner 

 
 

 
 

 
 

 
Minimum distance between buildings in accordance with NFPA 80A or NFPA231-D Table C-4.2.3 

 
 

 
 

 
 

 
Minimum distance between isolated piles as per NFPA 231-D Table C-4.2.3 or dirt berm 1 2 time pile 
ht. 

 
 

 
 

 
 

 
Min. distance from adjoining property as per NFPA 231-D Table C-4.2.3 or dirt berm 1 2 times pile ht. 

 
 

 
 

 
 



 

 

 
 

Distance between storage and grass, weeds, or brush  not less than 50' 
 
 

 
 

 
 

 
Local fire protection agency consulted for advice on provision of all-weather roadways to and within 
storage area, and consulted on pre-emergency planning 

 
 

 
 

 
 

 
Potential ignition sources eliminated (e.g. smoking, welding, heating devices, open fires, etc.) 

 
 

 
 

 
 

 
Either a public or private fire main and hydrant system in place on site 

 
 

 
 

 
 

 
II. Inspection Questions continued 

 
SAT 

 
UNS 

 
N/A 

 
If access to a lake, stream, pond or other body of water, a fire dept. suction connection in place 

 
 

 
 

 
 

 
If fire hoses not immediately available from fire department, on-site storage of 1,000' of 2 2' hose and 
sufficient nozzles provided.  High expansion foam may also be used. 

 
 

 
 

 
 

 
2. Fire Protection - Inside Storage: (Not applicable if storage of less than 10,000 units) 

 
 

 
 

 
 

 
Compliance with NFPA 231D 

 
 

 
 

 
 

 
3. Runoff Protection - Surface water drainage diverted around and away from scrap tire site 

 
 

 
 

 
 

 
4. Current WPCP Permit in place 

 
 

 
 

 
 

 
5. Location - Not located in wetland, sinkhole or floodplain ( unless protected) 

 
 

 
 

 
 

 
6. Site Control - Site fenced, enclosed or made inaccessible and signs posted restricting unauthorized 

entry 

 
 

 
 

 
 

 
7. Vector Control (Mosquito Control: April 1 - October 31) 

 
 

 
 

 
 

 
Tires drained of water and kept dry by a cover impermeable to water, tires altered and do not contain 
water, or larvacide/adulticide applied at adequate amounts and intervals if tires contain water 

 
 

 
 

 
 

 
D. Record keeping Requirements 

 
 

 
 

 
 

 
1. Records of major operational problems, complaints, and difficulties are maintained 

 
 

 
 

 
 

 
2. Monthly summary of tires received, removed or processed including name and permit number of scrap 

tire haulers.  (Scrap tires must be removed or processed as stated in permit.)  

 
 

 
 

 
 

 
3. Records of vector control activities 

 
 

 
 

 
 

 
III. Equipment 
 
Brand Name 
 
 

 
Model # 

 
Manuf. Rated Capcty 

 
IV. Destination(s) Scrap Tires Are Sent To 
 
Name of Facility 

 
Permit Number 
 

 
Address 

 
City 

 
State 

 
Zip Code 
 

 
Name of Facility 

 
Permit Number 
 

 
Address 

 
City 

 
State 

 
Zip Code 
 



 

 

 
 
Name of Facility 

 
Permit Number 
 

 
Address 
 

 
City 

 
State 

 
Zip Code 

 
V. Remarks 
 
 
 
 
 
Inspector=s Signature 

 
Office 
 

 
Date 

 
Telephone Number with area code 

 
Facility Representative Signature and Title 
 

 
Date 

 
Telephone Number with area code 

 
 
Site Sketch (Optional) 
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