&= MissouR:
DEPARTMENT OF
SR 4 NATURAL RESOURCES
PUBLIC NOTICE
DRAFT MISSOURI STATE OPERATING PERMIT

DATE: October 23, 2026

In accordance with the state Clean Water Law, Chapter 644, RSMo, Missouri Clean Water Commission
regulation 10 CSR 20-6.010, and the federal Clean Water Act, the applicants listed herein have applied for
authorization to either discharge to waters of the state, or to operate a no-discharge wastewater treatment
facility. The proposed permits for these operations are consistent with applicable water quality standards,
effluent standards and/or treatment requirements or suitable timetables to meet these requirements

(see 10 CSR 20-7.015 and 7.031). All permits will be issued for a period of five years unless noted otherwise in
the Public Notice for that discharge.

On the basis of preliminary staff review and the application of applicable standards and regulations, the
Missouri Department of Natural Resources, as administrative agent for the Missouri Clean Water Commission,
proposes to issue a permit(s) subject to certain effluent limitations, schedules, and spehcial conditions. The
proposed determinations are tentative pending public comment.

Persons wishing to comment on the proposed permit conditions are invited to submit them in writing to:
Department of Natural Resources, Water Protection Program, P.O. Box 176, Jefferson City, MO 65102-0176,
ATTN: NPDES Operating Permits /Permit Comments. Please include the permit number in all comment
letters.

Comments should be confined to the issues relating to the proposed action and permit(s) and the effect on water
quality. The Department may not consider as relevant comments or objections to a permit based on issues
outside the authority of the Missouri Clean Water Commission, (see Curdt v. Mo. Clean Water Commission,
586 S.W.2d 58 Mo. App. 1979).

All comments must be received or postmarked by 5 p.m. on November 23, 2026. The Department will consider
all written comments including emails, faxes, and letters in the formulation of all final determinations regarding
the applications. Email comments will be accepted at the following address: publicnoticenpdes@dnr.mo.gov. If
response to this notice indicates significant public interest, a public meeting or hearing may be held after due
notice for the purpose of receiving public comment on the proposed permit or determination. Public hearings
and/or issuance of the permit will be conducted or processed according to 10 CSR 20-6.020.

Copies of all draft permits and other information including copies of applicable regulations are available for
inspection and copying at the Department’s website at https://dnr.mo.gov/water/what-were-doing/public-
notices, or at Department of Natural Resources, Water Protection Program, P.O. Box 176, Jefferson City, MO
65102-0176, between the hours of 8 a.m. and 5 p.m. on Monday through Friday.
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STATE OF MISSOURI

DEPARTMENT OF NATURAL RESOURCES

MISSOURI CLEAN WATER COMMISSION

P A
EN T T
A3 Eabeng

MISSOURI STATE OPERATING PERMIT

In compliance with the Missouri Clean Water Law (Chapter 644 RSMo, hereinafter, the Law), and the Federal Water Pollution
Control Act (Public Law 92-500, 92" Congress) as amended,

Permit No.: MO-0128619

Responsible Authority: CAMDEN COUNTY PUBLIC WATER SUPPLY DISTRICT NUMBER FOUR
Address: 62 Bittersweet Rd., Lake Ozark, MO 65049

Facility Name: Cornett Cove WWTF

Facility Address: 0.16 miles SW of Bittersweet Road and Evergreen Drive, Lake Ozark, MO 65049
Legal Description: Sec. 29, T40N, R16W, Camden County

UTM Coordinates: X=524344, Y=4227122

Receiving Stream: Tributary to Treeline Lake

First Classified Stream and ID: Treeline Lake (L3) (7649)

USGS Basin & Sub-watershed No.: (10290109-0406)

authorizes activities pursuant to the terms and conditions of this permit in accordance with the Missouri Clean Water Law and/or the
National Pollutant Discharge Elimination System; it does not apply to other regulated activities.

FACILITY DESCRIPTION

Outfall #001 - POTW

The use or operation of this facility shall be by or under the supervision of a Certified “C” Operator.

Equalization basin / extended aeration / chlorination / dechlorination / sludge holding tank / sludge is hauled to a permitted disposal
facility.

Design population equivalent is 304.

Design flow is 25,840 gallons per day.

Design sludge production is 5.5 dry tons/year.

Permitted Feature INF — Influent Monitoring Location — Headworks.

Legal Description: Sec. 29, T40N, R16W, Camden County
UTM Coordinates: X=524341, Y=4227143

Effective Date

Expiration Date Heather S. Peters, Director, Water Protection Program
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OUTFALL
#001

TABLE A-1.
FINAL EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS

The permittee is authorized to discharge from outfall number(s) as specified in the application for this permit. The final effluent limitations in
Table A-1 shall become effective on Effective Date and remain in effect until expiration of the permit. Such discharges shall be controlled, limited,
and monitored by the permittee as specified below:

FINAL EFFLUENT LIMITATIONS MONITORING REQUIREMENTS
EFFLUENT PARAMETER(S) UNITS DAILY WEEKLY MONTHLY MEASUREMENT SAMPLE
MAXIMUM AVERAGE AVERAGE FREQUENCY TYPE
eDMR Limit Set: Q
Flow MGD * * once/quarter*** 24 hr. total
Biochemical Oxygen Demands mg/L 30 20 once/quarter*** | composite****
Total Suspended Solids mg/L 30 20 once/quarter*** | composite****
E. coli (Note 1, Page 4) #/100mL 630 126 once/quarter*** grab
Ammonia as N (Jan 1 — Mar 31) mg/L 7.5 2.9 once/quarter*** | composite****
Ammonia as N (Apr 1 —Jun 30) mg/L 3.6 1.4 once/quarter*** | composite****
Ammonia as N (Jul 1 - Sep 30) mg/L 3.6 1.4 once/quarter*** | composite****
Ammonia as N (Oct 1 — Dec 31) mg/L 7.5 2.9 once/quarter*** | composite****
Total Residual Chlorine (Note 2, Page 4) ug/L <130 <130 once/quarter*** grab
EFFLUENT PARAMETER(S) UNITS | miNiMum maximum | MERRO RN SAVPLE
pH — Units** SuU 6.5 9.0 once/quarter*** grab
EFFLUENT PARAMETER(S) UNITS | oatbd %\?5%55 N EREQUENGY SAVPLE
Dissolved Oxygen (Note 2, Page 4) mg/L * * once/quarter*** grab
EFFLUENT PARAMETER(S) UNITS | AVERAGE M EREQUENGY | SAVPLE
MINIMUM
Biochemical Oxygen Demands— Percent Removal (Note 3, Page 4) % 85 once/quarter*** calculated
Total Suspended Solids — Percent Removal (Note 3, Page 4) % 85 once/quarter=** calculated

MONITORING REPORTS SHALL BE SUBMITTED QUARTERLY; THE FIRST REPORT IS DUE MONTH 28, 20XX.

* Monitoring requirement only.

** pH is measured in pH units and is not to be averaged.
*** See table below for quarterly sampling requirements.
**xx A composite sample made up from a minimum of four grab samples collected within a 24-hour period with a minimum of two
hours between each grab sample.

Quarterly Minimum Sampling Requirements
E. coli, Total Residual Chlorine Report is
Quarter Months (TRC), and Dissolved Oxygen All Other Parameters Due
. January, February, . Sample at least once during - ooth
First March Not required to sample. any month of the quarter April 28
. Sample at least once during any Sample at least once during th
Second April, May, June month of the quarter any month of the quarter July 28
. Sample at least once during any Sample at least once during th
Third July, August, September month of the quarter any month of the quarter October 28
Fourth October Sample once during October Sample at least once during January 28%
any month of the quarter
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OUTFALL
#001

TABLE A-2.
FINAL EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS

The permittee is authorized to discharge from outfall number(s) as specified in the application for this permit. The final effluent limitations in
Table A-2 shall become effective on Effective Date and remain in effect until expiration of the permit. Such discharges shall be controlled, limited,

and monitored by the permittee as specified below:

FINAL EFFLUENT LIMITATIONS MONITORING REQUIREMENTS
EFFLUENT PARAMETER(S) UNITS
DAILY WEEKLY MONTHLY MEASUREMENT SAMPLE
MAXIMUM | AVERAGE | AVERAGE FREQUENCY TYPE

eDMR Limit Set: Q

Total Phosphorus mg/L * * once/quarter*** | composite**
Total Kjeldahl Nitrogen mg/L * * once/quarter*** | composite**
Nitrite + Nitrate mg/L * * once/quarter*** | composite**
Total Nitrogen (Note 4, Page 4) mg/L * * once/quarter*** calculated

MONITORING REPORTS SHALL BE SUBMITTED QUARTERLY; THE FIRST REPORT IS DUE MONTH 28, 20XX.

* Monitoring requirement only.

** A composite sample made up from a minimum of four grab samples collected within a 24-hour period with a minimum of two

hours between each grab sample.

*** See table on below for quarterly sampling requirements.

Quarterly Minimum Sampling Requirements
E. coli, Total Residual Chlorine Report is
Quarter Months (TRC), and Dissolved Oxygen All Other Parameters Due
. January, February, . Sample at least once during - oath
First March Not required to sample. any month of the quarter April 28
. Sample at least once during any Sample at least once during th
Second April, May g month of the quarter any month of the quarter July 28
. Sample at least once during any Sample at least once during th
Third July, August, September month of the quarter any month of the quarter October 28
Fourth October Sample once during October Sample at least once during January 28
any month of the quarter
PERMITTED TABLE B-1
INE INFLUENT MONITORING REQUIREMENTS

The monitoring requirements in Table B-1 shall become effective on Effective Date and remain in effect until expiration of the permit. The influent
wastewater shall be monitored by the permittee as specified below:

MONITORING REQUIREMENTS
PARAMETER(S) UNITS
DAILY WEEKLY MONTHLY MEASUREMENT SAMPLE TYPE
MAXIMUM AVERAGE AVERAGE FREQUENCY

eDMR Limit Set: 1Q
Biochemical Oxygen Demands (Note 3, mg/L - oncelquarter** | composite**
Page 4)
Total Suspended Solids (Note 3, Page 4) mg/L * once/quarter*** | composite™*

MONITORING REPORTS SHALL BE SUBMITTED QUARTERLY; THE FIRST REPORT IS DUE MONTH 28, 20XX.

* Monitoring requirement only.

** A composite sample made up from a minimum of four grab samples collected within a 24-hour period with a minimum of two

hours between each grab sample.

*** See table on Page 4 for quarterly sampling requirements.
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Quarterly Minimum Sampling Requirements
Quarter Months Quarterly Influent Parameters Report is Due
First January, February, March Sample at least once during any month of the quarter April 28"
Second April, May, June Sample at least once during any month of the quarter July 28t
Third July, August, September Sample at least once during any month of the quarter October 281
Fourth October, November, December Sample at least once during any month of the quarter January 28™

Note 1 — Effluent limitations and monitoring requirements for E. coli are applicable only during the recreational season from April 1
through October 31. The Monthly Average Limit for E. coli is expressed as a geometric mean. The Weekly Average for E. coli will be
expressed as a geometric mean if more than one (1) sample is collected during a calendar week (Sunday through Saturday).

Note 2 — This permit contains a Total Residual Chlorine (TRC) limit.

(a) The Water Quality Based Effluent Limit for Total Residual Chlorine was calculated to be 17 pg/L (daily maximum limit) and 8
pg/L (monthly average limit). These limits are below the minimum quantification level (ML) of the most common and practical
EPA approved CLTRC methods. The department has determined the current acceptable ML for total residual chlorine to be 130
pg/L when using the DPD Colorimetric Method #4500 — CL G. from Standard Methods for the Examination of Waters and
Wastewater. The permittee will conduct analyses in accordance with this method, or equivalent, and report actual analytical
values. The minimum quantification level does not authorize the discharge of chlorine in excess of the effluent limits stated in
the permit. Measured values greater than or equal to the minimum quantification level of 130 pg/L will be considered violations
of the permit and values less than the minimum quantification level of 130 pg/L will be considered to be in compliance with the
permit limitation.

(b) Disinfection is required during the recreational season from April 1 through October 31. Do not chlorinate during the non-
recreational months and an actual analysis for TRC and Dissolved Oxygen (DO) is not necessary.

(c) Do not chemically de-chlorinate if it is not needed to meet the limits in your permit.

(d) If no chlorine was used in a given sampling period, an actual analysis for TRC is not necessary. Simply report as “AG —
Conditional Monitoring Not Required This Period” for TRC in the eDMR system.

Note 3 — Influent sampling for BODs and TSS is not required when the facility does not discharge effluent during the reporting period.
Samples are to be collected prior to any treatment process. Calculate Percent Removal by using the following formula: [(Average
Influent —Average Effluent) / Average Influent] x 100% = Percent Removal. Influent and effluent samples are to be taken during the
same month. The Average Influent and Average Effluent values are to be calculated by adding the respective values together and
dividing by the number of samples taken during the month. Influent samples are to be collected as a composite sample made up from a
minimum of four grab samples collected within a 24 hour period with a minimum of two hours between each grab sample

Note 4 — Total Nitrogen is calculated as; TN = Total Kjeldahl Nitrogen + Nitrate+Nitrite.

C. STANDARD CONDITIONS

In addition to specified conditions stated herein, this permit is subject to the attached Parts I, Il, & 111 standard conditions dated
August 1, 2014, May 1, 2013, and August 1, 2019, and hereby incorporated as though fully set forth herein. Annual reports required
per Standard Conditions Part 111 Section K shall be submitted online to the department via the department's eDMR system as an
attachment. This supersedes Standard Conditions Part 11 Section K #4. EPA reports shall continue to be submitted online via the
Central Data Exchange system.

D. SPECIAL CONDITIONS

1. Electronic Discharge Monitoring Report (éDMR) Submission System. Per 40 CFR Part 127 National Pollutant Discharge
Elimination System (NPDES) Electronic Reporting Rule, reporting of effluent monitoring data and any report required by the
permit (unless specifically directed otherwise by the permit) shall be submitted by the permittee via an electronic system to ensure
timely, complete, accurate, and nationally consistent set of data about the NPDES program. All reports uploaded into the system
shall be reasonably named so they are easily identifiable, such as “WET Test Chronic Outfall 002 Jan 2023,” or “Outfall 004
Daily Data Mar 2025.”
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D. SPECIAL CONDITIONS (Continued)

() eDMR Registration Requirements. The permittee must register with the department’s eDMR system through the Missouri
Gateway for Environmental Management (MoGEM) before the first report is due. Registration and other information
regarding MoGEM can be found at https://dnr.mo.gov/data-e-services/missouri-gateway-environmental-management-
mogem. Information about the eDMR system can be found at https://dnr.mo.gov/water/business-industry-other-
entities/reporting/electronic-discharge-monitoring-reporting-system-edmr. The first user shall register as an Organization
Official and the association to the facility must be approved by the department. Regarding Standard Conditions Part I,
Section B, #7, the eDMR system is currently the only department approved reporting method for this permit unless a waiver
is granted by the department. See paragraph (c) below.

(b) Electronic Submissions. To access the eDMR system, use the following link in your web browser:
https://apps5.mo.gov/mogems/welcome.action. If you experience difficulties with using the eDMR system you may contact
edmr@dnr.mo.gov or call 855-789-3889 or 573-526-2082 for assistance.

(c) Waivers from Electronic Reporting. The permittee must electronically submit compliance monitoring data and reports unless
a waiver is granted by the department in compliance with 40 CFR Part 127. The permittee may obtain an electronic reporting
waiver by first submitting an eDMR Waiver Request Form: https://dnr.mo.gov/document-search/electronic-discharge-
monitoring-report-waiver-request-form-mo-780-2692. The department will either approve or deny this electronic reporting
waiver request within 120 calendar days.

2. The full implementation of this operating permit, which includes implementation of any applicable schedules of compliance, shall
constitute compliance with all applicable federal and state statutes and regulations in accordance with §644.051.15 RSMo, and the
Clean Water Act (CWA) Section 402(Kk); however, this permit may be reopened and modified, or alternatively revoked and
reissued:

(@) To comply with any applicable effluent standard or limitation issued or approved under Sections 301(b)(2)(C) and (D),
304(b)(2), and 307(a)(2) of the CWA, if the effluent standard or limitation so issued or approved:
(1) contains different conditions or is otherwise more stringent than any effluent limitation in the permit; or

(b) controls any pollutant not limited in the permit. To incorporate an approved pretreatment program or modification thereto
pursuant to 40 CFR 403.8(c) or 40 CFR 403.18(e), respectively.

3. All outfalls must be clearly marked in the field.
4. Report as no-discharge when a discharge does not occur during the report period.

5. Reporting of Non-Detects:

(@) An analysis conducted by the permittee or their contracted laboratory shall be conducted in such a way that the precision and
accuracy of the analyzed result can be enumerated.

(b) See sufficiently sensitive test method requirements in Standard Conditions Part I, Section A, No. 4 regarding proper testing
and method minimum levels used for sample analysis.

(c) The permittee shall not report a sample result as “Non-Detect” without also reporting the method minimum level of the test.
Reporting as “Non Detect” without also including the method minimum level, will be considered failure to report, which is a
violation of this permit.

(d) The permittee shall provide the “Non-Detect” sample result using the less than symbol and the method minimum level (e.g.,
<50 pg/L, if the method minimum level for the parameter is 50 pg/L).

(e) Where the permit contains a department determined Minimum Quantification Level (ML) and the permittee is granted
authority in the permit to report zero in lieu of the < ML for a specified parameter (conventional, priority pollutants, metals,
etc.), then zero (0) is to be reported for that parameter.

(f) For the daily maximum, the facility shall report the highest value. If the highest value was a non-detect, use the less than
“<” symbol and the laboratory’s highest method minimum level.

(9) For reporting an average based on all non-detected values, remove the “<” sign from the values, average the values, and then
add the “<” symbol back to the resulting average.

(h) For reporting an average based on a mix of detected and non-detected values (not including E. coli), assign a value of “0” for
all non-detects for that reporting period and report the average of all the results.

(i) When E. coli is not detected above the method minimum level, the permittee must report the data qualifier signifying less
than detection limit for that parameter (e.g., <1 #/100mL, if the method minimum level is 1 #/100mL). For reporting a
geometric mean based on a mix of detected and non-detected values, use one-half of the detection limit (instead of zero) for
non-detects when calculating geometric means.

(J) See the Fact Sheet Appendix - Non-Detect Example Calculations for further guidance.

6. The permittee shall continue to implement and update if necessary, the program for maintenance and repair of its collection
system. The permittee may compare collection system performance results and other data with the benchmarks used in the


https://dnr.mo.gov/data-e-services/missouri-gateway-environmental-management-mogem
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D. SPECIAL CONDITIONS (Continued)

10.

11.

12.

departments’ Capacity, Management, Operation, And Maintenance (CMOM) Model, located at https://dnr.mo.gov/document-
search/capacity-management-operations-maintenance-plan-editable-template. Additional information regarding the departments’
CMOM Model is available at https://dnr.mo.gov/print/document-search/pub2574.

The permittee shall also submit a report via the Electronic Discharge Monitoring Report (eDMR) Submission System annually,

by January 28™, for the previous calendar year. The report shall contain the following information:

(@ A summary of the efforts to locate and eliminate specific sources of excessive infiltration and inflow into the collection
system serving the facility for the previous year.

(b) A summary of the general maintenance and repairs to the collection system serving the facility for the previous year.

(c) A summary of any planned maintenance and repairs to the collection system serving the facility for the upcoming calendar
year. This list shall include locations (GPS, 911 address, manhole number, etc.) and actions to be taken.

Bypasses are not authorized at this facility unless they meet the criteria in 40 CFR 122.41(m). If a bypass occurs, the permittee
shall report in accordance with 40 CFR 122.41(m)(3), and with Standard Condition Part I, Section B, subsection 2. Bypasses are
to be reported within 24 hours of discovery of the bypass to the Central Field Operations office during normal business hours or
the Environmental Emergency Response spill-line at 573-634-2436 outside of normal business hours, and by using the online
Sanitary Sewer Overflow / Bypass Reporting Application through the Missouri Gateway for Environmental Management
(MoGEM) located at: https://dnr.mo.gov/data-e-services/missouri-gateway-environmental-management-mogem. All bypasses
must be reported electronically via MoGEM. Blending, which is the practice of combining a partially treated wastewater process
stream with a fully-treated wastewater process stream prior to discharge, is not considered a form of bypass. If the permittee
wishes to utilize blending, the permittee shall file an application to modify this permit to facilitate the inclusion of appropriate
monitoring conditions.

The facility must be sufficiently secured to restrict entry by children, livestock, and unauthorized persons as well as to protect the
facility from vandalism.

An Operation and Maintenance (O & M) manual shall be maintained by the permittee and made available to the operator. The O
& M manual shall include key operating procedures and a brief summary of the operation of the facility.

An all-weather access road to the treatment facility shall be maintained.

The outfall sewer shall be protected and maintained against the effects of floodwater, ice, or other hazards as to reasonably ensure
its structural stability, freedom from stoppage, and that a sample of the effluent can be obtained at a point after the final treatment
process and before the discharge mixes with the receiving waters.

The permittee shall comply with any applicable requirements listed in 10 CSR 20-9. The permittee has been granted approval for
an alternative operational monitoring schedule in accordance with 10 CSR 20-9.010(3). This approval is limited to operational
monitoring and does not apply to the certified operator requirements of 10 CSR 20-9.020. The applicable operational monitoring
parameters and frequencies for this facility are:

Operational Monitoring Parameter Frequency
Precipitation Twice/Week
Flow — Influent or Effluent Twice/Week
pH — Influent Twice/Week
Temperature (Aeration basin) Twice/Week
TSS — Influent Weekly
TSS — Mixed Liquor Weekly
Settleability — Mixed Liquor Twice/Week
Dissolved Oxygen — Mixed Liquor Twice/Week
Temperature — Mixed Liquor (sample contact and reaeration basins for

contact stabilization) Twice/Week
Total Residual Chlorine Twice/Week
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D. SPECIAL CONDITIONS (Continued)

13. Renewal Application Requirements.
(@) Submit a Form B in accordance with Standard Conditions Part | — General Conditions.
(b) Complete the Financial Questionnaire (https://dnr.mo.gov/document-search/financial-questionnaire-mo-780-2511) and

submit it with your application.

E. NOTICE OF RIGHT TO APPEAL

If you were adversely affected by this decision, you may be entitled to pursue an appeal before the administrative hearing commission
(AHC) pursuant to §621.250 and §644.051.12 RSMo. To appeal, you must file a petition with the AHC within thirty days after the
date this decision was mailed or the date it was delivered, whichever date was earlier. If any such petition is sent by registered mail or
certified mail, it will be deemed filed on the date it is mailed; if it is sent by any method other than registered mail or certified mail, it
will be deemed filed on the date it is received by the AHC. Any appeal should be directed to:

Administrative Hearing Commission
U.S. Post Office Building, Third Floor
131 West High Street, P.O. Box 1557
Jefferson City, MO 65102-1557
Phone: 573-751-2422
Fax: 573-751-5018
Website: https://ahc.mo.gov
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Cornett Cove WWTF
Fact Sheet Page #1

MISSOURI DEPARTMENT OF NATURAL RESOURCES
FACT SHEET
FOR THE PURPOSE OF RENEWAL
OF
MO-0128619
CORNETT COvVE WWTF

The Federal Water Pollution Control Act ("Clean Water Act" Section 402 Public Law 92-500 as amended) established the National
Pollutant Discharge Elimination System (NPDES) permit program. This program regulates the discharge of pollutants from point
sources into the waters of the United States, and the release of stormwater from certain point sources. All such discharges are unlawful
without a permit (Section 301 of the "Clean Water Act"). After a permit is obtained, a discharge not in compliance with all permit
terms and conditions is unlawful. Missouri State Operating Permits (MSOPs) are issued by the Director of the Missouri Department of
Natural Resources (Department) under an approved program, operating in accordance with federal and state laws (Federal "Clean
Water Act" and "Missouri Clean Water Law" §644, RSMo, as amended). MSOPs are issued for a period of five (5) years unless
otherwise specified.

As per [40 CFR Part 124.8(a)] and [10 CSR 20-6.020(1)(A)2.], a Factsheet shall be prepared to give pertinent information regarding
the applicable regulations, rationale for the development of effluent limitations and conditions, and the public participation process for
the Missouri State Operating Permit (operating permit) listed below.

A Factsheet is not an enforceable part of an operating permit.

Part | — Facility Information

Application Date:  09/09/24
Expiration Date:  09/30/21

Facility Type and Description: POTW - Equalization basin / extended aeration / chlorination / dechlorination / sludge holding tank /
sludge is hauled to a permitted disposal facility.

OUTFALL(S) TABLE:

OUTFALL DESIGN FLow (CFS) TREATMENT LEVEL EFFLUENT TYPE

#001 0.04 Secondary Domestic

Comments:
Outfall #001

e Addition of:

0 BODs and TSS percent removal — Quarterly in accordance with 40 CFR Part 133 due to the change in facility type from
Non-POTW to POTW.

o Dissolved Oxygen — Quarterly monitoring due to the use of dechlorination.

0 Total Phosphorus, Kjeldahl Nitrogen, Nitrate + Nitrite, and Total Nitrogen — Monitoring only. The department is
currently investigating water quality assessments of Treeline Lake through data analysis and assessment. Monitoring is
necessary to determine potential impacts of the discharge to Treeline Lake. Please see Part Il — Effluent Limitations
and Monitoring Requirements and Appendix — Sample Results for more information.

e Revision of:
o Sampling requirements for all parameters have been reduced from monthly to quarterly, based on compliance and
consistency with effluent data.

Permitted Feature INF
e Addition of:
0 BODs and TSS — Quarterly monitoring in accordance with 40 CFR Part 133 due to the change in facility type from Non-
POTW to POTW.
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Special Conditions

Addition of:

0 Permit Renewal condition,

0 Program for maintenance and repair of the collection system

0 Operational monitoring requirements

Removal of:

0 Permit Fee condition

o0 Removal of special conditions requiring gates and warning signs, but the facility must remain sufficiently secured to
restrict access per special condition 12,

o0 Removal of the requirement to cease discharge and connect to a facility with an area-wide management plan due to the
facility not currently being located within the jurisdiction of a higher responsible authority,

Revision of:

0 Reporting of Non-detects condition,

Electronic Discharge Monitoring Report (eDMR) Submission System condition,

Bypass condition

Operation and Maintenance (O&M)

Operational Monitoring was changed from Daily (M-F) for Precipitation, Flow — Influent or Effluent, pH — Influent,

Temperature (Aeration basin), Settleability — Mixed Liquor, Dissolved Oxygen — Mixed Liquor, Temperature — Mixed

Liquor, Total Residual Chlorine, to Twice/Week for Precipitation, Flow — Influent or Effluent, pH — Influent,

Temperature (Aeration basin), Settleability — Mixed Liquor, Dissolved Oxygen — Mixed Liquor, Temperature — Mixed

Liquor, Total Residual Chlorine.

(el elNelNe)

Supplemental/Additional/Extra

Ownership transfer from MPI to CAMDEN COUNTY PUBLIC WATER SUPPLY DISTRICT NUMBER FOUR.

Part |l — Effluent Limitations and Monitoring Requirements

OUTFALL #001 — MAIN FACILITY OUTFALL

Effluent limitations derived and established in the permit are based on current operations of the facility, outfall location, and receiving
stream. Future permit action due to facility modification may contain new operating permit terms and conditions that supersede the
terms and conditions, including effluent limitations, of this operating permit.

OUTFALL #001 - RECEIVING STREAM INFORMATION

RECEIVING STREAM(S) TABLE:

DISTANCE TO
WATER-BODY NAME CLASS WBID DESIGNATED USES* 12-DicIT HUC CLASSIFIED
SEGMENT (M1)
Tributary to Treeline Lake NA NA General Criteria 0.0
. AHP(WWH), IRR, LWP,
Treeline Lake L3 7649 SCR. WBC-B, HHP 10290109-0406 0.37
Lake of the Ozarks L2 7205 AHP(WWH), IND, IRR, 1.05

LWP, SCR, WBC-A, HHP

*As per 10 CSR 20-7.031 Missouri Water Quality Standards, the department defines the Clean Water Commission’s water quality objectives in terms of "water uses to
be maintained and the criteria to protect those uses." The receiving stream and 1% classified receiving stream’s beneficial water uses to be maintained are in the
receiving stream table in accordance with [10 CSR 20-7.031(1)(F)].

Uses found in the receiving streams table, above:

10 CSR 20-7.031(1)(F)1.:
AHP = Aquatic Habitat Protection - To ensure the protection and propagation of fish, shellfish, and wildlife. AHP is further
subcategorized as:
WWH = Warm Water Habitat;
CLH = Cool Water Habitat;
CDH-= Cold Water Habitat;
This permit uses Aquatic Life Protection effluent limitations in 10 CSR 20-7.031 Table A for all aquatic habitat designations unless
otherwise specified.
10 CSR 20-7.031(1)(F)2.: Recreation in and on the water
WBC = Whole Body Contact recreation where the entire body is capable of being submerged. WBC is further subcategorized as:
WBC-A = Whole body contact recreation that supports swimming uses and has public access;
WBC-B = Whole body contact recreation that supports swimming;
SCR = Secondary Contact Recreation (like fishing, wading, and boating).
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10 CSR 20-7.031(1)(F)3.to 7.:
HHP = Human Health Protection as it relates to the consumption of fish;
IRR = Irrigation - Application of water to cropland or directly to cultivated plants that may be used for human or livestock
consumption;
LWP = Livestock and wildlife protection - Maintenance of conditions in waters to support health in livestock and wildlife;
DWS = Drinking water supply;
IND = Industrial water supply
10 CSR 20-7.031(6):
GRW = Groundwater

RECEIVING STREAM(S) LOW-FLOW VALUES:

Low-FLow VALUES (CFS)
1Q10 7Q10 300Q10

RECEIVING STREAM

Tributary to Treeline Lake 0 0 0

MIXING CONSIDERATIONS
Mixing Zone: Not Allowed [10 CSR 20-7.031(5)(A)4.B.(1)(a)].
Zone of Initial Dilution: Not Allowed [10 CSR 20-7.031(5)(A)4.B.(1)(b)].

Receiving Water Body’s Water Quality

Section 303(d) of the federal Clean Water Act requires that each state identify waters that are not meeting water quality standards and
for which adequate water pollution controls have not been required. Water quality standards protect such beneficial uses of water as
whole body contact (such as swimming), maintaining fish and other aquatic life, and providing drinking water for people, livestock
and wildlife. The 303(d) list helps state and federal agencies keep track of waters that are impaired but not addressed by normal water
pollution control programs.

A TMDL is a calculation of the maximum amount of a given pollutant that a body of water can absorb before its water quality is
affected. If a water body is determined to be impaired as listed on the 303(d) list, then a watershed management plan will be
developed that shall include the TMDL calculation.

v This facility discharges to a lake a 303(d) listed lake. Lake of the Ozarks is listed on the 2022 Missouri 303(d) List for
Chlorophyll-a (W).

o Itisunknown at this time if the facility is a source of the above listed pollutant(s) or considered to contribute to the
impairment of Lake of the Ozarks. Once a TMDL is developed, the permit may be modified to include WLAs from the
TMDL.

v This facility discharges to Treeline Lake. The department has received notice of a harmful algal bloom (HAB) on Treeline Lake.
The department has investigated and conducted sampling at Treeline Lake and is in the process of determining if Treeline Lake is
impaired for nutrients.

o0 HABs are typically caused by excess nutrients, such as nitrogen and phosphorus, being present in the water. Facilities which
discharge domestic wastewater have the potential to cause or contribute to nutrient impairment. Sampling conducted by the
department show that Total Phosphorus is present in the facility’s effluent. Therefore, reasonable potential to cause or
contribute to an excursion of a water quality standard may exist based upon the permittee’s application for discharge. To
determine if Treeline Lake is impaired and if this facility causes or contributes to the impairment, monitoring for nutrients is
required. If the department finds the discharge from this facility is causing or contributing to an impairment of Treeline Lake,
the permit may be reopened or modified to include effluent limitations necessary to protect Treeline Lake.

OUTFALL #001 — DERIVATION AND DISCUSSION OF LIMITS:

e Flow. In accordance with [40 CFR Part 122.44(i)(1)(ii)] the volume of effluent discharged from each outfall is needed to assure
compliance with permitted effluent limitations. If the permittee is unable to obtain effluent flow, then it is the responsibility of the
permittee to inform the department, which may require the submittal of an operating permit modification.

e Biochemical Oxygen Demand (BODs). Operating permit retains 30 mg/L as a Weekly Average and 20 mg/L as a Monthly
Average from the previous permit. Effluent limits were established in accordance with 10 CSR 20-7.015(3) for discharges to
Lakes or Reservoirs.
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Total Suspended Solids (TSS). Operating permit retains 30 mg/L as a Weekly Average and 20 mg/L as a Monthly Average from
the previous permit. Effluent limits were established in accordance with 10 CSR 20-7.015(3) for discharges to Lakes or
Reservoirs.

Escherichia coli (E. coli). Monthly average of 126 per 100 mL as a geometric mean and Weekly Average of 630 per 100 mL as a
geometric mean during the recreational season (April 1 — October 31), for discharges within two miles upstream of segments or
lakes with Whole Body Contact Recreation (A) designated use of the receiving stream, as per 10 CSR 20-7.015(9)(B). An
effluent limit for both monthly average and weekly average is required by 40 CFR 122.45(d). The Geometric Mean is calculated
by multiplying all of the data points and then taking the nth root of this product, where n = # of samples collected. For example:
Five E. coli samples were collected with results of 1, 4, 6, 10, and 5 (#/100mL). Geometric Mean = 5" root of (1)(4)(6)(10)(5) =
5" root of 1,200 = 4.1 #/100mL.

Total Ammonia Nitrogen. This operating permit retains final effluent limits from the previous permit except where the
applicable water quality-based effluent limits (WQBELS) are more stringent. The existing limits or more stringent WQBELSs are
determined by the department to be protective of water quality. The table below highlights the applied effluent limits based on the
most protective concentrations.

e Sy e s A
Temp ('C) pH (SU) Daily Maximum Monthly Average Daily Maximum Monthly Average
First 11.0 7.8 12.1 3.1 |
Second 21.2 7.8 & 2.0 |
Third 26.0 7.8 121 15 |
Fourth 155 7.8 121 2.9

Green cells are final effluent limits (Tables A-1)

o Total Ammonia Nitrogen (previous limits) - The previous effluent limits for ammonia were calculated using the 2007
Ammonia Guidance method for derivation of ammonia limits.

. Total Ammonia Nitrogen Total Ammonia Nitrogen
Season Temp (C) pH (SU) CCC (mg/L) CMC (mg/L)
Summer 26 7.8 15 12.1
Winter 6 7.8 3.1 12.1

Summer: April 1 — September 30
Chronic WLA: C.=((0.04 + 0.0)1.5 - (0.0 * 0.01))/0.04 = 1.5 mg/L
Acute WLA: Ce=((0.04 + 0.0)12.1 - (0.0 * 0.01))/0.04 = 12.1 mg/L

LTA. = 1.5 mg/L (0.780) = 1.17 mg/L
LTA, = 12.1 mg/L (0.321) = 3.89 mg/L

[CV = 0.6, 99™ Percentile, 30 day avg.]
[CV = 0.6, 99" Percentile]

Use most protective number of LTA: or LTA..

MDL = 1.17 mg/L (3.11) = 3.6 mg/L
AML = 1.17 mg/L (1.19) = 1.4 mg/L

[CV = 0.6, 99™ Percentile]
[CV = 0.6, 95™ Percentile, n =30]

Winter: October 1 — March 31
Chronic WLA: Ce=((0.04 + 0.0)3.1 - (0.0 *0.01))/0.04 = 3.1 mg/L
Acute WLA: Ce=((0.04 + 0.0)12.1 - (0.0 * 0.01))/0.04 = 12.1 mg/L

LTA. = 3.1 mg/L (0.780) = 2.42 mg/L
LTA, = 12.1 mg/L (0.321) = 3.89 mg/L

[CV = 0.6, 99™ Percentile, 30 day avg.]
[CV = 0.6, 99" Percentile]

Use most protective number of LTA¢ or LTA..

MDL = 2.42 mg/L (3.11) = 7.5 mg/L
AML =2.42 mg/L (1.19) = 2.9 mg/L

[CV = 0.6, 99™ Percentile]
[CV = 0.6, 95™ Percentile, n =30]

e pH. 6.5-9.0 SU. pH limitations of 6.0-9.0 SU [10 CSR 20-7.015] are not protective of the in-stream Water Quality Standard,
which states that water contaminants shall not cause pH to be outside the range of 6.5-9.0 SU.
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e Total Residual Chlorine (TRC). This operating permit retains final effluent limits from the previous permit except where the
applicable water quality-based effluent limits (WQBELS) are more stringent. The existing limits or more stringent WQBELS are
determined by the department to be protective of water quality. The table below highlights the applied effluent limits based on the
most protective concentrations.

Water Quality Based Effluent Limits Previous Effluent Limits

Daily Maximum Monthly Average Daily Maximum Monthly Average
19.0 8.09

Green cells are final effluent limits (Tables A-1)

0 Total Residual Chlorine (previous limits) - The previous effluent limits for TRC were calculated using Warm-water
Protection of Aquatic Life CCC =10 pg/L, CMC = 19 pg/L [10 CSR 20-7.031, Table A]. Background TRC = 0.0 pg/L.

Chronic WLA: Ce = ((0.04 + 0.0)10 — (0.0 * 0.0))/0.04 = 10 pg/L
Acute WLA: Ce = ((0.04 + 0.0)19 — (0.0 * 0.0))/0.04 = 19 pg/L
LTA: =10 (0.527) =5.3 pg/L [CV = 0.6, 99" Percentile]
LTA.=19(0.321)=6.1 pg/L [CV = 0.6, 99™ Percentile]

Use most protective number of LTA¢ or LTA..

MDL =5.3 (3.11) = 17 pg/L [CV = 0.6, 99" Percentile]
AML =5.3 (1.55) = 8 pg/L [CV = 0.6, 95" Percentile, n = 4]

e Total Phosphorus, Total Kjeldahl Nitrogen, Nitrate + Nitrite, & Total Nitrogen. Monitoring only. Nitrogen is calculated as
Total Kjeldahl Nitrogen + Nitrate+Nitrite.

The department received notice of a harmful algal bloom (HAB) on Treeline Lake. The department is currently investigating
water quality assessments of Treeline Lake through data analysis and assessment. Sampling showed that Total Phosphorus is
present in the facility’s effluent. HABs are typically caused by excess nutrients, such as nitrogen and phosphorus, being present in
the water. Facilities which discharge domestic wastewater have the potential to cause or contribute to nutrient impairment.
Therefore, reasonable potential to cause or contribute to an excursion of a water quality standard may exist based upon the
permittee’s application for discharge. Monitoring is necessary to determine nutrient load from the facility to Treeline Lake. Please
see Appendix — Sample Results for more information.

o Dissolved Oxygen. This facility utilizes dechlorination chemicals in order to reduce the amount of total residual chlorine that is
discharged in the effluent. Dechlorination chemicals are known to exhibit an oxygen demand on the effluent and if not properly
managed the effects on the effluent DO concentrations can be significant. Currently, there is no monitoring data related to the
dissolved oxygen concentration in the discharge or to the condition of the receiving stream’s dissolved oxygen. Therefore,
reasonable potential to cause or contribute to an excursion of either the general or specific criteria may exist based upon the
permittee’s application for discharge. Monitoring only requirements have been included in this permit in order to determine if a
future effluent limitation is necessary to protect water quality.

e Biochemical Oxygen Demand (BODs) Percent Removal. In accordance with 40 CFR Part 133, removal efficiency is a method
by which the Federal Regulations define Secondary Treatment and Equivalent to Secondary Treatment, which applies to BODs
and TSS for Publicly Owned Treatment Works (POTWSs)/municipals. This facility is required to meet 85% removal efficiency for
BOD:.

e Total Suspended Solids (TSS) Percent Removal. In accordance with 40 CFR Part 133, removal efficiency is a method by which
the Federal Regulations define Secondary Treatment and Equivalent to Secondary Treatment, which applies to BODs and TSS for
Publicly Owned Treatment Works (POTWSs)/municipals. This facility is required to meet 85% removal efficiency for TSS.

Sampling Freqguency Justification: The department has determined that previously established sampling and reporting frequency is
sufficient to characterize the facility’s effluent and be protective of water quality. This sampling frequency is also sufficient for Total
Phosphorus, Total Kjeldahl Nitrogen, Nitrate + Nitrite, & Total Nitrogen. This has been established in accordance with 10 CSR 20-
7.015(8)(B). Sampling for E. coli is set at quarterly per 10 CSR 20-7.015(9)(D)7.C.
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Sampling Type Justification: As per 10 CSR 20-7.015, samples collected for mechanical plants shall be a 24-hour composite sample.
Grab samples, however, must be collected for pH, E. coli, TRC, and Dissolved Oxygen in accordance with recommended analytical
methods. For further information on sampling and testing methods please review 10 CSR 20-7.015(9)(D) 2.

PERMITTED FEATURE INF — INFLUENT MONITORING

The monitoring requirements established in the Monitoring Requirements Table below are based on current operations of the facility.
Future permit action due to facility modification may contain new operating permit terms and conditions that supersede the terms and
conditions, including the monitoring requirements listed in this table.

Influent Parameters

e Biochemical Oxygen Demand (BODs) and Total Suspended Solids (TSS). An influent sample is required to determine the
removal efficiency. In accordance with 40 CFR Part 133, removal efficiency is a method by which the Federal Regulations define
Secondary Treatment and Equivalent to Secondary Treatment, which applies to BODs and TSS for Publicly Owned Treatment
Works (POTWSs)/municipals.

Sampling Freqguency Justification: The sampling and reporting frequencies for influent BODs and TSS have been established to
match the required sampling frequency of these parameters in the effluent.

Sampling Type Justification: Sample types for influent parameters were established to match the required sampling type of these
parameters in the effluent. Samples should be analyzed as soon as possible after collection and/or properly preserved according to
method requirements.

OUTFALL #001 — GENERAL CRITERIA CONSIDERATIONS:

In accordance with 40 CFR 122.44(d)(1), effluent limitations shall be placed into the permit for those pollutants which have been
determined to cause, have the reasonable potential to cause, or contribute to an excursion above any State water quality standard,
including State narrative criteria for water quality. The rule further states that pollutants which have been determined to cause, have
the reasonable potential to cause, or contribute to an excursion above a narrative criterion within an applicable State water quality
standard, the permit shall contain a numeric effluent limitation to protect that narrative criterion. In order to comply with this
regulation, the permit writer will complete reasonable potential determinations on whether the discharge will violate any of the general
criteria listed in 10 CSR 20-7.031(4). These specific requirements are listed below followed by derivation and discussion (the lettering
matches that of the rule itself, under 10 CSR 20-7.031(4)). It should also be noted that §644.076.1 RSMo as well as Section D —
Administrative Requirements of Standard Conditions Part | of this permit states that it shall be unlawful for any person to cause or
permit any discharge of water contaminants from any water contaminant or point source located in Missouri that is in violation of
8644.006 to §644.141 RSMo of the Missouri Clean Water Law or any standard, rule or regulation promulgated by the commission.

(A) Waters shall be free from substances in sufficient amounts to cause the formation of putrescent, unsightly, or harmful bottom
deposits or prevent full maintenance of beneficial uses.

(B) Waters shall be free from oil, scum, and floating debris in sufficient amounts to be unsightly or prevent full maintenance of
beneficial uses.

(C) Waters shall be free from substances in sufficient amounts to cause unsightly color or turbidity, offensive odor or prevent full
maintenance of beneficial uses.

(D) Waters shall be free from substances or conditions in sufficient amounts to result in toxicity to human, animal or aquatic life.

(E) Waters shall provide for the attainment and maintenance of water quality standards downstream including waters of another state.

(F) There shall be no significant human health hazard from incidental contact with the water.

(G) There shall be no acute toxicity to livestock or wildlife watering.

(H) Waters shall be free from physical, chemical or hydrologic changes that would impair the natural biological community.

() Waters shall be free from used tires, car bodies, appliances, demolition debris, used vehicles or equipment and solid waste as
defined in Missouri's Solid Waste Law, §260.200 RSMo, except as the use of such materials is specifically permitted pursuant to
§260.200 - 260.247 RSMo.




Cornett Cove WWTF
Fact Sheet Page #7

Part 111 — Rationale and Derivation of Effluent Limitations & Permit Conditions

ANTI-BACKSLIDING:
A provision in the Federal Regulations [CWA §303(d)(4); CWA 8402(0); 40 CFR Part 122.44(1)] that requires a reissued permit to be
as stringent as the previous permit with some exceptions.

v' Limitations in this operating permit for the reissuance of this permit conform to the anti-backsliding provisions of Section 402(0)
of the Clean Water Act, and 40 CFR Part 122.44.

o Information is available which was not available at the time of permit issuance (other than revised regulations, guidance, or
test methods) and which would have justified the application of a less stringent effluent limitation at the time of permit
issuance.

e Escherichia coli (E. coli). The previous permit included a final effluent limit of 630 per 100 mL as a daily maximum;
however, per 40 CFR 122.45(d)(2) POTWs are required to report average weekly and average monthly discharge
limitations. Therefore, this permit includes final effluent limitations of a monthly average of 126 per 100 mL as a
geometric mean and a weekly average of 630 per 100 mL as a geometric mean during the recreational season (April 1 —
October 31). This backsliding is justified as the permit writer determined that technical mistakes or mistaken
interpretations of law were made in issuing the previous permit. Also, the revision of the effluent limit also meets the
requirements of the safety clause, as the revision of the effluent limit will not result in a violation of a water quality
standard.

0 The department determines that technical mistakes or mistaken interpretations of law were made in issuing the permit under
Section 402(a)(1)(b).

e The previous permit indicated “There Shall Be No Discharge of Floating Solids or Visible Foam in Other Than Trace
Amounts” under each table. The statement was not evaluated against actual site conditions therefore, this general criteria
was re-assessed. It was determined that this facility does not discharge solids or foam in amounts which would indicate
reasonable potential, therefore the statement was removed. Each general criteria was assessed for this facility.

ANTIDEGRADATION:

In accordance with Missouri’s Water Quality Standard [10 CSR 20-7.031(3)], for domestic wastewater discharge with new, altered, or
expanding discharges, the department is to document by means of Antidegradation Review that the use of a water body’s available
assimilative capacity is justified. In accordance with Missouri’s water quality regulations for antidegradation [10 CSR 20-7.031(3)],
degradation may be justified by documenting the socio-economic importance of a discharge after determining the necessity of the
discharge. Facilities must submit the antidegradation review request to the department prior to establishing, altering, or expanding
discharges. See https://dnr.mo.gov/document-search/antidegradation-implementation-procedure.

v" No degradation was proposed in this permit action and no further review necessary. Facility did not apply for authorization to
increase pollutant loading or to add additional pollutants to their discharge.

AREA-WIDE WASTE TREATMENT MANAGEMENT & RESPONSIBLE AUTHORITY:

As per [10 CSR 20-6.010(2)(C)], an applicant may utilize a lower preference responsible authority when a higher level authority is
available by submitting information as part of the application to the department for review and approval, provided it does not conflict
with any area-wide management plan approved under Section 208 of the Federal Clean Water Act or any other regional sewage
service and treatment plan approved for higher preference authority by the department.

BIOSOLIDS & SEWAGE SLUDGE:

Biosolids are solid materials resulting from domestic wastewater treatment that meet federal and state criteria for beneficial uses (i.e.
fertilizer). Sewage sludge is solids, semi-solids, or liquid residue generated during the treatment of domestic sewage in a treatment
works; including but not limited to, domestic septage; scum or solids removed in primary, secondary, or advanced wastewater
treatment process; and a material derived from sewage sludge. Sewage sludge does not include ash generated during the firing of
sewage sludge in a sewage sludge incinerator or grit and screening generated during preliminary treatment of domestic sewage in a
treatment works.

v Permittee is not authorized to land apply biosolids. Sludge/biosolids are removed by contract hauler. If removal and disposal
(landfill, land apply, haul to another permitted treatment facility, etc.) of sludge/biosolids is needed and that method is not listed
in the current permit, the permittee must modify the operating permit to add any biosolids/sludge disposal method to the facility
description of the operating permit. For time sensitive situations, the permittee may contact the department to see about approval
for a one-time removal and disposal of sludge/biosolids that are not identified in the facility description of the operating permit.
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COMPLIANCE AND ENFORCEMENT:

Enforcement is the action taken by the Water Protection Program (WPP) to bring an entity into compliance with the Missouri Clean
Water Law, its implementing regulations, and/or any terms and conditions of an operating permit. The primary purpose of the
enforcement activity in the WPP is to resolve violations and return the entity to compliance.

Facility Performance History:

v The facility is not currently under Water Protection Program enforcement action. This facility was last inspected on February 3,
2021.

RESPONSIBLE AUTHORITY:

Each application for an operating permit shall identify the person, as that term is defined in §644.016(19) RSMo, that is the owner of,
operator of, or area-wide management authority for a water contaminant source, point source, wastewater treatment facility, or sewer
collection system. This person shall be designated as the responsible authority and shall sign the application. By doing so, the person
designated as the responsible authority acknowledges responsibility for compliance with all permit conditions.

v" The responsible authority listed on the application is a public water supply district.

FEES:
It is a violation of the Missouri Clean Water Law to fail to pay fees associated with this permit (644.055 RSMo).

NUMERIC LAKE NUTRIENT CRITERIA:

v' This facility discharges into a lake watershed (Lake of the Ozarks) where numeric lake nutrient criteria are applicable; however,
regulations established in 10 CSR 20-7.015, as well as the department’s lake nutrient criteria implementation plan, do not require
nutrient monitoring for facilities with design flows less than or equal to 0.1 MGD. However, the department has received notice
of a harmful algal bloom (HAB) on Treeline Lake. HABs are typically caused by excess nutrients, such as nitrogen and
phosphorus, being present in the water. Monitoring is necessary to determine the nutrient load from the facility to Treeline Lake.

OPERATOR CERTIFICATION REQUIREMENTS:

As per [10 CSR 20-6.010(8) Terms and Conditions of a Permit], the permittee shall operate and maintain facilities to comply with the
Missouri Clean Water Law and applicable permit conditions and regulations. Operators at regulated wastewater treatment facilities
shall be certified in accordance with [10 CSR 20-9.020(2)] and any other applicable state law or regulation. As per [10 CSR 20-
9.020(2)(A)], requirements for operation by certified personnel shall apply to all wastewater treatment systems with population
equivalents greater than 200 and are owned or operated by or for municipalities, public sewer districts, counties, public water supply
districts, private sewer companies regulated by the Public Service Commission and state or federal agencies.

v This facility is required to have a certified operator as it has a population equivalent greater than 200 and is owned or operated by
or for a municipality, public sewer district, county, public water supply district, private sewer company regulated by the PSC,
state or federal agency.

This facility currently requires a chief operator with a(n) C Certification Level. Please see Appendix - Classification Worksheet.
Modifications made to the wastewater treatment facility may cause the classification to be modified.

Operator’s Name: Anthony A. Butt
Certification Number: 15863
Certification Level: WW-C

OPERATIONAL CONTROL TESTING:

Missouri Clean Water Commission regulation 10 CSR 20-9.010 requires certain publicly owned treatment works and privately owned
facilities regulated by the Public Service Commission to conduct internal operational control monitoring to further ensure proper
operation of the facility and to be a safeguard or early warning for potential plant upsets that could affect effluent quality. This
requirement is only applicable if the publicly owned treatment works and privately owned facilities regulated by the Public Service
Commission has a calculated Population Equivalent greater than two hundred (200).

10 CSR 20-9.010(3) allows the department to modify the monitoring frequency required in the rule based upon the department’s
judgement of monitoring needs for process control at the specified facility.

v' As per [10 CSR 20-9.010(4))], the facility is required to conduct operational monitoring. These operational monitoring reports are
to be submitted to the department along with the MSOP discharge monitoring reports.
0 The facility is a mechanical plant and is required to conduct operational control monitoring as follows:
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Operational Monitoring Parameter Frequency
Precipitation Twice/Week
Flow — Influent or Effluent Twice/Week
pH — Influent Twice/Week
Temperature (Aeration basin) Twice/Week
TSS - Influent Weekly

TSS — Mixed Liquor Weekly

Settleability — Mixed Liquor Twice/Week
Dissolved Oxygen — Mixed Liquor Twice/Week
;rgrr]rtl:;rz;::trﬁli—z aII\':::)xne)d Liquor (sample contact and reaeration basins for Twice/Week
Total Residual Chlorine Twice/Week

PRETREATMENT PROGRAM:

The reduction of the amount of pollutants, the elimination of pollutants, or the alteration of the nature of pollutant properties in
wastewater prior to or in lieu of discharging or otherwise introducing such pollutants into a Publicly Owned Treatment Works [40
CFR Part 403.3(9)].

Pretreatment programs are required at any POTW (or combination of POTW operated by the same authority) and/or municipality with
a total design flow greater than 5.0 MGD and receiving industrial wastes that interfere with or pass through the treatment works or are
otherwise subject to the pretreatment standards. Pretreatment programs can also be required at POTWSs/municipals with a design flow
less than 5.0 MGD if needed to prevent interference with operations or pass through.

Several special conditions pertaining to the permittee’s pretreatment program may be included in the permit, and are as follows:
e Implementation and enforcement of the program,
e Annual pretreatment report submittal,
e  Submittal of list of industrial users,
e Technical evaluation of need to establish local limitations, and
e  Submittal of the results of the evaluation

v' The permittee, at this time, is not required to have a Pretreatment Program or does not have an approved pretreatment program.

REASONABLE POTENTIAL (RP):

Federal regulation [40 CFR Part 122.44(d)(1)(i)] and State Regulation [10 CSR 20-7.015(9)(A)2] requires effluent limitations for all
pollutants that are or may be discharged at a level that will cause or have the reasonable potential to cause or contribute to an in-stream
excursion above narrative or numeric water quality standard. In accordance with [40 CFR Part 122.44(d)(1)(iii)] if the permit writer
determines that any given pollutant has the reasonable potential to cause or contribute to an in-stream excursion above the WQS, the
permit must contain effluent limits for that pollutant.

A reasonable potential analysis (RPA) is a numeric RP decision calculated using effluent data provided by the facility for parameters
that have a numeric Water Quality Standard (WQS). A Reasonable Potential Determination (RPD) consists of evaluating visual
observations for compliance with narrative criteria, non-numeric information, or small amounts of numerical data.

v" An RPA was conducted on Ammonia and Total Residual Chlorine. Please see APPENDIX — RPA RESULTS.

REMOVAL EFFICIENCY:

Removal efficiency is a method by which the Federal Regulations define Secondary Treatment and Equivalent to Secondary
Treatment, which applies to Biochemical Oxygen Demand 5-day (BODs) and Total Suspended Solids (TSS) for Publicly Owned
Treatment Works (POTWSs)/municipals.

v" Secondary Treatment is 85% removal [40 CFR Part 133.102(a)(3) & (b)(3)].
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SANITARY SEWER OVERFLOWS (SSO) AND INFLOW AND INFILTRATION (1&1):

Sanitary Sewer Overflows (SSOs) are defined as untreated sewage releases and are considered bypassing under state regulation [10
CSR 20-2.010(12)] and should not be confused with the federal definition of bypass. SSOs result from a variety of causes including
blockages, line breaks, and sewer defects that can either allow wastewater to backup within the collection system during dry weather
conditions or allow excess stormwater and groundwater to enter and overload the collection system during wet weather conditions.
SSOs can also result from lapses in sewer system operation and maintenance, inadequate sewer design and construction, power
failures, and vandalism. SSOs include overflows out of manholes, cleanouts, broken pipes, and other into waters of the state and onto
city streets, sidewalks, and other terrestrial locations.

Inflow and Infiltration (1&I) is defined as unwanted intrusion of stormwater or groundwater into a collection system. This can occur
from points of direct connection such as sump pumps, roof drain downspouts, foundation drains, and storm drain cross-connections or
through cracks, holes, joint failures, faulty line connections, damaged manholes, and other openings in the collection system itself. 1&I
results from a variety of causes including line breaks, improperly sealed connections, cracks caused by soil erosion/settling,
penetration of vegetative roots, and other sewer defects. In addition, excess stormwater and groundwater entering the collection
system from line breaks and sewer defects have the potential to negatively impact the treatment facility.

8644.026.1.(13) RSMo, mandates that the department issue permits for discharges of water contaminants into the waters of this state,
and also for the operation of sewer systems. Such permit conditions shall ensure compliance with all requirements as established by
8644.006 to 8644.141 RSMo. Standard Conditions Part I, referenced in the permit, contains provisions requiring proper operation and
maintenance of all facilities and systems of treatment and control. §644.026.1.(15) RSMo, instructs the department to require proper
maintenance and operation of treatment facilities and sewer systems and proper disposal of residual waste from all such facilities. To
ensure that public health and the environment are protected, any noncompliance which may endanger public health or the environment
must be reported to the department within 24 hours of the time the permittee becomes aware of the noncompliance. Standard
Conditions Part I, referenced in the permit, contains the reporting requirements for the permittee when bypasses and upsets occur. The
permit also contains requirements for permittees to develop and implement a program for maintenance and repair of the collection
system. The permit requires that the permittee submit an annual report to the department for the previous calendar year that contains a
summary of efforts taken by the permittee to locate and eliminate sources of excess 1&I, a summary of general maintenance and
repairs to the collection system, and a summary of any planned maintenance and repairs to the collection system for the upcoming
calendar year.

v' Atthis time, the department recommends the US EPA’s Guide for Evaluating Capacity, Management, Operation and
Maintenance (CMOM) Programs at Sanitary Sewer Collection Systems (Document # EPA 305-B-05-002) or the departments’
CMOM Model located at https://dnr.mo.gov/document-search/capacity-management-operations-maintenance-plan-editable-
template. For additional information regarding the departments” CMOM Model, see the CMOM Plan Model Guidance document
at https://dnr.mo.gov/print/document-search/pub2574. The CMOM identifies some of the criteria used to evaluate a collection
system’s management, operation, and maintenance and was intended for use by the EPA, state, regulated community, and/or third
party entities. The CMOM is applicable to small, medium, and large systems; both public and privately owned; and both regional
and satellite collection systems. The CMOM does not substitute for the Clean Water Act, the Missouri Clean Water Law, and
both federal and state regulations, as it is not a regulation.

SEWER EXTENSION AUTHORITY SUPERVISED PROGRAM:

In accordance with [10 CSR 20-6.010(6)(A)], the department may grant approval of a permittee’s Sewer Extension Authority
Supervised Program. These approved permittees regulate and approve construction of sanitary sewers and pump stations, which are
tributary to this wastewater treatment facility. The permittee shall act as the responsible authority for the operation, maintenance, and
modernization of the constructed collection system. See https://dnr.mo.gov/water/business-industry-other-entities/permits-
certification-engineering-fees/wastewater/construction-engineering.

v' The permittee does not have a department approved Sewer Extension Authority Supervised Program.

TOTAL PHOSPHORUS TARGET REDUCTION LEVELS:

Per 10 CSR 20-7.015(9)(B)2., total phosphorus target reduction levels apply to all domestic facilities with design flow greater than or
equal to 1,000,000 gallons per day (1 MGD), except for facilities which already have more stringent phosphorus requirements as
required by 10 CSR 20-7.015(3)(E), (3)(F), (9)(A)4., and (9)(A)5., for discharges to Lake Taneycomo, Table Rock Lake, a TMDL
watershed with phosphorus allocations, or as addressed by antidegradation review, respectively.

v" Not applicable; this is a domestic facility which does not have a design flow great than or equal to 1 MGD.


https://dnr.mo.gov/document-search/capacity-management-operations-maintenance-plan-editable-template
https://dnr.mo.gov/document-search/capacity-management-operations-maintenance-plan-editable-template
https://dnr.mo.gov/print/document-search/pub2574
https://dnr.mo.gov/water/business-industry-other-entities/permits-certification-engineering-fees/wastewater/construction-engineering
https://dnr.mo.gov/water/business-industry-other-entities/permits-certification-engineering-fees/wastewater/construction-engineering
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WASTELOAD ALLOCATIONS (WLA) FOR LIMITS:

As per [10 CSR 20-2.010(86)], the amount of pollutant each discharger is allowed by the department to release into a given stream
after the department has determined total amount of pollutant that may be discharged into that stream without endangering its water
quality.

v Wasteload allocations were calculated where applicable using water quality criteria or water quality model results and the dilution
equation below:

c (Qe+Qs)C —(QsxCs)

e= (EPA/505/2-90-001, Section 4.5.5)
(Qe)
Where C = downstream concentration Ce = effluent concentration
Cs = upstream concentration Qe = effluent flow

Qs = upstream flow

Chronic wasteload allocations were determined using applicable chronic water quality criteria (CCC: criteria continuous
concentration) and stream volume of flow at the edge of the mixing zone (MZ). Acute wasteload allocations were determined using
applicable water quality criteria (CMC: criteria maximum concentration) and stream volume of flow at the edge of the zone of initial
dilution (ZID).

Water quality based maximum daily and average monthly effluent limitations were calculated using methods and procedures outlined
in USEPA’s “Technical Support Document For Water Quality-based Toxics Control” (EPA/505/2-90-001).

Number of Samples “n”:

Additionally, in accordance with the TSD for water quality-based permitting, effluent quality is determined by the underlying
distribution of daily values, which is determined by the Long Term Average (LTA) associated with a particular Wasteload Allocation
(WLA) and by the Coefficient of Variation (CV) of the effluent concentrations. Increasing or decreasing the monitoring frequency
does not affect this underlying distribution or treatment performance, which should be, at a minimum, be targeted to comply with the
values dictated by the WLA. Therefore, it is recommended that the actual planned frequency of monitoring normally be used to
determine the value of “n” for calculating the AML. However, in situations where monitoring frequency is once per month or less, a
higher value for “n” must be assumed for AML derivation purposes. Thus, the statistical procedure being employed using an assumed
number of samples is “n = 4” at a minimum. For Total Ammonia as Nitrogen, “n = 30" is used.

WHOLE EFFLUENT ToxICITY (WET) TEST:

v' At this time, the permittee is not required to conduct WET test for this facility.

40 CFR 122.41(Mm) - BYPASSES:

The federal Clean Water Act (CWA), Section 402 prohibits wastewater dischargers from “bypassing” untreated or partially treated
sewage (wastewater) beyond the headworks. A bypass is defined as an intentional diversion of waste streams from any portion of a
treatment facility, [40 CFR 122.41(m)(1)(i)]. Additionally, Missouri regulation 10 CSR 20-7.015(9)(G) states a bypass means the
intentional diversion of waste streams from any portion of a treatment facility, except in the case of blending, to waters of the state.
Only under exceptional and specified limitations do the federal regulations allow for a facility to bypass some or all of the flow from
its treatment process. Bypasses are prohibited by the CWA unless a permittee can meet all of the criteria listed in 40 CFR
122.41(m)(4)(I)(A), (B), & (C). Any bypasses from this facility are subject to the reporting required in 40 CFR 122.41(1)(6) and per
Missouri’s Standard Conditions I, Section B, part 2.b. Additionally, Anticipated Bypasses include bypasses from peak flow basins or
similar devices designed for peak wet weather flows.

v' This facility does not anticipate bypassing.
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Part 1V — Cost Analysis for Compliance

Pursuant to §644.145 RSMo, when issuing permits under this chapter that incorporate a new requirement for discharges from publicly
owned combined or separate sanitary or storm sewer systems or publicly owned treatment works, or when enforcing provisions of this
chapter or the Federal Water Pollution Control Act, 33 U.S.C. 1251 et seq., pertaining to any portion of a publicly owned combined or
separate sanitary or storm sewer system or [publicly owned] treatment works, the Department of Natural Resources shall make a
“finding of affordability” on the costs to be incurred and the impact of any rate changes on ratepayers upon which to base such permits
and decisions, to the extent allowable under this chapter and the Federal Water Pollution Control Act. This process is completed
through a cost analysis for compliance. Permits that do not include new requirements may be deemed affordable.

v The department is required to determine “findings of affordability” because the permit applies to a combined or separate sanitary
sewer system for a publicly-owned treatment works.

Cost Analysis for Compliance - The department has made a reasonable search for empirical data indicating the permit is affordable.
The search consisted of a review of department records that might contain economic data on the community, a review of information
provided by the applicant as part of the application, and public comments received in response to public notices of this draft permit. If
the empirical cost data was used by the permit writer, this data may consist of median household income, any other ongoing projects
that the department has knowledge, and other demographic financial information that the community provided as contemplated by
8644.145.3 RSMo.

The following table summarizes the results of the cost analysis. See Appendix — Cost Analysis for Compliance for detailed
information.

Summary Table. Cost Analysis for Compliance Summary for the CAMDEN COUNTY PUBLIC WATER SUPPLY
DISTRICT NUMBER FOUR

New Permit Requirements

Quarterly Influent BODs and TSS monitoring — Influent

Quarterly Dissolved Oxygen monitoring — Effluent

Quarterly Total Phosphorus and Total Nitrogen — Effluent
Annual Median Household

Income (MHI)

$716 $64,783 $35.06 0.650%

Estimated Annual Cost Estimated Monthly User Rate | User Rate as a Percent of MHI
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Part V — Administrative Requirements

On the basis of preliminary staff review and the application of applicable standards and regulations, the department, as administrative
agent for the Missouri Clean Water Commission, proposes to issue a permit(s) subject to certain effluent limitations, schedules, and
special conditions contained herein and within the operating permit. The proposed determinations are tentative pending public
comment.

WATER QUALITY STANDARD REVISION:
In accordance with 8644.058 RSMo, the department is required to utilize an evaluation of the environmental and economic impacts of
modifications to water quality standards of twenty-five percent or more when making individual site-specific permit decisions.

v This operating permit does not contain requirements for a water quality standard that has changed twenty-five percent or more
since the previous operating permit.

PuBLIC NOTICE:

The department shall give public notice that a draft permit has been prepared and its issuance is pending. Additionally, public notice
will be issued if a public hearing is to be held because of a significant degree of interest in and water quality concerns related to a draft
permit. No public notice is required when a request for a permit modification or termination is denied; however, the requester and
permittee must be notified of the denial in writing. The department must issue public notice of a pending operating permit or of a new
or reissued statewide general permit. The public comment period is the length of time not less than 30 days following the date of the
public notice which interested persons may submit written comments about the proposed permit. For persons wanting to submit
comments regarding this proposed operating permit, then please refer to the Public Notice page located at the front of this draft
operating permit. The Public Notice page gives direction on how and where to submit appropriate comments.

v The first Public Notice period for this operating permit was from October 17, 2025, to November 17, 2025. Responses to the
Public Notice of this operating permit warranted the modifications of effluent limits and/or the terms and conditions of this
permit. Additionally, the operational monitoring frequency was changed from daily to twice a week. Due to the major
modifications of this permit, this operating permit was placed on Public Notice for the second time, which was from October 17,
2025, to November 17, 2025. No comments were received during this period.

v" Due to the department receiving concerns regarding a harmful algal bloom in Treeline Lake, the department determined that
changes to the permit were required. Therefore, the operating permit will be put back on public notice with these changes. The
third Public Notice period for this operating permit is scheduled to begin October 23. 2026 and end November 23, 2026.

DATE OF FACT SHEET: AUGUST 4, 2026
COMPLETED BY:

LEXI BAITER, ENVIRONMENTAL PROGRAM ASSISTANT
MISSOURI DEPARTMENT OF NATURAL RESOURCES

WATER PROTECTION PROGRAM

OPERATING PERMITS SECTION - DOMESTIC WASTEWATER UNIT
(573) 751-5827

Lexi.Baiter@dnr.mo.gov

DEVON LINDSTROM, ENVIRONMENTAL PROGRAM ASSISTANT
MISSOURI DEPARTMENT OF NATURAL RESOURCES

WATER PROTECTION PROGRAM

OPERATING PERMITS SECTION - DOMESTIC WASTEWATER UNIT
(573) 751-7326

Devon.Lindstrom@dnr.mo.gov
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Appendices
APPENDIX — RPA RESULTS:
Parameter cMme* E:\mec* cees Cr?rm(i:c* = mzir/]r?]ein Cve | MR Yeero
Ammonia as N — Summer (mg/L) 121 3.43 15 3.43 30.00 | 1.35/0.03 0.86 2.54 Yes
Ammonia as N — Winter (mg/L) 121 11.55 2.9 1155 | 29.00 | 2.64/0.01 1.68 4.37 Yes
Total Residual Chlorine (ug/L) 19.0 47.13 11.0 47.13 | 35.00 20/2 0.85 2.36 Yes

N/A — Not Applicable

* - Units are (pug/L) unless otherwise noted.

** _ |f the number of samples is 10 or greater, then the CV value must be used in the WQBEL for the applicable constituent. If the
number of samples is < 10, then the default CV value must be used in the WQBEL for the applicable constituent.

*** _ Coefficient of Variation (CV) is calculated by dividing the Standard Deviation of the sample set by the Mean of the same sample
set.

RWC - Receiving Water Concentration. It is the concentration of a toxicant or the parameter toxicity in the receiving water after
mixing (if applicable).

n — Is the number of samples.

MF — Multiplying Factor. 99% Confidence Level and 99% Probability Basis.

RP — Reasonable Potential. It is where an effluent is projected or calculated to cause an excursion above a water quality standard
based on a number of factors including, as a minimum, the four factors listed in 40 CFR 122.44(d)(1)(ii).

Reasonable Potential Analysis is conducted as per (TSD, EPA/505/2-90-001, Section 3.3.2). A more detailed version including
calculations of this RPA is available upon request.
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APPENDIX - CLASSIFICATION WORKSHEET:
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. . Points
Iltem Points Possible Assigned
. . . 1 pt./10,000 PE or major fraction
Maximum Population Equivalent (P.E.) served , peak day thereof. (Max 10 pts.)
Design Flow (avg. day) or peak month’s flow (avg. day) whichever is 1 pt. / MGD or major fraction
larger thereof. (Max 10 pts.)
Effluent Discharge
Missouri or Mississippi River 0
All other stream discharges except to losing streams and stream 1
reaches supporting whole body contact recreation
Discharge to lake or reservoir outside of designated whole body 2
contact recreational area
Discharge to losing stream, lake or reservoir area supporting whole 3 3
body contact recreation
Direct reuse or recycle of effluent 6
Land Application/Irrigation
Drip Irrigation 3
Land application/irrigation 5
Overland flow 4
Variation in Raw Wastes (highest level only)
Variations do not exceed those normally or typically expected 0
Reoccurring deviations or excessive variations of 100 to 200 percent in 9
strength and/or flow
Reoccurring deviations or excessive variations of more than 200 4
percent in strength and/or flow
Department-approved pretreatment program 6
Preliminary Treatment
STEP systems (operated by the permittee) 3
Screening and/or comminution 3
Grit removal 3
Plant pumping of main flow 3
Flow equalization 5 5
Primary Treatment
Primary clarifiers 5
Chemical addition (except chlorine, enzymes) 4
Secondary Treatment
Trickling filter and other fixed film media with or without secondary 10
clarifiers
Activated sludge (including aeration, oxidation ditches, sequencing 15 15
batch reactors, membrane bioreactors, and contact stabilization)
Stabilization ponds without aeration 5
Aerated lagoon 8
Advanced Lagoon Treatment — Aerobic cells, anaerobic cells, covers, 10
or fixed film
Biological, physical, or chemical 12
Carbon regeneration 4
Total from page ONE (1) 23




APPENDIX - CLASSIFICATION WORKSHEET (CONTINUED):

PoINTS
ITEM POINTS POSSIBLE IO,
Solids Handling
Sludge Holding 5 5
Anaerobic digestion 10
Aerobic digestion 6
Evaporative sludge drying 2
Mechanical dewatering 8
Solids reduction (incineration, wet oxidation) 12
Land application 6
Disinfection
Chlorination or comparable 5 5
On-site generation of disinfectant (except UV light) 5
Dechlorination 2 2
UV light 4
Required Laboratory Control Performed by Plant Personnel (highest level only)
Lab work done outside the plant 0
Push — button or visual methods for simple test such as pH, settleable 3
solids
Additional procedures such as DO, COD, BOD, titrations, solids, 5 5
volatile content
More advanced determinations, such as BOD seeding procedures, 7
fecal coliform, nutrients, total oils, phenols, etc.
Highly sophisticated instrumentation, such as atomic absorption and 10
gas chromatograph
Total from page TWO (2) - 17
Total from page ONE (1) 23
Grand Total 40

[] - A: 71 points and greater
[] - B: 51 points — 70 points
X - C: 26 points - 50 points
[] - D: 0 points — 25 points
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APPENDIX — Non-Detect Example Calculations:

Example: Permittee has four samples for Pollutant X which has a method minimum level of 5 mg/L and is to report a Daily
Maximum and Monthly Average.

Week 1 =11.4 mg/L

Week 2 = Non-Detect or <5.0 mg/L
Week 3=7.1 mg/L

Week 4 = Non-Detect or <5.0 mg/L

For this example, use subpart (h) - For reporting an average based on a mix of detected and non-detected values (nhot including
E. coli), assign a value of “0” for all non-detects for that reporting period and report the average of all the results.

11.4+0+ 7.1+ 0 =18.5 + 4 (number of samples) = 4.63 mg/L.

The Permittee reports a Monthly Average of 4.63 mg/L and a Daily maximum of 11.4 mg/L (Note the < symbol was dropped in the
answers).

Example: Permittee has five samples for Pollutant Y that has a method minimum level of 9 pg/L and is to report a Daily Maximum
and Monthly Average.

Day 1 = Non-Detect or <9.0 pg/L
Day 2 = Non-Detect or <9.0 ug/L
Day 3 = Non-Detect or <9.0 pg/L
Day 4 = Non-Detect or <9.0 pg/L
Day 5 = Non-Detect or <9.0 pg/L

For this example, use subpart (g) - For reporting an average based on all non-detected values, remove the “<” sign from the values,
average the values, and then add the “<” symbol back to the resulting average.

(9 +9 +9 +9 +9) + 5 (number of samples) = <9 pg/L.

The Permittee reports a Monthly Average of <9.0 pg/L (retain the ‘less than’ symbol) and a Daily Maximum of <9.0 ug/L.

Example: Permittee has four samples for Pollutant Z where the first two tests were conducted using a method with a method
minimum level of 4 pg/L and the remaining two tests were conducted using a different method that has a method minimum level of <6
pg/L and is to report a Monthly Average and a Weekly Average.

Week 1 = Non-Detect or <4.0 pg/L

Week 2 = Non-Detect or <4.0 pg/L

Week 3 = Non-Detect or <6.0 pg/L

Week 4 = Non-Detect or <6.0 pg/L

For this example, use subpart (g) - For reporting an average based on all non-detected values, remove the “<” sign from the values,
average the values, and then add the “<” symbol back to the resulting average.

(4 +4 + 6+ 6) + 4 (number of samples) = <5 pg/L. (Monthly)

The facility reports a Monthly Average of <5.0 ug/L and a Weekly Average of <6.0 ug/L.
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APPENDIX — Non-Detect Example Calculations (Continued):

Example: Permittee has five samples for Pollutant Z where the first two tests were conducted using a method with a method minimum
level of 4 pg/L and the remaining three tests were conducted using a different method that has a method minimum level of
<6 ug/L and is to report a Monthly Average and a Weekly Average.

Week 1 = Non-Detect or <4.0 pg/L
Week 2 = Non-Detect or <4.0 pg/L
Week 2 = Non-Detect or <6.0 pg/L
Week 3 = Non-Detect or <6.0 pg/L
Week 4 = Non-Detect or <6.0 pg/L

For this example, use subpart (g) - For reporting an average based on all non-detected values, remove the “<” sign from the values,
average the values, and then add the “<” symbol back to the resulting average.

(4+4+6+6+6)+5 (number of samples) = <5.2 ug/L. (Monthly)
(4 + 6) + 2 (number of samples) = <5 ug/L. (Week 2)

The facility reports a Monthly Average of <5.2 ug/L and a Weekly Average of <6.0 pg/L (report highest Weekly Average value)

Example: Permittee has four samples for Pollutant Z where the tests were conducted using a method with a method minimum level of
10 pg/L and is to report a Monthly Average and Daily Maximum. The permit lists that Pollutant Z has a department determined
Minimum Quantification Level (ML) of 130 pg/L.

Week 1 =12 pg/L

Week 2 =52 pg/L

Week 3 = Non-Detect or <10 pg/L
Week 4 = 133 pg/L

For this example, use subpart (h) - For reporting an average based on a mix of detected and non-detected values (not including
E. coli), assign a value of “0” for all non-detects for that reporting period and report the average of all the results.

For this example, (12 + 52 + 0 + 133) + 4 (number of samples) = 197 + 4 = 49.3 pg/L.

The facility reports a Monthly Average of 49.3 pg/L and a Daily Maximum of 133 ug/L.

Example: Permittee has five samples for E. coli which has a method minimum level of 1 #/100mL and is to report a Weekly Average
(seven (7) day geometric mean) and a Monthly Average (thirty (30) day geometric mean).

Week 1 =102 #/100mL

Week 2 (Monday) = 400 #/100mL

Week 2 (Friday) = Non-Detect or <1 #/100mL
Week 3 = 15 #/100mL

Week 4 = Non-Detect or <1 #/100mL

For this example, use subpart (i) - When E. coli is not detected above the method minimum level, the permittee must report the data
qualifier signifying less than detection limit for that parameter (e.g., <1 #/100mL, if the method minimum level is 1 #/100mL). For
reporting a geometric mean based on a mix of detected and non-detected values, use one-half of the detection limit (instead of zero)
for non-detects when calculating geometric means. The Geometric Mean is calculated by multiplying all of the data points and then
taking the nth root of this product, where n = # of samples collected.

The Monthly Average (30 day Geometric Mean) = 5th root of (102)(400)(0.5)(15)(0.5) = 5th root of 153,000 = 10.9 #/100mL.
The 7 day Geometric Mean = 2nd root of (400)(0.5) = 2nd root of 200 = 14.1 #/100mL. (Week 2)

The Permittee reports a Monthly Average (30 day Geometric Mean) of 10.9 #/100mL and a Weekly Average (7 day geometric mean)
of 102 #/100mL (report highest Weekly Average value)
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APPENDIX — FLOW DIAGRAM:

Aeration Basin

Settling Tank

Chlorine Contact
Basin

TR

APPENDIX — SITE MAP:




APPENDIX — SAMPLE RESULTS:

b DEPARTMENT OF

LDPR Code: FEINS

Water Pollution Control Branch
FEINS - Inspection Sampling

Joe Clayton
LEWIS & CLARK S5TATE OFFICE BUILDING
1101 RIVERSIDE DRIVE

Environmental Services Program

. MISSOURI PO Box 176 Jefferson City MO 65102-0176
NATURAL RESOURCES Results of Sample Analyses
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Report Date: 5/28/2026

Order ID: WO260513008

ADE-HEKEMPY-B45

JEFFERSON CITY MD 65101
Sample: 2613285 Site: Cornett Cove WWTF
Sample Location and Type: Outfalls (Outfall)

Collected 05/12/26 12:10 by Kaden Zimmerman (CFO)

Analyte Result
Analysis: E. coli - IDEXX by Idexx Colilert or Colilert 18
E. coli — IDEXX 10.% MPN/100 mL
Analysis: Field Dissolved Oxygen by Standard Methods 4500-0-G
Dissolved Oxygen (field) 7.66 mg/L
Analysis: Field pH by EPA 150.1
pH ifizld) 7.5 pH
Analysis: Total Phosphorus - Skalar by 503-505w/r
Total Phosphorus 7473 mg/L

Customer #: 22002201
County: Camden

Monpotable Water; Crab

Qualifier(s)

09

The analysis of this sample was performed in accordance with procedures approved or recognized by the L. 5. Environmental Protection Agency.

Data qualifiers used in this report:

?Jﬁ-—m:} L..—..S‘-—-__ 09 Sample diluted during analysis

Richard Kirsch
Laboratory Manager
Environmental Services Program

Division of Environmental Quality

Units used in this report:

mifligrams per liter

most probable number per 100 mL
pH units



APPENDIX — INSPECTION REPORT:

(> |Z2| Missouri Department of .......

> [©&| NATURAL RESOURCES

Michael L. Parson, Governor Carol 5. Comer, Director

March 18, 2021

Anthony Butt

Camden County Public Water Supply, District #4
62 Bittersweet Road

Lake Ozark, MO 65049

FINDING OF COMPLIANCE
Dear Anthony Butt:

Staff from the Department of Natural Resources conducted an inspection on February 3, 2021, of
the Comett Cove WWTF located on Evergreen Drive, in Lake Ozark and in Camden County.
The entity operates under the authority of Missour: State Operating Pernut MO0128619.

Compliance with Missouni Clean Water Law was evaluated. The entity was found to be in
compliance based on the observations made at the time of the evaluation.

The enclosed report describes the findings and may provide important recommendations, to
ensure continued compliance. Your cooperation in implementing those recommendations will be

appreciated.

Fact sheets are available on the Department’s website to assist entities with understanding and
following environmental requirements.

If you have any questions or would like to schedule a time to meet with Department staff to
discuss compliance requirements, please contact Sara Veasman by mail at the Missourt
Department of Natural Resources, Central Field Operations, P.O. Box 176, Jefferson City, MO
65102, by phone at (573) 522-3322, or by email at DNRCFO.WPC(@dnr.mo.gov.

Simncerely,

CENTRAL FIELD OPERATIONS

T

Joe Stoops
Environmental Supervisor

Cornett Cove WWTF
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Missouri Department of Natural Resources
Central Field Operatons Warter Pollution Control Branch
Report of Inspection
Cornett Cove WWTE
Evergreen Drive/Lake Ozark/Camden Counrty
Permit #MO0128619

March 18, 2021

Introduction

On February 3, 2021, a routine compliance mspection of the Cornett Cove Wastewater Treatment Facility
(WWTF) in Camden County, Missouri was conducted by the Missouri Department of Natural Resources
{Department) Central Field Operations (CFO). The purpose of this inspection was to defermine
compliance with Missourn State Operating Permit (MSOP) #M00128619, the Missouri Clean Water
Commission Regulations, and Missouri Clean Water Law. This report presents the findings and
observations made during the compliance inspection, including file review, site visits, and
comnmnications with entity representatives. Authority for this inspection is provided in Missouri Clean
Water Law 644.026.1(21), RSMo.

The following participants were present during the inspection:

Comett Cove WWTE
Anthony Butt Manager 573-365-6792
Robert Sheff Operator 573-365-6792
Missouri Department of Natural Resources
Ms. Sara Veasman Environmental Inspector 573-522-3322
Sara veasman@dnr mo gov

Enticy Description and History

As part of the inspection, I reviewed the files for Comett Cove WWTF, including previous inspection
reports, correspondence, and the conditions of permit MO0128619, for familiarization with the
requirements specific to this facility.

Cornett Cove’s WWTF permit, MOO0128619, was last issued on August 1, 2017, and expires on
September 30, 2021. The permit renewal must be received by the Department at least 180 days prior to
the expiration date (Recommendation #1).

The facility consists of flow equalization, extended aeration, chlorination and sludge disposal by contract
hauler with a design flow of 25,840 gallons per day. The receiving stream for this facility is a Tobutary
to the Lake of the Ozarks (HUCS #10290109).

Our records indicate that this is the first inspection of this facility conducted by the Department. During
the office portion of the inspection, I reviewed the facility’s Form 5 Annual Sludge Report and Discharge
Monitoring Reports (DMR). The previous vear s Anmual Shudge Report was received by the Department
prior to the January 28, 2019 deadline. The DMREs subnutted to the Department for the past two vears
reflect overall compliance with MSOP limits/reporting requirements. There were three months of
Ammonia exceedances from May through July 2019. There was a switch in management/operation of the
facility at the time and a response of corrective actions was not found. There have been no exceedances
since July 2019. The facility 1s signed up for Electronic Discharge Monitoring Reporting (eDME). All
required permit fees are up to date. Table #1 includes the effluent exceedances that occurred during this
period.
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Table #1 Effluent Linut Exceedances
REPORT
PERIOD PARAMETER | MSOP LIMIT REPORTED RESULT
. . 1.76 mg/L Daily Maximum
3 (April 1 — Sept 30) y .
2 /
May 2019 3.6 mg/L Daily Maximum 1.76 mg/L Monthly Average
1.4 mg/L Monthly Average | , o5 107 Daily Maxinmm
June 2010 | AmmoniaasN 2,05 mg/L Monthly Average
(Oct 1 —Mar31) - :
7.5 mg/L Daily Maximum . .
} e 1.52 mg/L Daily Maximum
July 2019 2.9 mg/L Monthly Average | ;5> o7, Monthly Average

Discussion of Inspection and Observations

The inspection was conducted during normal business hours. Prior notification of the inspection was
provided to ensure timely access to the site. Upon arrival at the facility, I met with Mr. Buft and Mr. Sheff
and outlined the purpose and scope of the mspection. O&M manuals are kept at the office and operational
moniforing records were reviewed af the Camden County Public Water Supply District #4. [ was granted
permussion to access the site and accompanied during the inspection.

There 15 an all-weather access road to Comett Cove WWTF off of Evergreen Drive. The facility is
sufficiently secure inside a fenced enclosure with a locked gate and posted signage on all sides (Photo
#01). The primary influent basin and headworks was observed with an abundant amount of space
available (Photo #02). There was adequate nuxing in the extended aeration basin and a deep chocolate
brown color of the influent (Photo #03). The two blowers are secure and housed in a small building
{Photo #04). The clarifier contained clear liquid and the weir trough was in good condition (Photos #05 &
#06).

There were no tablets in the chlorination and dechlorination applicators due to non-recreation season and
the contact chamber contained clear effluent (Photos #07 - #09). The sludge holding tank was observed
and the outfall was marked, “Out Flow 0017 (Photos #10 & #11). The outfall was discharging clear
effluent and the recerving stream was clear and satisfactory at the fime of inspection (Photos #12 & #13).

Sampling and Monitoring

The appropriate sampling materials were taken on the inspection, including a copy of the Missouri
Department of Natural Resources” Standard Operating Procedures for Sampling. Instruments for field
monitoring were taken on the inspection that are capable of testing pH, temperature, conductivity, and
dissolved oxygen. The field monitoring equipment had been properly calibrated and/or compared to
standards in accordance with Central Field Operations Quality Assurance/Quality Control procedures.

Water quality field monitoring was conducted at the following location for the listed parameters. Field
analysis results are listed below in Table #2. Effluent was clear and odorless.
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Table #2 Field Analysis Results
OUTFALL #001
PARAMETER RESULT
pH 73550
Temperature 11.6°C
Dissolved Oxygen 714 mg/L

Samples were collected during the inspection and hand delivered to the Department’s Environmental
Services Program for analysis. Please see the enclosed Report of Laboratory Analysis received on March
3, 2021 for samples collected during the inspection. The results reflect compliance with the effluent
limitation set forth in MSOP MO0128619.

Compliance Determination, Violations, and Required Actions

The facility was found to be in compliance with the Missouri Clean Water Law, the Missouri Clean Water
Commission regulations, and Missoun State Operating Permit MO0128619 based upon observations
made during the inspection.

Recommendations:

1. Submit the proper renewal application forms that are completely and accurately filled out to the
Department's Water Protection Program, P. O. Box 176, Jefferson City, MO 65102 at least 180
calendar days before the permits expiration date of September 30, 2021.

If you have any questions or would like to schedule a time to meet with Department staff to discuss
compliance requirements, please contact Sara Veasman by mail at Missour Department of Natural
Resources, Central Field Operations, P.O. Box 176, Jefferson City. MO 65102; by phone at (573) 522-
3322; or by email at DNRCFO WPC@dnr.mo_gov.

Signatures
SUBMITTED BY: REVIEWED BY:
C. P J = /-
- - P = - -
o= -f;;"' T %
~

Sara Veasman Joe Stoops
Environmental Inspector Environmental Supervisor
Central Field Operations Central Field Operations
Artachments:

Attachment # 1 — Photographs (#01 through #13)
Attachment # 2 — Aerial Map

Cornett Cove WWTF
Fact Sheet Page #24



Attachment #1 — Photographs
Comett Cove WWTF

March 18, 2021

Page 1 of 5

Photograph: #01

Taken By: Sara Veasman

Entity: Cornett Cove WWTF

Permit: MOO128619

Location: Evergreen Drive, Lake Ozark. MO 65049

Description: Locked gated entrance.

Date Taken: 2/3/2021
Program: WPC Unit

Photograph: #02

Taken By: Sara Veasman

Entity: Cornett Cove WWTF

Permit: MO0128619

Location: Evergreen Drive, Lake Ozark, MO 65049

Description: Headworks/influent.

Date Taken: 2/3/2021
Program: WPC Unit

Photograph: #03

Taken By: Sara Veasman

Entity: Cornett Cove WWTF

Permit: MO0128619

Location: Evergreen Drive, Lake Ozark, MO 65049

Description: Aeration basin.

Date Taken: 2/3/2021
Program: WPC Unit
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Photograph: #04

Taken By: Sara Veasman

Entity: Cornett Cove WWTE

Permit: MO0128619

Location: Evergreen Drive. Lake Ozark, MO 65049

Description: Blowers.

Date Taken: 2/3/2021
Program: WPC Unit

Photograph: #05

Taken By: Sara Veasman

Entity: Cornett Cove WWTE

Permit: MO0128619

Location: Evergreen Drive. Lake Ozark, MO 65049

Description: Clarifier.

Date Taken: 2/3/2021
Program: WPC Unit

Photograph: #06

Taken By: Sara Veasman

Entity: Cornett Cove WWTE

Permit: MO0128619

Location: Evergreen Drive, Lake Ozark, MO 65049

Description: Weir trough.

Date Taken: 2/3/2021
Program: WPC Unit
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Photograph: #07

Taken By: Sara Veasman

Entity: Cornett Cove WWTF

Permit: MOO128619

Location: Evergreen Drive. Lake Ozark, MO 65049

Description: Chlorination.

Date Taken: 2/3/2021
Program: WPC Unit

Photograph: #08

Taken By: Sara Veasman

Entity: Cornett Cove WWTF

Permit: MO0128619

Location: Evergreen Drive. Lake Ozark, MO 65049

Description: Chlorine contact basin.

Date Taken: 2/3/2021
Program: WPC Unit

Photograph: #09

Taken By: Sara Veasman

Entity: Cornett Cove WWTF

Permit: MO0O128619

Location: Evergreen Drive, Lake Ozark, MO 65049

Description: Dechlorination.

Date Taken: 2/3/2021
Program: WPC Unit




Attachment #1 — Photographs
Cornett Cove WWTEF

March 18, 2021

Page 4 of 5

Attachment #1 — Photographs
Cornett Cove WWTE

March 18, 2021

Page 50f 5

Photograph: #10

Taken By: Sara Veasman

Entity: Cornett Cove WWTF

Permit: MO0128619

Location: Evergreen Drive. Lake Ozark, MO 65049

Description: Sludge holding tank.

Date Taken: 2/3/2021
Program: WPC Unit

Photograph: #11

Taken By: Sara Veasman

Entity: Comett Cove WWTEF

Permit: MO0128619

Location: Evergreen Drive, Lake Ozark, MO 65049

Description: Marked outfall.

Date Taken: 2/3/2021
Program: WPC Unit

Photograph: #12

Taken By: Sara Veasman

Entity: Cornett Cove WWTF

Permit: MO0128619

Location: Evergreen Drive, Lake Ozark, MO 65049

Description: Discharge pipe.

Date Taken: 2/3/2021
Program: WPC Umnit

Photograph: #13

Taken By: Sara Veasman

Entity: Comnett Cove WWTEF

Permit: MO0128619

Location: Evergreen Drive, Lake Ozark, MO 65049

Description: Receiving stream.

Date Taken: 2/3/2021
Program: WPC Unit
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Aftachment #2 — Aerial Map
Cornett Cove WWTF
March 18, 2021

Page 1 of 1

Cornett Cove WWTF

l Outfall #001

Figure 1. Overhead view of the facility. Aernial photo courtesy of google maps.



Environmental Services Program
MISSOURI PO Box 176 Jefferson City MO 65102-0176

i A
&2 EE%ET%E;(?UFRCES Results of Sample Analyses

LDPR Code: FEINS
Water Pollution Control Branch
FEINS - Inspection Sampling
WPCP Inspection Sampling

Report Date: 3/3/2021

Order ID: WO210203006

NURTRARTRRROROn

ALY R L8]

Kalyn Godard
DHR
JEFFERSON CITY MO 65101
Sample: 2101483 EINS - Impe:tmn Sampling Cornett Cowe WWTF Custarmer # 20002290
LTI I oo G

Collected 02/03/21 09:52 by Sara Veasman (WPCB)
Sample Location and Type: Sample port cutfall 001 (Outfall)

Manpotable Water; Grab

Analyte Rezult Qualifier(s)
Analysis; Ammonia as N by Lachat L 10-107-06-1-J

Ammonka as N A3 marL
Analysis: Blochemical Dmgen Demand by Standard Methods 5210-8
| Ho(hunlc.llﬂ:q'uen D:murd - =2 majL e
Analysis: Field Dissolved Docy'gen hrsnndard Mﬂhnds 4500-0-G
I Blssahﬂadﬂwpmiﬁelllj F1amp/L
Analysis: Fielﬂ pH b'vﬂ'.l 'ISII 1

B ifield) 735 pH
Analysis: Field Temperature by EPA 170.1

Temparazura {field) 16T
Analysis: Total Suspended Selids (TSS) f NFR by Standard Methods 2540-D

Tatal Suspanded Sollds (T55 | NFR <3 Mg/l HO

Sample:2 101484 Sive: FEIMS - Inspection Sampling Racquet Club Treatment Plant Customer & 20002289
“Il‘rl ullmlll Site Number: MO0 02628 Eonmmint Sl

Collected 02/03/21 11:10 by Sara Veasman (WPCE)
Sample Location and Type: Sample port outfall 001 (Sutfall)

Analyte Result

Anlysls: Blochemical Oxygen Demand by Standard Methods 5210-8
Sinchemical Dxygen Demand <Fmgil

Amly:l: Field Dissolved Onvgen by Standard Methods 4500—0 G
Dlnolmmypﬂn (Fieldi E.598 mg/L

Analysis: Field pH by EPA 150.1
pH {field) 7.35 gH

Analysis: Field Temperature by EPA 170.1
Temperature (fiekd) 7.8°C

Analysis: Total Suspended Solids (TS5) [ MFR by Standard Methods 2540-D
Tatal Suspended Solids TS5} | NER <5 mgfL

Manpotable Water; Grab

Qualifier(s)

M

WD

The analysis of this sample was perflarmed in accordance with pracedures approved or recognized by the U. 5. Emdronmental Pratection Agency.

WOZ 10203006 Page 1 of 2

{ Units used in this report:
. i degress Calsius
gL milligrames per liter

pH PH unizs

Kavin Thoenen . )
A ger Dara qualifiers applied to one or more results;

Emviranmertal Senvices Program D Mot detected at reported value

Divistan of Envires mentsl Quality
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APPENDIX — COST ANALYSIS FOR COMPLIANCE:

Missouri Department of Natural Resources
Water Protection Program
Cost Analysis for Compliance
(In accordance with RSMo 644.145)

Cornett Cove WWTF, Permit Renewal
CAMDEN COUNTY PUBLIC WATER SUPPLY DISTRICT NUMBER FOUR
Missouri State Operating Permit #M0-0128619

Section 644.145 RSMo requires the Department of Natural Resources (department) to make a “finding of affordability” when “issuing
permits under” or “enforcing provisions of” state or federal clean water laws “pertaining to any portion of a combined or separate
sanitary sewer system for publicly-owned treatment works.” This cost analysis does not dictate how the permittee will comply with
new permit requirements.

New Permit Requirements

The permit requires compliance with new monitoring requirements for Quarterly influent BODs and TSS monitoring and Quarterly
Dissolved Oxygen monitoring.

Connections
The number of connections was reported by the permittee in the Financial Questionnaire.

Connection Type Number
Residential 60
Commercial -
Industrial -
Total 60

Data Collection for this Analysis

This cost analysis is based on data available to the department as provided by the permittee and data obtained from readily available
sources. For the most accurate analysis, it is essential that the permittee provides the department with current information about the
CAMDEN COUNTY PUBLIC WATER SUPPLY DISTRICT NUMBER FOUR financial and socioeconomic situation. The financial
questionnaire available to permittees on the department’s website (https://dnr.mo.gov/document-search/financial-questionnaire-mo-
780-2511) is a required attachment to the permit renewal application. If the financial questionnaire is not submitted with the renewal
application, the department sends a request to complete the form with the welcome correspondence. If certain data was not provided
by the permittee to the department and the data is not obtainable through readily available sources, this analysis will state that the
information is “unknown”.

Eight Criteria of 644.145 RSMo
The department must consider the eight (8) criteria presented in subsection 644.145 RSMo to evaluate the cost associated with new
permit requirements.

(1) A community’s financial capability and ability to raise or secure necessary funding;

Criterion 1 Table. Current Financial Information for the Camden County

Current Monthly User Rates per 5,000 gallons* $34.07
Median Household Income (MHI)? $64,783
Current Annual Operating Costs (excludes depreciation) $5,690.91

*User Rates were reported by the permittee on the Financial Questionnaire.


https://dnr.mo.gov/document-search/financial-questionnaire-mo-780-2511
https://dnr.mo.gov/document-search/financial-questionnaire-mo-780-2511
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(2) Affordability of pollution control options for the individuals or households at or below the median household income level
of the community;

The following tables outline the estimated costs of the new permit requirements:

Criterion 2A Table. Estimated Cost Breakdown of New Permit Requirements

New Requirement Frequency Estimated Cost Estimated Annual Cost
Biochemical Oxygen Demands

Percent Removal - Influent Quarterly $ax4 $176

Total Suspended Solids Percent

Removal- Influent Quarterly $17 x4 368
Dissolved Oxygen — Effluent Quarterly $13x 4 $52

Total Phosphorus — Effluent Quarterly $79x 4 $316

Total Nitrogen — Effluent Quarterly $26 x 4 $104

Total Estimated Annual Cost of New Permit Requirements $716

Criterion 2B Table. Estimated Costs for New Permit Requirements

(1) | Total Estimated Annual Cost of New Permit Requirements $716

(2) | Estimated Monthly User Cost for New Requirements 2 $0.99
Estimated Monthly User Cost for New Requirements as a Percent of MHI 3 0.018%

(3) | Total Monthly User Cost* $35.06
Total Monthly User Cost as a Percent of MHI * 0.650%

* Current User Rate + Estimated Monthly Costs of New Sampling Requirements

(3) An evaluation of the overall costs and environmental benefits of the control technologies;

This analysis is being conducted based on new requirements in the permit, which will not require the addition of new control
technologies at the facility. However, the new sampling requirements are being established in order to provide data regarding the
health of the receiving stream’s aquatic life and to ensure that the existing permit limits are providing adequate protection of aquatic
life. Improved wastewater provides benefits such as avoided health costs due to water-related illness, enhanced environmental
ecosystem quality, and improved natural resources. The preservation of natural resources has been proven to increase the economic
value and sustainability of the surrounding communities. Maintaining Missouri’s water quality standards fulfills the goal of restoring
and maintaining the chemical, physical, and biological integrity of the receiving stream; and, where attainable, it achieves a level of
water quality that provides for the protection and propagation of fish, shellfish, wildlife, and recreation in and on the water.

(4) Inclusion of ongoing costs of operating and maintaining the existing wastewater collection and treatment system, including
payments on outstanding debts for wastewater collection and treatment systems when calculating projected rates:

The community has reported that they have no outstanding debt for the current wastewater collection and treatment systems.

(5) Aninclusion of ways to reduce economic impacts on distressed populations in the community, including but not limited to
low and fixed income populations. This requirement includes but is not limited to:

(a) Allowing adequate time in implementation schedules to mitigate potential adverse impacts on distressed populations resulting
from the costs of the improvements and taking into consideration local community economic considerations.

(b) Allowing for reasonable accommodations for regulated entities when inflexible standards and fines would impose a
disproportionate financial hardship in light of the environmental benefits to be gained.

The following table characterizes the current overall socioeconomic condition of the community as compared to the overall
socioeconomic condition of Missouri. The following information was compiled using the latest U.S. Census data.
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Criterion 5 Table. Socioeconomic Data ¥ >° for the Camden County

Jo. Administrative Unit _ Missouri State United States

1 Population (2023) 43,416 6,168,181 332,387,540
2 Percent Change in Population (2000-2023) 17.2% 10.2% 18.1%
3 2023 Median Household Income (in 2024 Dollars) $64,783 $70,567 $80,011
4 Percent Change in Median Household Income (2000-2023) -5.0% -1.1% 1.9%
5 Median Age (2023) 53 38.9 38.7
6 Change in Median Age in Years (2000-2023) 7.4 2.7 3.5
7 Unemployment Rate (2023) 4.83% 4.1% 5.2%
8 Percent of Population Below Poverty Level (2023) 13.2% 12.6% 12.4%
9 Percent of Household Received Food Stamps (2023) 8.2% 9.9% 11.8%
10 (Primary) County Where the Community Is Located Miller County

(6) An assessment of other community investments and operating costs relating to environmental improvements and public
health protection;

The sewer district did not report any other investments relating to environmental improvements.

(7) An assessment of factors set forth in the United States Environmental Protection Agency's guidance, including but not
limited to the ""Combined Sewer Overflow Guidance for Financial Capability Assessment and Schedule Development"
that may ease the cost burdens of implementing wet weather control plans, including but not limited to small system
considerations, the attainability of water quality standards, and the development of wet weather standards;

The new requirements associated with this permit will not impose a financial burden on the community, nor will they require the
CAMDEN COUNTY PUBLIC WATER SUPPLY DISTRICT NUMBER FOUR to seek funding from an outside source.

(8) An assessment of any other relevant local community economic conditions.
The community did not report any other relevant local economic conditions.

The department contracted with Wichita State University to complete an assessment tool that would allow for predictions on rural
Missouri community populations and future sustainability. The purpose of the study is to use a statistical modeling analysis in order to
determine factors associated with each rural Missouri community that would predict the future population changes that could occur in
each community. A stepwise regression model was applied to 19 factors which were determined as predictors of rural population
change in Missouri. The model established a hierarchy of the predicting factors which allowed the model to place a weighted value on
each of the factors. A total of 745 rural towns and villages in Missouri received a weighted value for each of the predicting factors.
The weighted values for each town / village were then added together to determine an overall decision score. The overall decision
scores were then divided into five categories and each town was assigned to a different categorical group based on the overall decision
score. The categorical groups were developed from the range of overall scores across all rural towns and villages within Missouri.

Based on the assessment tool, the County of Camden has been determined to be a category 3 community. This means that the Camden
County’s socioeconomic status and population is predicted to remain stable over time. Future changes in only a few of the 19
weighted factors could cause this community to experience either a rise or decline of population. If this community experiences a
decline in population which results in the inability to secure the necessary funding for an upgrade to meet the new requirements within
this permit, a modification to the schedule of compliance may be necessary. The community may contact the department and send an
application for a modification to the schedule of compliance with justification for the time necessary to comply with this permit.

Conclusion and Finding

As a result of new regulations, the department is proposing modifications to the current operating permit that may require the
permittee to increase monitoring. The department has considered the eight (8) criteria presented in subsection 644.145 RSMo to
evaluate the cost associated with the new permit requirements.

This analysis examined whether the new sampling requirements affect the ability of an individual customer or household to pay a
utility bill without undue hardship or unreasonable sacrifice in the essential lifestyle or spending patterns of the individual or
household. After reviewing the above criteria, the department finds that the new sampling requirements may result in a low burden
with regard to the community’s overall financial capability and a low financial impact for most individual customers/households;
therefore, the new permit requirements are affordable.
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STANDARD CONDITIONS FOR NPDES PERMITS
@ ISSUED BY
THE MISSOURI DEPARTMENT OF NATURAL RESOURCES
MISSOURI CLEAN WATER COMMISSION
REVISED

AUGUST 1, 2014

These Standard Conditions incorporate permit conditions as
required by 40 CFR 122.41 or other applicable state statutes or
regulations. These minimum conditions apply unless superseded
by requirements specified in the permit.

Part | — General Conditions
Section A — Sampling, Monitoring, and Recording

1.  Sampling Requirements.

a.  Samples and measurements taken for the purpose of monitoring shall
be representative of the monitored activity.

b.  All samples shall be taken at the outfall(s) or Missouri Department of
Natural Resources (Department) approved sampling location(s), and
unless specified, before the effluent joins or is diluted by any other
body of water or substance.

2. Monitoring Requirements.
a.  Records of monitoring information shall include:
i.  The date, exact place, and time of sampling or measurements;
ii.  The individual(s) who performed the sampling or measurements;
iii.  The date(s) analyses were performed,;

6.

Illegal Activities.

a.  The Federal Clean Water Act provides that any person who falsifies,
tampers with, or knowingly renders inaccurate any monitoring device
or method required to be maintained under the permit shall, upon
conviction, be punished by a fine of not more than $10,000, or by
imprisonment for not more than two (2) years, or both. If a conviction
of a person is for a violation committed after a first conviction of such
person under this paragraph, punishment is a fine of not more than
$20,000 per day of violation, or by imprisonment of not more than four
(4) years, or both.

b.  The Missouri Clean Water Law provides that any person or who
falsifies, tampers with, or knowingly renders inaccurate any monitoring
device or method required to be maintained pursuant to sections
644.006 to 644.141 shall, upon conviction, be punished by a fine of not
more than $10,000, or by imprisonment for not more than six (6)
months, or by both. Second and successive convictions for violation
under this paragraph by any person shall be punished by a fine of not
more than $50,000 per day of violation, or by imprisonment for not
more than two (2) years, or both.

Section B — Reporting Requirements

iv.  The individual(s) who performed the analyses; 1.  Planned Changes.

v.  The analytical techniques or methods used; and a.  The permittee shall give notice to the Department as soon as possible of

vi.  The results of such analyses. any planned physical alterations or additions to the permitted facility

b.  If the permittee monitors any pollutant more frequently than required when:
by the permit at the location specified in the permit using test i. The alteration or addition to a permitted facility may meet one of the
procedures approved under 40 CFR Part 136, or another method criteria for determining whether a facility is a new source in 40 CFR
required for an industry-specific waste stream under 40 CFR 122.29(b); or
subchapters N or O, the results of such monitoring shall be included in ii. The alteration or addition could significantly change the nature or
the calculation and reported to the Department with the discharge increase the quantity of pollutants discharged. This notification
monitoring report data (DMR) submitted to the Department pursuant to applies to pollutants which are subject neither to effluent limitations
Section B, paragraph 7. in the permit, nor to notification requirements under 40 CFR
o . . 122.42(a)(1);

3. Sam_ple'and Monitoring Cal;ulatlons.' Calculations for all sample fif)d iii. The alteration or addition results in a significant change in the
mpnltorl_ng results which require averaging pf measurer_nents shall utilize an permittee's sludge use or disposal practices, and such alteration,
arithmetic mean unless otherwise specified in the permit. addition, or change may justify the application of permit conditions

4.  Test Procedures. The analytical and sampling methods used shall conform that_ are c_ilfferent fr_o_m or absent in the existing permit, mcludnpg

. . notification of additional use or disposal sites not reported during the
to the reference methods listed in 10 CSR 20-7.015 unless alternates are - S
o~ > L permit application process or not reported pursuant to an approved
approved by the Department. The facility shall use sufficiently sensitive land application plan:
analytical methods for detecting, identifying, and measuring the . PP plan; -

- - iv. Any facility expansions, production increases, or process
concentrations of pollutants. The facility shall ensure that the selected dificati hich will Iti b ially diff
methods are able to quantify the presence of pollutants in a given discharge g?o k: |cat|ons|wd e \é\" result in a newt;)r su stanéla );1 ifferent
at concentrations that are low enough to determine compliance with Water Ischarge or sludge characteristics must be reported to the

- - R Department 60 days before the facility or process modification
Quality Standards in 10 CSR 20-7.031 or effluent limitations unless bedi ificati b lished b lication f
provisions in the permit allow for other alternatives. A method is egins. Nfo:: |cz_;1t|(')1n may be accomplls y fﬂy app:'lcgtlo'n oranew
“sufficiently sensitive” when; 1) the method minimum level is at or below permit. I  the disc arge does not violate effluent limitations

- - L specified in the permit, the facility is to submit a notice to the
the level of the applicable water quality criterion for the pollutant or, 2) the f the ch d disch | 30 davs bef h
method minimum level is above the applicable water quality criterion, but Dhepartmeqtho é e changed discharge at Jeast ays betore Sucd/
the amount of pollutant in a facility’s discharge is high enough that the changes. The Department may require a construction permit and/or

. - - permit modification as a result of the proposed changes at the
method detects and quantifies the level of pollutant in the discharge, or 3) the facilit
method has the lowest minimum level of the analytical methods approved Y-
under 10 CSR 20-7.015. These methods are also required for parameters that . .
2. Non-compliance Reporting.

are listed as monitoring only, as the data collected may be used to determine
if limitations need to be established. A permittee is responsible for working
with their contractors to ensure that the analysis performed is sufficiently
sensitive.

5. Record Retention. Except for records of monitoring information required
by the permit related to the permittee's sewage sludge use and disposal
activities, which shall be retained for a period of at least five (5) years (or
longer as required by 40 CFR part 503), the permittee shall retain records of
all monitoring information, including all calibration and maintenance records
and all original strip chart recordings for continuous monitoring
instrumentation, copies of all reports required by the permit, and records of
all data used to complete the application for the permit, for a period of at
least three (3) years from the date of the sample, measurement, report or
application. This period may be extended by request of the Department at
any time.
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a.  The permittee shall report any noncompliance which may endanger
health or the environment. Relevant information shall be provided
orally or via the current electronic method approved by the Department,
within 24 hours from the time the permittee becomes aware of the
circumstances, and shall be reported to the appropriate Regional Office
during normal business hours or the Environmental Emergency
Response hotline at 573-634-2436 outside of normal business hours. A
written submission shall also be provided within five (5) business days
of the time the permittee becomes aware of the circumstances. The
written submission shall contain a description of the noncompliance
and its cause; the period of noncompliance, including exact dates and
times, and if the noncompliance has not been corrected, the anticipated
time it is expected to continue; and steps taken or planned to reduce,
eliminate, and prevent reoccurrence of the noncompliance.
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b.  The following shall be included as information which must be reported b.

e

Notice.

within 24 hours under this paragraph.
i. Any unanticipated bypass which exceeds any effluent limitation in
the permit.

ii. Any upset which exceeds any effluent limitation in the permit.
iii.  Violation of a maximum daily discharge limitation for any of the

pollutants listed by the Department in the permit required to be
reported within 24 hours.

i. Anticipated bypass. If the permittee knows in advance of the need
for a bypass, it shall submit prior notice, if possible at least 10 days
before the date of the bypass.

ii. Unanticipated bypass. The permittee shall submit notice of an
unanticipated bypass as required in Section B — Reporting
Requirements, paragraph 5 (24-hour notice).

¢.  Prohibition of bypass.

c.  The Department may waive the written report on a case-by-case basis i. Bypass is prohibited, and the Department may take enforcement
for reports under paragraph 2. b. of this section if the oral report has action against a permittee for bypass, unless:
been received within 24 hours. 1.  Bypass was unavoidable to prevent loss of life, personal injury,
L . . . . or severe property damage;
3. Anticipated Noncompliance. The permittee shall give advance notice to the 2. There were no feasible alternatives to the bypass, such as the

Department of any planned changes in the permitted facility or activity
which may result in noncompliance with permit requirements. The notice
shall be submitted to the Department 60 days prior to such changes or
activity.

use of auxiliary treatment facilities, retention of untreated
wastes, or maintenance during normal periods of equipment
downtime. This condition is not satisfied if adequate back-up
equipment should have been installed in the exercise of
reasonable engineering judgment to prevent a bypass which
occurred during normal periods of equipment downtime or
preventive maintenance; and

3. The permittee submitted notices as required under paragraph 2.
b. of this section.

4.  Compliance Schedules. Reports of compliance or noncompliance with, or
any progress reports on, interim and final requirements contained in any
compliance schedule of the permit shall be submitted no later than 14 days
following each schedule date. The report shall provide an explanation for the
instance of noncompliance and a proposed schedule or anticipated date, for

achieving compliance with the compliance schedule requirement.

5. Other Noncompliance. The permittee shall report all instances of
noncompliance not reported under paragraphs 2, 3, and 6 of this section, at

the time monitoring reports are submitted. The reports shall contain the

information listed in paragraph 2. a. of this section.

6.  Other Information. Where the permittee becomes aware that it failed to
submit any relevant facts in a permit application, or submitted incorrect
information in a permit application or in any report to the Department, it
shall promptly submit such facts or information.

7.  Discharge Monitoring Reports.

3.

ii. The Department may approve an anticipated bypass, after
considering its adverse effects, if the Department determines that it
will meet the three (3) conditions listed above in paragraph 2. c. i. of
this section.

Upset Requirements.

a.  Effect of an upset. An upset constitutes an affirmative defense to an
action brought for noncompliance with such technology based permit
effluent limitations if the requirements of paragraph 3. b. of this section
are met. No determination made during administrative review of claims
that noncompliance was caused by upset, and before an action for
noncompliance, is final administrative action subject to judicial review.

b.  Conditions necessary for a demonstration of upset. A permittee who

a.  Monitoring results shall be reported at the intervals specified in the wishes to establish the affirmative defense of upset shall demonstrate,
permit. through properly signed, contemporaneous operating logs, or other
b.  Monitoring results must be reported to the Department via the current relevant evidence that:
method approved by the Department, unless the permittee has been i. Anupset occurred and that the permittee can identify the cause(s) of
granted a waiver from using the method. If the permittee has been the upset;
granted a waiver, the permittee must use forms provided by the ii. The permitted facility was at the time being properly operated; and
Department. iii. The permittee submitted notice of the upset as required in Section B
¢.  Monitoring results shall be reported to the Department no later than the — Reporting Requirements, paragraph 2. b. ii. (24-hour notice).

28" day of the month following the end of the reporting period.

Section C — Bypass/Upset Requirements

1.  Definitions.

iv. The permittee complied with any remedial measures required under
Section D — Administrative Requirements, paragraph 4.
c.  Burden of proof. In any enforcement proceeding, the permittee seeking
to establish the occurrence of an upset has the burden of proof.

a.  Bypass: the intentional diversion of waste streams from any portion of a Section D — Administrative Requirements
treatment facility, except in the case of blending.

b.  Severe Property Damage: substantial physical damage to property, 1. Duty to Comply. The permittee must comply with all conditions of this
damage to the treatment facilities which causes them to become permit. Any permit noncompliance constitutes a violation of the Missouri
inoperable, or substantial and permanent loss of natural resources Clean Water Law and Federal Clean Water Act and is grounds for
which can reasonably be expected to occur in the absence of a bypass. enforcement action; for permit termination, revocation and reissuance, or
Severe property damage does not mean economic loss caused by delays modification; or denial of a permit renewal application.
in production. a.  The permittee shall comply with effluent standards or prohibitions

c.  Upset: an exceptional incident in which there is unintentional and established under section 307(a) of the Federal Clean Water Act for

temporary noncompliance with technology based permit effluent
limitations because of factors beyond the reasonable control of the
permittee. An upset does not include noncompliance to the extent
caused by operational error, improperly designed treatment facilities,
inadequate treatment facilities, lack of preventive maintenance, or
careless or improper operation.

2. Bypass Requirements.

a.

Bypass not exceeding limitations. The permittee may allow any bypass
to occur which does not cause effluent limitations to be exceeded, but
only if it also is for essential maintenance to assure efficient operation.
These bypasses are not subject to the provisions of paragraphs 2. b. and
2. c. of this section.
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toxic pollutants and with standards for sewage sludge use or disposal
established under section 405(d) of the CWA within the time provided
in the regulations that establish these standards or prohibitions or
standards for sewage sludge use or disposal, even if the permit has not
yet been modified to incorporate the requirement.

b.  The Federal Clean Water Act provides that any person who violates
section 301, 302, 306, 307, 308, 318 or 405 of the Act, or any permit
condition or limitation implementing any such sections in a permit
issued under section 402, or any requirement imposed in a pretreatment
program approved under sections 402(a)(3) or 402(b)(8) of the Act, is
subject to a civil penalty not to exceed $25,000 per day for each
violation. The Federal Clean Water Act provides that any person who
negligently violates sections 301, 302, 306, 307, 308, 318, or 405 of the
Act, or any condition or limitation implementing any of such sections
in a permit issued under section 402 of the Act, or any requirement
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imposed in a pretreatment program approved under section 402(a)(3) or
402(b)(8) of the Act, is subject to criminal penalties of $2,500 to
$25,000 per day of violation, or imprisonment of not more than one (1)
year, or both. In the case of a second or subsequent conviction for a
negligent violation, a person shall be subject to criminal penalties of
not more than $50,000 per day of violation, or by imprisonment of not
more than two (2) years, or both. Any person who knowingly violates
such sections, or such conditions or limitations is subject to criminal
penalties of $5,000 to $50,000 per day of violation, or imprisonment
for not more than three (3) years, or both. In the case of a second or
subsequent conviction for a knowing violation, a person shall be
subject to criminal penalties of not more than $100,000 per day of
violation, or imprisonment of not more than six (6) years, or both. Any
person who knowingly violates section 301, 302, 303, 306, 307, 308,
318 or 405 of the Act, or any permit condition or limitation
implementing any of such sections in a permit issued under section 402
of the Act, and who knows at that time that he thereby places another
person in imminent danger of death or serious bodily injury, shall, upon
conviction, be subject to a fine of not more than $250,000 or
imprisonment of not more than 15 years, or both. In the case of a
second or subsequent conviction for a knowing endangerment
violation, a person shall be subject to a fine of not more than $500,000
or by imprisonment of not more than 30 years, or both. An
organization, as defined in section 309(c)(3)(B)(iii) of the CWA, shall,
upon conviction of violating the imminent danger provision, be subject
to a fine of not more than $1,000,000 and can be fined up to $2,000,000
for second or subsequent convictions.

Any person may be assessed an administrative penalty by the EPA
Director for violating section 301, 302, 306, 307, 308, 318 or 405 of
this Act, or any permit condition or limitation implementing any of
such sections in a permit issued under section 402 of this Act.
Administrative penalties for Class | violations are not to exceed
$10,000 per violation, with the maximum amount of any Class |
penalty assessed not to exceed $25,000. Penalties for Class Il violations
are not to exceed $10,000 per day for each day during which the
violation continues, with the maximum amount of any Class Il penalty
not to exceed $125,000.

It is unlawful for any person to cause or permit any discharge of water
contaminants from any water contaminant or point source located in
Missouri in violation of sections 644.006 to 644.141 of the Missouri
Clean Water Law, or any standard, rule or regulation promulgated by
the commission. In the event the commission or the director determines
that any provision of sections 644.006 to 644.141 of the Missouri Clean
Water Law or standard, rules, limitations or regulations promulgated
pursuant thereto, or permits issued by, or any final abatement order,
other order, or determination made by the commission or the director,
or any filing requirement pursuant to sections 644.006 to 644.141 of
the Missouri Clean Water Law or any other provision which this state
is required to enforce pursuant to any federal water pollution control
act, is being, was, or is in imminent danger of being violated, the
commission or director may cause to have instituted a civil action in
any court of competent jurisdiction for the injunctive relief to prevent
any such violation or further violation or for the assessment of a
penalty not to exceed $10,000 per day for each day, or part thereof, the
violation occurred and continues to occur, or both, as the court deems
proper. Any person who willfully or negligently commits any violation
in this paragraph shall, upon conviction, be punished by a fine of not
less than $2,500 nor more than $25,000 per day of violation, or by
imprisonment for not more than one year, or both. Second and
successive convictions for violation of the same provision of this
paragraph by any person shall be punished by a fine of not more than
$50,000 per day of violation, or by imprisonment for not more than two
(2) years, or both.

to Reapply.

If the permittee wishes to continue an activity regulated by this permit
after the expiration date of this permit, the permittee must apply for and
obtain a new permit.

A permittee with a currently effective site-specific permit shall submit
an application for renewal at least 180 days before the expiration date
of the existing permit, unless permission for a later date has been
granted by the Department. (The Department shall not grant permission
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for applications to be submitted later than the expiration date of the
existing permit.)

c. A permittees with currently effective general permit shall submit an
application for renewal at least 30 days before the existing permit
expires, unless the permittee has been notified by the Department that
an earlier application must be made. The Department may grant
permission for a later submission date. (The Department shall not grant
permission for applications to be submitted later than the expiration
date of the existing permit.)

Need to Halt or Reduce Activity Not a Defense. It shall not be a defense
for a permittee in an enforcement action that it would have been necessary to
halt or reduce the permitted activity in order to maintain compliance with the
conditions of this permit.

Duty to Mitigate. The permittee shall take all reasonable steps to minimize
or prevent any discharge or sludge use or disposal in violation of this permit
which has a reasonable likelihood of adversely affecting human health or the
environment.

Proper Operation and Maintenance. The permittee shall at all times
properly operate and maintain all facilities and systems of treatment and
control (and related appurtenances) which are installed or used by the
permittee to achieve compliance with the conditions of this permit. Proper
operation and maintenance also includes adequate laboratory controls and
appropriate quality assurance procedures. This provision requires the
operation of back-up or auxiliary facilities or similar systems which are
installed by a permittee only when the operation is necessary to achieve
compliance with the conditions of the permit.

Permit Actions.

a.  Subject to compliance with statutory requirements of the Law and
Regulations and applicable Court Order, this permit may be modified,
suspended, or revoked in whole or in part during its term for cause
including, but not limited to, the following:

i. Violations of any terms or conditions of this permit or the law;
ii. Having obtained this permit by misrepresentation or failure to
disclose fully any relevant facts;

iii. A change in any circumstances or conditions that requires either a
temporary or permanent reduction or elimination of the authorized
discharge; or

iv.  Any reason set forth in the Law or Regulations.

b.  The filing of a request by the permittee for a permit modification,
revocation and reissuance, or termination, or a notification of planned
changes or anticipated noncompliance does not stay any permit
condition.

Permit Transfer.

a.  Subjectto 10 CSR 20-6.010, an operating permit may be transferred
upon submission to the Department of an application to transfer signed
by the existing owner and the new owner, unless prohibited by the
terms of the permit. Until such time the permit is officially transferred,
the original permittee remains responsible for complying with the terms
and conditions of the existing permit.

b.  The Department may require modification or revocation and reissuance
of the permit to change the name of the permittee and incorporate such
other requirements as may be necessary under the Missouri Clean
Water Law or the Federal Clean Water Act.

c.  The Department, within 30 days of receipt of the application, shall
notify the new permittee of its intent to revoke or reissue or transfer the
permit.

Toxic Pollutants. The permittee shall comply with effluent standards or
prohibitions established under section 307(a) of the Federal Clean Water Act
for toxic pollutants and with standards for sewage sludge use or disposal
established under section 405(d) of the Federal Clean Water Act within the
time provided in the regulations that establish these standards or prohibitions
or standards for sewage sludge use or disposal, even if the permit has not yet
been modified to incorporate the requirement.

Property Rights. This permit does not convey any property rights of any
sort, or any exclusive privilege.
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Duty to Provide Information. The permittee shall furnish to the
Department, within a reasonable time, any information which the
Department may request to determine whether cause exists for modifying,
revoking and reissuing, or terminating this permit or to determine
compliance with this permit. The permittee shall also furnish to the
Department upon request, copies of records required to be kept by this
permit.

Inspection and Entry. The permittee shall allow the Department, or an
authorized representative (including an authorized contractor acting as a
representative of the Department), upon presentation of credentials and other
documents as may be required by law, to:

a.  Enter upon the permittee's premises where a regulated facility or
activity is located or conducted, or where records must be kept under
the conditions of the permit;

b.  Have access to and copy, at reasonable times, any records that must be
kept under the conditions of this permit;

c.  Inspect at reasonable times any facilities, equipment (including
monitoring and control equipment), practices, or operations regulated
or required under this permit; and

d.  Sample or monitor at reasonable times, for the purposes of assuring
permit compliance or as otherwise authorized by the Federal Clean
Water Act or Missouri Clean Water Law, any substances or parameters
at any location.

Closure of Treatment Facilities.

a.  Persons who cease operation or plan to cease operation of waste,
wastewater, and sludge handling and treatment facilities shall close the
facilities in accordance with a closure plan approved by the
Department.

b.  Operating Permits under 10 CSR 20-6.010 or under 10 CSR 20-6.015
are required until all waste, wastewater, and sludges have been
disposed of in accordance with the closure plan approved by the
Department and any disturbed areas have been properly stabilized.
Disturbed areas will be considered stabilized when perennial
vegetation, pavement, or structures using permanent materials cover all
areas that have been disturbed. Vegetative cover, if used, shall be at
least 70% plant density over 100% of the disturbed area.

Signatory Requirement.

a.  All permit applications, reports required by the permit, or information
requested by the Department shall be signed and certified. (See 40 CFR
122.22 and 10 CSR 20-6.010)

b.  The Federal Clean Water Act provides that any person who knowingly
makes any false statement, representation, or certification in any record
or other document submitted or required to be maintained under this
permit, including monitoring reports or reports of compliance or non-
compliance shall, upon conviction, be punished by a fine of not more
than $10,000 per violation, or by imprisonment for not more than six
(6) months per violation, or by both.

c.  The Missouri Clean Water Law provides that any person who
knowingly makes any false statement, representation or certification in
any application, record, report, plan, or other document filed or
required to be maintained pursuant to sections 644.006 to 644.141
shall, upon conviction, be punished by a fine of not more than ten
thousand dollars, or by imprisonment for not more than six months, or
by both.

Severability. The provisions of the permit are severable, and if any
provision of the permit, or the application of any provision of the permit to
any circumstance, is held invalid, the application of such provision to other
circumstances, and the remainder of the permit, shall not be affected thereby.
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PART II - SPECIAL CONDITIONS — PUBLICLY OWNED 3.
TREATMENT WORKS
SECTION A — INDUSTRIAL USERS
Definitions
Definitions as set forth in the Missouri Clean Water A

Laws and approved by the Missouri Clean Water
Commission shall apply to terms used herein.

Significant Industrial User (SIU). Except as provided in

the General Pretreatment Regulation 10 CSR 20-6.100,

the term Significant Industrial User means:

1. All Industrial Users subject to Categorical
Pretreatment Standards; and

2. Any other Industrial User that: discharges an average
0f 25,000 gallons per day or more of process
wastewater to the Publicly-Owned Treatment Works
(POTW) (excluding sanitary, noncontact cooling and
boiler blowdown wastewater); contributes a process
wastestream which makes up 5 percent or more of the
average dry weather hydraulic or organic capacity of
the POTW treatment plant; or is designated as such
by the Control Authority on the basis that the
Industrial User has a reasonable potential for
adversely affecting the POTW’s or for violating any
Pretreatment Standard or requirement.

Clean Water Act (CWA) is the the federal Clean Water
Act 0f 1972, 33 U.S.C. § 1251 et seq. (2002).

Identification of Industrial Discharges

Pursuant to 40 CFR 122.44(j)(1), all POTWs shall
identify, in terms of character and volume of pollutants,
any Significant Industrial Users discharging to the

POTW subject to Pretreatment Standards under section
307(b) of the CWA and 40 CFR 403.

STANDARD CONDITIONS FOR NPDES PERMITS
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Application Information

Applications for renewal or modification of this permit
must contain the information about industrial discharges
to the POTW pursuant to 40 CFR 122.21(j)(6)

Notice to the Department

Pursuant to 40 CFR 122.42(b), all POTWs must provide

adequate notice of the following:

1. Any new introduction of pollutants into the POTW
from an indirect discharger which would be subject to
section 301 or 306 of CWA if it were directly
discharging these pollutants; and

2. Any substantial change into the volume or character
of pollutants being introduced into that POTW by a
source introducing pollutants into the POTW at the
time of issuance of the permit.

3. For purposes of this paragraph, adequate notice shall
include information on:

i.  the quality and quantity of effluent introduced
into the POTW, and

ii. any anticipated impact of the change on the
quantity or quality of effluent to be discharged
from the POTW.

For POTWs without an approved pretreatment program,
the notice of industrial discharges which was not
included in the permit application shall be made as soon
as practicable. For POTWs with an approved
pretreatment program, notice is to be included in the
annual pretreatment report required in the special
conditions of this permit. Notice may be sent to:

Missouri Department of Natural Resources
Water Protection Program

Attn: Pretreatment Coordinator

P.O. Box 176

Jefferson City, MO 65102
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PART 111 —B1OSOLIDS AND SLUDGE FROM DOMESTIC TREATMENT FACILITIES

SECTION A— GENERAL REQUIREMENTS

1.

PART |1l Standard Conditions pertain to biosolids and sludge requirements under the Missouri Clean Water Law and
regulations for domestic and municipal wastewater and also incorporates federal sludge disposal requirementsunder 40 CFR
Part 503 for domestic wastewater. The Environmental Protection Agency (EPA) has principal authority for permittingand
enforcement of the federal sludge regulations under 40 CFR Part 503 for domestic biosolids and sludge.

PART 11l Standard Conditionsapply only to biosolids and sludge generated at domestic wastewater treatment facilities,
including public owned treatment works (POT W) and privately owned facilities.

Biosolids and Sludge Use and Disposal Practices:

a.  Thepermittee isauthorizedto operate the biosolids and sludge generating, treatment, storage, use, and disposal
facilities listed in the facility description of this permit.

b.  Thepermittee shall not exceedthe design sludge/biosolids volume listed in the facility description and shall not use
biosolids or sludge disposal methodsthat are not listedin the facility description, without priorapproval of the
permittingauthority.

¢.  Forfacilities operatingunder general operatingpermitsthatincorporate Standard Conditions PART Il1, the facility is
authorizedto operate the biosolids and sludge generating, treatment,storage, use and disposal facilitiesidentified in
the original operating permit application, subsequent renewal applicationsor subsequent written approval by the
department.

Biosolids or Sludge Received from other Facilities:

a.  Permittees may accept domestic wastewater biosolids or sludge from other facilitiesaslong as the permittee’s design
sludge capacity is not exceeded and the treatment facility performance is not impaired.

b.  The permittee shall obtain a signed statement fromthe biosolids or sludge generator or hauler that certifiesthe type
and source of the sludge

Nothingin this permit precludes the initiation of legal action under local laws, except to the extentlocal laws are
preempted by state law.

Thispermit doesnot preclude the enforcement of other applicable environmental regulations such as odor emissions under
the Missouri Air Pollution Control Lawand regulations.

Thispermit may (after due process) be modified, or alternatively revoked andreissued, to comply with any applicable
biosolids or sludge disposal standardor limitation issued or approved under Section 405(d) of the Clean Water Act or under
Chapter 644 RSMo.

In addition to Standard ConditionsPART 11, the Department may include biosolids and sludge limitationsin the special
conditionsportion or othersections of asite specific permit.

Exceptionsto Standard ConditionsPART I11 may be authorizedon a case-by-case basis by the Department, as follows:

a.  The Department may modify a site-specific permit following permit notice provisions as applicable under 10 CSR
20-6.020,40 CFR§ 124.10, and 40 CFR § 501.15(a)(2)(ix)(E).

b.  Exceptionscannot be granted where prohibited by the federal sludge regulations under 40 CFR Part 503.



SECTION B — DEFINITIONS

1. Best Management Practicesare practicesto preventor reduce the pollution of waters of the state andinclude agronomic loading
rates (nitrogen based), soil conservation practices, spill preventionand maintenance procedures and other site restrictions.

2. Biosolids means organic fertilizer or soil amendment produced by the treatment of domestic wastewater sludge.

3. Biosolids land application facility isa facility where biosolids are spread onto the land at agronomic rates for production of
food, feed or fiber. T he facility includes any structures necessary to store the biosolids untilsoil, weather, and crop conditions
are favorable for land application.

4. Class A biosolids meansa material that has met the Class A pathogen reduction requirements or equivalent treatment by a
Processto Further Reduce Pathogens (PFRP) in accordance with 40 CFR Part 503.

5. Class B biosolids means a material that hasmet the Class B pathogen reduction requirements or equivalent treatmentby a
Processto Significantly Reduce Pathogens (PSRP) in accordance with 40 CFR Part 503.

6. Domestic wastewater means wastewater originating from the sanitary conveniences of residences, commercial buildings,

factoriesand institutions; or co-mingled sanitary and industrial wastewater processed by a (POT W) or a privately owned

facility.

Feed cropsare crops produced primarily for consumption by animals.

Fiber cropsare cropssuch as flax and cotton.

Food cropsare cropsconsumed by humans which include, but is not limtedto, fruits, vegetables and tobacco.

10.  Industrial wastewater means any wastewater, also known as process wastewater, not defined as domestic wastewater. Per 40
CFR Part 122.2, process wastewater means any water which, during manufacturingor processing, comes into direct contact
with or results from the production or use of any raw material, intermediate product, finished product, byproduct, or waste
product. Land application of industrial wastewater, residuals or sludge is not authorized by Standard ConditionsPART III.

11.  Mechanical treatment plants are wastewater treatment facilities that use mechanical devices to treat wastewater, including,
sand filters, extended aeration, activatedsludge, contact stabilization, trickling filters, rotating biological contact systems, and
other similar facilities. It does not include wastewater treatmentlagoonsor constructed wetlands for wastewater treatment.

12.  Plant Available Nitrogen (PAN) is nitrogen that will be available to plantsduring the growing seasons after biosolids
application.

13.  Public contact site island with a high potential for contact by the public. Thisincludes, but is not limitedto, public parks,
ball fields, cemeteries, plant nurseries, turf farms, and golf courses.

14, Sludge is thesolid, semisolid, or liquid residue removedduring the treatment of wastewater. Sludge includes septage
removed from septic tanks or equivalent facilities. Sludge does not include carbon coal byproducts (CCBs), sewage sludge
incinerator ash, or grit/screenings generated during preliminary treatment of domestic sewage.

15.  Sludge lagoon is part of amechanical wastewater treatment facility. A sludge lagoon is an earthen or concrete lined basin that
receives sludge that hasbeen removed from awastewater treatment facility. It does not include a wastewater treatment lagoon
orsludge treatment unitsthatare not a part of amechanical wastewater treatment facility.

16.  Septage is the sludge pumped from residential septic tanks, cesspools, portable toilets, Type I1l marine sanitation devices, or
similar treatment works such as sludge holding structures from residential wastewater treatment facilities with design
populations of less than 150 people. Septage does not include grease removed from grease trapsat a restaurant or material
removed from septic tanksand other similar treatment works that have received industrial wastewater. T he standard for
biosolids from septage is different from other sludges. See Section H for more information.

© o —

SECTION C— MECHANICAL WASTEWATER TREATMENT FACILITIES

1. Biosolids or sludge shall be routinely removed from wastewater treatment facilitiesand handled according to the permit
facility description and the requirements of Standard ConditionsPART Il or in accordance with Section A.3.c., above.

2. Thepermittee shall operate storage and treatment facilities, as defined by Section 644.016(23), RSMo, so that there is no biosolids
orsludge discharged to waters of the state. Agricultural storm water discharges are exempt under the provisions of Section
644.059, RSMo.

3. Mechanical treatment plants shall have separate biosolids or sludge storage compartmentsin accordance with 10 CSR 20,

Chapter 8. Failure to remove biosolids or sludge from these storage compartmentson the required design schedule is a
violation of this permit.

SECTION D—BI10SOLIDS OR SLUDGE Di1SPOSED AT OTHER TREATMENT FACILITY OR BY CONTRACT HAULER

1. Permitteesthat use contract haulers, under the authority of their operating permit, to dispose of biosolids or sludge, are
responsible for compliance with all the terms of this permit. Contract haulers that assume the responsibility of the final disposal
of biosolids or sludge, including biosolids land application, must obtain a Missouri State Operating Permit unlessthe hauler
transportsthe biosolids or sludge to another permitted treatment facility.

2. Testingof biosolids or sludge, other than total solidscontent, isnot required if biosolids or sludge are hauled to a permitted
wastewater treatment facility,unless it is required by the accepting facility.



SECTION E- INCINERATION OF SLUDGE

1.

Please be aware that sludge incineration facilities may be subject to the requirementsof 40 CFR Part 503 Subpart E,

Missouri Air Conservation Commission regulationsunder 10 CSR 10, and solid waste management regulations under

10 CSR 80, as applicable.

Permittee may be authorized under the facility description of this permit to store incineration ash in lagoonsor ash ponds. T his
permit does not authorize the disposal of incineration ash. Incinerationash shall be disposed in accordance with 10 CSR 80; or,
if the ash is determined to be hazardous, with 10 CSR 25.

In addition to normal sludge monitoring, incineration facilitiesshall report the following as part of the annual report, mass of
sludge incineratedand mass of ash generated. Permittee shall also provide the name of the ash disposal facility and permit
number if applicable.

SECTION F— SURFACE DISPOSAL SITES AND BIOSOLIDS AND SLUDGE LAGOONS

Please be aware that surface disposal sites of biosolids or sludge from wastewater treatment facilities may be subject to other
laws including the requirementsin 40 CFR Part 503 Subpart C, Missouri Air Conservation Commission regulationsunder 10
CSR 10, and solid waste management regulationsunder 10 CSR 80, as applicable.
Biosolids or sludge storage lagoons are temporary facilitiesandare not required to obtain a permit as a solid waste management
facility under 10 CSR 80. In order to maintain biosolids or sludge storage lagoons as storage facilities, accumulated biosolids or
sludge must be removed routinely, but not less than once every two yearsunless an alternate schedule is approvedin the permit.
The amount of biosolids or sludge removedwill be dependent on biosolids or sludge generation andaccumulation in the
facility. Enough biosolids or sludge must be removedto maintain adequate storage capacity in the facility.

a.  Inorder toavoiddamage to the lagoon seal during cleaning, the permittee may leave a layer of biosolids or sludge on

the bottom of the lagoon, upon prior approval of the Department; or
b.  Permittee shall close the lagoon in accordance with Section I.

SECTION G- LAND APPLICATIONOF B10SOLIDS

5.

The permittee shall not land apply biosolids unless land application is authorizedin the facility description, the special
conditionsof the issued NPDES permit, or in accordance with Section A.3.c., above.
This permit only authorizes “Class A” or “Class B” biosolids derived from domestic wastewater to be land applied onto grass
land, crop land, timber, or other similar agricultural or silviculture lands at ratessuitable for beneficial use as organic fertilizer
and soil conditioner.
Class A Biosolids Requirements: Biosolids shall meet Class A requirements for application to public contact sites, residential
lawns, home gardens or sold and/or given away in a bag or other container.
Class B biosolids that are landapplied to agricultural and public contact sites shall comply with the following restrictions:
a. Food cropsthat touch the biosolids/soil mixture and are totally above the land surface shall not be harvested for 14
months after application of biosolids.
b.  Food cropshbelow the surface of the land shall not be harvested for 20 monthsafter application of biosolids when the
biosolids remain on the landsurface for four monthsor longer prior to incorporation into the soil.
¢. Food cropsbelow the surface of the land shall not be harvested for 38 monthsafter application of biosolids when the
biosolids remain on the land surface for less than four months prior to incorporation into the soil.
d.  Animal grazing shall not be allowed for 30 days after application of biosolids.
e. Food crops, feed crops, and fiber cropsshall not be harvested for 30 days after application of biosolids.
f. Turfshall not be harvested for one year after application of biosolids if used for lawns or high public contact sitesin
close proximity to populated areas such as city parksor golf courses.
g. AfterClass B biosolids have been land applied to public contact siteswith high potential for public exposure, as
defined in 40 CFR § 503.31, such as city parksor golf courses, access must be restricted for 12 months.
h.  After Class B biosolids have been land applied public contact siteswith low potential for public exposure as defined
in 40 CFR §503.31, such as a rural land application or reclamation sites, access must be restricted for 30 days.

Pollutant limits

a.  Biosolids shall be monitoredto determine the quality for regulated pollutants listed in Table 1, below. Limitsfor any
pollutantsnot listed below may be established in the permit.

b.  Thenumber of samples taken isdirectly related to the amount of biosolids or sludge produced by the facility (See
Section J, below). Samples should be taken only during land application periods. When necessary, it is permissible
to mix biosolids with lower concentrations of biosolids as well as other suitable Department approved material to
achieve pollutant concentration belowthose identified in Table 1, below.

c. Tablel gives theceiling concentration for biosolids. Biosolids which exceed the concentrationsin T able 1 may not be
land applied.



TABLE1

Biosolids ceiling concentration
Pollutant Milligrams per kilogram dry weight
Arsenic 75
Cadmium 85
Copper 4,300
Lead 840
Mercury 57
Molybdenum 75
Nickel 420
Selenium 100
Zinc 7,500

d. Table2 below gives the low metal concentration for biosolids. Because of its higher quality, biosolids with pollutant
concentrations below those listedin Table 2 can safely be applied to agricultural land, forest, public contact sites,
lawns, home gardens or be given away without further analysis. Biosolids containingmetalsin concentrations above
the low metals concentrations but below the ceiling concentration limits may be land applied but shall not exceed
the annual loading ratesin Table 3 and the cumulative loading ratesin Table 4. The permittee is required to track
polluntant loading onto application sites for parameters that have exceeded the low metal concentration limits.

TABLE 2
Biosolids Low Metal Concentration
Pollutant Milligrams per kilogram dry weight
Arsenic 41
Cadmium 39
Copper 1,500
Lead 300
Mercury 17
Nickel 420
Selenium 100
Zinc 2,800

e. Annual pollutant loadingrate.

Table 3
Biosolids Annual Loading Rate

Pollutant Kg/ha (lbs./ac) per year
Arsenic 2.0(1.79)
Cadmium 1.9 (1.70)
Copper 75 (66.94)
Lead 15(13.39)
Mercury 0.85(0.76)
Nickel 21(18.74)
Selenium 5.0 (4.46)

Zinc 140 (124.96)

f. Cumulative pollutant loading rates.

Table 4
Biosolids Cumulative Pollutant Loading Rate
Pollutant Kg/ha (lbs./ac)
Arsenic 41 (37)
Cadmium 39(35)
Copper 1500 (1339)
Lead 300 (268)
Mercury 17 (15)
Nickel 420 (375)
Selenium 100 (89)
Zinc 2800 (2499)

Best Management Practices. T he permittee shall use the following best management practicesduring land application activitiesto

prevent the discharge of biosolids to waters of the state.

a.  Biosolids shall not be applied to the landif it is likely to adversely affect athreatened or endangered species listed under

§ 4 of the Endangered Species Act or itsdesignated critical habitat.
b.  Apply biosolids only at the agronomic rate of nitrogen needed (see 5.c. of thissection).

¢. Theapplicator must document the Plant Available Nitrogen (P AN) loadings, available nitrogen in the soil, and crop

4




nitrogen removal when either of the following occurs: 1) When biosolids are greater than 50,000 mg/kgT N; or 2)
When biosolids are land applied at an application rate greater than two dry tons per acre per year.

P AN can be determined as follows:
(Nitrate + nitrite nitrogen) + (organic nitrogen x 0.2) + (ammonia nitrogen x volatilization factor?).

Volatilization factor is 0.7 for surface application and 1 for subsurface application. Alternative volitalization factors and mineralization rates
can be utilized ona case-by-case basis.

Crop nutrient production/removal to be based on crop specific nitrogen needs and
realistic yield goals. NOTE: There are anumber of reference documentson the

Missouri Department of Natural Resources website that are informative to implement
best management practicesin the proper management of biosolids, including crop
specific nitrogen needs, realistic yields on a county by county basis and other supporting
references.

Biosolids that are applied at agronomic rates shall not cause the annual pollutant loading
ratesidentified in Table 3 to be exceeded.

Buffer zones are as follows:

vi.

300 feet of awater supply well, sinkhole, water supply reservoir or water supply intake in a stream;

300 feet of alosing stream, no discharge stream, stream stretches designated for whole body contact
recreation, wild and scenic rivers, Ozark National Scenic Riverways or outstandingstate resource waters

as listed in the Water Quality Standards, 10 CSR 20-7.031;

150 feet of dwellings or public use areas;

100 feet (35 feet if biosolids application isdown-gradient or the buffer zone is entirely vegetated) of lake,
pond, wetlands or gaining streams (perennial or intermittent);

50 feet of a property line. Buffer distances from property lines may be waived with written permission from
neighboring property owner.

For the application of dry, cake or liquid biosolids that are subsurface injected, buffer zones identified in 5.d.i.
through 5.d.iii above, may be reduced to 100 feet. T he buffer zone may be reduced to 35 feet if the buffer zone

is permanently vegetated. Subsurface injection doesnot include methodsor technology reflective of
combination surface/shallow soil incorporation.

Slope limitation for application sitesare as follows:

iv.

For slopes less than or equal to 6 percent, no rate limitation;

Applied to aslope 7 to 12 percent, the applicator may apply biosolids when soil conservation
practicesare used to meet the minimum erosion levels;

Slopes > 12 percent, apply biosolids only when grass is vegetated and maintained with at least 80 percent
ground cover at arate of two dry tons per acre per year or less.

Dry, cake or liquid biosolids that are subsurface injected, may be applied on slopes not to exceed 20
percent. Subsurface injection doesnot include the use of methodsor technology reflective of combination
surface/shallow soil incorporation.

No biosolids may be land applied in an areathat it isreasonably certain that pollutantswill be transportedinto
waters of the state.

Biosolids may be land applied to siteswith soil that are snow covered, frozen, or saturated with liquid when site
restrictions or other controlsare providedto prevent pollutants from being discharged to waters of the state during
snowmelt or stormwater runoff. During inclement weather or unfavorable soil conditions use the following
management practices:

A maximum field slope of 6% and a minimum 300 feet grass buffer between the application site and
waters of the state. A 35 feet grass buffer may be utilized for the application of dry, cake or liquid
biosolids that are subsurface injected. Subsurface injection doesnot include the use of mthodsor
technology refletive of combination surface/shallowsoil incorporation;

A maximum field slope of 2% and 100 feet grass buffer between the application site and waters of the
state. A 35 feet grass buffer may be used for the application of dry, cake or liquid biosolids that are
subsurface injected. Subsurface injection does not included the use of methods or technology refletive
of combination surface/shallow soil incorporation;

Other best management practices approved by the Department.



SECTION H - SEPTAGE

Haulers that landapply septage must obtain a state permit. An operating permit is not required for septage haulers who transport
septage to another permitted treatment facility for disposal.

Do not apply more than 30,000 gallons of septage per acre per year or the volume otherwise stipulated in the operating permit.
Septic tanksare designed to retain sludge for one to three yearswhich will allow for a larger reductionin pathogensand
vectors, ascomparedto mechanical treatment facilities.

Septage must comply with Class B biosolids regarding pathogen and vector attraction reduction requirements before it may

be applied to crops, pastures or timberland. T o meet required pathogen and vector reduction requirements, mix 50 pounds of
hydrated lime for every 1,000 gallons of septage and maintain a septage pH of at least 12 pH standard units for 30 minutesor
more prior to application.

Lime is to be added to the pump truck andnot directly to the septic tanks, as lime would harm the beneficial bacteria of the
septic tank.

As residential septage containsrelatively lowlevels of metals, the testingof metalsin septage is not required.

SECTION |- CLOSURE REQUIREMENTS

1.

4.

Thissection appliesto all wastewater facilities (mechanical and lagoons) and sludge or biosolids storage and treatment
facilities. It does not apply to land application sites.
Permittees of adomestic wastewater facility who plan to cease operation must obtain Departmentapproval of a closure plan
which addresses proper removal and disposal of all sludges and/or biosolids. Permittee must maintain this permit until the
facility is closed in accordance with the approved closure plan per 10 CSR 20-6.010and 10 CSR 20-6.015.
Biosolids or sludge that are left in place during closure of a lagoon or earthen structure or ash pondshall not exceed
the agricultural loading rates as follows:
a.  Biosolids and sludge shall meet the monitoringand land application limits for agricultural ratesas referencedin
Section G, above.
b. Ifawastewater treatmentlagoon hasbeen in operation for 15 yearsor more without sludge removal, the sludge in the
lagoon qualifies as a Class B biosolids with respect to pathogens due to anaerobic digestion, and testing for fecal
coliform is not required. For other lagoons, testing for fecal coliform isrequired to show compliance with Class B
biosolids limitations. In order to reach Class B biosolids requirements, fecal coliform must be less than 2,000,000
colony formingunitsor 2,000,000 most probable number. All fecal samples must be presentedas geometric mean per
gram.
¢. Theallowable nitrogen loading that may be left in the lagoon shall be based on the plant available nitrogen (P AN)
loading. For a grass cover crop, the allowable PAN is 300 pounds/acre. Alternative, site-specific application rates
may be included in the closure plan for department consideration.
i. PAN can be determined as follows:

(Nitrate + nitrite nitrogen) + (organic nitrogen x 0.2) + (ammonia nitrogen X volatilization factor?).

Y volatilization factor is 0.7 for surface application and 1 for subsurface application. Alternative volitalization factors and mineralization rates
can be utilized ona case-by-case basis

Domestic wastewater treatment lagoonswith a design treatment capacity lessthan or equal to 150 persons, are “similar
treatmentworks” under the definition of septage. T herefore the sludge within the lagoons may be treated as septage during
closure activities. See Section B, above. Under the septage category, residuals may be left in place as follows:

a.  Testingfor metalsor fecal coliform isnot required.

b.  Ifthewastewater treatment lagoon hasbeen in use for less than 15 years, mix lime with the sludge at a rateof 50
pounds of hydrated lime per 1000 gallons (134 cubic feet) of sludge.

¢. Theamount of sludge that may be left in the lagoon shall be based on the plant available nitrogen (P AN) loading.
100 dry tons/acre of sludge may be left in the basin without testing for nitrogen. If 100 dry tons/acre or more will be
left in the lagoon, test for nitrogen and determine the PAN using the calculation above. Allowable PAN loading is
300 pounds/acre.

Biosolids or sludge left within the domestic lagoon shall be mixed with soil on at least a 1 to 1 ratio, and unless otherwise
approved, the lagoon berm shall be demolished, and the site shall be graded and contain >70% vegetative density over
100% of the site so as to avoid ponding of storm water and provide adequate surface water drainage without creating
erosion. Alternative biosolids or sludge and soil mixing ratios may be included in the closure plan for department
consideration.

Lagoon and earthen structure closure activities shall obtain a storm water permit for land disturbance activitiesthat

equal or exceed one acre in accordance with 10 CSR 20-6.200.

When closing a mechanical wastewater plant, all biosolids or sludge must be cleaned out and disposed of in accordance with
the Department approved closure plan before the permit for the facility can be terminated.

a.  Land must be stabilized which includes any grading, alternate use or fate upon approval by the Department,
remediation, or other work that exposes sediment to stormwater per 10 CSR 20-6.200. T he site shall be graded and
contain >70% vegetative density over 100% of the site, so as to avoid ponding of storm waterand provide adequate
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surface water drainage without creatingerosion.
b. Hazardous Waste shall not be land applied or disposed during mechanical plant closures unless in accordance with
Missouri Hazardous Waste Management Law and Regulations pursuant to 10 CSR 25.
¢.  Afterdemolition of the mechanical plant, the site must only contain clean fill definedin Section 260.200.1(6) RSMo
as uncontaminatedsoil, rock, sand, gravel, concrete, asphaltic concrete, cinderblocks, brick, minimal amounts of
wood and metal, and inert solids as approvedby rule or policy of the Department for fill, reclamation, or other
beneficial use. Other solid wastes must be removed.
If biosolids or sludge from the domestic lagoon or mechanical treatment plant exceeds agricultural ratesunder Section G
and/or 1, a landfill permit or solid waste disposal permit must be obtained if the permittee choosesto seek authorization for on-
site sludge disposal under the Missouri Solid Waste Management Law and regulations per 10 CSR 80, and the permittee must
comply with the surface disposal requirementsunder 40 CFR Part 503, Subpart C.

SECTIONJ — MONITORING FREQUENCY

At a minimum, biosolids or sludge shall be testedfor volume and percent total solidson a frequency that will
accurately represent sludge quantities produced and disposed. Please see the table below.

JABLES
Biosolids or Sludge Monitoring Frequency (See Notes 1, and 2)
_ produced and Metals, Nitrogen TKN o
disposed (Dry Tony Pathogensand \ectors, Tptal Nitro gen PANll Priority Pollutants?
per Year) Phosphorus, T otal Potassium g
319 or less 1/year 1 per month 1/year
320t0 1650 4lyear 1 per month 1/year
1651t0 16,500 6/year 1 per month 1/year
16,501+ 12/year 1 per month 1lyear

TCalculate plant available nitrogen (PAN) when either ofthe following occurs: 1) when biosolids are greater than 50,000 mg/kg TN; or 2) when biosolids are land

applied atan application rate greater than two dry tons per acre per year.
2Priority pollutants (40 CFR 122.21, Appendix D, Tables Il and I11) are required only for permit holders that must have a pre-treatment program. Monitoring
requirements may be modified and incorporated into the operating permit by the Department on a case-by-case basis.

Note 1: Total solids: A grabsample ofsludgeshall be tested one per day during land application periods for percent total solids. This data
shall be used to calculatethe dry tons of sludge applied per acre.
Note 2: Table 5 is notapplicable for incineration and permit holders that landfill their sludge.

Permitteesthat operate wastewater treatment lagoons, peak flowequalization basins, combined sewer overflowbasins or
biosolids or sludge lagoons that are cleaned out once a year or less, may choose to sample only when the biosolids or sludge is
removedor the lagoon is closed. Test one composite sample for each 319 dry tons of biosolids or sludge removed from the
lagoon during the reportingyear or during lagoon closure. Composite sample must represent various areas at one-foot depth.
Additional testingmay be required in the special conditionsor other sections of the permit.

Biosolids and sludge monitoringshall be conducted in accordance with federal regulation 40 CFR § 503.8, Sampling and
analysis.

SECTION K- RECORD KEEPING AND REPORTING REQUIREMENTS

The permittee shall maintain records on file at the facility for at least five years for the items listed in Standard Conditions
PART |1l and any additional itemsin the Special Conditionssection of this permit. T hisshall include dates whenthe biosolids
orsludge facility is checked for proper operation, records of maintenance andrepairsand other relevant information.
Reporting period
a. By February 19™ of each year, applicable facilities shall submit an annual report for the previous calendar year period
for all mechanical wastewater treatment facilities, sludge lagoons, and biosolids or sludge disposal facilities.
b.  Permitteeswith wastewater treatment lagoons shall submit the above annual report only when biosolids or
sludge are removedfrom the lagoon during the report period or when the lagoon is closed.
Report Form. The annual report shall be prepared on report forms provided by the Department or equivalent formsapproved
by the Department.

Reportsshall be submitted as follows:
Major facilities, which are those serving 10,000 personsor more or with a design flow equal to or greater than 1 million

gallons per day or that are required to have an approved pretreatment program, shall reportto both the Departmentand
EPAif the facility landapplied, disposed of biosolids by surface disposal, or operateda sewage sludge incinerator. All
other facilities shall maintain their biosolids or sludge records and keep them available to Department personnel upon
request. State reportsshall be submitted to the address listed as follows:

DNR regional or other applicable office listed in the

permit (see cover letter of permit)

ATTN: Sludge Coordinator



Reportsto EPA must be electronically submitted online viathe Central Data Exchange at: https://cdx.epa.gov/ Additional
information isavailable at: https://www.epa.gov/biosolids/compliance-and-annual-reporting-quidance-about-clean-water-act-laws

5. Annual report contents. T he annual report shall include the following:
a.  Biosolids and sludge testingperformed. If testingwas conducted at a greater frequency than what is required by the
permit, all test results must be included in the report.
Biosolids or sludge quantity shall be reportedasdry tonsfor the quantity produced and/or disposed.
Gallons and % solids data used to calculate the dry ton amounts.
Description of any unusual operating conditions.
Final disposal method, dates, and location, and person responsible for hauling and disposal.

i.  Thismust include the name and address for the hauler and sludge facility. If hauled to a municipal
wastewater treatment facility, sanitary landfill, or other approved treatment facility, give the name of that
facility.

ii. Include adescription of the type of hauling equipment used and the capacity in tons, gallons, or cubic
feet.

f.  Contract Hauler Activities:
If using a contract hauler, provide a copy of a signed contract from the contractor. Permittee shall require the
contractor tosupply information required under this permit for which the contractor isresponsible. The
permittee shall submit a signed statement from the contractor that he has complied with the standards contained
in thispermit, unless the contract hauler hasa separate biosolids or sludge use permit.

g. Land Application Sites:

i. Report the location of each application site, the annual and cumulative dry tons/acre for each site, and the
landowners name and address. The location for each spreading site shall be given as alegal description for
nearest ¥4, ¥, Section, Township, Range, and county, or UT M coordinates. T he facility shall report PAN
when either of the following occurs: 1) When biosolids are greater than 50,000 mg/kg T N; or 2) when
biosolids are land applied at an application rate greater than two dry tons per acre per year.

ii. Ifthe“LowMetals” criteriaare exceeded, report the annual and cumulative pollutant loading ratesin
pounds per acre for each applicable pollutant, andreport the percent of cumulative pollutant loading which
has been reached at each site.

iii. Report the methodused for compliance with pathogen and vector attraction requirements.
iv. Report soil test results for pH and phosphorus. If no soil was tested during the year, report the last date
when testedand the results.

© o o o
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AP 46275

[~~| MISSOURI DEPARTMENT OF NATURAL RESOURCES [
C= WATER PROTECTION PROGRAM :iskﬁjsgw HoEDNLY
é @ FORM B: APPLICATION FOR OPERATING PERMIT FOR '@'
FACILITIES THAT RECEIVE PRIMARILY DOMESTIC WASTE AND DcA{ElgclﬁéE& [ FEE %EMTTED
HAVE A DESIGN FLOW LESS THAN OR EQUAL TO 100,000 Xl 7= 1 3 M.
GALLONS PER DAY &35

READ THE ACCOMPANYING INSTRUCTIONS BEFORE COMPLETING THIS FORM

1. THIS APPLICATION IS FOR: Ty
[0 An operating permit for a new or unpermitted facility. ~ Construction Permit # KECEIVED

(Include completed antidegradation review or request for antidegradation review, see instructions)

[J A new site-specific operating permit formerly general permit #MOG SEP 0 9 2024
i A site-specific operating permit renewal: Permit #MO- 0128619 Expiration Date 9-30-2021

. . . o . Water Protection Progrgm
O A site-specific operating permit modification: Permit #MO- Reason:

[J General permit (NON-POTWSs) (MOGD —discharging < 50,000 GPD or MOG823 — Land Application of Domestic Wastewater):
Permit #MO- Expiration Date

11 Is the appropriate fee included with the application (see instructions for appropriate fee)? O YEs KINO
2. FACILITY
NAME TELEPHONE NUMBER WITH AREA CODE
Cornett Cove WWTF 573-365-6792
ADDRESS (PHYSICAL) CITY STATE Z|P CODE
Evergreen Drive Lake Ozark MO 65049
21 Legal description: Sec.29 ,T40N ,R 16W County Camden
2.2 UTM Coordinates Easting (X): 524344 Northing (Y): 4227122
For Universal Transverse Mercator (UTM), Zone 15 North referenced to North American Datum 1983 (NAD83)
2.3 Name of receiving stream: Tributary to Lake of the Ozarks
24 Number of outfalls: 1 Wastewater outfalls: 1 Stormwater outfalls: Instream monitoring sites:
3. OWNER:
NAME EMAIL ADDRESS TELEPHONE NUMBER WITH AREA CODE
Camden County PWSD # 4 abutt@camdenpwsd4.com 573-365-6792
ADDRESS cry STATE ZIP CODE
62 Bittersweet Rd. Lake Ozark MO 65049
3.1 Request review of draft permit prior to public notice? 1 YES [JNO
3.2 Are you a publicly owned treatment works? 1 YES O NO
If yes, please attach the Financial Questionnaire. See: hitps://dnr.mo.qov/forms/780-2511-f. odf
3.3 Are you a privately owned treatment works? O YES ] NO

3.4 Are you a privately owned treatment facility regulated by the Public Service Commission? [ YES /] NO
4. CONTINUING AUTHORITY:

NAME EMAIL ADDRESS TELEPHONE NUMBER WITH AREA CODE
Camden County PWSD # 4 abutt@camdenpwsd4.com 573-365-6792

ADDRESS CITY STATE ZIP CODE

62 Bittersweet Rd. Lake Ozark MO 65049

If the continuing authority is different than the owner, include a copy of the contract agreement between the two parties and a
description of the responsibilities of both parties within the agreement.

5. OPERATOR

NAME TITLE CERTIFICATE NUMBER
Anthony A. Butt General Manager 15863

EMAIL ADDRESS TELEPHONE NUMBER WITH AREA CODE
abutt@camdenpwsd4.com 573-365-6792

6. FACILITY CONTACT

NAME TITLE

Anthony A. Butt General Manager

EMAIL ADDRESS TELEPHONE NUMBER WITH AREA CODE
abutt@camdenpwsd4.com 573-365-6792

ADDRESS CITY STATE ZIP CODE
62 Bittersweet Rd. Lake Ozark MO 65049

MO 780-1512 (03-21)



7. DESCRIPTION OF FACILITY

7.1 Process Flow Diagram or Schematic: Provide a diagram showing the processes of the treatment plant. Show all of the
treatment units, including disinfection (e.g. — chlorination and dechlorination), influents, and outfalls. Specify where samples are
taken. Indicate any treatment process changes in the routing of wastewater during dry weather and peak wet weather. Include a
brief narrative description of the diagram.

Attach sheets as necessary.

7.2 Attach an aerial photograph or USGS topographic map showing the location of the facility and outfall.

Please see the following website:
hitps://modnr.maps.arcais.com/apps/webappviewer/index.htm|?id=1d81212e0854478caldae87c33c8c5ce

MO 780-1512 03-21)
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Cornett Cove WWTF

MO-0128619

Inflow

Outfall

1 EQABasin

Aeration Basin

Settling Tank

Chlorine Contact
Basin




8. ADDITIONAL FACILITY INFORMATION

8.1 Number of people presently connected or population equivalent (P.E.) gg Design P.E. 304

8.2  Connections to the facility:
Number of units presently connected:
Residential: 60 Commercial: Industrial:

8.3 Design flow: 25,840 gpd Actual flow: 12,800 pgd

8.4  Will discharge be continuous through the year?  []Yes [J No

Discharge will oceur during the following months: All
How many days of the week will discharge occur? 7

8.5 Isindustrial wastewater discharged to the facility? Ovyes 1 No
If yes, attach a list of the industries that discharge to your facility

8.6 Does the facility accept or process leachate from landfills? [yes ] No
8.7 Is wastewater Jand applied? Cyes [ No

If yes, attach Form I. See: hitps://dnr.mo.gov/forms/780-1686-f.pdf
8.8  Does the facility discharge to a losing stream or sinkhole? [dYes ] No

8.9 Has a wasteload allocation study been completed for this facility? ClYes /] No

9. LABORATORY CONTROL INFORMATION

LABORATORY WORK CONDUCTED BY PLANT PERSONNEL

Lab work conducted outside of plant. kYes [INo
Push-button or visual methods for simple test such as pH, settlable solids. KlYes [INo
Additional procedures such as dissolved oxygen, chemical

oxygen demand, biological oxygen demand, titrations, solids, volatile content. Yes [JNo

More advanced determinations, such as BOD seeding procedures,
fecal coliform/E. coli, nutrients (including Ammonia), Oil & Grease, \ total cils, phenols, etc. [Cyes K1 No

Highly sophisticated instrumentation, such as atomic absorption and gas chromatograph. Cdves Kl No

10. COLLECTION SYSTEM

10.1 Are there any municipal satellite collection systems connected to this facility? [Yes /I No

If yes, please list all connected to this facility, contact phone number and length of each collection system
LENGTH OF SYSTEM
FACILITY NAME CONTACT PHONE NUMBER (FEET OR MILES)

10.2  Length of pipe in the sewer collection system? (If available, include totals from satellite collection systems)
Feet, or Miles (either unit is appropriate)

10.3  Does significant infiltration occur in the collection system? [ IYes [/ No
If yes, briefly explain any steps underway or planned to minimize inflow and infiltration:

MO 780-1512 (03-21)




11. BYPASSING

Does any bypassing occur in the collection system or at the treatment facility? [ |Yes No

If yes, explain:

12. SLUDGE HANDLING, USE AND DISPOSAL

121 Is the sludge a hazardous waste as defined by 10 CSR 257 O Yes Kl No

12.2  Sludge production, including sludge received from others: 5.5 Design dry tonsfyear 1.1 Actual dry tons/year

12.3 Capacity of sludge holding structures:
Sludge storage provided: 401 cubic feet; 31 days of storage; .72 average percent solids of sludge;
[[] No siudge storage is provided. [JSiudge is stored in lagoon.

124 Type of Storage: /1 Holding tank [1 Building
[ Basin [] Lagoon
[] Concrete Pad [ Other (Describe)
12,5 Sludge Treatment:
[ Anaerobic Digester [J Lagoon [] Composting
/] Storage Tank [] Aerobic Digester [ Other (Attach description)
[l Lime Stabilization [ Air or Heat Drying
12,6  Sludge Use or Disposal:
[J Land Application O Surface Disposal (Sludge Disposal Lagoon, Sludge held for more than two years)
[ Contract Hauler /1 Hauled to Another treatment facility
[ Incineration ] Sludge Retained in Wastewater treatment lagoon

[ Solid waste landfill

12.7  Person responsible for hauling sludge to disposal facility:
/] By applicant [J By others (complete below)

NAME EMAIL ADDRESS
ADDRESS CITY STATE ZIP CODE
CONTACT PERSON TELEPHONE NUMBER WITH AREA CODE PERMIT NO.
MO-

12.8 Sludge use or disposal facility

[ By applicant V] By others (Complete below.)
NAME EMAIL ADDRESS
Lake of the Ozarks Regional WWTP # 1
ADDRESS CITY STATE ZIP CODE
# Anderson Rd. Lake Ozark MO 65049
CONTACT PERSON TELEPHONE NUMBER WITH AREA CODE PERMIT NO.
Gary Hutcheraft 573-365-0455 MO- 0103241

12.9  Does the sludge or biosolids disposal comply with federal siudge regulations under 40 CFR 5037
Flyes [ONo (Explain)

MO 780-1512 (03-21)



13. ELECTRONIC DISCHARGE MONITORING REPORT (eDMR) SUBMISSION SYSTEM

Per 40 CFR Part 127, National Pollutant Discharge Elimination System (NPDES) Electronic Reporting Rule, reporting of effluent
limits and monitoring shall be submitted by the permittee via an electronic system to ensure a timely, complete, accurate, and
nationally- consistent set of data. One of the following options must be checked in order for this application to be considered
complete. Visit hitps://dnr.mo.gov/env/iwpp/edmr.htm to for information on the Department's eDMR system and how to register.

[ 1 will register an account online to participate in the Department’s eDMR system through the Missouri Gateway for Environmental
Management (MoGEM) before any reporting is due, in compliance with the Electronic Reporting Rule.

I I have already registered an account online to participate in the Department’'s eDMR system through MoGEM.

] 1 have submitted a written request for a waiver from electronic reporting. See instructions for further information regarding
waivers.

[J The permit | am applying for does not require the submission of discharge monitoring reports.

14. JETPAY

Permit fees may be payed online by credit card or eCheck through a system called JetPay. Use the URL provided to access JetPay
and make an online payment.

New Site Specific Permit: hitps://magic.collectorsolutions. com/magic-ui/payments/mo-natural-resources/591/

Construction Permits: https.//magic.collectorsolutions.com/magic-ui/payments/mo-natural-resources/592/

Mcodification Fee: https://magic.collectorsolutions.com/maaic-ui/payments/mo-natural-resources/596/

New General Domestic WW: https://magic.collectorsolutions.com/magic-ui/payments/mo-natural-resources/772/

15. CERTIFICATION

I certify under penalty of law that this document and all attachments were prepared under my direction or supervision in accordance
with a system designed to assure that qualified personnel properly gather and evaluate the information submitted. Based on my
inquiry of the person or persons who manage the system, or those persons directly responsible for gathering the information, the
information submitted is, to the best of my knowledge and belief, true, accurate, and complete. | am aware that there are significant
penalties for submitting false information, including the possibility of fine and imprisonment for knowing violations.

NAME (TYPE OR PRINT) GFFICIAL TITLE TELEPHONE NUMBER WITH AREA CODE
Anthony A. Butt General Manager 573-365-6792
SIGNATURE DATE SIGNED

F
MO 780-1512 (03-77)

\ % Orig. 3/15/2021/Resubmission 9/5/24
\ \j_mf;m (3 '%Hj—lf :
C




INSTRUCTIONS FOR COMPLETING FORM B: APPLICATION FOR OPERATING PERMIT FOR FACILITIES

1.1

3.2-3.4

THAT RECEIVE PRIMARILY DOMESTIC WASTE AND HAVE A DESIGN FLOW
LESS THAN OR EQUAL TO 100,000 GALLONS PER DAY
(Facilities over 100,000 gallons per day of domestic waste must use FORM B2)
(Facilities that receive wastes other than domestic contact the department)

Check the appropriate box. Do not check more than one item. Operating permit refers to a permit issued by the Department
of Natural Resources’ Water Protection Program. If an Antidegradation Review has not been conducted, submit the application
located at the following link to the Missouri Department of Natural Resources, Water Protection Program, P.O. Box 176,
Jefferson City, MO 65102: dnr.mo.gov/forms/780-1893-f.pdf.

Fees Information:

DOMESTIC OPERATING PERMIT FEES - PRIVATE
Annual operating permit fees are based on flow.

Annual fee/Design flow Annual fee/Design flow Annual fee/Design flow
$150......... <5,000 gpd $1,000...... 15,000-24,999 gpd $4,000......... 100,000-249,999 gpd
$300......... 5,000-9,999 gpd $1,500......25,000-29,999 gpd $5,000......... >250,000 gpd
$600.........10,000-14,999 gpd $3,000...... 30,000-99,999 gpd

New domestic wastewater treatment facilities must submit the annual fee with the original application.

If the application is for a site-specific permit re-issuance, send no fees. You will be invoiced separately by the
department on the anniversary date of the original permit. Permit fees must be current for the department to reissue the
operating permit. Late fees of 2% per month are charged and added to outstanding annual fees.

PUBLIC SEWER SYSTEM OPERATING PERMIT FEES (city, public sewer district, public water district, or other publicly
owned treatment works that charge a service connection fee). Annual fee is based on number of service connections.
Fees listings are found in 10 CSR 20-6.011 which is available at
http://s1.s0s.mo.gov/cmsimages/adrules/csr/current/10csr/10¢20-6.pdf. New public sewer system facilities should not
submit any fee as the department will invoice the permittee.

OPERATING PERMIT MODIFICATIONS, including transfers, are subject to the following fees:

a. Operating permits that charge a service connection fee - $200 each.

b. All other pemits
(1) $100 each for a minor modification (name changes, address changes, other non-substantive changes) or
(2) A fee equal to 25% of the facility’s annual operating fee for a major modification.

Name of Facility — Include the name by which this facility is locally known. Example: Southwest Sewage Treatment Plant,
Country Club Mobile Home Park, etc. Provide the street address or location of the facility. If the facility lacks a street name or
route number, provide the names of the closest intersection, highway, country road, etc.

Self-explanatory

Global Positioning System, or GPS, is a satellite-based navigation system. The department prefers that a GPS receiver is
used at the outfall pipe and the displayed coordinates submitted. If access to a GPS receiver is not available, use a mapping
system to approximate the coordinates; the department’'s mapping system is available at
hitps.//modnr.maps.arcagis.com/apps/webappviewer/index. html?id=1d81212e0854478ca0dae87¢33c8c5ce.
Self-explanatory

Owner — Provide the legal name, mailing address, phone number, and email address of the owner. The owner identified in this
section and subsequently reflected on the certificate page of the operating permit, is the owner of the regulated
activity/discharge being applied for and is not necessarily the owner of the real property on which the activity or discharge is
occurring.

Prior to submitting a permit to public notice, the Department of Natural Resources shall provide the permit applicant 10 days to
review the draft permit for nonsubstantive drafting errors. In the interest of expediting permit issuance, permit applicants may
waive the opportunity to review draft permits prior to public notice.

Self-explanatory. The Financial Questionnaire is available at: https://dnr.mo.gov/forms/780-2511-f. pdf

Continuing Authority - A continuing authority is a company, business, entity or person(s) that will be operating the facility
and/or ensuring compliance with the permit requirements. A continuing authority is not, however, an entity or individual that is
contractually hired by the permittee to sample or operate and maintain the system for a defined time period, such as a certified
operator or analytical laboratory. To access the regulatory requirement regarding continuing authority, 10 CSR 20-6.01 0(2),
please visit http://s1.s0s.mo.gov/cmsimages/adrules/csr/current/10csr/10c20-6.pdf . If the continuing authority is not an
individual(s), government, or otherwise required to register with the Missouri Secretary of State (S0S), then the business name
must be listed exactly as it appears on the SoS’s webpage:

https://bsd.sos.mo.gov/BusinessEntity/BE Search.aspx?Search Type=0

Operator — Provide the name, certificate number, title, mailing address, primary phone number, and e-mail address of the
operator of the facility.

Provide the name, title, mailing address, primary phone number, and e-mail address of a person who is thoroughly familiar
with the operation of the facility and with the facts reported in this application and who can be contacted by the department,
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A topographic map is available on the Web at
https://modnr.maps.arcgis.com/apps/webappviewer/index.htm|?id=1d81212e0854478ca0dae87c33c8c5ce or from the

Self-explanatory.
If wastewater is land applied submit Form I: www.dnr.mo.gov/forms/780-1686-f.pdf.

8.9-8.9 Self-explanatory

Department of Natural Resources’ Geological Survey Division in Rolla at 573-368-2125.




INSTRUCTIONS FOR COMPLETING FORM B: APPLICATION FOR OPERATING PERMIT FOR FACILITIES

10.1
10.2
10.3

11.

12.
12.1-12.8
12.9

13.

14.

15.

THAT RECEIVE PRIMARILY DOMESTIC WASTE AND HAVE A DESIGN FLOW
LESS THAN OR EQUAL TO 100,000 GALLONS PER DAY (continued)

Self-explanatory.

Self-explanatory.

Self-explanatory

If Inflow and Infiltration (I1&I) is a problem at the facility, list possible actions to be taken to repair the collection and treatment
facility.

Include overflows of combined sewers and lift stations or bypassing of the wastewater treatment facility. Provide a detailed
description of the circumstances that sewage bypassing occurs and the frequency of occurrence.

A copy of 10 CSR 25 is available on the Web at www.sos.mo.gov/adrules/csr/current/10csr/10csr.asp#10-25
Self-explanatory.

Refer to University of Missouri Extension Environmental Quality publications about biosolids (WQ420-WQ426). The
documents are available at extension.missouri.edu/main/DisplayCategory.aspx?C=74. In addition, the federal sludge
regulations are available through the U.S. Government Printing Office at
https://www.gpo.gov/fdsys/browse/coliectionCfr.action?collectionCode=CFR

Electronic Discharge Monitoring Report (eDMR) Submission System — Visit the eDMR site at

http://dnr.mo.gov/env/wpp/edmr.htm and click on the “Facility Participation Package” link. The eDMR Permit Holder and

Certifier Registration Form and information about the eDMR system can be found in the Facility Participation Package.

Waivers to electronic reporting may be granted by the Department per 40 CFR 127.15 under certain, special circumstances.

A written request must be submitted to the Department for approval. Waivers may be granted to facilities owned or

operated by:

a. members of religious communities that choose not to use certain technologies.

b. permittees located in areas with limited broadband access. The National Telecommunications and Information
Administration (NTIA) in collaboration with the Federal Communications Commission (FCC) have created a broadband
internet availability map: hitps:/broadbandmap.fcc.qgov/#/. Please contact the department if you need assistance.

JETPAY

Applicants can pay fees online by credit card or eCheck through a system called JetPay.

a. Per Section 37.001, RSMo, a transaction fee will be included. The transaction fee is paid to the third party vendor
JetPay, not the Department of Natural Resources.

b. Be sure to select the correct fee type and corresponding URL to ensure your payment is applied appropriately. If you
are unsure what type of fee to pay, please contact the Water Protection Program’s Budget, Fees, and Grants
Management Unit by phone at (573) 522-1485 for assistance.

¢.  Upon successful completion of your payment, JetPay provides a payment confirmation. Submit this form with a copy of
the payment confirmation if requesting a new permit or a permit modification. For permit renewals of active permits, the
Department will invoice fees annually in a separate request.

d. If you are unable to make your payment online, but want to pay with credit card, you may email your name, phone
number, and invoice number, if applicable, to sherry.bell@dnr.mo.qov. The Budget, Fees, and Grants Management
Unit will contact you to assist with the credit card payment. Please do not include your credit card information in the
email.

e. Applicants can find fee rates in 10 CSR 20-6.011 (https://dnr.mo.gov/pubs/pub2564.htm).

CERTIFICATION

Signature - All applications must be signed as follows and the signatures must be handwritten:

a. For a corporation, by an officer having responsibility for the overall operation of the regulated facility or activity or for
environmental matters.

b. For a partnership or sole proprietorship, by a general partner or the proprietor.

c.  Foramunicipal, state, federal or other public facility, by either a principal executive officer or by an individual having
overall responsibility for environmental matters at the facility.

Submittal of an incomplete application may result in the application being returned.

This completed form and any attachments along with the applicable permit fees, should be submitted to:
cleanwaterpermits@dnr.mo.gov
OR

Department of Natural Resources
Water Protection Program
ATTN: NPDES Permits and Engineering Section
P.O. Box 176
Jefferson City, MO 65102

Map of regional offices with addresses and phone numbers are available on the Web at hitp://dnr.mo.gov/regions/. If there are any
questions concerning this form, contact the appropriate regional office or the Department of Natural Resources, Water Protection
Program, Operating Permits Section at 800-361-4827 or 573-522-4502.




EMMLW a., W. Statement

409 6th Street Statement Date:
PO Box 308
Osawatomie, KS 66064 Salesperson:

{913) 755-2161

9/5/2024
Dick

Page: 1

Camden County PWSD #4 Customer Number: 00-0001243
PO Box 9
Lake Ozark, MO 65049 Credit Limit: 20,000.00
Credit Available: 2,518.11
Contact:
Date Reference Description Charge Credit Balance
4/29/2024 0040351-IN 10,724.35 10,724.35
8/14/2024 0040913-IN 1,639.54 1,639.54
8/29/2024 0040998-IN 1,128.00 1,128.00
Total: 13,491.89
Current 0 Days 30 Days 60 Days 90 Days Balance Due
2,767.54 0.00 0.00 0.00 10,724.35 13,491.89

*** THIS IS LINE ONE OF THE STANDARD MESSAGE ***
*** THIS IS LINE TWO OF THE STANDARD MESSAGE ***
Your account with us is seriously past due.

Remit today so that we may continue to serve you.



I'" MARTIN | PRINGLE

ATTORNEYS AT LAW

300 E. 39th St., LL1i, Kansas City, Missouri 64111 | 816-753-6006

DOUGLAS D. SILVIUS | ddsilvius@martinpringle.com

RECEIVED
SEP 09 2024

September 5, 2024

Water Protection Program
Division of Environmental Quality
P.O.Box 176

Jefferson City, MO 65102

Water Protection Program

Re:  Reconsideration of Camden County PWSD #4 Cornett Cove WWTF Permit renewal
Permit # 0128619

To Whom it may concern:

By letter dated March 12, 2024, the Division of Environmental Quality notified Camden
County Public Water Supply District No. 4 (CCPWSD #4) that the Missouri Department of
Natural Resources has denied the renewal application for your Missouri State Operating Permit
to discharge from the Cornett Cove WWTF.

The Notice of Intent to Deny Renewal Request included with the March 12, 2024 letter,
indicated the reason for the denial was that the Owner of the property could not b located.

The original application for renewal had listed the owner of the property and MPI. This
was an error. CCPWSD #4 had continuously occupied the property (Lot 602 Cornett Cove No. 3,
the “Property”) and operated the Cornett Cove WWTF to the exclusion of all others, since at
least November of 2005. Under Missouri law RSMo § 516.010, once the elements of adverse
possession were met for ten years, title to the Property vested in the District by December of
20135. See, Ferguson v. Hoffinan, 462 S.W.3d 776, 782 (Mo. App. W.D. 2015), Humphreys v.
Wooldridge, 408 S.W. 3d 261, 269-70 (Mo. App. S.D. 2013).

Upon receipt of the March 12, 2024 letter, we researched title and filed a Quiet Title
Action in the Circuit Court of Camden County, Missouri Case # 24CM-CC00150, to get the
record of ownership changed with the Camden County land records. The Court issued its oder
September 5, 2004 declaring the District fee simple owner of the Property.

Enclosed with this letter is the resubmission of the renewal application, and a recorded
copy of the Certified Judgment of the Court declaring title to be with CCPWSD #4.

We trust this addresses all concerns raised in the Notice of Intent to Deny Renewal
Request included with the March 12, 2024 letter.

KANSAS | MISSOURI
WICHITA | OVERLAND PARK | KANSAS CITY | EL DORADO

martinpringle.com



September 5, 2024
Page 2

If there are any additional questions or concerns, please contact Anthony Butt at 573-365-
6792 or the undersigned at (816) 516-7816.

cc: CCPWSD #4



IN THE CIRCUIT COURT OF CAMDEN COUNTY, MIS

Camden County Public Water Supply District
Number Four

62 Bittersweet Road

Lake Ozark, MO 65049

Plaintiff,
V.

RIDGECREST HOUSING, A Limited
Partnership
Serve:

Registered Agent:

Lisa Williams Porter

917 N.W. Vesper

Blue Springs, MO 64015

)
)
)
)
)
)
)
)
)
)
)
)
)
)
)
;
THE LAST OFFICERS, DIRECTORS AND )
SHAREHOLDERS OF MISSOURI PARTNERS, )
INC. AND THEIR SPOUSES IF LIVING AND IF )
DECEASED, THEIR UNKNOWN HEIRS, )
DEVISEES, GRANTEES, ASSIGNEES, )
DONEES, ALIENEES, LEGATEES, )
ADMINISTRATORS, EXECUTORS, )
GUARDIANS, MORTGAGEES, TRUSTEES, )
LEGAL REPRESENTATIVES, AND ALL )
OTHER PERSONS, CORPORATIONS, OR )
SUCCESSORS CLAIMING BY, THROUGH, OR )
UNDER THEM. )
)

)

)

)

)

)

)

)

)

)

)

)

)

)

)

and

JOHN DOE AND MARY DOE, THEIR SPOUSE,
IF LIVING, AND THEIR SPOUSE, IF LIVING
AND IF DECEASED, THEIR UNKNOWN
HEIRS, DEVISEES, GRANTEES, ASSIGNEES,
DONEES, ALIENEES, LEGATEES,
ADMINISTRATORS, EXECUTORS,
GUARDIANS, MORTGAGEES, TRUSTEES,
LEGAL REPRESENTATIVES, AND ALL
OTHER PERSONS, CORPORATIONS, OR
SUCCESSORS CLAIMING BY, THROUGH, OR
UNDER THEM.

Defendants.

Case No. 24CM-CC00150




JUDGMENT

Now on this 5™ day of September, 2024, this Court takes up Plaintiff’s Verified Petition to
Quiet Title, Plaintiff Camden County Public Water Supply District Number Four appears by its
attorney, Douglas D. Silvius of Martin, Pringle, Oliver, Wallace, and Bauer, L.L.P.

Defendants RIDGECREST HOUSING, a Missouri limited partnership, John Doe, Jane
Doe, their spouse, if living, and the last officers, directors and shareholders of Missouri Partners,
Inc. and their spouse, if living and if deceased, their unknown heirs, deviseeé, grantees, assignees,
donees, alienees, légaxees, administrators, executors, guardians, mortgagees, trustees, legal
representatives, and all other persons, corporations, or successors claiming by, through, or under
them. (collectively with Ridgecrest “Defendants™), although duly notified and served by
publication, as required by law, and although being called, appear not and are in default.

The parties, waiving a jury, submit the cause to the Court on the Verified Petition herein
and the evidence and proof adduced. The Court, having heard and considered the cause and being
fully advised in the premises, finds the issues for Plaintiff Camden County Public Water Supply
District Number Four, and finds, adjudges, and decrees that Plaintiff is the legal owner and is
vested with fee simple title in and to real estate located in Camden County, Missouri, described as
follows:

Lot 602 Cornett Cove No. 3 (the “Property”)

Subject only to the recorded Septic System Agreement Easement to McGehee Dated
November 4, 2005 and recorded November 9, 2005, (Exhibit G to the Verified Petition) and
McGehee’s successors in interest.

The Court further declares the Default Judgment in Case No. 06CM-CC00154 and April
3, 2007 easement recorded pursuant to that Judgment, void, unenforceable not binding on Plaintiff

and any other parties not made a party to that suit.
2



The Court further finds and decrees that none of the Defendants have any right, title, claim
or interest in the above-described real estate or any lien on it, and that any right, title, claim, or
interest any Defendant or Defendants may claim in or to the above-described real estate is invalid
because of the events described in the Petition herein, and is otherwise barred by RSMo § 516.010,
in that Plaintiff has been in open, notorious, continuous, and hostile possession of the above-
described real estate for more than ten years.

The Court further finds and declares that Defendants are and be forever barred, enjoined,
and restrained from setting up and claiming any right, title, interest, estate, equity, or lien in, to, or
upon the above-described real estate or any part thereof.

Therefore, IT IS ORDERED, ADJUDGED, AND DECREED by this Court that title to the
above-described real estate be and is vested in Plaintiff Camden County Public Water Supply

District Number Four, in fee simple absolute, and that the costs herein be assessed against Plaintiff.

alshy Z
J

Date udge

dage
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@_ ~~nt MISSOURI DEPARTMENT OF NATURAL RESOURCES

~~~] WATER PROTECTION PROGRAM

&

@ - FINANCIAL QUESTIONNAIRE

FINANCIAL INFORMATION THAT IS NOT PROVIDED THROUGH THIS FORM WILL BE OBTAINED BY THE

NOTE > | hEPARTMENT FROM READILY AVAILABLE SOURCES.

1. GENERAL INFORMATION

FACILITY NAME PERMIT NUMBER

Cornett Cove WWTF #MO- 0128619

ciTYy COUNTY

Lake Ozark Camden

2. GENERAL FINANCIAL INFORMATION (ALL FACILITIES)

2.1 Number of connections to the facility: Residential 60 Commercial Industrial

2.2 Current sewer user rate (Based on a 5,000 galion per month usage): 34.07

2.3 Current annual operating costs for the facility (excludes depreciation): $5,690.91

2.4 Bond rating (if applicable): A-

2.5 Bonding capacity:

2.6 Current outstanding debt relating to wastewater collection and treatment:

2.7 Amount within the current user rate used toward payments on outstanding debt
related to the current wastewater infrastructure:

2.8 Attach any relevant financial statements.

3. FINANCIAL INFORMATION REQUIRED FROM MUNICIPALITIES

3.1 Municipality’s Full Market Property Value:

3.2 Municipality’s Overall Net Debt:

3.3 Municipality's Property Tax Revenues (levied) [A]: n/a

3.4 Municipality’s Property Tax Revenues (collected) [B]: n/a

3.5 Municipality’s Property Tax Collection Rate ([B]/[A]): n/a

4. FINANCIAL INFORMATION REQUIRED FROM SEWER DISTRICTS

. S 1118 29 .

4.1 Total connections to the sewer district: Residential Commercial Industrial

4.2 When facilities require upgrades, how are the costs divided? Will the homes connected to the upgraded facility bear the costs?
Will the costs be divided across the sewer district?

5. ADDITIONAL CONSIDERATIONS (ALL FACILITIES)

5.1 Provide a list of major infrastructure or other inveé?r-nents in environmental projects. Include project timing and costs and
indicate any possible overlap or complications (attach sheets as necessary):

5.2 Provide a list of any other relevant local community economic conditions that may impact the ability to afford new permit

requirements (attach sheets as necessary):

MO 780-2511 (12/18) PAGE 1 of 2




6. CERTIFICATION

FINANCIAL CONTACT OFFICIAL TITLE

Bernadette Hertzler-Long District Clerk

EMAIL ADDRESS TELEPHONE NUMBER WITH AREA CODE
bhertzlerpwsd4@gmail.com 573-365-6792

| certify under penatlty of law that this document and all attachments were prepared under my direction or supervision in accordance
with a system designed to assure that qualified personnel properly gather and evaluate the information submitted. Based on my
inquiry of the person or persons who manage the system, or those persons directly responsible for gathering the information, the
information submitted is, to the best of my knowledge and belief, true, accurate, and complete. | am aware that there are significant
penalties for submitting false information, including the possibility of fine and imprisonment for knowing violations.

OWNER OR AUTHORIZED REPRESENTATIVE OFFICIAL TITLE

Anthony A. Butt General Manager

SIGNAT#B\E N DATE SIGNED
Kmmw@f M 9-6-24

ISQTRUCTIONS FOR COMPLETING THE FINANCIAL QUESTIONNAIRE
The Financial Questionnaire it to be completed by municipalities, sewer districts, and water supply districts when filing for renewal of
their Missouri State Operating Permit. The Financial Questionnaire is to be submitted as an attachment to FORM B: APPLICATION
FOR OPERATING PERMIT FOR FACILITIES THAT RECEIVE PRIMARILY DOMESTIC WASTE AND HAVE A DESIGN FLOW
LESS THAN OR EQUAL TO 100,000 GALLONS PER DAY and FORM B2: APPLICATION FOR OPERATING PERMIT FOR
FACILITIES THAT RECEIVE PRIMARILY DOMESTIC WASTE AND HAVE A DESIGN FLOW MORE THAN 100,000 GALLONS

PER DAY.

1. GENERAL INFORMATION — Provide the name by which the facility is locally known, the Missouri State Operating Permit
number, and the city and county where the facility is located.

2. GENERAL FINANCIAL INFORMATION (ALL FACILITIES) — Municipalities, sewer districts, and water supply districts are to
complete.

2.1 Self-explanatory.

2.2 Provide the rate that a household would be charged for sewer service if they use 5,000 gallons per month.

2.3 Provide the cost to operate and maintain the wastewater facility annually.

24 Bond ratings can be found here: https://emma.msrb.org/IssuerHomePage/HomepagesForC6?cusip6=795169.

25 General obligation bond capacity allowed by constitution: Cities = up to 20% of taxable tangible property; Sewer
districts = up to 5% of taxable tangible property.

2.6 Provide the amount of debt owed on wastewater collection and treatment. Debt information is typically available from your
community’s annual financial statements
2.7 Provide the amount of a user’'s monthly sewer bill that is used toward debt owed on wastewater collection and treatment.

This may be a percentage or doilar amount.
2.8 Self-explanatory.

3. FINANCIAL INFORMATION REQUIRED FROM MUNICIPALITIES — Municipalities are to complete.

3.1 Full Market Property Value is typically available through your community or state assessor’s office.

3.2 Debt information is typically available from your community’s annual financial statements.

3.3 Property tax revenues are typically available from your community’s annual financial statements. Property tax rates for

Missouri communities can be found in the annual auditor’s report:
https://app.auditor.mo.gov/AuditReports/AudRpt2.aspx?id=31.

34 Property Taxes Levied = (Real Property Assessed Value) * (Property Tax Rate).
This information is typically available through your community or state assessor’s office and your community’s annual
financial statements. Property tax rates for Missouri communities can be found in the annual auditor's report:
https://app.auditor.mo.gov/AuditReports/AudRpt2.aspx?id=31.

3.5 Property tax collection rate = (Property Tax Revenues) + (Property Taxes Levied).

4, FINANCIAL INFORMATION REQUIRED FROM SEWER DISTRICTS — Sewer Districts and Water Supply Districts are to
complete.

4.1-4.2 Self-explanatory,

5. ADDITIONAL CONSIDERATIONS (ALL FACILITIES) — Municipalities, sewer districts, and water supply districts are to
complete.

5.1-5.2 Self-explanatory.

6. CERTIFICATION — Provide the name and contact information for the individual who can respond to financial information

requests for your community. This form must be signed by your community’s “owner” or “authorized representative”. The
owner for a municipality is either the principal executive officer or ranking elected official.

If there are any questions concerning this form or your Missouri State Operating Permit, contact the Department of Natural
Resources, Water Protection Program, Operating Permits Section at 800-361-4827 or 573-751-6825.
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Donnie Snelling

Electronically Recorded
Recorder of Deeds

Martin Pringle - Overland Park

RECORDER OF DEEDS CERTIFICATE

EXEMPT DOCUMENT

This document has been recorded under exempt status pursuant
to RSMo 59.310.4 and this certificate has been added to your
document in compliance with the laws of the State of Missouri.

' THIS PAGE HAS BEEN ADDED AS THE FIRST PAGE OF YOUR DOCUMENT--DO NOT REMOVE THIS PAGE



Document Title: Judgment Quieting title in Camden County,

Public Water Supply District Number Four
Document Date: September 5, 2024
Grantor's Name: Ridgecrest Housing, Limited Partnership
Grantee's Name: Camden County Public Water Supply District #4
Grantee's Address: ¢/o Douglas D. Silvius

Martin Pringle

300 E. 39th Street, #LL1i

Kansas City, MO 64111

Reference Books/Pages (if any):

Legal Description:

Lot 602 Cornett Cove No. 3, a subdivision in Camden
County, Missouri :




IN THE CIRCUIT COURT OF CAMDEN COUNTY, MI

Camden County Public Water Supply District
Number Four

62 Bittersweet Road

Lake Ozark, MO 65049

Plaintiff,
\2

RIDGECREST HOUSING, A Limited
Partnership
Serve:
' Registered Agent:
Lisa Williams Porter
917 N.W. Vesper
Blue Springs, MO 64015

)
)
)
)
)
)
)
)
}
)
)
)
)
)
)
g
THE LAST OFFICERS, DIRECTORS AND )
SHAREHOLDERS OF MISSOURI PARTNERS, )
INC. AND THEIR SPOUSES IF LIVING AND IF )
DECEASED, THEIR UNKNOWN HEIRS, )
DEVISEES, GRANTEES, ASSIGNEES, )
DONEES, ALIENEES, LEGATEES, )
ADMINISTRATORS, EXECUTORS, )
GUARDIANS, MORTGAGEES, TRUSTEES, )
LEGAL REPRESENTATIVES, AND ALL )
OTHER PERSONS, CORPORATIONS, OR )
SUCCESSORS CLAIMING BY, THROUGH, OR )
UNDER THEM. )
)

)

)

)

)

)

)

)

)

)

)

)

)

)

)

and

JOHN DOE AND MARY DOE, THEIR SPOUSE,
IF LIVING, AND THEIR SPOUSE, IF LIVING
AND IF DECEASED, THEIR UNKNOWN
HEIRS, DEVISEES, GRANTEES, ASSIGNEES,
DONEES, ALIENEES, LEGATEES,
ADMINISTRATORS, EXECUTORS,
GUARDIANS, MORTGAGEES, TRUSTEES,
LEGAL REPRESENTATIVES, AND ALL
OTHER PERSONS, CORPORATIONS, OR
SUCCESSORS CLAIMING BY, THROUGH, OR
UNDER THEM.

Defendants.

Case No. 24CM-CC00150




GMENT

Now on this 5% day of September, 2024, this Court takes up PlaintifP’s Verified Petitionto
Quiet Title, Plaintiff Camden County Public Water Supply District Number Four appears by its
attorney, Douglas D. Silvius of Martin, Pringle, Oliver, Wallace, and Bauer, L.L.P.

Defendants RIDGECREST HOUSING, a Missousi limited partnership, John Doe, Jane
Doe, their spouse, if living, and the last officers, directors and shareholders of Missouri Partners,
Inc. and their spouse, if living and if deceased, their unknown heirs, deviseeé, grantees, assignees,
donees, alienees, lt'agatees, administrators, executors, guardians, mortgagees, trustees, legal
representatives, and all other persons, corporations, or successors claiming by, through, or under
them. (collectively with Ridgecrest “Defendants™), although duly notified and served by
publication, as required by law, and although being called, appear not and are in default.

The parties, waiving a jury, submit the cause to the Court on the Verified Petition herein
and the evidence and proof adduced. The Court, having heard and considered the cause and being
fully advised in the premises, finds the issues for Plaintiff Camden County Public Water Supply
District Number Four, and finds, adjudges, and decrees that Plaintiff is the legal owner and is
vested with fee simple title in and to real estate located in Camden County, Missouri, described as
follows:

Lot 602 Cornett Cove No. 3 (the “Property”)
Subject only to the recorded Septic System Agreement Easement to McGehee Dated

November 4, 2005 and recorded November 9, 2005, (Exhibit G to the Verified Petition) and

McGehee’s successors in interest.
The Court further declares the Defanlt Judgment in Case No. 06CM-CC00154 and April
5,2007 easement recorded pursuant to that Judgment, void, unenforceable not binding on Plaintiff

and any other parties not made a party to that suit.
2



The Court further finds and decrees that none of the Defendants have any right, title, claim
or interest in the above-described real estate or any lien on it, and that any right, title, claim, or
interest any Defendant or Defendants may claim in or to the above-described real estate is invalid
because of the events described in the Petition herein, and is otherwise barred by RSMo § 516.010,
in that Plaintiff has been in open, notorious, continuous, and hostile possession of the above-
described real estate for more than ten years.

The Court further finds and declares that Defendants are and be forever barred, enjoined,
and restrained from setting up and claiming any right, title, interest, estate, equity, or lien in, to, or
upon the above-described real estate or any part thereof.

Therefore, iIT IS ORDERED, ADJUDGED, AND DECREED by this Court that title to the
abové-described real estate be and is vested in Plaintiff Camden County Public Water Supply

District Number Four, in fee simple absolute, and that the costs herein be assessed against Plaintiff.

alshy | M

~ Date Judge

-
-
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Gv‘- LA Michael L. Parson

M'SSOUR' Governor
@ DEPARTMENT OF Dru Buntin
NATURAL RESOURCES Director

r=

March 12, 2024

Camden County Public Water Supply District No. 4 (CCPWSD #4)
62 Bittersweet Road
Lake Ozark, MO 65049

Dear Permittee:

Pursuant to the Missouri Clean Water Law, the Missouri Department of Natural Resources has
denied the renewal application for your Missouri State Operating Permit to discharge from the
Cornett Cove WWTF.

Please read the enclosed Notice of Intent to Deny Renewal Request and attached fact sheet as it
identifies the reasons for this denial but also includes information regarding what is required to

be submitted before the department will reconsider processing an application for renewal of the
Missouri State Operating Permit.

If you have any questions concerning this permit, please do not hesitate to contact the Water
Protection Program at P.O. Box 176, Jefferson City, MO 65102, or by phone at 573-522-4502.

Sincerely,
DIVISION OF ENVIRONMENTAL QUALITY

’KT\GL Z 717[432’\_.(«'

Kyra Moore
Director

KM:esv
Enclosure

c: Joe Clayton, Compliance and Enforcement Section
Central Field Office

tesbouy uonoalouy sarem

v207 6 0 43S
CQ3AIZOTY

PO Box 176, Jefferson City, MO 65102-0176 + dnr.mo.gov
O



STATE OF MISSOURI

DEPARTMENT OF NATURAL RESOURCES

MISSOURI CLEAN WATER COMMISSION

g,
aSiea s,
St PaRE tuts

MISSOURI STATE NOTICE OF INTENT TO DENY RENEWAL
REQUEST

In compliance with the Missouri Clean Water Law (Chapter 644 RSMo, hereinafter, the Law), and the Federal Water Pollution
Control Act (Public Law 92-500, 92" Congress) as amended,

Permit No. MO-0128619

Owner: “MPT”

Address: 180 Mall Road, Suite 1, Hollister, MO 65672
Continuing Authority: CAMDEN COUNTY PUBLIC WATER SUPPLY DISTRICT NUMBER FOUR
Address: 62 Bittersweet Rd., Lake Ozark, MO 65049
Facility Name: Cornett Cove WWTF

Facility Address: Evergreen Drive, Lake Ozark, MO 65049
Legal Description: Sec. 29, T40N, R16W, Camden County
UTM Coordinates: X=1524336, Y=4227152

Receiving Stream: Tributary to Treeline Lake

First Classified Stream and ID: Treeline Lake (L3) (7649)

USGS Basin & Sub-watershed No.: (10290109-0406)

is denied the authorization to use, operate and maintain the wastewater treatment facility to treat wastewater generated at the facility
described herein:

FACILITY DESCRIPTION

Outfall #001 — Non-POTW
Equalization basin / extended aeration / chlorination / dechlorination / sludge holding tank / sludge hauled by permittee / sludge is

disposed at another permitted WWTP.

Design population equivalent is 304.

Design flow is 25,840 gallons per day.

Actual flow is 3,175 gallons per day.

Design sludge production is 5.5 dry tons/year.

This notice of intent denies authorization to use, operate and maintain application water contaminant source under the Missouri Clean
Water Law and the National Pollutant Discharge Elimination System; it does not apply to other regulated areas.

f/j/
4 L Q

Denial Date John I-fgki-., Direc}orffWater Protection Program




FACILITY REQUEST FOR RENEWAL DESCRIPTION
The operator of the facility has requested renewal of the Missouri State Operating Permit (MSOP) MO-0128619. The operator of the
facility would like to continue use, operation, and maintenance of the wastewater treatment facility as described above.

THE MISSOURI DEPARTMENT OF NATURAL RESOURCES DETERMINATION OF REQUEST
The Missouri Department of Natural Resources has made the determination to deny the MSOP renewal request. In making this
determination, the department considered the following regulation:

e Missouri Code of State Regulations (CSR), 10 CSR 20-6.010(7)(A).

e 10 CSR 20-6.010(2)(AB).

¢ Revised Statutes of Missouri (RSMo) Sections 644.016(15) and 644.051.7.

On March 31, 2021, the department received a renewal application for MSOP MO-0128619. Per 10 CSR 20-6.010(7)(A), the
operating permit shall be issued to both the owner and continuing authority. In addition, per 10 CSR 20-6.010(2)(A), a continuing
authority must assume full “responsibility for compliance with all permit conditions.” The application identifies Camden County
Public Water Supply District #4 as the continuing authority and an entity, MPI, as the owner. CAMDEN COUNTY PUBLIC WATER
SUPPLY DISTRICT NUMBER FOUR, hereinafter referred to as CCPWSD#4, is properly registered with the Missouri Secretary of
State and has been operating the facility for at least the previous permit cycle. However, “MPI” is not registered with the Missouri
Secretary of State; there was a corporation named M.P.I., Inc. that was dissolved in 1993, and there have been three separate
registrations of the fictitious name “MPI” that have all expired. CCPWSD#4 did not have contact information for MPL. Because
“MPI” is not an existing legal entity with a valid status with the Missouri Secretary of State, MPI therefore does not meet the
definition of “person” per 644.016(15), RSMo.

The department has made several attempts to locate the owner of the property. The address supplied on the application for MPI is now
owned by another unrelated business. According to the Camden County Assessor, “Ridgecrest Housing” owns the parcel of land the
facility resides on. On April 17, 2023, the department sent a certified letter to the address provided by the Camden County Assessor
for Ridgecrest Housing, which was returned as vacant. On August 24, 2023, the department sent a certified letter to Lisa Porter, the
registered agent with the Missouri Secretary of State’s office for RIDGECREST HOUSING, A LIMITED PARTNERSHIP, the only
entity registered with “Ridgecrest Housing” in the name. This letter was also returned as vacant. The department tried to contact the
owner of neighboring property and no response was received. The department also attempted to get information about the property
from the Camden County Recorder, but found no new information or addresses. Because the facility owner appears to be absent, they
can neither sign the permit application as owner nor confirm that CCPWSD#4 has complete control of the facility as continuing

authority.

For the reasons discussed above, the department cannot renew a permit for authorization to use, operate and maintain this wastewater
treatment system, and is denying this renewal request. The applicant must identify a valid owner and continuing authority in order to
renew MSOP MO-0128619. Once the facility provides sufficient information to the department that an adequate owner can be
identified and a continuing authority confirmed, the department will reconsider an application for a MSOP.



MISSOURI DEPARTMENT OF NATURAL RESOURCES
FACT SHEET
FOR THE PURPOSE OF NOTICE OF INTENT TO
DENY MSOP RENEWAL REQUEST OF
MO-0128619
CORNETT COVE WWTF

The Federal Water Pollution Control Act ("Clean Water Act" Section 402 Public Law 92-500 as amended) established the National
Pollutant Discharge Elimination System (NPDES) permit program. This program regulates the discharge of pollutants from point
sources into the waters of the United States, and the release of stormwater from certain point sources. All such discharges are
unlawful without a permit (Section 301 of the "Clean Water Act"). After a permit is obtained, a discharge not in compliance with all
permit terms and conditions is unlawful. Missouri State Operating Permits (MSOPs) are issued by the Director of the Missouri
Department of Natural Resources (department) under an approved program, operating in accordance with federal and state laws
(Federal "Clean Water Act" and "Missouri Clean Water Law" Section 644 as amended). MSOPs are issued for a period of five (5)
years unless otherwise specified.

As per [40 CFR Part 124.8(a)] and [10 CSR 20-6.020(1)(A)2.] a factsheet shall be prepared to give pertinent information regarding the
applicable regulations, rationale for the development of effluent limitations and conditions, and the public participation process for the
Notice of Intent listed below. A factsheet is not an enforceable part of an operating permit.

PART I. FACILITY INFORMATION

Facility Type: Non-POTW — Residential Subdivision
Application Date: 03/31/2021

Expiration Date: 09/30/2021

Last Inspection: 02/03/2021 In Compliance
FACILITY DESCRIPTION:

Outfall #001 — Non-POTW

Equalization basin / extended aeration / chlorination / dechlorination / sludge holding tank / sludge hauled by permittee / sludge is
disposed at another permitted WWTP,

Design population equivalent is 304.

Design flow is 25,840 galions per day.

Actual flow is 3,175 gallons per day.

Design sludge production is 5.5 dry tons/year.

FACILITY PERFORMANCE HISTORY:
The facility was last inspected on February 3, 2021. The facility was found to be in compliance.

PART II. RATIONALE AND DERIVATION OF NOTICE OF INTENT

The facility’s permit renewal application has failed to comply with Missouri Code of State Regulations (CSR), 10 CSR 20-
6.010(2)(A)Y(B) and -(7)(A).

A valid owner and proof of continuing authority is required before the department can process the renewal of an operating permit. As
discussed in phone conversations on June 13, 2023 and September 6, 2023 with CCPWSD#4, and in letters dated April 17,2023 to the
property owner, and August 24, 2023 to the listed registered agent for the property owner, it appears the owner listed on the
application, MPI, is not a valid legal entity that meets the definition of “person” in Section 644.016(15), RSMo. Additionally,
although CCPWSD#4 is a valid legal entity, there is no proof CCPWSD#4 is the correct continuing authority, because it cannot
demonstrate that it has complete control of, and responsibility for, the wastewater treatment system.

Pursuant to Section 644.051.7, RSMo, the department shall deny a permit if the source will violate any such acts, regulations,
limitations or standards or will appreciably affect the water quality standards or the water quality standards are being substantially
exceeded, unless the permit is issued with conditions as to make the source comply with such requirements within an acceptable time
schedule. Because the department does not have the information necessary to issue a lawful permit in accordance with state
regulations, the permittee’s request for renewal of its state operating permit is being denied.

The facility must provide the department with a valid owner and proof of continuing authority in order to renew MSOP MO-0128619.
If the facility provides such information, the department will reconsider an application for a MSOP.



PART III. ADMINISTRATIVE REQUIREMENTS

On the basis of preliminary staff review and the application of applicable standards and regulations, the department, as administrative
agent for the Missouri Clean Water Commission, issues this notice of intent that proposes to deny a permit renewal request for Cornett
Cove WWTEF, MSOP MO-0128619. Pursuant to the Missouri Clean Water Law Section 644.051.7, RSMo, the Director shall deny a
permit if the source will violate any such acts, regulations, limitations or standards or will appreciable affect the water quality
standards or the water quality standards are being substantially exceeded, unless the permit is issued with conditions as to make the
source comply with such requirements within an acceptable time schedule. The department has determined that the permit cannot be
issned with conditions that will make it comply within an acceptable time schedule.

PuBLIC NOTICE:

In accordance with [40 CFR 124.6], the department shall give Public Notice that a draft notice of intent has been prepared and its
issuance is pending. The department must issue Public Notice of a pending notice of intent. The public comment period is the length
of time not less than 30 days following the date of the Public Notice which interested persons may submit written comments about the

proposed notice of intent.

For persons wanting to submit comments regarding this proposed notice of intent, then please refer to the Public Notice page located
at the front of this draft notice of intent. The Public Notice page gives direction on how and where to submit appropriate comments.

v" The Public Notice period for this notice of intent to deny the renewal request started December 15, 2023 and ended January 15,
2024. No comments were received.

DATE OF FACT SHEET: OCTOBER 23, 2023
COMPLETED By:

ERIN STEVENS

MiISSOURI DEPARTMENT OF NATURAL RESOURCES

WATER PROTECTION PROGRAM

OPERATING PERMITS SECTION - DOMESTIC WASTEWATER UNIT
(573) 522-1675

Erin.Stevens@dnr.mo.gov
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